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1 Introduction 7

1 Introduction

Application Converter (short Appkonv) from SEAL Systems is used for purpose
converting application data, for example, MS Word files, into a long-term
format, generally into PostScript or PDF.

This documentation is intended for system administrators who want to inform  target group
themselves about Application Converter, install and customize Application
Converter.

This chapter deals with the following topics: in this chapter
Topic Page
Conventions in this Documentation 8
Overview of Contents 9
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1 Introduction

path specifica-
tion

typography

Application Converter
System Description

Conventions in this Documentation

The path information given in this documentation is relative to the installation
directory of Application Converter. The path information is indicated in
Windows notation only.

The following table lists the typographical conventions employed in this docu-

mentation.
Typographical Meaning
Convention
Consolas File names, paths, commands, menu items, keywords,

special values, short scripts and examples

Consolas 1italic

Parameters; variables that has to be replaced by
current values

Consolas small

More extensive scripts and examples

2026-07-15 SEAL Systems
Version 2.10.2 www.sealsystems.com



1 Introduction

Overview of Contents

This documentation has two parts: a description and a reference. The first part
describes the functionality and the installation process using figures, step-by-
step-procedures and explanatory texts. The second part serves as a detailed
reference guide, containing configuration settings, keywords etcetera.

The description deals with the following topics:

Chapter 3, Installation, page 17, lists the requirements for the installation of
Application Converter and the applications whose files can be converted by
Application Converter.

Chapter 3, Installation, page 17, describes the installation of Application
Converter.

Chapter 4, Configuration, page 31, provides an overview of how you can
customize the behavior of Application Converter.

Chapter 5, CoreIDRAW, page 35, explains the settings concerning CorelDRAW.

Chapter 6, All Microsoft Office Applications, page 38, explains the settings
concerning all Microsoft Office applications.

The settings which are specific for a Microsoft Office application, are described
in the following chapters:

e Chapter 7, MS Excel, page 48

e Chapter 8, MS PowerPoint, page 57

e Chapter 10, MS Visio, page 67

e Chapter 10, MS Visio, page 67

e Chapter 11, MS Word, page 72

Chapter 12, External Program (e. g. ps2tiff.pl, winzip32.exe), page 87, describes

how you integrate an external program for the conversion, for example for the
conversion of ZIP files by means of winzip32.exe.

Chapter 13, Information and Troubleshooting, page 90, introduces the status
and log file and provides solutions to known problems.

Chapter 14, Reference, page 123, lists the environment variables, the settings in
the configuration file, the parameters and the return codes of Application
Converter.

Chapter 15, Changes, page 184, describes the most important changes for each
released version.

............................................................................................................................. To be continued

SEAL Systems 2026-07-15
www.sealsystems.com Version 2.10.2
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10 1 Introduction

Overview of Contents, continuation

appendix In the appendix, you find lists of the most important files of Application
Converter and the supported OLE servers for the different applications and
information about the registerchange.exe program.

directories At the end of the documentation, a bibliography, terminology list, abbreviation
list and index are included.

Application Converter 2026-07-15 SEAL Systems
System Description Version 2.10.2 www.sealsystems.com
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2 Requirement

This chapter deals with the following topics:

Topic Page
Supported Platforms and Hardware 14
Supported Application Formats 15
Restriction - Unicode/UTF-8 16

SEAL Systems
www.sealsystems.com

2026-07-15
Version 2.10.2

in this chapter
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2 Requirement

platform and
hardware

Application Converter
System Description

Supported Platforms and Hardware

The currently supported platforms and hardware requirements are described
on the following website of SEAL Systems:

https://www.sealsystems.com/service-support/computer-equipment

The memory requirement highly depends on the source formats to be
converted, for example the Microsoft Office applications. Sometimes, even a
specific graphic board is required. Check the requirements concerning the
applications to be supported in advance.

2026-07-15 SEAL Systems
Version 2.10.2 www.sealsystems.com
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Supported Application Formats

Application Converter supports the following Microsoft Office versions:
e Microsoft Office 2016

e Microsoft Office 2019

e Microsoft Office 2021 (32 and 64 bit)

e Microsoft Office 2024 LTSC (32 and 64 bit)

Application Converter supports the following CoreIDRAW versions:
e CorelDRAW as of version X5

Application Converter supports the following file types:

e CorelDRAW: .cdr, .cdt

e MS Excel: .x1a, .x1am, .x1s, .x1sb, .x1sm, .x1sx, .x1tm, .x1tx

e MS PowerPoint: .pot, .potm, .potx, .pps, .ppsm, .ppsx, .ppt, .pptm, .pptx
e MS Project: .mpp

e MS Visio: .svg, .vdx, .vsd, .vss, .vst, .vsx, .vsdm, .vsdx, .vssm, .VSsX,
.vstm, .vstx, .vtx

e MS Word: .doc, .docm, .docx, .dot, .dotm, .dotx, .rtf, .txt

For the conversion, the correspondent applications have to be installed on the
conversion server.

For information about how the applications have to be prepared for the conver-
sion, refer to [APPSET4CONV_TEC].

On the conversion servers, the fonts used in the documents has to be installed.

If the fonts have been installed after the SEAL Systems software,, the conver-
sion server has to be restarted due to the fonts will be known in the conversion
process.

SEAL Systems 2026-07-15
www.sealsystems.com Version 2.10.2

Microsoft Office
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Restriction - Unicode/UTF-8

file names The names of the files, for example the input files, must not contain Unicode
characters.
OLE link For supporting Unicode OLE links, the .1st file has to be encoded as UTF-8.

- Update and Save OLE Links, page 52

Application Converter 2026-07-15 SEAL Systems
System Description Version 2.10.2 www.sealsystems.com
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3 Installation

Application Converter will be installed via SEAL Setup if you select conversion
processes as components such as DPF4Convert in SEAL Setup:

- [SEALSETUP_TEC]

The following conversion methods are available in Application Converter
dependent on the application:

* Via the PDF export from the application
e Viaa PostScript printer

e Via a macro calling an external program for creating PDF, for example,
Adobe PDF Maker

Depending on which conversion method you want to use, you have to execute
additional installation and basic configuration steps.

This chapter deals with the following topics:

Topic Page
Conversion Via PDF Export (Microsoft Office) 18
Conversion Via PDF Export (CorelDRAW) 19
Conversion Via PostScript Printer 20
Conversion Via Macro (Adobe PDFMaker) 27
Start and Test Application Converter 29
Integration by SEALService 30

SEAL Systems 2026-07-15

www.sealsystems.com Version 2.10.2
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Conversion Via PDF Export (Microsoft Office)
3 Installation

default

advantages

instructions

j/ hint -

EXPORT_<XXX>

Application Converter
System Description

3.1 Conversion Via PDF Export (Microsoft Office)

With all Microsoft Office applications except MS Project, the conversion via PDF
export is the default conversion method.

The conversion via the PDF export has the following advantages:

The quality of the PDF files is good.
Document properties can be passed on.
PDF files with bookmarks can be created.
PDF/A-conform files can be created.

PDF export is free of charge.

This is how you activate the PDF export for a Microsoft Office application:

Step Action

In the application-specific section of the configuration file, set the
following setting:
DO_EXPORT Y

In the application-specific section of the configuration file, set the
following setting:
EXTENSION pdf

For the conversion via PDF export, the EXPORT_<xxx> settings in the application-

specific section of the configuration file will be evaluated.

- [application] Section, page 165

2026-07-15 SEAL Systems
Version 2.10.2 www.sealsystems.com



Conversion Via PDF Export (CorelDRAW)
3 Installation 19

3.2 Conversion Via PDF Export (CorelDRAW)

This is how you activate the PDF export for CoreIDRAW: instructions

Step Action

1 In the CorelDRAW-specific section of the configuration file, set the
following setting:
EXTENSION pdf

SEAL Systems 2026-07-15 Application Converter
www.sealsystems.com Version 2.10.2 System Description
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Conversion Via PostScript Printer

3 Installation

5’) hint - no lon-

ger supported

in this chapter

Application Converter
System Description

3.3 Conversion Via PostScript Printer

As of Application Converter 2.4.0, the conversion method via PostScript printer
will no longer be supported. The method remains but will no longer be main-

tained.

This chapter deals with the following topics:

Topic Page
Activate the Conversion Via PostScript Printer 21
Install the PRINTER PostScript Printer 22
Install the PRINTER_FILE PostScript Printer 24
Check the Printing Preferences 26
2026-07-15 SEAL Systems

Version 2.10.2

www.sealsystems.com
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Activate the Conversion Via PostScript Printer

This is how you activate the conversion via PostScript printer: instructions

Step Action

1 In the application-specific section of the configuration file, set the
following setting:
DO_EXPORT N
2 In the application-specific section of the configuration file, set the

following setting:
EXTENSION ps

For the conversion, the PostScript printer specified as PRINTER or PRINTER_FILE
depending on the application is used.

- Install the PRINTER PostScript Printer, page 22
- Install the PRINTER_FILE PostScript Printer, page 24

SEAL Systems 2026-07-15
www.sealsystems.com Version 2.10.2

PostScript print-

er

Application Converter
System Description



22

Conversion Via PostScript Printer
3 Installation

Port FILE:

j/ hint -

SEAL Setup

instructions

Application Converter
System Description

Install the PRINTER PostScript Printer

Files from CorelDRAW, MS PowerPoint and MS Word can be converted via a
local PostScript printer using the FILE: port.

You can install the PostScript printer for CorelDRAW, MS PowerPoint and MS
Word via SEAL Setup:

—> [SEALSETUP_TEC]

This is how you install the PostScript printer for CoreIDRAW, MS PowerPoint
and MS Word manually:

Step Action
1 Open the printer installation wizard, for example:
Start—>Devices and Printers
Add a Printer
2 Specify that you want to install a local printer:
Add a local printer
3 InUse an existing port, select the following item:
FILE: (Print to File)
4 In Install the printer driver, select the following items:
Manufacturer: SEAL Systems
Printers: SEAL Systems PS Generic
& hint - no SEAL Systems:
If SEAL Systems does not yet appear in the list of manufacturers,
click Have Disk and select the following file:
<inst_dir>\install\pstreiber\seal.inf
& hint - existent PostScript printer driver:
You can also use an already existent printer driver which creates
PostScript without any printer-specific options.
5 In Printer name, specify the following name:
SEAL Systems PS Generic
&
hint - match:
The name has to match the PRINTER item in the appkonv. cfg config-
uration file. The item is case-sensitive.

............................................................................................................. To be continued

2026-07-15 SEAL Systems
Version 2.10.2 www.sealsystems.com
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Install the PRINTER PostScript Printer, continuation

instructions,
cont'd
Step Action
6 Finish the installation with Finish.
SEAL Systems 2026-07-15 Application Converter
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Conversion Via PostScript Printer
3 Installation

temporary file

installation pack-
age

instructions

Application Converter
System Description

Install the PRINTER_FILE PostScript Printer

Files from MS Excel, MS Project and MS Visio can be converted via a PostScript
printer using a temporary file.

You receive the installation package for the PostScript printer, SEAL Systems PS
Generic Excel, from your Technical Project Manager at SEAL Systems.

This is how you install the PostScript printer for MS Excel, MS Project and MS

Visio:
Step Action
1 Open the printer installation wizard, for example:
Start—>Devices and Printers
Add a Printer
2 Specify that you want to install a local printer:
Add a local printer
3 In Create a new port, select the following Type of port
Local Port
4 In Enter a port name specify a temporary file name, which can be
used for the conversion, for example:
c:\seal\data\tmp\appconv.ps
& hint - sufficient disk space:
Use a local drive with sufficient disk space. SEAL Systems recom-
mends the working directory, data, of Application Converter.
5 In Install the printer driver, select the following items:

Manufacturer: SEAL Systems
Printers: SEAL Systems PS Generic

& hint - no SEAL Systems:

If SEAL Systems does not yet appear in the list of manufacturers,
click Have Disk and select the following file:
<inst_dir>\install\pstreiber\seal.inf

& hint - existent PostScript printer driver:

You can also use an already existent printer driver which creates
PostScript without any printer-specific options.

............................................................................................................. To be continued

2026-07-15 SEAL Systems
Version 2.10.2 www.sealsystems.com
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Install the PRINTER_FILE PostScript Printer, continuation

instructions,
cont'd
Step Action
6 In Printer name, specify the following name:
SEAL Systems PS Generic Excel
5’) hint - match:
The name has to match the PRINTER_FILE item in the appkonv.cfg
configuration file. The item is case-sensitive.
7 Finish the installation with Finish.
SEAL Systems 2026-07-15 Application Converter

www.sealsystems.com Version 2.10.2 System Description
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26 3 Installation
Check the Printing Preferences

not These steps are only required if you do not use the printer driver by SEAL

SEAL Systems Systems.

instructions

Application Converter
System Description

This is how you check if the printing preferences are suitable for the conversion:

Step Action
1 Select the installed PostScript printer:

Start—>Devices and Printers
2 Open the printing preferences via the context menu.
3 Open the advanced printing preferences via Advanced.
4 Check the following settings:

Paper/Output

Paper Size: A4
Graphic

Print Quality: 6©edpi

TrueType Font:

Substitute with Device Font

Document Options

Printer Features

PrintArea: format size

2026-07-15 SEAL Systems
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3.4 Conversion Via Macro (Adobe PDFMaker)

Application Converter can call macros before, for and after the conversion. macro call

- Update and Save OLE Links, page 81

Among others, you can use a macro for calling an external program which
executes the conversion into PDF, for example, Adobe PDFMaker.

Adobe PDFMaker is a macro from Adobe and can be called via the PDFMaker
macro from SEAL System:s.

The conversion via Adobe PDFMaker has the following advantages:
e The quality of the PDF files is very good.

e Document properties can be passed on.

e PDF files with bookmarks can be created.

e PDF/A-conform files can be created.

The conversion via Adobe PDFMaker has the following disadvantages:
e Adobe PDFMaker costs extra.
e Adobe PDFMaker has to be installed extra.

Calling macros and so the conversion via Adobe PDFMaker is available for the
following applications:

e MS Excel
e MS PowerPoint
e MS Word

As requirement, Adobe PDFMaker has to be installed.

Adobe PDFMaker has been installed if Create PDF and Basic Settings exist in
the menu bar of the application.

............................................................................................................................. To be continued

SEAL Systems 2026-07-15
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Conversion Via Macro (Adobe PDFMaker)
3 Installation

instructions

j/ hint -

Registry

Application Converter
System Description

Conversion Via Macro (Adobe PDFMaker), continuation

This is how you activate the SEAL Systems PDFMaker macro for the conversion
via Adobe PDFMaker:

Step Action
1 In the application-specific section of the configuration file, set the
following setting:
PRINTMACRO <macro>
The SEAL Systems PDFMaker macro for calling Adobe PDFMaker is
available under the following names:
e MS Excel: sealdistill.SEAL2AdobeDistiller
e MS PowerPoint: sealdistill.ppam!SEAL2AdobeDistillers8
e MS Word: SEAL2AdobeDistillers
I.-""'\
" example for MS Word:
PRINTMACRO SEAL2AdobeDistiller8
2 With MS Excel, the macro has to be additionally loaded via the

following environment variable:
AK_EXCEL_LOAD_PLUGIN = <plug-in>

I.-""'\

“. example for MS Excel:

AK_EXCEL_LOAD_PLUGIN =
c:\programme\microsoft office\officel2\xlstart\sealdistill.xla

When converting via macro (Adobe PDFMaker), the Registry items will be saved
before conversion and restored after it. For this, the registrychange.exe
program can be used which call is configured via the REGISTER_CHGFILE and
REGISTER_FLAGS settings.

- registerchange.exe Program, page 209

2026-07-15 SEAL Systems
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3.5 Start and Test Application Converter
One of the conversion methods has to have been activated: requirement
-» Conversion Via PDF Export (Microsoft Office), page 18
- Conversion Via PDF Export (CoreIDRAW), page 19
— Conversion Via PostScript Printer, page 20
-» Conversion Via Macro (Adobe PDFMaker), page 27
This is how you call Application Converter in order to convert a file: instructions
Step Action
1 In the SEAL shell, specify one of the following commands:
For the German version:
konverter.exe <inputfile> <options>
For the English version:
konverter_en.exe <inputfile> <options>
You specify the name of the file to be converted, <inputfile>, as
first parameter. After this, you can specify further parameters.
- Parameters - Reference, page 181
I.-""'\
“ example - call:
konverter.exe c:\tmp\test.docx -v
After the conversion, the following files are found in the directory of the input  result
file or the specified output directory:
e Output file: <basename_inputfiles.pdf
e Status file: <basename_inputfile>.log
- Status File, page 92
For the conversion process, a log file is created: log file
- Log File, page 93
I.f""\
Result after the conversion in the example above: % example

c:\tmp\test.pdf

c:\tmp\test.log
SEAL Systems 2026-07-15
www.sealsystems.com Version 2.10.2
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Integration by SEALService
3 Installation

integration

local user

o reference

Application Converter
System Description

3.6 Integration by SEALService

When being integrated in the PLOSSYS 4 or SAP environment, Application
Converter will be started via SEALService.

The user specified in SEALService has to be a local user due to problems may
occur when converting under a domain user. SEAL Systems recommends using
a local user who can log on interactively.

2026-07-15 SEAL Systems
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i} Configuration

After the installation, Application Converter is ready for use without customiza-
tion. However, you can customize the behavior of Application Converter.

This chapter deals with the following topics:

Topic Page
Environment Variables - Reference 124
appkonv.cfg - Configuration File - Reference 160
appkonv.cfg - Configuration File - Example 34

The following chapters describe the settings for Application Converter
concerning all applications or specific applications:

- Chapter 5, CorelIDRAW, page 35

—-> Chapter 6, All Microsoft Office Applications, page 38
- Chapter 7, MS Excel, page 48

- Chapter 10, MS Visio, page 67

— Chapter 8, MS PowerPoint, page 57

- Chapter 10, MS Visio, page 67

- Chapter 11, MS Word, page 72

SEAL Systems 2026-07-15
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4 Configuration

usage

with plossys.ini

L

% example

without
plossys.ini

variables

L

“\, example

5’) hint - name

reference

Application Converter
System Description

Environment Variables - Overview

You can use the environment variables for configuration in the configuration
file.

The environment variables of Application Converter are specified in the
[konverter\winnt] section of the configuration file plossys.ini of PLOSSYS 4.

Section in plossys.ini:
[konverter\winnt]
# these settings are valid on a Windows system,
# they overwrite the general settings

If the plossys.ini configuration file is not found, the environment variables
specified as usual are evaluated.

In the environment variables, you can use environment variables specified as
%VARIABLE?.

Environment variable in environment variable:
AK_LOGDIR = %PLSLOG%

The name of the environment variables concerning the conversion directly,
normally begin with the Ak prefix and, possibly, a prefix specific for the applica-
tion for which the environment variables apply, for example, AK_WORD_.

The environment variables are described here:

- Environment Variables - Reference, page 124

2026-07-15 SEAL Systems
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appkonv.cfg - Configuration File - Overview

By default, the configuration file of Application Converter is called appkonv.cfg
and is located in the tools\appkonv directory:
tools\appkonv\appkonv.cfg

You can specify the directory and the file name of the configuration file via the
AK_CFGFILE environment variable or the -cfg parameter.

If neither the AK_CFGFILE environment variable nor the -cfg parameter has
been specified, the configuration file is first search for in the directory of the
called converter program and then in the current directory.

The configuration file contains the following sections:
Section Description
[SYSTEM] System-wide valid values
[NATIVE] Formats which will not be converted
[APPLICATIONS] List of applications to be converted
[<application_type>] Application-specific settings

The settings in the configuration file are described here:

-> appkonv.cfg - Configuration File - Reference, page 160

SEAL Systems 2026-07-15
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appkonv.cfg - Configuration File - Example

L
% example Extract of appkonv.cfg:
[SYSTEM]
PRINTER "SEAL Systems PS Generic,winspool,FILE:"
PRINTER_FILE "SEAL Systems PS Generic Excel,winspool,Ne@@:"
TIMEOUT 2000
PSSTRING %!PS-Adobe™
[NATIVE]
POSTSCRIPT .ps %PLSRO0T%/data/io/sapconvert/
TIFF Ltif %PLSROOT%/data/io/sapconvert/
HPGL .hp %PLSROOT%/data/io/sapconvert/
HPGL .hp2 %PLSRO0T%/data/io/sapconvert/
PDF .pdf %PLSROOT%/data/io/sapconvert/
RLIST .rli %PLSROOT%/data/io/rlisapgate/
CONV .knv %PLSRO0T%/data/io/sapconvert/
[APPLICATIONS]
.ps
.docx
.x1sx
Ps2Pdf
WinZip
[.ps]
DEFAULT-PRINTER N
TYPE OLE
OLE-SERVER PdfDistiller.PdfDistiller.1
EXTENSION pdf
[ .docx]
OLE-SERVER Word.Document
DEFAULT-PRINTER N
TYPE OLE
SYNCHRON Y
AUTOMATIONSECURITY_LEVEL 3
DO_EXPORT Y
EXTENSION pdf
EXPORT_INC_DOC_PROPS Y
EXPORT_WORD_CREATE_BOOKMARKS HEADING
EXPORT_DOC_STRUCTURE_TAGS Y
EXPORT_BITMAP_MISSING_FONTS Y
[.x1sx]
OLE-SERVER Excel.Application
DEFAULT-PRINTER N
TYPE OLE
SYNCHRON Y
AUTOMATIONSECURITY_LEVEL 3
DO_EXPORT Y
EXTENSION pdf
EXPORT_INC_DOC_PROPS Y
EXPORT_EXCEL_IGNORE_PRINT_AREAS N
[Ps2Pdf]
TYPE EXE
EXTENSION pdf
COMMAND ,,%PLSTBIN%\h.exe %PLSTOOLS%\perl\bin_%PLS_OSFULLNAME%\bin
\perl.exe %PLSTOOLS%\ps2pdfg.pl“ @
[WinZip]
TYPE EXE
COMMAND ,,C:\Programme\WinZip\winzip32.exe -e “ @
Application Converter 2026-07-15 SEAL Systems
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5 CorelDRAW

The following methods are possible for the conversion of CoreIDRAW files:

e PostScript printer (Default: SEAL Systems PS Generic)
— Conversion Via PostScript Printer, page 20

e PDF export from CoreIDRAW
- Conversion Via PDF Export (CoreIDRAW), page 19

Possible target formats of the conversion are .bmp, .gif, .jpg, .pdf, .ps and
.tif. If the target formatis unknown to Application Converter, CoreIDRAW tries
an automatic conversion of a format with the specified file extension.

With all target formats except .pdf and .ps, only the first page of a multi-page
CorelDRAW document can be converted.

Known problems which you can solve by settings in Application Converter are
described here:

- Troubleshooting, page 95

Known problems which you can solve by settings in CoreIDRAW are described
here:

— [APPSET4CONV_TEC]

This chapter deals with the following topics:

Topic Page
Settings 73
SEAL Systems 2026-07-15
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36 5 CorelDRAW

5.1 Settings

in this chapter This chapter deals with the following topics:
Topic Page
Create Pure PostScript 37
Application Converter 2026-07-15 SEAL Systems
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Create Pure PostScript

With the PostScript conversion, CorelDRAW exports each page of a multi-page
document as single EPS file. For example, the three-page CoreIDRAW document
test.cdr will be converted into test-1.eps, test-2.eps and test-3.eps. The

EPS files can subsequently be converted into pure PostScript format:

This is how you convert the EPS format created by CorelDRAW into pure Post-

Script format:

Step Action
1 Set the following environment variable:
AK_CORELDRAW_EPS_TO PS =Y
I.-""'\
“ example:
At first, a three-page CorelDRAW document test.cdr is converted
into test-l.eps, test-2.eps and test-3.eps. AK COREL-
DRAW_EPS_TO_PS = Y triggers the further conversion into PS:
test-1.eps—>test-1.ps
test-2.eps—>test-2.ps
test-3.eps—>test-3.ps
SEAL Systems 2026-07-15
www.sealsystems.com Version 2.10.2
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6 All Microsoft Office Applications

contents

application-spe-
cific

=

& related top-
ics

‘e,
# reference

in this chapter

Application Converter
System Description

6 All Microsoft Office Applications

The settings which are specific for a Microsoft Office application, are described
in the following chapters:

— Chapter 7, MS Excel, page 48

- Chapter 8, MS PowerPoint, page 57
- Chapter 10, MS Visio, page 67

-» Chapter 10, MS Visio, page 67

- Chapter 11, MS Word, page 72

Known problems which you can solve by settings in Application Converter are
described here:

-> Troubleshooting, page 95

Known problems which you can solve by settings in the Microsoft Office appli-
cation are described here:

- [APPSET4CONV_TEC]

This chapter deals with the following topics:

Topic Page
Settings 73
2026-07-15 SEAL Systems
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6.1 Settings

This chapter deals with the following topics:

Topic Page
Export Embedded Files 40
Export PDF/A 41
Call Macros 42
Restrict the Instances of Application Converter 44
Restrict the Instances of an Application 45
Pass the Document Information On To the PostScript File 46
Suppress Auto Macros 47

SEAL Systems 2026-07-15
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Settings
6 All Microsoft Office Applications

availability

description

instructions

Application Converter
System Description

Export Embedded Files

The export of embedded files is supported for the following Microsoft Office
applications:

e MS Excel
e MS PowerPoint
e MS Word

By default, the embedded files are not exported. You can activate the export
and specify if all or only embedded files having a label are exported. Additional
information is written into the information file.

This is how embedded files are exported:

Step Action

1 Set following environment variable:
AK_FIND_EMBEDDED_FILES y

or

AK_FIND_EMBEDDED_FILES ONLY_LABELED

2026-07-15 SEAL Systems
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Export PDF/A

The export as PDF/A is supported for the following Microsoft Office applica-
tions:

e MS PowerPoint
e MSVisio
e MS Word

Normally, no PDF/A is created with the PDF export, since after the PDF creation
often more operations are executed which destroy the PDF/A properties.
Within PLOSSYS 4 or DPF processes PDF/A can be created at the end.

With PDF/A, PDF/A-1b with PDF 1.4 is created, without PDF/A, PDF 1.5 is
created.

This is how you create PDF/A when exporting:

Step Action

1 In the application-specific section of the configuration file, set the
following setting:
EXPORT_PDFA Y

SEAL Systems 2026-07-15
www.sealsystems.com Version 2.10.2
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Call Macros
availability Calling macros is available for the following applications:
e MS Excel
e MS PowerPoint
e MS Word
L

“ example

& hint - macro
virus protection

suspend docu-
ment protection

deactivate check

Application Converter
System Description

An example of a macro is the call of Adobe PDFMaker as PRINTMACRO.
- Conversion Via Macro (Adobe PDFMaker), page 27

Make sure that executing macros is allowed:

- Macro Virus Protection Blocks the Conversion, page 109

When converting MS Word files, problems with the document protection can
occur if macros are used and the Form Input protection type has been set. In
this case, you can suspend the document protection:

-> Suspend the Document Protection, page 84

However, if the MS Word file is protected by a password for document protec-
tion and not by a password for opening and changing, the conversion can be
executed because it will not be blocked by a request. In this case, you can deac-
tivate checking the document protection:

- Deactivate Checking the Document Protection, page 85

............................................................................................................................. To be continued
2026-07-15 SEAL Systems
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Call IVlacros, continuation

This is how you call macros:

Step Action

1 In the application-specific section of the configuration file, set the
following settings. The macros will be called in the order specified
here.

e PREMACRO

e PRINTMACRO

e MACRO

& hint - no output:

If a macro is executed via PRINTMACRO, no PDF export or print will be
started afterwards.

Fant
i

“. examples for MS Word macros:

PRINTMACRO  SEAL2AdobeDistillers8
MACRO seal.DeleteWatermark

2 With MS Excel, the macro has to be additionally loaded via the
following environment variable:
AK_EXCEL_LOAD_PLUGIN = <macro_with_path>

" example for loading a macros in MS Excel:

AK_EXCEL_LOAD_PLUGIN =
C:\Programme\Microsoft Office\Officel2\XLSTART\sealupdate.xla

5'/ hint - further macros

With AK_EXCEL_LOAD_PLUGIN_1 to AK_EXCEL_LOAD_PLUGIN_9, you
can load up to nine further macros.

3 In order to save the file after the macro specified with PREMACRO has

been executed, set the following environment variable:
AK_SAVE_DOCUMENT_AFTER_PREMACRO = Y

4 If the file must not be saved before executing the macro specified

with PRINTMACRO, set the following environment variable:
AK_WORD_DONT_SAVE_BEFORE_PRINTMACRO = Y

5 For writing macros, the file has to be opened with writing access.
Depending on the application, set the following environment vari-
able:

AK_WORD_OPEN_READONLY = N
AK_EXCEL_OPEN_READONLY = N

5'/ hint - MS PowerPoint:

For MS PowerPoint, no READONLY option is available.

SEAL Systems 2026-07-15
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6 All Microsoft Office Applications

default

application

j/ hint - excep-
tion

instructions

result

j/ hint -

each application

j/ hint -

MS PowerPoint

Application Converter
System Description

Restrict the Instances of Application Converter

By default, multiple instances of Application Converter are used for the conver-
sion.

In case of problems with multiple concurrent conversions, you can specify that
only one instance will be used.

With one instance, a parallel conversion is no longer possible. This slows down
the conversion process noticeable. Therefore, restrict the number of instances
in exceptional cases only.

This is how you specify that only one instance of Application Converter will be
used:

Step Action

1 Set the following environment variable:
AK_GLOBAL_OLE_SYNC Y

The next conversion will be blocked until the current conversion has been
finished.

If multiple instances of Application Converter are allowed, you can specify for
each application if only one instance of this application may be executed
concurrently.

-> Restrict the Instances of an Application, page 45

MS PowerPoint will always be started visibly. It is impossible to start multiple
instances of MS PowerPoint or to close MS PowerPoint after the conversion.
These restrictions serve to improve the stability. Therefore, the
AK_GLOBAL_OLE_SYNC environment variable will not be evaluated.

2026-07-15
Version 2.10.2
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Restrict the Instances of an Application

By default, multiple instances of the correspondent application are used for the
conversion.

This is how you specify that only one instance of of the application will be used:

Step

Action

1

Set the following environment variable in order that multiple
instances of Application Converter are used generally:
AK_GLOBAL_OLE_SYNC N

In the application-specific section of the configuration file, set the
following setting:
SYNCHRON Y

Generally, multiple instances of Application Converter are used for the conver-
sions but only one for each application.

SEAL Systems
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6 All Microsoft Office Applications

attribute file

availability

purpose

directory

name

I.-""'\
%, example

Application Converter
System Description

Pass the Document Information On To the Post-
Script File

In an attribute file, you can specify document information which than can be
passed on to the created PostScript file as attribute information such as Title,
Theme or Author.

Passing the document information on to the PostScript file via the attribute file
is supported for the conversion via PostScript printer and via Adobe PDFMaker.

Passing the document information is interesting especially if a PDF file will be
created from the PostScript file because Adobe Reader shows this document
information in the preferences. Search engines also indexed this information.

The attribute file has the same base name as the file to be converted and the
.attr extension.

example of an attribute file:

Title "SEAL LPS 001 00"
Subject "PS Mark Demo"
Keywords "keywordl keyword2"
Keywords "keyword3 keyword4"
Author "John Smith"

Department  "Quality"

2026-07-15 SEAL Systems
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Suppress Auto Macros

Suppressing auto macros is available for the following applications:
e MS Visio
e MS Word

Auto macros are macros specified in the MS Word document itself (.docm), in
the Microsoft Word template normal.dot or in the MS Visio document and
executed automatically at an operation such as starting MS Word, opening or
closing the document.

This is how you suppress executing auto macros when opening the file:

Step Action

1 Set the following environment variable:
AK_DISABLE_AUTO_MACROS =Y

SEAL Systems 2026-07-15
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7 MS Excel
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7 MS Excel

The following methods are possible for the conversion of MS Excel files:

e PDF export from Microsoft
- Conversion Via PDF Export (Microsoft Office), page 18

® PostScript printer (Default: SEAL Systems PS Generic Excel)
—> Conversion Via PostScript Printer, page 20

e Macro calling Adobe PDFMaker
- Conversion Via Macro (Adobe PDFMaker), page 27

Known problems which you can solve by settings in Application Converter are
described here:

- Troubleshooting, page 95

Known problems which you can solve by settings in MS Excel are described
here:

- [APPSET4CONV_TEC]

This chapter deals with the following topics:

Topic Page
Settings 73
2026-07-15 SEAL Systems
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7.1 Settings

This chapter deals with the following topics:

Topic Page
Insert and/or Update the Table of Contents 76
Update Document Properties 51
Update and Save OLE Links 52
View Hidden Cells 53
Update and Save OLE Links 81
Suspend the Table Sheet Protection 55
Specify Print Options and Chapters not to Be Converted 74

Settings concerning all Microsoft Office applications are described here:

-> All Microsoft Office Applications, page 38
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Update Hyperlinks when Opening

instructions This is how you update links when opening MS Excel files:

Step Action

1 Set the following environment variable:
AK_EXCEL_UPDATE_LINKS =Y

Application Converter 2026-07-15 SEAL Systems
System Description Version 2.10.2 www.sealsystems.com
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Update Document Properties

The document properties, for example, the author and the date, are set in the
superordinate process, for example, in DPF4Convert.

Application Converter then updates the document properties before the
conversion.

This is how you update the document properties before the conversion:

Step Action

1 Call the following macro with the following environment variable:
AK_EXCEL_LOAD_PLUGIN =

C:\Programme\Microsoft Office\Officel2\XLSTART\sealupdate.xla

SEAL Systems 2026-07-15
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7 MS Excel

A Caution -

overwrite

instructions

Application Converter
System Description

Update and Save OLE Links

When updating, the value of the cell will be overwritten by the new value. In
contrast to MS Word, the OLE link will no longer be an OLE link after the update.

This is how you update and save the OLE links in MS Excel files:

Step

Action

1

Specify the information about the OLE links in a .1st file with the
same basis name and in the same directory as the file to be
converted.

For each OLE link, there are three lines in the .1st file:
e 1.line: Name of the OLE server

e 2. line: Name of the OLE link

e 3.line: New value for the OLE link

e . ey
"'/ hint - case-sensitive:

The name of the OLE link is case-sensitive.

5/ hint - Unicode:

If the .1st file is encoded in UTF-8, Unicode OLE links are
supported as well.

Set the following environment variable in order to update the OLE
links before the conversion:
AK_EXCEL_CHANGE_LINKS = Y

Set the following environment variable in order to save the MS
Excel file after updating the OLE links:
AK_EXCEL_SAVE_LINKS = Y

2026-07-15 SEAL Systems
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View Hidden Cells

This is how you make hidden cells visible before converting the MS Excel file: instructions

Step Action

1 Set the following environment variable:
AK_EXCEL_SHOW_HIDDEN_CELLS = Y

SEAL Systems 2026-07-15 Application Converter
www.sealsystems.com Version 2.10.2 System Description
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instructions

5/ hint -

page sizes

5/ hint - dummy

Application Converter
System Description

Convert Specific Table Sheets

This is how you convert specific table sheets instead of the complete workbook:

Step

Action

1

With the following environment variable, specify the desired table
sheets:
AK_EXCEL_SHEET_INDEX

You have the following alternatives for specifying the desired table
sheets:

o«
4

The complete workbook will be converted.

L

“ example:
AK_EXCEL_SHEET_INDEX = ,,,,

The <tablex> table sheet will be converted.
Fan

“ example - Table2:
AK_EXCEL_SHEET_INDEX = Table2

®  <IX>

The table sheet with the <x> index will be converted.
Fan
“ example - third table sheet:
AK_EXCEL_SHEET_INDEX = 3
o (X>,<Y>,<2Z>
The table sheets with the <x>,<y>, and <z> indexes will be

converted.
Fan

“ example - fourth and seventh table sheet:
AK_EXCEL_SHEET_INDEX = 4,7

® AK_EXCEL_PRINT_SELECTED_SHEETS
The table sheets selected by the user will be converted.

L

“ example:
AK_EXCEL_SHEET_INDEX=AK_EXCEL_PRINT SELECTED_SHEETS

If the sizes of the single table sheets of the Microsoft Excel file differ when
converting via PostScript printer, you have to set the desired page size before
the conversion via the File->Page Setup in MS Excel.

Dummy table sheets, which, for example, contain macro data only, will be
ignored, if AK_EXCEL_SHEET_INDEX has been set.

2026-07-15 SEAL Systems
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Suspend the Table Sheet Protection

This is how you suspend the protection of the table sheets before the conver- instructions
sion:

Step Action

1 Set the following environment variable:
AK_EXCEL_UNPROTECT_SHEETS = Y

SEAL Systems 2026-07-15 Application Converter
www.sealsystems.com Version 2.10.2 System Description
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Restore the Original Printer

instructions This is how you restore the original printer after the conversion:

Step Action

1 Set the following environment variable:
AK_EXCEL_RESET_PRINTER =Y

Application Converter 2026-07-15 SEAL Systems
System Description Version 2.10.2 www.sealsystems.com
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8 MS PowerPoint

The following methods are possible for the conversion of MS PowerPoint files:

e PDF export from Microsoft
-» Conversion Via PDF Export (Microsoft Office), page 18

e PostScript printer (Default: SEAL Systems PS Generic)
— Conversion Via PostScript Printer, page 20

e Macro calling Adobe PDFMaker
- Conversion Via Macro (Adobe PDFMaker), page 27

MS PowerPoint will always be started visibly. It is impossible to start multiple
instances of MS PowerPoint or to close MS PowerPoint after the conversion.
These restrictions serve to improve the stability. Therefore, the
AK_GLOBAL_OLE_SYNC environment variable will not be evaluated.

- Environment Variables For All Or Multiple Applications, page 125

Known problems which you can solve by settings in Application Converter are
described here:

- Troubleshooting, page 95

Known problems which you can solve by settings in MS PowerPoint are
described here:

- [APPSET4CONV_TEC]

This chapter deals with the following topics:

Topic Page
Settings 73
SEAL Systems 2026-07-15
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58 8 MS PowerPoint

8.1 Settings

in this chapter This chapter deals with the following topics:
Topic Page
Convert Files with Macros 59
Convert Protected Files 60
Open Files in Repair Mode 61
Suspend Protection of Final Slides 62
Start MS Visio Invisibly 69

A

<" related top- Settings concerning all Microsoft Office applications are described here:

e - All Microsoft Office Applications, page 38

Application Converter 2026-07-15 SEAL Systems
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Convert Files with Macros

This is how you enable the conversion of MS PowerPoint files containing instructions
macros:

Step Action

1 Set the following environment variable:
AK_POWER_OPEN_WINDOWS = Y

5’) hint - AK_VISIBLE:

If AK_POWER_OPEN_WINDOWS is set to Y, AK_VISIBLE has to besettoy
as well:

SEAL Systems 2026-07-15 Application Converter
www.sealsystems.com Version 2.10.2 System Description
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Settings
8 MS PowerPoint

description

instructions

Application Converter
System Description

Convert Protected Files

With this, MS PowerPoint files that are protected by a user password can be
opened and processed.

This is how you enable the conversion of protected MS PowerPoint files:

Step Action

1 Set the following environment variables:

AK_POWER_OPEN_READONLY = Y
AK_OPEN_PW = <passwd>

& Hint - password:

The password can also be encrypted by sealencrypt. The default
password for opening MS PowerPoint files is "dummy". For non-
protected files, this does not hurt. With protected files, a popup is
prevented and an error message concerning the password is
displayed instead.

2026-07-15 SEAL Systems
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Open Files in Repair Mode

If the files are opened in the repair mode, slightly defect MS PowerPoint files
can be repaired and, therefore, do not cause an error when being converted.

This is how you open files in the repair mode:

Step Action

1 Set the following environment variable:
AK_POWER_REPAIR_AT_OPEN = Y

SEAL Systems 2026-07-15
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Settings
8 MS PowerPoint

final slide

instructions

Application Converter
System Description

Suspend Protection of Final Slides

MS PowerPoint slides can be marked as final in order to protect them from
being changed. However, with this protection, they cannot be converted.

This is how you suspend the protection of slides marked as final before conver-

sion:
Step Action
1 Set the following environment variable:

AK_POWER_UNMARK_FINAL =Y

2026-07-15 SEAL Systems
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Evaluate Print Area

In order to create always the desired paper size when converting via PostScript
printer, SEAL Systems recommends setting the paper size for the printer tempo-
rarily to the user-specific paper format.

This is how you temporarily set the user-specific paper format as paper size for
the printer:

Step Action

1 Set the following environment variable:
AK_POWER_SET_PAPERSIZE_TO_CUSTOMSIZE =Y

A Caution - default printer:

If AK_POWER_SET_PAPERSIZE_TO_CUSTOMSIZE is set to Y, PRINTER
must not be used as default printer!

e hint - small paper formats:

If AK_POWER_SET_PAPERSIZE_TO_CUSTOMSIZE = Y has been specified,
problems when using small paper formats, for example letter, DIN
A4 or B5, may occur. If for example DIN A4 has been selected as
paper format, MS PowerPoint wrongly enters 190,5 x 275,1 cm
instead of correctly 210 x 297 cm as user-specific paper format.
These values than are used.

SEAL Systems 2026-07-15
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9 MS Project

method

default
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Application Converter
System Description

9 MS Project

The following methods are possible for the conversion of MS Project files:

e PDF export from Microsoft
- Conversion Via PDF Export (Microsoft Office), page 18

® PostScript printer (Default: SEAL Systems PS Generic Excel)
—> Conversion Via PostScript Printer, page 20

Known problems which you can solve by settings in Application Converter are
described here:

- Troubleshooting, page 95

Known problems which you can solve by settings in MS Project are described
here:

— [APPSET4CONV_TEC]

This chapter deals with the following topics:

Topic Page
Settings 65
2026-07-15 SEAL Systems
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9.1 Settings

This chapter deals with the following topics:

Topic Page

Specify Print Options and Chapters not to Be Converted 74

Settings concerning all Microsoft Office applications are described here:

-> All Microsoft Office Applications, page 38
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Output Only the First Page

instructions This is how you convert only the first page of MS Project documents:

Step Action

1 Set the following environment variable:
AK_PRO_ONEPAGEWIDE =Y

Application Converter 2026-07-15 SEAL Systems
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10 MS Visio

The following methods are possible for the conversion of MS Visio files:

e PDF export from Microsoft
- Conversion Via PDF Export (Microsoft Office), page 18

® PostScript printer (Default: SEAL Systems PS Generic Excel)
— Conversion Via PostScript Printer, page 20

If the MS Visio document consists of multiple drawing sheets, a multi-page PDF
or PostScript file is created when converting.

Known problems which you can solve by settings in Application Converter are
described here:

- Troubleshooting, page 95

Known problems which you can solve by settings in MS Visio are described here:

- [APPSET4CONV_TEC]

This chapter deals with the following topics:

Topic Page
Settings 73
SEAL Systems 2026-07-15
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10.1 Settings

This chapter deals with the following topics:

Topic Page
Start MS Visio Invisibly 69
Suppress Request Concerning Older Version 70
Suppress Request Concerning Older Shape 71

Settings concerning all Microsoft Office applications are described here:

-> All Microsoft Office Applications, page 38

2026-07-15
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Start MS Visio Invisibly

This is how you start MS Visio invisibly for the automatic conversion and in instructions
order to avoid flickering:

Step Action

1 Set the following environment variable:
AK_VISIBLE = N

2 In the MS Visio-specific section of the configuration file, set the
following setting:
OLE-SERVER Visio.InvisibleApp

SEAL Systems 2026-07-15 Application Converter
www.sealsystems.com Version 2.10.2 System Description
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Suppress Request Concerning Older Version

purpose While opening files of a previous version, MS Visio inquires if the older file
format is to be saved. For the actual conversion, this is not required.

instructions This is how you suppress the requests disturbing the automatic conversion:

Step Action

1 Set the following environment variable:
AK_VISIO SUPPRESS_SAVE = Y

Application Converter 2026-07-15 SEAL Systems
System Description Version 2.10.2 www.sealsystems.com



Settings
10 MS Visio
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Suppress Request Concerning Older Shape

If you use documents with older shapes, MS Visio inquires if the shapes are to
be converted into the new format. For the actual conversion, this is not
required.

This is how you suppress the requests disturbing the automatic conversion:

Step Action

1 Set the following registry item permanently:
"EventsEnable"="0"

or set the Registry item temporarily for the conversion by using the
registerchange.exe program and setting the following settings in

the MS Visio section of the configuration file:

REGISTRY_CHGFILE %PLSTOOLS%\appkonv\bin_winnt5\no_visio_event.reg
REGISTRY_FLAGS -restore

SEAL Systems 2026-07-15
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11 MS Word

method

default
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Application Converter
System Description

11 MS Word

The following methods are possible for the conversion of MS Word files:

e PDF export from Microsoft
- Conversion Via PDF Export (Microsoft Office), page 18

e PostScript printer (Default: SEAL Systems PS Generic)
— Conversion Via PostScript Printer, page 20

e Macro calling Adobe PDFMaker
- Conversion Via Macro (Adobe PDFMaker), page 27

If a PostScript file is created, the Author and Department document properties
are set and this information is stored in the PostScript file as Owner. This is inter-
esting if the PostScript file is converted into PDF for Adobe Reader later on
because Adobe Reader can display this attribute information as Title, Theme,
Author and Keywords.

Known problems which you can solve by settings in Application Converter are
described here:

-> Troubleshooting, page 95

Known problems which you can solve by settings in MS Word are described
here:

- [APPSET4CONV_TEC]

This chapter deals with the following topics:

Topic Page
Settings 73
2026-07-15 SEAL Systems
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11.1 Settings

This chapter deals with the following topics:

Topic Page
Specify Print Options and Chapters not to Be Converted 74
Insert and/or Update the Table of Contents 76
Prevent Conversion in Case of Open Corrections 77
Create PDF Hyperlinks 78
Update Document Properties 79
Update and Save OLE Links 81
Do not Close the MS Word File 82
Include Modification Marks/Comments 83
Suspend the Document Protection 84
Deactivate Checking the Document Protection 85

Settings concerning all Microsoft Office applications are described here:

-> All Microsoft Office Applications, page 38

SEAL Systems 2026-07-15
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74 11 MS Word
Specify Print Options and Chapters not to Be
Converted

wordopt.cfg In an optional configuration file, you can specify print options for MS Word and
the chapters that are not to be converted.

instructions This is how you specify print options and/or chapters that are not to converted:

Step Action
1 Create a MS Word configuration file with the desired print options
and/or the chapters that are not to be converted, for example:
%TMP%\wordopt.cfg
The following print options can be set in the MS Word configura-
tion file:
®* PrintBackground
Output background colors and images
® UpdateFieldsAtPrint
Update document properties before converting
® UpdatelLinksAtPrint
Update linked data before converting
® PrintProperties
Output document properties
® PrintFieldCodes
Output field functions instead of values
® PrintComments
Output XML tags
® PrintHiddenText
Output hidden text
® PrintDrawingObjects
Output drawings created in MS Word
® PrintDraft
Use draft quality
® PrintReverse
Output pages in reverse order
® MapPaperSize
Adjust contents to the paper format A4 or 8,5x11 inch
2 Specify the MS Word configuration file as environment variable:
AK_WORD_OPT_CFGFILE = %TMP%\wordopt.cfg

............................................................................................................................. To be continued

Application Converter
System Description
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Specify Print Options and Chapters not to Be
Converted, Continuation

instructions,
cont'd

Step Action

3 With the following environment variable, specify if the original
print options are restored after the conversion:
AK_WORD_RESTORE_ORIGINAL_SETTINGS = Y|N

Example of wordopt. cfg: “\ example

[PRINTOPTIONS]
PrintBackground
UpdateFieldsAtPrint
UpdatelLinksAtPrint
PrintProperties
PrintFieldCodes
PrintComments
PrintHiddenText
PrintDrawingObjects
PrintDraft
PrintReverse
MapPaperSize

Z2Z2Z2<<zZ2zZzz2z=2z=22<

[ CHAPTERNAME ]
Uberschrift 1

[UNPRINTABLECHAPTER]
History
Index

If you only want to activate the UpdateFieldsAtPrint print option, you can set UpdateFieldsAt-
the AK_WORD_UPDATE_FIELDS_AT_PRINT environment variable as alternative to Print only
the wordopt.cfg configuration file.

If wordopt.cfg is used and UpdateFieldsAtPrint has been specified there, this c’:’) hint - priority
item takes priority to AK_WORD_UPDATE_FIELDS_AT_PRINT.

SEAL Systems 2026-07-15 Application Converter
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Settings
11 MS Word

instructions

Application Converter
System Description

Insert and/or Update the Table of Contents

This is how you insert a table of contents before converting and/or update the
tables of contents:

Step Action

1 Set the following environment variable in order to insert a table of
contents:
AK_WORD_INSERT TOC = Y

2 Set the following environment variable in order to update the
tables of contents before the conversion:
AK_WORD_UPDATE_ALL_TOCS = Y

2026-07-15 SEAL Systems
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Prevent Conversion in Case of Open Corrections

This is how you prevent the conversion if open corrections exist in the Microsoft  instructions
Word document:

Step Action

1 Set the following environment variable:
AK_WORD_CHECK_FOR_REVISIONS = Y

SEAL Systems 2026-07-15 Application Converter
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78 11 MS Word
Create PDF Hyperlinks

purpose In order to save files on a Web server it might be useful to change existent
hyperlinks referring MS Word documents into hyperlinks referring to PDF docu-
ments. Doing this, the file extension is changed from .doc to .pdf.

instructions This is how you create hyperlinks to PDF files:

Application Converter
System Description

Step Action

1 Set the following environment variable:
AK_WORD_CHANGE_HYPERLINKS =Y

2026-07-15 SEAL Systems
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Update Document Properties

The document properties, for example, the author and the date, are set in the
superordinate process, for example, in DPF4Convert.

Application Converter then updates the document properties before the
conversion.

This is how you update the document properties before the conversion:

Step Action

1 Set the following environment variable:
AK_WORD_UPDATE_FIELDS_AT_PRINT = Y

or set the MS Word UpdateFieldsAtPrint print option.

-> Specify Print Options and Chapters not to Be Converted, page 74
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Settings
11 MS Word

purpose

instructions

Application Converter
System Description

Suppress Updating the Document Properties

In most cases, updating the document properties before the conversion is
desired. For specific document properties, such as the original name of the file,
suppressing the update could make sense in order that it will not be replaced
by a temporary name.

This is how you suppress the update of document properties:

Step

Action

1

With the following environment variable, specify the document
properties not to be updated separated by blanks:
AK_WORD_LOCK_FIELD_ELEMENTS = <fieldl> <field2> <field3>

or specifies that none of the document propertiesis to be updated:
AK_WORD_LOCK_FIELD_ELEMENTS = Ask

& hint - possible document properties:

Possible document properties for which suppressing the update

might make sense are:

Author
FileName
Date
PrintDate
SaveDate
Time

TOC

L

" example - file name and author:
AK_WORD_LOCK_FIELD_ELEMENTS = FileName Author

2026-07-15 SEAL Systems
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Update and Save OLE Links

This is how you update and save the OLE links in MS Word files:

Step

Action

1

Specify the information about the OLE links in a .1st file with the
same basis name and in the same directory as the file to be
converted.

For each OLE link, there are three lines in the .1st file:
e 1. line: Name of the OLE server

e 2. line: Name of the OLE link

e 3.line: New value for the OLE link

I.-" =

“ example - worddoc.1st for the MS Word file worddoc . doc:

SAP.OLELinkServer.ItemObject.1
Document.DRAT.DKTXT

test
SAP.OLELinkServer.ItemObject.1
Document.DRAT.DKNR

03574

s . ey
"'/ hint - case-sensitive:

The name of the OLE link is case-sensitive.

5/ hint - Unicode:

If the .1st file is encoded in UTF-8, Unicode OLE links are
supported as well.

If you specify multiline texts in OLE links by means of a replacement
string for the line break in the .1st file, you specify this via the
following environment variable:

AK_WORD_LINKS_NEWLINE = <string>
I.-""'\
“ example - line break with <br>:

AK_WORD_LINKS_NEWLINE = <br>

Set the following environment variable in order to update the OLE
links before the conversion:
AK_WORD_CHANGE_LINKS = Y

Set the following environment variable in order to save the MS
Word file after updating the OLE links:
AK_WORD_SAVE_LINKS = Y

SEAL Systems
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Do not Close the MS Word File

purpose By default, the MS Word file is closed after the conversion. As a workaround for
specific problems with MS Word, not closing the MS Word file might make
sense.

instructions This is how you prevent closing the MS Word file after the conversion:

Step Action

1 Set the following environment variable in order that the MS Word

file will not be closed:
AK_WORD_NO_CLOSE = N

Application Converter 2026-07-15 SEAL Systems
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Include Modification Marks/Comments

This is how you specify if modification marks and comments in the MS Word
document are to be taken into account when converting:

Step Action
1 Set the following environment variable:
AK_WORD_PRINT_MARKUPS = NEVER|ALWAYS|AUTO
2 With the following environment variable, specify if tracking the
changes is allowed during the conversion:
AK_WORD_DISABLE_TRACK_CHANGES = Y|N
3 If desired, customize the layout of the modification mark with the
following environment variables:
e AK_WORD_DELETEDTEXTMARK for deleted text
® AK_WORD_INSERTEDTEXTMARK for inserted text
® AK_WORD_REVISEDLINESMARK for revised text
SEAL Systems 2026-07-15
www.sealsystems.com Version 2.10.2
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Suspend the Document Protection

purpose When converting MS Word files, problems with the document protection can
occur if macros are used and the Form Input protection type has been set. In
this case, you can suspend the document protection.

& hint - re- The Form Input document protection can only be deactivated unless the file is

quirement: protected by a password or the password is specified with AK_OPEN_PW,
AK_CHANGE_PW or AK_PROTECT_PW. Unless this is the case or if the file is protected
by a password for opening or changing, the conversion terminates.

instructions This is how you suspend the document protection:

Step Action

1 Set the following environment variable in order to suspend the

document protection for the current conversion:
AK_WORD_DISABLE_DOCUMENT PROTECTION = Y

or the following environment variable in order to suspend the
document protection permanently:
AK_WORD_UNPROTECT_DOCUMENTS =Y

Application Converter 2026-07-15 SEAL Systems
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Deactivate Checking the Document Protection

If a file with password is to be converted and the document protection is not
checked, the conversion will be blocked by a request concerning the document
protection. If the document protection is checked, the conversion will be termi-
nated with error.

Deactivating the check makes sense if the file is not protected by the MS Word
document protection but by another document protection. In this case, the file
can be converted due to the conversion will not be blocked by the MS Word
request.

This is how you deactivate the check of the document protection:

Step Action

1 Set the following environment variable:
AK_WORD_DISABLE_READONLY_DETECTION = Y

SEAL Systems 2026-07-15
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Suppress Warnings

warnings The warnings are output if a MS Word document contains markups and the
general setting Warn before printing, saving or sending a file that
contains tracked changes or comments in the Trust Center has been deacti-
vated.

instructions This is how you suppress the warnings when converting:

Step Action

1 Set the following environment variable:
AK_WORD_DONT_WARN_BEFORE_PRINTING = Y

Application Converter 2026-07-15 SEAL Systems
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12 External Program (e. g. ps2tiff.pl,
winzip32.exe)

For the conversion, external programs can be called directly beside using the
OLE interface.

This is how you specify an external program for the conversion:

Step Action

1 In the configuration file in the [APPLICATIONS] section, specify the
name of the application-specific section:

[APPLICATIONS]
<application>

2 In the application-specific section, specify with the following

setting that an external program will be called.
TYPE EXE

3 In the application-specific section, specify the call of the external
program and the value which the external program returns in case

of success with the following setting.
COMMAND <program_call> <return_value>

4 In the application-specific section, specify the file extension and
this way the format of the output file.
EXTENSION <extension>

Application Converter adds the name of the file to be converted, the name of
the output file and the name of the log file to the program call and calls the
external program with this. Afterwards, Application Converter evaluates the
return code.

Extract of appkonv.cfg for the call of ps2tiff.pl:

[APPLICATIONS]

Ps2Tiff

[PS2Tiff]

TYPE EXE

COMMAND "%PLSTBIN%\h.exe %PLSTOOLS%\perl\bin_%PLS_OSFULLNAME%\bin\perl.exe

%PLSTOOLS%\ps2tiff.pl" @
EXTENSION  tif

The conversion of ZIP file is a special case of calling an external program for
converting.

-> Conversion of ZIP Files, page 88
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12 External Program (e. g. ps2tiff.pl, winzip32.exe)

description
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Application Converter
System Description

Conversion of ZIP Files

Unpacking ZIP files and converting the file contained in the ZIP file is a special
case of the conversion via an external program.

* winzip32.exe hasto be installed on the conversion server.

e In addition to the file to be converted, the ZIP file has to contain a descrip-
tion file whose first line at a specific position contains the name of the file
to be converted.

Example of the description file, zzip_tab, in which the name of the file to be
converted (RG_PC_QMP_00.doc) begins at position 39:

101doc

WWZWWMRG_PC_QMP_08.doc

This is how you configure the conversion of ZIP files:

Step Action
1 In the configuration file in the [SYSTEM] section, specify the direc-
tory where Application Converter creates the temporary directory
for unpacking the ZIP file:
ZIPDIR <directory>
2 In the configuration file in the [SYSTEM] section, specify the name
of the description file containing the name of the file contained in
the ZIP file.
ZIPFILE <file>
3 In the configuration file in the [SYSTEM] section, specify the posi-
tion in the description file where the name of the file contained in
the ZIP file begins.
ZIPPOS <position>
4 In the configuration file in the [APPLICATIONS] section, specify the
name of the application-specific section:
[APPLICATIONS]
WinZip
5 In the application-specific section, specify with the following
setting that an external program will be called.
[WinZip]
TYPE EXE
6 In the application-specific section, specify the call of winzip32.exe

and the value which winzip32.exe returns in case of success with
the following setting.

[WinZip]
COMMAND "C:\Programme\WinZip\winzip32.exe -e " @

............................................................................................................. To be continued
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Conversion of ZIP Files, continuation

By means of ZIPFILE and zIPPOS, Application Converter evaluates the name of result
the ZIP file and calls the external program, here winzip32.exe, with the name
of the ZIP file and the directory specified in ZIPDIR.

L

Extract of appkonv.cfg for unpacking the ZIP files and converting the file ™ example -
contained in the ZIP file: configuration
[SYSTEM]
ZIPDIR c:\temp
ZIPFILE zzip_tab
ZIPPOS 39
[APPLICATIONS]
WinZip
[WinZip]
TYPE EXE
COMMAND "C:\Programme\WinZip\winzip32.exe -e " @
SEAL Systems 2026-07-15 Application Converter
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13 Information and Troubleshooting

in this chapter This chapter deals with the following topics:
Topic Page
Information Sources 91
Troubleshooting 95
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13.1 Information Sources

You will find information about the process of Application Converter in the

following sources:

Information Source Page
Status File 92
Log File 93
Log File - Example 94
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“\ example

location

name

Application Converter
System Description

Status File

The first line of the status file contains the return code and the second line the
status text, which both together represent the status of the conversion:

Case of success:
0 (return code 0)
ok (status text in case of success)

Error case:
108 (return code > 0)
File ’t:\conv\input.doc’ not existing (status textin case of error)

- Return Codes - Reference, page 182

The status file is located in the directory of the file to be converted and the
converted file.

The status file has the same name as the document to be converted and the file
extension . log.

2026-07-15 SEAL Systems
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Log File

The log file is located in the directory specified by the AK_LOGDIR environment
variable.

If the AK_LOGDIR environment variable has not been set, the log file is saved in
the directory specified by the TMP or TEMP environment variable.

By default, the log file is named:
konverter.log

With the -1logfile parameter, you can change the name when calling Applica-
tion Converter.

With the -v parameter when calling Application Converter or by setting the
AK_DEBUG environment variable, the number of logged events can be increased.

SEAL Systems 2026-07-15
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Log File - Example

Log file konverter. log:

[I] converter 2.3.0.23 from Feb 5 2008

[I] Windows Station is [WinSta@]

2008-07-24T18:50:38 [I] Start of the conversion

2008-07-24T18:50:38 [I] Use job file 'D:\knott.20080313tstok.ok.dvs-
viewserv_151.winnt5\data\dvsview\6A3DB3AEF59E5040B7A46D7CEFAA9-
DA3\_VIEW.x1s'

2008-07-24T18:50:38 [I] Initializing

2008-07-24T18:50:38 [I] Use configuration file
'D:\knott.20080313tstok.ok.dvsviewserv_151.winnt5\tools\ap-
pkonv\bin_winnt5\/../appkonv.cfg'

2008-07-24T18:50:38 [I] Conversion of file
'D:\knott.20080313tstok.ok.dvsviewserv_151.winnt5\data\dvs--
view\6A3DB3AEF59E5040B7A46D7CEFAA9DA3\ VIEW.x1s'

2008-07-24T18:50:38 [I] Use Program 'Excel.Sheet.8' for file
'D:\knott.20080313tstok.ok.dvsviewserv_151.winnt5\data\dvs-
view\6A3DB3AEF59E5040B7A46D7CEFAA9DA3\ VIEW.x1s'

2008-07-24T18:50:38 [I] Use configuration section '.xls'
2008-07-24T18:50:38 [I] Use OLE application: Excel.Applica-tion
2008-07-24T18:50:38 [I] <CAutoMutex::InitAndWait> Entered with Glob-
al\SEAL_EXCEL_C44C5BD3C240412AB39BC1F95313992B

2008-07-24T18:50:38 [I] <CAutoMutex::InitAndWait> Mutex is opend with
0x000007c0o

2008-07-24T18:50:38 [I] <CAutoMutex::InitAndWait> [Global\SEAL_EX-
CEL_C44C5BD3C240412AB39BC1F95313992B] Leave with ok!
2008-07-24T18:50:39 [I] Active Excel version is: 10.0
2008-07-24T18:50:40 [I] CALL GetTempPath

2008-07-24T18:50:40 [I] Temp Path is D:\knott.20080313tstok.ok.dvs-
viewserv_151.winnt5\data\tmp\

2008-07-24T18:50:40 [I] Tempfile is D:\knott.20080313tstok.ok.dvs-
viewserv_151.winnt5\data\tmp\~Ko1255. tmp

2008-07-24T18:50:40 [I] CALL OleApp-Print to tempfile
D:\knott.20080313tstok.ok.dvsviewserv_151.winnt5\da-ta\tmp\~Ko1255.tmp
2008-07-24T18:50:40 [I] <Printer::getPortName> For printer SEAL Systems
PS Generic Excel Port c:\sealldata\tmp found

2008-07-24T18:50:40 [I] File 'D:\knott.20080313tstok.ok.dvs-
viewserv_151.winnt5\data\tmp\~Ko1255.tmp"' is deleted
2008-07-24T18:50:40 [I] Print Excel workbook

2008-07-24T18:50:42 [I] CALL MoveFileEx from
D:\knott.20080313tstok.ok.dvsviewserv_151.winnt5\da-
ta\tmp\~Ko1255.tmp to D:\knott.20080313tstok.ok.dvsviewserv_151.win-
nt5\data\dvsview\6A3DB3AEF59E5040B7A46D7CEFAASDA3\_VIEW.ps
2008-07-24T18:50:42 [I] MoveFileEx successful

2008-07-24T718:50:42 [I] File 'D:\knott.20080313tstok.ok.dvs-
viewserv_151.winnt5\data\dvsview\6A3DB3AEF59E5040B7A46D7CEFAA9-
DA3\_VIEW.ps' begins with '%!PS-Adobe’

2008-07-24T18:50:42 [I] End of conversion
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13.2 Troubleshooting

In this chapter, you find solutions to knows problems which can occur with

Application Converter:

Problem Page
Recommended Procedure in Case of Error 96
Problems With All Applications 97
Problems With CorelDRAW 106
Problems With All Microsoft Office Applications 108
Error: Page Size Does Not Match 111
Problems With MS Word 118

Known problems which you can solve by settings in the correspondent applica-

tion are described here:
- [APPSET4CONV_TEC]
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Recommended Procedure in Case of Error

This is how you search the possible causes step by step in case of error:

Step Action

1 Check the status file:
-> Status File, page 92

2 Check the log file:
-> Log File, page 93

3 Check, for example, if the version of the file to be converted is
supported:
-> Installation, page 17

4 Check if the correspondent application has been prepared
correctly for the configuration:
- [APPSET4CONV_TE(C]

5 Open the file to be converted on the conversion server under the
user, under which SEALService is running.
Start the PDF export or print manually.
This is an important step for the further troubleshooting, as the
problem might not be reproducible on another server. Thus it is
possible to consider the influence of versions and user settings at
the troubleshooting.

6 Start Application Converter manually in the SEAL shell with the file
to be converted.
- Start and Test Application Converter, page 29

7 If Application Converter will be started via SEALService, change to
the SEAL desktop right after the conversion error occurred in order
to see the messages that maybe hinder the conversion in the appli-
cation.
- Integration by SEALService, page 30
- [SEALSERV_TEC]

8 Check if one of the problems described in the following chapters

exists.
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13.2.1 Problems With All Applications

In context of all applications, the following problems are known:

Problem Page
Conversion Hangs 98
Environment Variables Are Not Evaluated 99
Problem With Access Authorization 100
Problem When Accessing the Printer 101
Large Document Format Is Split 102
Low Quality of the PDF File 103
Problem With User-Specific Page Sizes 104
Conversion Via Adobe PDFMaker Hangs 105
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Conversion Hangs

The hanging of the conversion could have many causes:

¢ In the background, the application waits for the user to request a dialog
concerning a file to be converted, for example, due to the file is protected.

e The file contains macros that must not be executed or that lead to warn-
ings.

e Network drives for calling the macros cannot be accessed.

e The conversion has been started in the Perl debug mode.

- Recommended Procedure in Case of Error, page 96
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Environment Variables Are Not Evaluated
The environment variable specified in plossys.ini are not evaluated. problem
This is how you search for the possible cause: instructions
Step Action
1 Make sure that the changes has been specified in plossys.ini in
the section correspondent to the current Application Converter,
usually [konverter\winnt].
=)
- Environment Variables - Reference, page 124 *ﬁ related top-
ics
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Problem With Access Authorization

The OLE applications used by Application Converter are known as DCOM
servers. For each of these DCOM servers, specific access and start authoriza-
tions exist. If Application Converter is started on operating system level, usually
there are no access problems due to, in most cases, the DCOM servers run
under the account of the user who has started the application.

However, it is different when Application Converter is integrated in a conver-
sion service in PLOSSYS 4 or as part of the conversion server in an SAP environ-
ment for example. Then, Application Converter is started by SEALService, which
is running under its own user account and might have different privileges.

This is how you search for the possible cause:

Step Action

1 In order to check the Application Converter's view to the applica-
tion, start the application directly by preceding the actual call with

the following command:
sealexecute -s -v

Here -s stands for synchronous and -v for visible.

I.-" =

. example:

sealexecute -s -v
»C:\programs\microsoft office\officel@\winword.exe*

2 Change the call of Application Converter in the correspondent
conversion service or conversion script. By preceding the actual call
with the following command, you ensure that SEALService has a

connection to the desktop:
sealexecute -s -v

Here, -s stands for synchronous and -v for visible. The disadvan-
tage is that Application Converter is running in the foreground.

I.-" 5

“ example:
sealexecute -s -v konverter.exe c:\tmp\test.doc

2026-07-15 SEAL Systems
Version 2.10.2 www.sealsystems.com



Troubleshooting
13 Information and Troubleshooting 101

Problem When Accessing the Printer

The user executing Application Converter has too few privileges for accessing problem
the PostScript printer used for the conversion.

This is how you solve the problem: instructions

Step Action

1 Grant the required privileges to the user under which SEALService
is running. For this, open the Security tab in the printer properties

of the PostScript printer. Activate Allow at the privileges:

Manage this printer
Manage documents

SEAL Systems 2026-07-15 Application Converter
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Large Document Format Is Split

All applications except MS PowerPoint and CorelDRAW handle paper sizes up
to DIN A3 independently without Application Converter having influence on it.
If the application cannot assign the desired paper size, the default size set for
the user in the printing preferences is used, in most cases DIN A4. Thus, large-
sized documents may be split into multiple DIN A4 pages.

This is how you avoid this problem:

Step Action

1 Create documents up to a maximum of DIN A3. In this case the

default sizes of Windows will be used.

If Application Converter is started via SEALService, the settings of the user are
used under which SEALService is running:

-> Integration by SEALService, page 30
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Low Quality of the PDF File

This is how you improve the quality of the PDF file when converting via Post-  instructions
Script printer:

Step Action

1 Increase the level of quality in the settings of the conversion
process, for example ps2pdfg.
2 Increase the resolution in the advanced printing preferences:
Graphic

Print Quality: <dpi>
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Problem With User-Specific Page Sizes

If problems occur with user-specific page sizes when converting via PostScript
printer, the Windows print system can be updated by all open applications
rereading the set values from CustomSize before executing the conversion.
Within a configurable period, the system waits for a response of the applica-
tions before continuing the conversion.

This is how you solve the problem:

Step Action

1 Set the following environment variable:
AK_SENDMSG_CUSTOMSIZE = Y|N
AK_SENDMSG_CUSTOMSIZE_TIMEOUT = integer

2 For each application type, install a separate printer.

& hint - background:

If a printer is used for different application types, it could happen
that when printing from different applications to the same printer,
the user-specific page size specified for an application will be used
for printing files from other applications as well, and this is not
desired.
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Conversion Via Adobe PDFMaker Hangs

When converting via Adobe PDFMaker, all conversions hang. problem

The cause for this could be that the SEAL Systems PDFMaker macros, which  cause
passes the job on to the Windows spooler, hangs. Even after restarting, the
Windows spooler retries starting the conversion. The running macro then

blocks all following jobs

This is how you search for the possible cause: instructions
Step Action
1 Check the PDF printer.
2 Delete all jobs queueing at the PDF printer.
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13.2.2 Problems With CoreIDRAW

in this chapter In context of CorelDRAW, the following problems are known:
Problem Page
CorelDRAW Crashes 107
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CorelDRAW Crashes

CorelDRAW crashes. problem

The cause for this could be that CoreIDRAW has been started at the same time cause
with different users on the same server, for example, by Application Converter
via SEALService with one user and interactively with another user.

This is how you avoid this problem: instructions

Step Action

1 Start CorelDRAW as the same user only.

SEAL Systems 2026-07-15 Application Converter
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13.2.3 Problems With All Microsoft Office Applications

in this chapter In connection with all or some Microsoft Office applications, the following prob-
lems are known:

Problem Page
Macro Virus Protection Blocks the Conversion 109
Conversion Hangs Until Timeout 110
Error: Page Size Does Not Match 111
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Macro Virus Protection Blocks the Conversion

With files containing macros, the macro virus protection could cause that the problem
conversion is blocked.

This is how you suspend the macro virus protection for the conversion: instructions

Step Action

1 In the application-specific section of the configuration file,
customize the security level in order that executing macros is
allowed:

AUTOMATIONSECURITY_LEVEL <level>

For how to suspend the macro virus protection generally in the Microsoft Office o reference
application, refer to [APPSET4CONV_TEC].
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Conversion Hangs Until Timeout

timeout The conversion with MS Excel, MS PowerPoint or MS Word hangs until the
timeout will have been reached.

cause The cause for this could be that the file is protected by a password for opening
and the conversion is waiting for that the password is being entered.

instructions This is how you shorten the waiting time:

Step Action

1 Set the following environment variable to any password:
AK_OPEN_PW = <password>

result With the incorrect password, the conversion terminates directly with an error.
Otherwise, the conversion is waiting for the password input in vain and termi-
nates after reaching a timeout.

Application Converter 2026-07-15 SEAL Systems
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Error: Page Size Does Not Match

When converting via PostScript printer, the error Page size does not match problem
occurs.

The cause for this could be that no printing preferences has been set for the cause
user who executes Application Converter via SEALService.

This is how you solve the problem: instructions
Step Action
1 Logon as the user under which SEALService is started.
2 Open the printing preferences for the desired PostScript printer.
3 Change one of the options and confirm the change.
4 Reopen the printing preferences.
5 Reverse the change and confirm again.

SEAL Systems 2026-07-15 Application Converter
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13.2.4 Problems With MS Excel

in this chapter In context of MS Excel, the following problems are known:
Problem Page
Error 135 When Opening the Workbook 113
Error: Port Name Cannot Be Determined 114
Error When Converting Files With ,,/“ In the Path 115
Erroneous Format 116
Print Area Is Ignored 117
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Error 135 When Opening the Workbook

When opening the workbook, the error 135 occurs. problem
The reason is that the workbook is opened in the repair mode by default. cause
This is how you open the workbook in normal mode: instructions

Step Action

1 Set the following environment variable:
AK_EXCEL_OPEN_NORMAL_MODE = Y

SEAL Systems 2026-07-15 Application Converter
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Error: Port Name Cannot Be Determined

The cause for this could be missing access privileges for the user specified in
SEALService, an erroneous PostScript printer name or a missing PostScript
printer.

This is how you search for the possible cause:

Step Action

1 Check the PostScript printer.

2 Check the configuration of SEALService and that the user specified
in SEALService may output to the PostScript printer.
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Error When Converting Files With ,,/“ In the Path

Errors occur when converting files with "/" in the path. problem

The reason is that MS Excel can handle only "\" in the path when the OLE inter- cause
face is used.

This is how you solve the problem: instructions

Step Action

1 In the path, replace every "/" by "\".
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Erroneous Format

This is how you search for the possible cause:

Step Action

1 Make sure that the page layout has been specified in "Setup page".

2 If very many pages are created for a table sheet, a cell on the right
side might contain something.

3 Check the default printer.

The default printer influences the layout in MS Excel also when
exporting PDF. SEAL Systems recommends setting a normal DIN A4
printer as default. Experience has shown that, for example, the XPS
printer as default printer causes layout problems.
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Print Area Is Ignored

When converting XML-based documents, this means .x1sx and .x1smfiles, the problem
print areas of the specific table sheets will not be taken into account.

This is how you solve the problem: instructions

Step Action

1 Set the following environment variable:

AK_EXCEL_LCID = 1031 for German
AK_EXCEL_LCID = 1033 for English

o
For more information, refer to http://support.microsoft.com/kb/246501/en- *#' reference
us.
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13.2.5 Problems With MS Word

in this chapter In context of MS Word, the following problems are known:
Problem Page
Erroneous Page Numbering 119
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Erroneous Page Numbering

The page numbering is erroneous, for example, 10f1, 20f2, 30f3 and so on. problem

The cause for this could be that the NUMPAGES document property is not updated cause
correctly.

This is how you update the page numbering: instructions

Step Action

1 Set the following environment variable:
AK_WORD_REPAGINATE = Y
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14 Reference

This chapter deals with the following topics:

Topic Page
Environment Variables - Reference 124
appkonv.cfg - Configuration File - Reference 160
Parameters - Reference 181
Return Codes - Reference 182
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set

in this chapter

Application Converter
System Description

14.1 Environment Variables - Reference

Where to set the environment variables is described here:

- Environment Variables - Reference, page 124

This chapter deals with the following topics:

Topic Page
Environment Variables For All Or Multiple Applications 125
Environment Variables for CoreIDRAW 133
Environment Variables for MS Excel 134
Environment Variables for MS Project 140
Environment Variables for MS PowerPoint 141
Environment Variables for MS Visio 145
Environment Variables for MS Word 147
2026-07-15 SEAL Systems
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Environment Variables For All Or Multiple Applica-
tions

Application Converter evaluated the following environment variables for all or
multiple applications:

AK_ADDITIONAL_PRINTING specifies if the file is output as PostScript additionally
to the export to PDF.

Available values: Y, N

LI
The file is output as PostScript file additionally.
e N

The file ist only exported to PDF.
Default: N

AK_APPLICATION_SYNC specifies when an instance is blocked by another
instances.

Available values: global, local, none

e global
The instance is blocked by another instance of the same server.

e local
The instance is blocked by another instance of the current session.

L4 none
The instance is not blocked by another instance.

Default: global

AK_APPLICAION_SYNC is evaluated if AK_GLOBAL_OLE_SYNC has been setto:
-> AK_GLOBAL_OLE_ SYNC

AK_CHANGE_PW specifies the password for changing.
Available values: String

Default: none

AK_CHANGE_PW is evaluated with MS Excel and MS Word.

AK_CFGFILE specifies the name and the path of the configuration file.

Available values: String
Default: %PLSROOT%\tools\appkonv\appkonv.cfg

The value of AK_CFGFILE will be overwritten by the -cfg parameter.

............................................................................................................................. To be continued
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Environment Variables For All Or Multiple Applica-
tions, Continuation

AK_DEBUG AK_DEBUG specifies if debug messages will be written into the log file.

AK_DISABLE_
AUTO_MACROS

AK_DONT_MARK_
POSTSCRIPT

AK_DONT_SHOW_
VERSION

Application Converter
System Description

Available values: Y, N

e Y
The debug messages will be written into the log file.
e N

No debug messages will be written into the log file.

Default: N

The value of AK_DEBUG will be overwritten by the -v parameter.

AK_DISABLE_AUTO_MACROS specifies if the start of auto macros will be suppressed
when opening the file.

Available values: Y, N

e Y
The auto macros will be suppressed.
e N

The auto macros will be executed.

Default: N

AK_DISABLE_AUTO_MACROS is evaluated with MS Visio and MS Word.

AK_DONT_MARK_POSTSCRIPT specifies if the document information such as Title
and Author will be written into the PostScript file.
Available values: v, N
o v
The PostScript file will not contain any document information.
e N
The PostScript file will contain the document information.

Default: N

AK_DONT_SHOW_VERSION specifies if the application version will be written into
the log file.

Available values: Y, N

* Y
The application version will be written into the log file.
e N

The application version will not be written into the log file.

Default: N

............................................................................................................................. To be continued
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Environment Variables For All Or Multiple Applica-

tiOhS, Continuation

AK_FIND_EMBEDDED_OBIJECTS specifies if or if yes which embedded Office and PDF  AK_FIND

files are exported. Additional information is written into the information file. EMBEDDED_
OBJECTS

Avaliable values: Y, N, ONLY_LABELED
e v
All embedded files are exported.

® ONLY_LABELED
Only embedded files with label are exported.

e N
Embedded files are not exported.

Default: N

AK_FIND_EMBEDDED_OBJECTS is evaluated with MS Excel, MS PowerPoint and MS
Word.

AK_GLOBAL_OLE_SYNC specifies if multiple instances of Application Converter
may be running at the same time.
Available values: Y, N
LI
Only one instance of Application Converter may be running. The next
conversion will be blocked until the current conversion has been finished.

e N
Multiple instances of Application Converter may be running.

Default: N

AK_GLOBAL_OLE_SYNC is not evaluated with MS PowerPoint.

AK_IGNORE_MISSING_PRINTER specifies if Application Converter can work
without installed default printer.
Available values: Y, N
LI
Application Converter also works without default printer.
e N
Application Converter set the printer specifies with PRINTER in appkonv.cfg
as default printer unless a default printer is specified.

Default: Y

............................................................................................................................. To be continued
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AK_LOGDIR

AK_OPEN_PW

AK_REGISTER_
MESSAGEFILTER

Application Converter
System Description

Environment Variables For All Or Multiple Applica-
tions, Continuation

AK_LOGDIR specifies the directory of the log file, for example, %PLSL0G%.
Available values: String

Default: $TMPDIR%

AK_OPEN_PW specifies the password for opening.
Available values: String

Default: none

AK_OPEN_PW is evaluated with MS Excel, MS PowerPoint and MS Word.

AK_PROTECT_PW specifies the password for document protection.
Available values: String

Default: none

AK_PROTECT_PW is evaluated with MS Excel and MS Word.

AK_REGISTER_MESSAGEFILTER is used internally and specifies if the message filter
supports COM communication.

Available values: v, N

LI
The COM communication is not supported.
e N

The COM communication is supported.

Default: Y

............................................................................................................................. To be continued

2026-07-15 SEAL Systems
Version 2.10.2 www.sealsystems.com



Environment Variables -

14 Reference

Reference
129

Environment Variables For All Or Multiple Applica-
tiOhS, Continuation

AK_REPLACE_EXE_CONVERT_ARGS specifies if parameters in the command call at
the EXE type will be replaced.
Available values: Y, N
o Y
The parameters will be replaced.
e N
The parameters will not be replaced.
Default: N

With COMMAND, you can specify the following parameters:

e #I

Input file
* #0

Output file
*  HL

Log file

Command call containing parameters:
COMMAND "%PLSTBIN%\tiff2pdf.exe -f #I -o #0" @

AK_SAVE_DOCUMENT_AFTER_PREMACRO specifies if the file will be saved after
executing the macro specified with PREMACRO.

Available values: Y, N

e Y
The file will be saved.
e N

The file will not be saved.

Default: N

AK_SAVE_DOCUMENT_AFTER_PREMACRO is evaluated with MS Word, MS Excel and
MS PowerPoint.

............................................................................................................................. To be continued
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AK_SENDMSG_
CUSTOMSIZE

5’/ hint - evalua-
tion

AK_SENDMSG_
CUSTOMSIZE
TIMEOUT

5’/ hint - evalua-
tion

AK_SLEEP

5/ hint - evalua-
tion

Application Converter
System Description

Environment Variables For All Or Multiple Applica-
tiOI’lS, Continuation

AK_SENDMSG_CUSTOMSIZE specifies if the Windows message concerning the
values of CustomSize will be sent to all open applications after setting the
printer. Sending the Windows message is useful in case of error in order to
make sure that the remote-controlled applications are informed about the new
user-specific paper size of the printer. A reply from the applications is expected
within the interval AK_SENDMSG_CUSTOMSIZE_TIMEOUT that they have received
the message.

Available values: Y, N

Y%
The Windows message will be sent.
e N

The Windows message will not be sent.

Default: N

AK_SENDMSG_CUSTOMSIZE is evaluated with MS PowerPoint and CorelDRAW
when converting user-specific page sizes.

AK_SENDMSG_CUSTOMSIZE_TIMEOUT specifies the number of milliseconds which
Application Converter will wait for the application to confirm the Windows
message (see AK_SENDMSG_CUSTOMSIZE).

Available values: Integer

Default: 1000

AK_SENDMSG_CUSTOMSIZE_TIMEOUT is evaluated with MS PowerPoint and Corel-
DRAW when converting user-specific page sizes.

AK_SLEEP specifies if Application Converter will wait 30 seconds before opening
the file in order to make sure that alle resources are available.

Available values: Y, N

e Y
Waiting 30 seconds after establishing the connection.
e N

No waiting time after establishing the connection.

Default: N

AK_SLEEP is evaluated with CorelDRAW, MS PowerPoint and MS Word.

............................................................................................................................. To be continued
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Environment Variables For All Or Multiple Applica-
tiOhS, Continuation

AK_USE_OWN_OLE_INSTANCE specifies if an separate OLE instance will be used for
each conversion.
Available values: Y, N
o v
For each conversion, a separate OLE instance will be used.
e N
All conversions will use the same OLE instance.

Default: Y

AK_USE_OWN_OLE_INSTANCE is evaluated with MS Excel, MS PowerPoint, MS Visio
and MS Word.

AK_VISIBLE specifies if the remote-controlled applications will be displayed.
Available values: Y, N
e v
The remote-controlled applications will be visible.
e N
The remote-controlled applications will be hidden.

Default: N

If AK_POWER_OPEN_WINDOWS is set to Y, AK_VISIBLE has to be set to Y as well:

- Environment Variables for MS PowerPoint, page 141

If AK_VISIBLE is set to Y, the debug mode in Perl cannot be used.

AK_WAIT_FOR_FILE specifies the interval of the cycles in seconds when the
change of the file size is checked in order to recognize the end of processing.
This can be used as workaround when incomplete PostScript files cause prob-
lems.

Available values: Integer

Default: 2

............................................................................................................................. To be continued
SEAL Systems 2026-07-15
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AK_WRITE_ALTER-
NATIVE_TEXT

AK_WRITE_SHEET
_NAMES

TEMP/TMP

Application Converter
System Description

Environment Variables For All Or Multiple Applica-
tions, Continuation

AK_WRITE_ALTERNATIVE_TEXT specifies if the AlternativeText label together
with an unique name is entered in the Office shapes with embedded files. The
changed Office files are saved as new Office files with the same name and the
additional file extensions .alt.docx or .alt.x1sx.

Available values: Y, N

LAY
The AlternativeText label is entered.
e N

The AlternativeText label is not entered.

Default: N

AK_WRITE_ALTERNATIVE_TEXT is evaluated with MS Excel and MS Word.

AK_WRITE_SHEET_NAMES specifies if the names of the MS Excel tables and MS
PowerPoint slides are written into a file with the .sna extension. This way,
bookmarks for the sheets and slides can be created in the PDF file in a post-
processing step.

Available values: Y, N

LAY
The names of the sheets and slides are written into the . sna file.
e N

No .sna file is written.

Default: N

AK_WRITE_SHEET_NAMES is evaluated with MS Excel and MS PowerPoint.

TEMP/TMP specifies the local directory for temporary files. If both TEMP and TMP
have been specified, TMP will be used.

Available values: String

Default: none

2026-07-15
Version 2.10.2
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Environment Variables for CorelDRAW

Application Converter evaluates the following environment variables for Corel- CorelDRAW
DRAW:

AK_CORELDRAW_EPS_TO_PS specifies if the EPS format created by CoreIDRAW will ~ AK_CORELDRAW
be converted into pure PostScript format. EPS_TO_PS
Available values: Y, N
e v

The EPS format will be converted into pure PostScript format.
e N

The EPS format will not be converted.

Default: N

SEAL Systems 2026-07-15 Application Converter
www.sealsystems.com Version 2.10.2 System Description
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MS Excel

AK_EXCEL_AUTO-
MATIONSECURITY
_LEVEL

AK_EXCEL_CHANGE
_LINKS

AK_EXCEL_CHECK
_DPI

£ hint - evalua-
tion
AK_EXCEL_DO_
EXPORT

AK_EXCEL_EXPORT
_IGNORE_PRINT
_AREAS

Application Converter
System Description

Environment Variables for MS Excel

Application Converter evaluates the following environment variables for MS
Excel:

AK_EXCEL_AUTOMATIONSECURITY_LEVEL sets the security level for the macro in
MS Excel before each conversion.

Available values and details: > AUTOMATION SECURITY_LEVEL, page 165

Default: AUTOMATIONSECURITY_LEVEL in appkonv.cfg

AK_EXCEL_CHANGE_LINKS specifies if the OLE links will be updated before the
conversion.

Available values: Y, N

° Y
The OLE links will be updated.
e N

The OLE links will not be updated.

Default: N

AK_EXCEL_CHECK_DPI sets DPI4SHEETS for all sheets.

Available values: Y, N

o Y
DPI4SHEETS is set.
e N

DPI4SHEETS is not set.

Default: N

AK_EXCEL_CHECK_DPI is only evaluated with MS Excel 8.

AK_EXCEL_DO_EXPORT specifies if the PDF export from Microsoft or a PostScript
printer will be used for the conversion.

Available values and details: - DO_EXPORT, page 167
Default: DO_EXPORT in appkonv.cfg

AK_EXCEL_EXPORT_EXCEL_IGNORE_PRINT_AREAS specifies how print areas will be
handled.

Available values and details: - EXPORT _EXCEL IGNORE_PRINT _AREAS, page
169

Default: EXPORT_EXCEL_IGNORE_PRINT_AREAS in appkonv.cfg

............................................................................................................................. To be continued
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Environment Variables for MS Excel, continuation

AK_EXCEL_EXPORT_INC_DOC_PROPS specifies if the document properties will be
passed on to the PDF file.

Available values and details: > EXPORT_INC_DOC_ PROPS, page 170

Default: EXPORT_INC_DOC_PROPS in appkonv.cfg

AK_EXCEL_EXPORT_OPTIMIZE_FOR specifies the output for that the PDF file will be
optimized.

Available values and details: > EXPORT_OPTIMIZE FOR, page 170
Default: EXPORT_OPTIMIZE_FOR in appkonv.cfg

AK_EXCEL_EXPORT_SINGLE_SHEETS specifies if a separate files is generated for
each sheet.

Available values: Y, N

e Y
For each sheet, a separate file is generated.
e N

All sheets are exported into one file.

Default: N

AK_EXCEL_LCID specifies the language environment in order to fix layout prob-
lems with MS Excel 2007 (Excel 12) for example.

Available values: 1031, 1033

e 1031
The language environment is set to German.
e 1033

The language environment is set to English.

Default: Default language of the application

For an overview of the LCIDs, refer to http://msdn.microsoft.com/de-de/
library/Oh88fahh%28en-us,VS.85%29.aspx.

............................................................................................................................. To be continued
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Application Converter
System Description

Environment Variables for MS Excel, continuation

AK_EXCEL_LOAD_PLUGIN specifies the macro that is loaded, for example, the SEAL
Systems PDFMaker macro.

Available values: String

Default: none

Example of sealdistill.SEAL2AdobeDistiller:
c:\programme\microsoft office\officel2\xlstart\sealdistill.xla

With AK_EXCEL_LOAD_PLUGIN_1 to AK_EXCEL_LOAD_PLUGIN_9, you can load up to
nine further macros.

AK_EXCEL_MACRO specifies the macro that is executed after PREMACRO and PRINT-
MACRO.

Available values and details: > MACRO, page 176
Default: MACRO in appkonv.cfg

AK_EXCEL_OPEN_NORMAL_MODE specifies the mode when opening a workbook.

Available values: Y, N

e Y
The workbook will be opened in the normal mode.
e N

The workbook will be opened in the repair mode.

Default: N

AK_EXCEL_PREMACRO specifies the macro executed directly after opening the file.
Available values and details: - PREMACRO, page 177
Default: PREMACRO in appkonv.cfg

AK_EXCEL_PRINTMACRO specifies the macro executed for converting the file.
Available values and details: - PRINTMACRO, page 178
Default: PRINTMACRO in appkonv.cfg

............................................................................................................................. To be continued
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Environment Variables for MS Excel, continuation

AK_EXCEL_OPEN_READONLY specifies if the file will be opened with reading or
writing access. The writing access is required for writing macros for example.

Available values: Y, N

e Y
The file will be opened with reading access.
e N

The file will be opened with writing access.

Default: Y

AK_EXCEL_RESET_PRINTER specifies if the original printer will be restored after
the conversion.

Available values: Y, N

LI
The printer will be restored after the conversion.
e N

The printer will not be restored after the conversion.

Default: Y

AK_EXCEL_SAVE_LINKS specifies if the file will be saved after updating the OLE
links.

Available values: Y, N

Y%
The file will be saved after updating the OLE links.
e N

The file will not be saved after updating the OLE links.

Default: N

............................................................................................................................. To be continued
SEAL Systems 2026-07-15
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AK_EXCEL_SHEET_
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Application Converter
System Description

Environment Variables for MS Excel, continuation

AK_EXCEL_SHEET_INDEX specifies if the complete workbook or specific table
sheets will be converted. If a specified table sheet cannot be found, the
complete workbook will be converted.

Available values: String

o
”

The complete workbook will be converted.

e <tablex>
The <tablex> table sheet will be converted.

o <X>
The table sheet with the <x> index will be converted.

o X>,<Y>,<2>
The table sheets with the <x>, <y>, and <z> indexes will be converted.
® AK_EXCEL_PRINT_SELECTED_SHEETS
The table sheets selected by the user via Ctrl + left-click will be converted.

Default: ,“

AK_EXCEL_SHOW_HIDDEN_CELLS specifies if hidden cells will be made visible
before the conversion.
Available values: v, N
o v
The hidden cells will be visible.
e N
The hidden cells will remain hidden.

Default: N

AK_EXCEL_UNPROTECT_SHEETS specifies if the protection of the table sheets will
be suspended before the conversion.

Available values: Y, N

LI
The protection of the table sheets will be suspended.
e N

The protection of the table sheets will remain.

Default: Y

............................................................................................................................. To be continued

2026-07-15 SEAL Systems
Version 2.10.2 www.sealsystems.com



Environment Variables -
14 Reference

Reference
139

Environment Variables for MS Excel, continuation

AK_EXCEL_UPDATE_LINKS specifies if the links will be updated when opening the
file.

Available values: Y, N

LAY
The links will be updated.
e N

The links will not be updated.

Default: Y

AK_EXCEL_USE_PRINTAREA specifies if the print area is taken into account with
the output.

Available values: Y, N

LI
The print area is taken into account.
e N

The print area is not taken into account.

Default: Y

AK_EXCEL_USE_WORKBOOK has been replaced by the mechanism using the AK_EX-
CEL_SHEET_INDEX environment variable.

- Environment Variables for MS Excel, page 134

DPFAC_AK_EXCEL_MAX_PAGES specifies the maximum pages per sheet in the MS
Ecxel document.

Available values: Integer

Default: 999

Use the DPF4C_AK_EXCEL_MAX_PAGES parameter and not AK_EXCEL_MAX_PAGES.
DPF4C_AK_EXCEL_MAX_PAGES is evaluated in excel2pdf.pl

SEAL Systems 2026-07-15
www.sealsystems.com Version 2.10.2
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MS Project
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AK_PRO_EXPORT
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DEFAULT_PRINTER

AK_PRO_USE_
PRINTER_PORT

Application Converter
System Description

Environment Variables for MS Project

Application Converter evaluates the following environment variables for MS
Project:

AK_PRO_AUTOMATIONSECURITY_LEVEL sets the security level for the macro in MS
Project before each conversion.

Available values: > AUTOMATION SECURITY _LEVEL, page 165

Default: AUTOMATIONSECURITY_LEVEL in appkonv.cfg

AK_PRO_EXPORT_PDFA specifies if the created PDF file will accord to PDF/A-1b.
Available values and details: > EXPORT_PDFA, page 171
Default: EXPORT_PDFA in appkonv.cfg

AK_PRO_ONEPAGEWIDE specifies which pages will be converted.

Available values: v, N

LI
Only the first page will be converted.
e N

All pages will be converted.

Default: N

AK_PRO_RESTORE_DEFAULT_PRINTER specifies if the original default printer will be
restored after the conversion.

Available values: Y, N

e Y
The original default printer will be restored.
e N

The printer will not be restored.

Default: N

AK_PRO_USE_PRINTER_PORT specifies if the port name of the printer, for example,
Ne@o, will be set within the application.

Available values: Y, N

Y
The port name will be set.
e N

The port name will not be set.

Default: N

2026-07-15 SEAL Systems
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Environment Variables for MS PowerPoint

Application Converter evaluates the following environment variables for MS
PowerPoint:

AK_POWER_AUTOMATIONSECURITY_LEVEL sets the security level for the macro in
MS PowerPoint before each conversion.

Available values: > AUTOMATION SECURITY _LEVEL, page 165

Default: AUTOMATIONSECURITY_LEVEL in appkonv.cfg

AK_POWER_DO_EXPORT specifies if the PDF export from Microsoft or a PostScript
printer will be used for the conversion.

Available values: - DO_EXPORT, page 167
Default: DO_EXPORT in appkonv.cfg

AK_POWER_EXPORT_BITMAP_MISSING_FONTS specifies if the text will be saved as
bitmap if its font cannot be embedded.

Available values and details: > EXPORT_BITMAP_ MISSING_FONTS, page 168

Default: EXPORT_BITMAP_MISSING_FONTS in appkonv.cfg

AK_POWER_EXPORT_DOC_STRUCTURE_TAGS specifies if additional data for
supporting the screen display, for example, information about the text flow and
the logical organization of the content, will be passed on to the PDF file.

Available values and details: > EXPORT_DOC_ STRUCTURE_TAGS, page 169

Default: EXPORT_DOC_STRUCTURE_TAGS in appkonv.cfg

AK_POWER_EXPORT_POWER_HANDOUT_ORDER specifies the order of the slides when
outputting handouts.

Available values and details: > EXPORT_POWER_ HANDOUT_ORDER, page 171
Default: EXPORT_POWER_HANDOUT_ORDER in appkonv.cfg

AK_POWER_EXPORT_POWER_HIDDEN_SLIDES specifies how hidden slides are
handled.

Available values and details: > EXPORT_POWER_ HIDDEN_SLIDES, page 172
Default: EXPORT_POWER_HIDDEN_SLIDES in appkonv.cfg

AK_POWER_EXPORT_INC_DOC_PROPS specifies if the document properties will be
passed on to the PDF file.

Available values and details: & EXPORT_INC_DOC_PROPS, page 170

Default: EXPORT_INC_DOC_PROPS in appkonv.cfg

............................................................................................................................. To be continued
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Application Converter
System Description

Environment Variables for MS PowerPoint, continuation

AK_POWER_EXPORT_OPTIMIZE_FOR specifies the output for that the PDF file will be
optimized.

Available values and details: > EXPORT_OPTIMIZE _FOR, page 170
Default: EXPORT_OPTIMIZE_FOR in appkonv.cfg

AK_POWER_EXPORT_POWER_OUTPUT_TYPE specifies what will be exported and how.
Available values and details: - EXPORT_POWER_ OUTPUT_TYPE, page 173

Default: EXPORT_POWER_OUTPUT_TYPE in appkonv.cfg

AK_POWER_EXPORT_PDFA specifies if the created PDF file will accord to PDF/A-1b.
Available values and details: > EXPORT_PDFA, page 171

Default: EXPORT_PDFA in appkonv.cfg

AK_POWER_MACRO specifies the macro that is executed after PREMACRO and PRINT-
MACRO.

Available values and details: > MACRO, page 176
Default: MACRO in appkonv.cfg

AK_POWER_OPEN_TEST_EXCLUSIVE specifies if MS PowerPoint files which are in
the exclusive mode are opened for reading. In the exclusive mode are files for
example when they are currently open or being presented.
Available values: Y, N
o v
Files in exclusive mode will not be opened.
e N
Files in exclusive mode will be opened for reading.
Default: N

............................................................................................................................. To be continued
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Environment Variables for MS PowerPoint, continuation

AK_POWER_OPEN_READONLY specifies if MS PowerPoint files that are protected by
a user password are opened for reading and processed.

Available values: Y, N

e Y
Protected files are processed.
e N

Protected files are not processed.

Default: N

The default password for opening MS PowerPoint files is dummy. For non-
protected files, this does not hurt. With protected files, a popup is prevented
and an error message concerning the password is displayed instead.

AK_POWER_OPEN_WINDOWS specifies if a file containing macros will be opened for
the conversion.

Available values: Y, N

e Y
The file will be opened with.
e N

The file will be opened without macros.

Default: N

If AK_VISIBLE is set to Y, AK_POWER_OPEN_WINDOWS has to be set to Y as well:

- Environment Variables For All Or Multiple Applications, page 125

AK_POWER_PREMACRO specifies the macro executed directly after opening the file.
Available values and details: > PREMACRO, page 177
Default: PREMACRO in appkonv.cfg

AK_POWER_PRINTMACRO specifies the macro executed for converting the file.
Available values and details: > PRINTMACRO, page 178
Default: PRINTMACRO in appkonv.cfg

............................................................................................................................. To be continued
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Application Converter
System Description

Environment Variables for MS PowerPoint, continuation

AK_POWER_REPAIR_AT_OPEN specifies if the files will be openedin the repair mode
so that slightly defect files can also be converted.

Available values: Y, N

Y
The files will be opened in the repair mode.
e N

The files will be opened in the normal mode.

Default: N

AK_POWER_SET_PAPERSIZE_TO_CUSTOMSIZE specifies if the paper size for the
printer temporarily will be set to the user-specific page size so that large paper
formats can be better mapped.

Available values: Y, N

e v
The user-specific page sizes will be set.
e N

The user-specific page sizes will not be set.

Default: N

If AK_POWER_SET_PAPERSIZE_TO_ CUSTOMSIZE issettoY, PRINTER must not be used
as default printer!

AK_POWER_UNMARK_FINAL specifies for the conversion via PostScript printer if the
protection of the slides marked as final, this means, which are protected against
changes, will be suspended before the conversion so that they can be
converted.
Available values: v, N
LI
The protection of slides marked as final will be suspended.
* N
The protection of slides marked as final will remain. The conversion will be
terminated with error.

Default: N

AK_POWER_UNMARK_FINAL is evaluated when converting via PostScript printer.

2026-07-15
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Environment Variables for MS Visio

Application Converter evaluates the following environment variables for MS
Visio:

AK_VISIO_ AUTOMATIONSECURITY_LEVEL sets the security level for the macro in
MS Visio before each conversion.

Available values: > AUTOMATION SECURITY _LEVEL, page 165

Default: AUTOMATIONSECURITY_LEVEL in appkonv.cfg

AK_VISIO_DO_EXPORT specifies if the PDF export from Microsoft or a PostScript
printer will be used for the conversion.

Available values: - DO_EXPORT, page 167
Default: DO_EXPORT in appkonv.cfg

AK_VISIO_EXPORT_COLOR_AS BLACK specifies how the colors will be handled.
Available values and details: - EXPORT_COLOR_ AS_BLACK, page 168
Default: EXPORT_COLOR_AS_BLACK in appkonv.cfg

AK_VISIO_EXPORT_DOC_STRUCTURE_TAGS specifies if additional data for
supporting the screen display, for example, information about the text flow and
the logical organization of the content, will be passed on to the PDF file.

Available values and details: > EXPORT_DOC_ STRUCTURE_TAGS, page 169
Default: EXPORT_DOC_STRUCTURE_TAGS in appkonv.cfg

AK_VISIO_EXPORT_INC_DOC_PROPS specifies if the document properties will be
passed on to the PDF file.

Available values and details: & EXPORT_INC_DOC _PROPS, page 170

Default: EXPORT_INC_DOC_PROPS in appkonv.cfg

AK_VISIO_INCLUDE_BACKGROUND specifies if the page background will be output.

Available values and details: & EXPORT_VISIO _INCLUDE BACKGROUND, page
174

Default: EXPORT_VISIO_ INCLUDE_BACKGROUND in appkonv.cfg

AK_VISIO_EXPORT_OPTIMIZE_FOR specifies the output for that the PDF file will be
optimized.

Available values and details: > EXPORT_OPTIMIZE _FOR, page 170

Default: EXPORT_OPTIMIZE_FOR in appkonv.cfg

............................................................................................................................. To be continued
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Environment Variables for MS Visio, continuation
AK_VISIO EXPORT  AK_VISIO_EXPORT_PDFA specifies if the created PDF file will accord to PDF/A-1b.
PDFA
B Available values and details: > EXPORT_PDFA, page 171
Default: EXPORT_PDFA in appkonv.cfg
AK_VISIO_ AK_VISIO_SUPPORT_VISIO 2019 specifies if MS Visio 2019 and MS Visio Plan 2
SUPPORT_VISIO are supported.
2019
Available values: - SUPPORT_VISIO_2019, page 179
Default: SUPPORT_VISIO 2019 in appkonv.cfg
AK_VISIO_ AK_VISIO_SUPPRESS_SAVE specifies if the request for older MS Visio file format
SUPPRESS_SAVE will be suppressed.

Application Converter
System Description

Available values: v, N
e Y

The request will be suppressed.
e N

The request will be output.

Default: N

2026-07-15 SEAL Systems
Version 2.10.2 www.sealsystems.com



Environment Variables - Reference
14 Reference 147
Environment Variables for MS Word

Application Converter evaluates the following environment variables for MS  MS Word

Word:

AK_EXTRACT_INLINE_DOCUMENTS specifies if InlineShape objects are exported
when objects are exported in general.
Available values: Y, N
e Y
InlineShape objects are exported.
e N
InlineShape objects are not exported.

Default: Y

AK_EXTRACT_INLINE_DOCUMENTS is only evaluated with MS Word.

AK_WORD_AUTOMATIONSECURITY_LEVEL sets the security level for the macro in MS
Word before each conversion.

Available values and details: > AUTOMATION SECURITY_LEVEL, page 165

Default: AUTOMATIONSECURITY_LEVEL in appkonv.cfg

AK_WORD_CHANGE_LINKS specifies if the OLE links will be updated before the
conversion.

Available values: Y, N

Y%
The OLE links will be updated.
e N

The OLE links will not be updated.
Default: N

AK_WORD_CHANGE_HYPERLINKS specifies if the . doc file extension in hyperlinks will
be converted into .pdf in order to create PDF hyperlinks.

Available values: Y, N

° Y
The file extension in hyperlinks will be converted.
* N
The file extension in hyperlinks will not be converted.
Default: N
............................................................................................................................. To be continued
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AK_WORD_CHECK_
FOR_REVISIONS

AK_WORD_CHECK_
OPTIONS

5’) hint -

wordopt.cfg

Application Converter
System Description

Environment Variables for MS Word, continuation

AK_WORD_CHECK_FOR_REVISIONS specifies if the conversion will be executed with
open corrections.

Available values: vy, N

e Y
The conversion will not be executed.
e N

The conversion will be executed.

Default: N

AK_WORD_CHECK_OPTIONS specifies if the MS Word settings PrintField-
Codes==TRUE and PrintDrawingObjects==FALSE are checked. If these are set in
a different way, it is terminated with error 236.

Available values: Y, N

e Y
The settings are checked.
e N

The settings are not checked.

Default: N

In order to avoid blocking of all subsequent conversions due to wrong settings,
the MS Word settings are set permanently via wordopt.cfg before closing MS
Word.

............................................................................................................................. To be continued
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AK_WORD_DELETEDTEXTMARK specifies the layout of the modification mark for AK WORD
deleted text. DELETEDTEXTMARK

Available values: String

e Bold
The deleted text will be displayed bold.
® Caret

The deleted text will be marked by ~ (circumflex).

® (ColorOnly
The deleted text will be displayed colored.
® DoubleUnderline
The deleted text will be displayed double underlined.

® DoubleStrikeThrough
The deleted text will be displayed double struck through.

e Hidden
The deleted text will be hidden.
e Ttalic

The deleted text will be displayed italic.

® None
The deleted text will be displayed unchanged.

® Pound
The deleted text will be marked by # (hash).

® StrikeThrough
The deleted text will be displayed struck through.

® Underline
The deleted text will be displayed underlined.

Default: none

AK_WORD_DISABLE_DOCUMENT_PROTECTION specifies if the document protection
will be deactivated for the current conversion.

Available values: Y, N
LI

The document protection will be deactivated.
e N

The document protection will remain.

Default: N

AK_WORD_DISABLE_MAKROVIR_PROTECT_ALLWAYS is no longer supported for the
currently supported MS Word versions and has been replaced by the mecha-
nism using the AUTOMATIONSECURITY_LEVEL setting.

- [application] Section, page 165

............................................................................................................................. To be continued
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Application Converter
System Description

Environment Variables for MS Word, continuation

AK_WORD_DISABLE_MAKROVIR_PROTECT_ALLWAYS is no longer supported for the
currently supported MS Word versions and has been replaced by the mecha-
nism using the AUTOMATIONSECURITY_LEVEL setting.

- [application] Section, page 165

AK_WORD_DISABLE_READING_MODE specifies the reading modein MS Word is deac-
tivated.
Available values: Y, N
Y%
The reading mode is deaktivated.
e N
The reading mode stays activated.

Default: N

AK_WORD_DISABLE_READONLY_DETECTION specifies if the document protection of
files will be checked.

Available values: Y, N
o v
The document protection will not be checked. The conversion will be

blocked by the request concerning the document protection if the file is
protected by a password.

* N
The document protection will be checked. The conversion will be termi-
nated with an error if the file is protected by a password.

Default: N

AK_WORD_DISABLE_TRACK_CHANGES specifies if tracking the changes will be
allowed during the conversion.

Available values: Y, N

LAY
Tracking the changes will be prevented.
e N

Tracking the changes will be allowed.

Default: N

AK_WORD_DISTILLER_JOBOPTIONS specifies the Adobe Distiller configuration
containing the options.

Default: distiller.joboptions

............................................................................................................................. To be continued
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Environment Variables for MS Word, continuation

AK_WORD_DONT_SAVE_BEFORE_PRINTMACRO specifies if the file will be saved before
executing PRINTMACRO.

Available values: Y, N

e Y
The file will be saved.
e N

The file will not be saved.

Default: N

AK_WORD_DO_EXPORT specifies if the PDF export from Microsoft or a PostScript
printer will be used for the conversion.

Available values: - DO_EXPORT, page 167
Default: DO_EXPORT in appkonv.cfg

AK_WORD_DONT_WARN_BEFORE_PRINTING specifies if warnings before the conver-
sion will be suppressed.

Available values: Y, N

e Y
The warnings will not be output.
e N

The warnings will be output.

Default: N

AK_WORD_ERROR_WORKAROUND is no longer support for the currently supported MS
Word versions and has been replaced by the mechanism using the
AK_WORD_REPAGINATE environment variable.

- Environment Variables for MS Word, page 147

AK_WORD_EXPORT_BITMAP_MISSING_FONTS specifies if the text will be saved as
bitmap if its font cannot be embedded.

Available values and details: & EXPORT_BITMAP_ MISSING_FONTS, page 168
Default: EXPORT_BITMAP_MISSING_FONTS in appkonv.cfg

AK_WORD_EXPORT_WORD_CREATE_BOOKMARKS specifies if and how bookmarks will
be created.

Available values and details: - EXPORT_WORD_ CREATE_ BOOKMARKS, page
174

Default: EXPORT_WORD_CREATE_BOOKMARKS in appkonv.cfg

............................................................................................................................. To be continued
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Application Converter
System Description

Environment Variables for MS Word, continuation

AK_WORD_EXPORT_DOC_STRUCTURE_TAGS specifies if additional data for supporting
the screen display, for example, information about the text flow and the logical
organization of the content, will be passed on to the PDF file.

Available values and details: > EXPORT_DOC STRUCTURE_TAGS, page 169

Default: EXPORT_DOC_STRUCTURE_TAGS in appkonv.cfg

AK_WORD_EXPORT_INC_DOC_PROPS specifies if the document properties will be
passed on to the PDF file.

Available values and details: - EXPORT_INC_DOC_ PROPS, page 170
Default: EXPORT_INC_DOC_PROPS in appkonv.cfg

AK_WORD_EXPORT_OPTIMIZE_FOR specifies the output for that the PDF file will be
optimized.

Available values and details: > EXPORT_OPTIMIZE _FOR, page 170

Default: EXPORT_OPTIMIZE_FOR in appkonv.cfg

AK_WORD_EXPORT_PDFA specifies if the created PDF file will accord to PDF/A-1b.
Available values and details: > EXPORT_PDFA, page 171

Default: EXPORT_PDFA in appkonv.cfg

AK_WORD_IGNORE_WORD_ERROR_STATE specifies if certain errors that happen when
opening the MS Word file are ignored.

Available values: v, N

e v
Errors are ignored.
e N

Errors are not ignored.

Default: N

AK_WORD_INSERT_TOC specifies if a table of contents will be inserted before the
conversion.
Available values: v, N
Y%
A table of contents will be inserted.
e N
No table of contents will be inserted.

Default: N

............................................................................................................................. To be continued
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Environment Variables for MS Word, continuation

AK_WORD_INSERTEDTEXTMARK specifies the layout of the modification mark for
inserted text.
Available values: String

e Bold
The inserted text will be displayed bold.

® (ColorOnly
The inserted text will be displayed colored.

® DoubleUnderline
The inserted text will be displayed double underlined.

® DoubleStrikeThrough
The inserted text will be displayed double struck through.

e TItalic
The inserted text will be displayed italic.

® None
The inserted text will be displayed unchanged.

e StrikeThrough
The inserted text will be displayed struck through.

® Underline
The inserted text will be displayed underlined.

Default: none

AK_WORD_LINKS_NEWLINE specifies the string used as line break in the . 1st file for
multiline OLE link texts.

Available values: String

Default: none

Example of a string as line break:
AK_WORD_LINKS NEWLINE <br>

AK_WORD_LOCK_FIELD_AREA specifies which areas in the MS Word document are
considered for updating fields.

Available values: String

e BODY

The fields in the body are taken into account.
® FOOTER

The fields in the footer are taken into account.
e HEADER

The fields in the header are taken into account.

Default: ,,“, than means all fields are taken into account.

............................................................................................................................. To be continued
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Environment Variables for MS Word, continuation

AK_WORD_LOCK_FIELD_ELEMENTS specifies which document properties will not be
updated before the conversion. Multiple document properties are separated by
blanks.

Available values: String
e <fieldl> <field2> ... <fieldn>

The specifies document properties will not be updated.
® Ask

The document properties will not be updated.

Default: ,“

Possible document properties for which suppressing the update might make
sense are:

Author
FileName
Date
PrintDate
SaveDate
Time

TOC

AK_WORD_LOOP_SECTIONS specifies if the OLE links are updated with every section
change or only once.
Available values: Y, N
Y%
The OLE links are updated with every section change.
e N
The OLE links are updated only once.

Default: N

AK_WORD_MACRO specifies the macro that is executed after PREMACRO and PRINT-
MACRO.

Available values and details: > MACRO, page 176
Default: MACRO in appkonv.cfg

............................................................................................................................. To be continued
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AK_WORD_NO_CLOSE specifies if the file will be closed after the conversion. AK_WORD_NO_

Available values: Y, N
e v

The file will not be closed.
e N

The file will be closed.

Default: N

If AK_ WORD_NO_CLOSE is set to Y, AK_USE_OWN_OLE_INSTANCE has to be settoY as
well:

- Environment Variables For All Or Multiple Applications, page 125

AK_WORD_OPEN_READONLY specifies if the file will be opened with reading or
writing access. The writing access is required for writing macros for example.

Available values: Y, N

e Y
The file will be opened with reading access.
e N

The file will be opened with writing access.

Default: Y

AK_WORD_OPT_CFGFILE specifies the name of the file containing the print options
and the chapters not to be converted.

Default: %PLSROOT%\tools\appkonv\bin_winnt5\wordopt.cfg

AK_WORD_PREMACRO specifies the macro executed directly after opening the file.
Available values and details: - PREMACRO, page 177
Default: PREMACRO in appkonv.cfg

............................................................................................................................. To be continued
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Environment Variables for MS Word, continuation

AK_WORD_PRINT_MARKUPS specifies if the comments will be taken into account
when converting.

Available values: String

® NEVER

The comments will be ignored.
* ALWAYS

The comments will always be taken into account.
e AUTO

The comments will be taken into account if they are displayed.

Default: NEVER

AK_WORD_PRINTMACRO specifies the macro executed for converting the file.
Available values and details: > PRINTMACRO, page 178
Default: PRINTMACRO in appkonv.cfg

AK_WORD_REPAGINATE specifies if the page numbering will be updated.

Available values: v, N

LI
The page numbering will be updated.
e N

The page numbering will not be updated.

Default: N

AK_WORD_REPAIR_AT_OPEN specifies if the MS Word file is opened in the repair
mode.
Available values: Y, N
Y%
The file is opened in the repair mode.
e N
The file is opened without repair mode.

Default: N

............................................................................................................................. To be continued
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Environment Variables for MS Word, continuation

AK_WORD_REPAIR_HEADER_FOOTER specifies if the header and footer are
corrected, for example, if they become larger as a result of the conversion and
the layout is changed therefore.

Available values: Y, N

° Y
Header and footer are repaired.
* N

Header and footer are not repaired.

Default: N

AK_WORD_RESTORE_ORIGINAL_SETTINGS specifies if the original print options will
be restored.

Available values: Y, N

e Y
The original print option will be restored.
e N

The original print option will not be restored.

Default: Y

AK_WORD_REVISEDLINESMARK specifies the layout of the modification mark for
revised text.
Available values: String

® LeftBorder
The lines containing revised text will be marked at the left border.

® None
The lines containing revised text will not be marked.

® (QutsideBorder
The lines containing revised text will be marked at the outside border.

® RightBorder
The lines containing revised text will be marked at the right border.

Default: none

AK_WORD_SAVE_LINKS specifies if the file will be saved after updating the OLE
links.

Available values: Y, N

Y
The file will be saved after updating the OLE links.
e N
The file will not be saved after updating the OLE links.
Default: N
............................................................................................................................. To be continued
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AK_WORD_SET_ AK_WORD_SET_FONTNAME specifies the font type for the complete MS Word docu-
FONTNAME ment.
Available values: String
Default: none
AK_WORD_SET_ AK_WORD_SET_FONTSIZ specifies the font size for the complete MS Word docu-
FONTSIZE ment.
Available values: Integer
Default: none
AK_WORD_SET_ AK_WORD_SET_MARKUPMODE specifies how the revisions are displayed.
MARKUPMODE .
Available values: Balloon, Inline, Mixed
e Balloon
The revisions are displayed as balloons.
e 1Inline
The revisions are displayed in the text directly.
® Mixed
Only formattings are displayed in the ballons.
Default: none that means the display of the revisions are not changed.
AK_WORD_SET_ AK_WORD_SET_ORIENTATION specifies the orientation of the complete MS Word
ORIENTATION document.

AK_WORD_SLEEP_

AFTER_OPEN

AK_WORD_SLEEP_

BEFORE_PRINT

Application Converter
System Description

Available values: 1, 2

e 1
portrait

o 2
landscape

Default: none

AK_WORD_SLEEP_BEFORE_PRINT specifies the waiting time in milliseconds after
opening the MS Word file.

Available values: Integer

Default: o

AK_WORD_SLEEP_BEFORE_PRINT specifies the waiting time in milliseconds before
the conversion. With this, layout problems with older MS Word versions and
large documents can be avoided.

Available values: Integer

Default: 0

............................................................................................................................. To be continued
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Environment Variables for MS Word, continuation

AK_WORD_UPDATE_FIELDS AT PRINT sets the MS Word UpdateFieldsAtPrint
print option. This print option specifies if the document properties will be
updated before the conversion.

Available values: Y, N

e v
The UpdateFieldsAtPrint print option will be activated.
e N

The UpdateFieldsAtPrint print option will be deactivated.
Default: N

AK_WORD_UNPROTECT_DOCUMENTS specifies if the document protection will be
suspended permanently.
Available values: Y, N
e v
The document protection will be deactivated permanently.
e N
The document protection will remain.

Default: N

AK_WORD_UPDATE_ALL_TOCS specifies if the tables of contents will be updated
before the conversion.

Available values: Y, N

e Y

The tables of contents will be updated.
e N

The tables of contents will not be updated.
Default: N
SEAL Systems 2026-07-15
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14.2 appkonv.cfg - Configuration File - Reference

This chapter describes the setting in the configuration file of Application
Converter, appkonv. cfg by default.

You will find an overview, where the configuration file is located and how its
name can be determined, in:

-> appkonv.cfg - Configuration File - Reference, page 160

The configuration file is divided into separate sections.

Section Page
[SYSTEM] Section 161
[NATIVE] Section 163
[APPLICATIONS] Section 164
[application] Section 165
2026-07-15 SEAL Systems
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[SYSTEM] Section

The [SYSTEM] section contains the values that apply for the complete system. contents

PRINTER specifies the PostScript printer for the conversion of files from Corel-
DRAW, MS PowerPoint and MS Word.

Available values: <printer_names,<driver>,FILE: (usual syntax for Windows
printer)

Default: "SEAL Systems PS Generic,winspool,FILE:"

The PostScript printer can be specified at the following places:
e -pwhen calling Application Converter (highest priority)

e PRINTER in the [application] section

e PRINTER in the [SYSTEM] section

PRINTER_FILE specifies the PostScript printer for the conversion of files from MS
Excel, MS Project and MS Visio.

Available values: <printer_names,<driver>,Ne@@: (usual syntax for Windows
printer)

Default: "SEAL Systems PS Generic Excel,winspool,Ne@o:"

The PostScript printer can be specified at the following places:
e -pf when calling Application Converter (highest priority)

® PRINTER_FILE in the [<application>] section

e PRINTER_FILE in the [SYSTEM] section

With PRINTER_FILE, a file name is specified as port.
PSSTRING specifies the ID at the beginning of the PostScript file.
Available values: String

Default: ,,%!PS-Adobe*

TIMEOUT specifies the waiting time in milliseconds after changing the default
printer.

Available values: Integer

Default: 1000

TIMEOUT is evaluated with DEFAULT-PRINTER N.

............................................................................................................................. To be continued
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ZIPDIR

ZIPFILE

ZIPPOS

Application Converter
System Description

[SYSTEM] Section, continuation

ZIPDIR specifies the directory where Application Converter creates a temporary
directory when unpacking the ZIP file.

Default: none

ZIPFILE specifies the name of the description file containing the name of the
file contained in the ZIP file.

Default: none

ZIPPOS specifies the position in the description file as of which the name of the
file contained in the ZIP file begins.

Available values: Integer

Default: none

2026-07-15 SEAL Systems
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[NATIVE] Section

The [NATIVE] section contains the file formats that will not be converted. contents

Various file formats do not need to be converted, since PLOSSYS 4 can process background
them directly. Before the conversion, Application Converter checks by means of

the file extension if the file to be converted has a "native" format. If this is the

case, no conversion will be executed. Instead of that, the file is transferred to

the specified output directory and <output_type> is written into the PLOSSYS

header.

<output_type> specifies the file extension of the file format that will not be <output type>
converted and the output directory to which the file will be copied.

The <output_type> keyword has to be one of the output types known to & hint - output
PLOSSYS 4. type
Available values: <extension> <target_directory>

Default: none

In the directory name, environment variable in the %VARIABLE% syntax can be 5’/ hint -

used. variable
I.r"‘"x
Example of file formats that will not be converted: . example
[NATIVE]
POSTSCRIPT .ps %PLSROO0T%/data/io/sapconvert/
TIFF Ltif %PLSROOT%/data/io/sapconvert/
HPGL .hp %PLSROO0T%/data/io/sapconvert/
HPGL .hp2 %PLSROO0T%/data/io/sapconvert/
PDF .pdf %PLSROOT%/data/io/sapconvert/
RLIST .rli %PLSROOT%/data/io/rlisapgate/
CONV knv %PLSROO0T%/data/io/sapconvert/
SEAL Systems 2026-07-15 Application Converter
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<application>

I.-""'\
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Application Converter
System Description

[APPLICATIONS] Section

The [APPLICATIONS] section lists the applications for that separate sections
containing application-specific settings exist below.

<application> specifies the name of the section containing the application-
specific settings.

Available values: String

In <application>, the following variants are possible:

¢ File extension of the application, for example, .doc

e Name of the application, for example, Winzip

® Program ID from the Registry, for example, Word.Document

Default: none

Example of the [APPLICATIONS] section:
[APPLICATIONS]

.ps
.doc
Ps2Pdf
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[application] Section

The [<application>] section contains the settings for the <application> appli-
cation.

For an application, multiple sections can be contained in the configuration file,
for example, if different versions of the same application are to be configured
differently, for example, Word.Document.10, Word.Document.12, Word.Docu-
ment.14.

Normally, one section is sufficient for each application, for example, Word.Docu-
ment. In this case, the settings of the latest available version are used automat-
ically.

AUTOMATIONSECURITY_LEVEL sets the security level for the macro before each
conversion.

Available values: Integer

e 1, 1low
corresponds to msoAutomationSecuritylLow, this means, all macros will be
activated.

e 2 medium
corresponds to msoAutomationSecurityByUI, this means, the security
settings specified in the Security dialog will be used.

e 3, high
corresponds to msoAutomationSecurityForceDisable, this means, all
macros will be deactivated without displaying a security message.

If the security is on the highest level 4, setting AUTOMATIONSECURITY_LEVEL has
no effect.

Default: 3

AUTOMATIONSECURITY_LEVEL is evaluated with Microsoft Office applications.

With the following environment variables, AUTOMATIONSECURITY_LEVEL can be
overwritten:

- AK_EXCEL_AUTOMATIONSECURITY _LEVEL, page 134
- AK_PRO_AUTOMATIONSECURITY _LEVEL, page 140

- AK_POWER_AUTOMATIONSECURITY _LEVEL, page 141
- AK_VISIO_AUTOMATIONSECURITY _LEVEL, page 145
- AK_WORD_AUTOMATIONSECURITY _LEVEL, page 147
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[application] Section, continuation

COMMAND specifies the call of the external program and the return code in case
of success.

Available values: <program_call> <return_value>

Default: none

COMMAND is evaluated with TYPE EXE.

Example of the configuration of COMMAND:
COMMAND "C:\Programme\WinZip\winzip32.exe -e " @

DEFAULT-PRINTER specifies if and how the printer will be changed for the conver-
sion.

Available values: v, N

e v
With TYPE EXE, the printer will be changed before the command call. With
TYPE OLE, the system-wide default printer will be changed. As requirement,
the system-wide default printer has to create PostScript.

e N
The active printer, this means the printer set in the application, is changed
to the PostScript printer specified in Application Converter (PRINTER/-p or
PRINTER_FILE/-pf) for the conversion. After the conversion, this change
will be reversed.

Default: N

DEFAULT-PRINTER is evaluated with MS Word and MS Excel.

............................................................................................................................. To be continued
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[application] Section, continuation

DO_EXPORT specifies if the PDF export from Microsoft or a PostScript printer will DO _EXPORT
be used for the conversion.

Available values: Y, N

e v
The PDF export from Microsoft will be used for the conversion. The
EXPORT_<XXX> settings are evaluated.

e N
The PostScript printer specified in Application Converter will be used for
the conversion (PRINTER/-p or PRINTER_FILE/-pf).

Default: Y

DO_EXPORT is evaluated with MS Excel, MS PowerPoint, MS Visio and MS Word. & hint - evalua-
tion

With the following environment variables, DO_EXPORT can be overwritten: 5’) hint - envi-

- AK_EXCEL_DO_ EXPORT, page 134 ronment variable

- AK_POWER_DO_ EXPORT, page 141
- AK_VISIO_DO_ EXPORT, page 145
- AK_WORD_DO_ EXPORT, page 151

............................................................................................................................. To be continued
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[application] Section, continuation

EXPORT_BITMAP_MISSING_FONTS specifies if the text will be saved as bitmap if its
font cannot be embedded due to missing license for example. EXPORT_BIT-
MAP_MISSING_FONTS corresponds to the Bitmap text when fonts may not be
embedded setting in PDF options in the options of the PDF export.
Available values: Y, N
o v
The text of the font not embedded will be saved as bitmap. After this, you
no longer can search for the text in the PDF file.

e N
The text of the font not embedded will not be saved as bitmap.

Default: Y

EXPORT_BITMAP_MISSING_FONTS is evaluated with MS PowerPoint and MS Word
when converting via PDF export from Microsoft.

With the following environment variables, EXPORT_BITMAP_MISSING_FONTS can
be overwritten:

- AK_POWER_EXPORT _BITMAP_MISSING _FONTS, page 141
- AK_WORD_EXPORT _BITMAP_MISSING _FONTS, page 151

EXPORT_COLOR_AS_BLACK specifies how the colors will be handled.

Available values: Y, N

e Y
The colors will be output in black. This ensures that all shapes are visible in
the exported document.

e N
The colors will remain.

Default: N

EXPORT_COLOR_AS_BLACK is evaluated with MS Visio when converting via PDF
export from Microsoft.

With the following environment variables, EXPORT_COLOR_AS_BLACK can be over-
written:

- AK_VISIO_EXPORT _COLOR_AS_BLACK, page 145

............................................................................................................................. To be continued
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[application] Section, continuation

EXPORT_DOC_STRUCTURE_TAGS specifies if additional data for supporting the EXPORT DOC

screen display, for example, information about the text flow and the logical
organization of the content, will be passed on to the PDF file. EXPORT_DOC_-
STRUCTURE_TAGS corresponds to the Document structure tags for accessi-
bility setting in Include non-printing information in the options of the PDF
export.

Available values: Y, N

e v
The additional data will be passed on.
e N

The additional data will not be passed on.

Default: Y

EXPORT_DOC_STRUCTURE_TAGS is evaluated with MS PowerPoint, MS Visio and MS
Word when converting via PDF export from Microsoft.

With the following environment variables, EXPORT_DOC_STRUCTURE_TAGS can be
overwritten:

- AK_POWER_EXPORT _DOC_STRUCTURE _TAGS, page 141
- AK_VISIO_EXPORT _DOC_STRUCTURE _TAGS, page 145
- AK_WORD_EXPORT _DOC_STRUCTURE _TAGS, page 152

EXPORT_EXCEL_IGNORE_PRINT_AREAS specifies how print areas will be handled.
EXPORT_EXCEL_IGNORE_PRINT_AREAS corresponds to the Ignore print areas
setting in Publish what in the options of the PDF export with MS Excel.

Available values: Y, N

LI
The print areas will be ignored.
e N

The print areas will taken into account.

Default: N

EXPORT_EXCEL_IGNORE_PRINT_AREAS is evaluated with MS Excel when converting
via PDF export from Microsoft.

With the following environment variable, EXPORT_EXCEL_IGNORE_PRINT_AREAS
can be overwritten:

- AK_EXCEL_EXPORT _IGNORE_PRINT _AREAS, page 134

............................................................................................................................. To be continued
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[application] Section, continuation

EXPORT_INC_DOC_PROPS specifies if the document properties will be passed on to
the PDF file. EXPORT_INC_DOC_PROPS corresponds to the Document properties
setting in Include non-printing information in the options of the PDF export.

Available values: Y, N

Y%
The document properties will be passed on.
e N

The document properties will not be passed on.

Default: Y

EXPORT_INC_DOC_PROPS is evaluated when converting via PDF export from
Microsoft.

With the following environment variables, EXPORT_INC_DOC_PROPS can be over-
written:

- AK_EXCEL_EXPORT _INC_DOC_PROPS, page 135
- AK_POWER_EXPORT _INC_DOC_PROPS, page 141
- AK_VISIO_EXPORT _INC_DOC_PROPS, page 145
- AK_WORD_EXPORT _INC_DOC_PROPS, page 152

EXPORT_OPTIMIZE_FOR specifies the output for that the PDF file will be opti-
mized. EXPORT_OPTIMIZE_FOR corresponds to the Optimize for setting of the
PDF export.

Available values: PRINT, SCREEN

e PRINT
The PDF file will be optimized for the output to the printer.

e SCREEN
The PDF file will be optimized for the output to the screen.

Default: PRINT

EXPORT_OPTIMIZE_FOR is evaluated with MS Excel, MS PowerPoint, MS Visio and
MS Word when converting via PDF export from Microsoft.

With the following environment variables, EXPORT_OPTIMIZE_FOR can be over-
written:

- AK_EXCEL_EXPORT _OPTIMIZE_FOR, page 135
- AK_POWER_EXPORT _OPTIMIZE_FOR, page 142
- AK_VISIO_EXPORT _OPTIMIZE_FOR, page 145
- AK_WORD_EXPORT _OPTIMIZE_FOR, page 152

............................................................................................................................. To be continued
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[application] Section, continuation

EXPORT_PDFA specifies if the created PDF file will accord to PDF/A-1b.
EXPORT_PDFA corresponds to the IS0 19005-1 compliant (PDF/A) setting in PDF
options in the options of the PDF export.

Available values: Y, N

e Y
The PDF file accords to PDF/A-1b.
e N

The PDF file does not accord to PDF/A.
Default: N

EXPORT_PDFA is evaluated with MS Project, MS PowerPoint, MS Visio and MS
Word when converting via PDF export from Microsoft.

With the following environment variables, EXPORT_PDFA can be overwritten:
— AK_PRO_EXPORT _PDFA, page 140

- AK_POWER_EXPORT _PDFA, page 142

— AK_VISIO_EXPORT _PDFA, page 146

- AK_WORD_EXPORT _PDFA, page 152

EXPORT_POWER_HANDOUT_ORDER specifies the order of the slides when outputting
handouts. EXPORT_POWER_HANDOUT_ORDER corresponds to the order setting in
Publish options in the options of the PDF export with MS PowerPoint.
Available values: HORIZONTAL, VERTICAL

® HORIZONTAL
The slides will be output in the (1,2) (3,4) ... order.

e VERTICAL
The slides will be output in the (1,3) (2,4) ... order.

Default: VERTICAL

EXPORT_POWER_HANDOUT_ORDER is evaluated with MS PowerPoint when
converting via PDF export from Microsoft.

With the following environment variable, EXPORT_POWER_HANDOUT_ORDER can be
overwritten:

- AK_POWER_EXPORT _HANDOUT_ORDER, page 141

............................................................................................................................. To be continued
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[application] Section, continuation

EXPORT_POWER_HIDDEN_SLIDES specifies how hidden slides are handled.
EXPORT_POWER_HIDDEN_SLIDES corresponds to the Include hidden slides
setting in Publish what in the options of the PDF export with MS PowerPoint.

Available values: Y, N

Y%
The hidden slides will be output.
e N

The hidden slides will be ignored.
Default: v

EXPORT_POWER_HIDDEN SLIDES is evaluated with MS PowerPoint when
converting via PDF export from Microsoft.

With the following environment variables, EXPORT_POWER_HIDDEN_SLIDES can be
overwritten:

- AK_POWER_EXPORT _HIDDEN_SLIDES, page 141

............................................................................................................................. To be continued
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[application] Section, continuation

EXPORT_POWER_OUTPUT_TYPE specifies what will be exported and how.
EXPORT_POWER_OUTPUT_TYPE corresponds to the Publish what and Slides per
page settings in Publish options in the options of the PDF export with MS
PowerPoint.

Available values: String

e SLIDES
The slides will be exported.

® ONESLIDEHANDOUT
One slide per page will be exported as handout.

® TWOSLIDEHANDOUT
Two slides per page will be exported as handout.

e THREESLIDEHANDOUT
Three slides per page will be exported as handout.

® FOURSLIDEHANDOUT
Four slides per page will be exported as handout.

e SIXSLIDEHANDOUT
Six slides per page will be exported as handout.

® NINESLIDEHANDOUT
Nine slides per page will be exported as handout.

® NOTEPAGES
The notes page will be exported.

e OQUTLINE
The outline view will be exported.

Default: SLIDES

The BUILDSLIDES value causes a crash and is no longer supported!

EXPORT_POWER_OUTPUT_TYPE is evaluated with MS PowerPoint when converting
via PDF export from Microsoft.

With the following environment variable, EXPORT_POWER_OUTPUT_TYPE can be
overwritten:

- AK_POWER_EXPORT _OUTPUT_TYPE, page 142

............................................................................................................................. To be continued
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[application] Section, continuation

EXPORT_VISIO_ INCLUDE_BACKGROUND specifies if the page background will be
output.

Available values: Y, N

e Y
The page background will be output.
e N

The page background will not be output.

Default: Y

EXPORT_VISIO_INCLUDE_BACKGROUND is evaluated with MS Visio when converting
via PDF export from Microsoft.

With the following environment variable, EXPORT_VISIO INCLUDE_BACKGROUND
can be overwritten:

—> AK_VISIO_EXPORT _INCLUDE _BACKGROUND, page 145

EXPORT_WORD_CREATE_BOOKMARKS specifies if and how bookmarks will be created.

Available values: String

* HEADING

Bookmarks for the chapters and the tables of contents will be created.
* NONE

The PDF file will not contain bookmarks.
* WORD

All bookmarks will be created.

Default: HEADING

EXPORT_WORD_CREATE_BOOKMARKS is evaluated with MS Word when converting
via PDF export from Microsoft.

With the following environment variable, EXPORT_WORD_CREATE_BOOKMARKS can
be overwritten:

- AK_WORD_EXPORT _CREATE_BOOKMARKS, page 151

EXTENSION specifies the file extension and thus the format of the output file.
Available values: bmp, gif, jpg, pdf, ps, tif

Default: pdf when converting via PDF export, ps when converting via PostScript
printer

............................................................................................................................. To be continued
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[application] Section, continuation

GS-AUTOROTATE activates AutoRotate when calling Ghostscript in order that the
pages will be rotated in the predominant text orientation.
Available values: String

e All
All pages will be rotated.

® None
No page will be rotated.

® PageByPage
The rotation will be executed page by page.

Default: None

GS-DEVICE specifies the target format.

Available values: String

®* pdfwrite
The target format is PDF.

o tiffga
The target format is TIFF/G4.

Default: none

GS-DPI specifies the resolution in DPI when converting into a raster format or
image parts.

Available values: Integer

Default: Resolution preset in Ghostscript

............................................................................................................................. To be continued
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[application] Section, continuation

MACRO specifies the macro that will be executed after PREMACRO and PRINTMACRO.
Available values: String

Default: none

MACRO is evaluated with MS Excel, MS PowerPoint and MS Word.

Example of MACRO:
MACRO seal.DeleteWatermark

With the following environment variables, MACRO can be overwritten:
- AK_EXCEL_MACRO, page 136

> AK_POWER_MACRO, page 142

- AK_WORD _MACRO, page 154

NEXTKONVERT specifies the name of the section configuring the conversion
following the current conversion, for example, AcroDist or Ps2Pdf.

Available values: String

Default: none

Example of NEXTKONVERT:
NEXTKONVERT Ps2Pdf

NOOUTPUTCHECK specifies if an error will be output if an output file is not be
created.
Available values: v, N
LI
Application Converter will not return an error if no output file is created.

This makes sense if, for example, the output file is saved to another loca-
tion as expected by Application Converter by means of a macro.

e N
Application Converter will return an error if no output file will be created.

Default: N

............................................................................................................................. To be continued
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[application] Section, continuation

OLE-SERVER specifies the OLE server used for the conversion. OLE-SERVER

Available values: String

Default: none

OLE-SERVER is evaluated with TYPE OLE.

Example of an OLE server:
OLE-SERVER Word.Document

PREMACRO specifies the macro executed directly after opening the file. PREMACRO
will be executed before PRINTMACRO and MACRO.

Default: none

PREMACRO is evaluated with MS Excel, MS PowerPoint and MS Word.

Example of PREMACRO:
PREMACRO seal_update.UpdateAllWorksheets
With the following environment variables, MACRO can be overwritten:
- AK_EXCEL_ PREMACRO, page 136
- AK_POWER_ PREMACRO, page 143
- AK_WORD_ PREMACRO, page 155

PRINTER specifies the PostScript printer for the conversion of files from Corel-
DRAW, MS PowerPoint and MS Word.

Available values: <printer_names,<driver>,FILE: (usual syntax for Windows
printer)

Default: "SEAL Systems PS Generic,winspool,FILE:"

The PostScript printer can be specified at the following places:
e -pwhen calling Application Converter (highest priority)

® PRINTER in the [<applications] section

e PRINTER in the [SYSTEM] section

............................................................................................................................. To be continued

SEAL Systems
www.sealsystems.com

2026-07-15
Version 2.10.2

5’/ hint - evalua-
tion

L

% example

PREMACRO

5/ hint - evalua-
tion

L

%, example

5/ hint - envi-

ronment variable

PRINTER

specification

Application Converter
System Description



178

appkonv.cfg - Configuration File - Reference
14 Reference

PRINTER_FILE

specification

PRINTMACRO

j/ hint - evalua-
tion

L

. example

& hint -
no output

j/ hint - envi-

ronment variable

REGISTRY_
CHGFILE

L

%, example

S

i

< related top-
ics

Application Converter
System Description

[application] Section, continuation

PRINTER_FILE specifies the PostScript printer for the conversion of files from MS
Excel, MS Project and MS Visio.

Available values: <printer_names,<driver>,Ne@@: (usual syntax for Windows
printer)

Default: "SEAL Systems PS Generic Excel,winspool,Ne@o:"

The PostScript printer can be specified at the following places:
e -pf when calling Application Converter (highest priority)

e PRINTER_FILE in the [<application>] section

e PRINTER_FILE in the [SYSTEM] section

PRINTMACRO specifies the macro executed for converting the file. PRINTMACRO will
be executed after PREMACRO and before MACRO.

Default: none

PRINTMACRO is evaluated with MS Excel, MS PowerPoint and MS Word.

Example of PRINTMACRO:
PRINTMACRO SEAL2AdobeDistillers

If a macro is executed via PRINTMACRO, no PDF export or print will be started
afterwards.

With the following environment variables, PRINTMACRO can be overwritten:
- AK_EXCEL_ PRINTMACRO, page 136

- AK_POWER_ PRINTMACRO, page 143

—> AK_WORD_ PRINTMACRO, page 156

REGISTRY_CHGFILE specifes the absolute path and name of the file containing
the Registry items that the registerchange.exe program sets before conver-
sion.

Default: none

Example of REGISTRY_CHGFILE:
REGISTRY_CHGFILE %PLSTOOLS%\pdfmaker.reg

-> registerchange.exe Program, page 209

............................................................................................................................. To be continued
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[application] Section, continuation

REGISTRY_FLAGS specifies the parameters for calling the registerchange.exe
program which sets Registry items before the conversion.

Default: none

Example of REGISTRY_FLAGS:
REGISTRY_FLAGS -restore

- registerchange.exe Program, page 209

SUPPORT_VISIO 2019 specifies if MS Visio 2019 and MS Visio Plan 2 are
supported.

Available values: Y, N

e Y
MS Visio 2019 and MS Visio Plan 2 are supported.
e N

MS Visio 2019 and MS Visio Plan 2 are not supported.
Default: N

SUPPORT_VISIO 2019 is supported with MS Visio.

With the following environment variable, SUPPORT_VISIO 2019 can be over-
written:

- AK_VISIO_ SUPPORT_VISIO_ 2019, page 146

SYNCHRON specifies if multiple instances of a application can be used for concur-
rent conversions.
Available values: Y, N
LI

Only one instance of the application is available for the conversion.
e N

Multiple instances of the application are available for the conversion.
Default: v

............................................................................................................................. To be continued
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[application] Section, continuation

TYPE TYPE specifies if the conversion uses the OLE interface of the application or an
external program.
Available values: EXE, OLE

* EXE
The conversion uses an external program.

* OLE
The conversion uses the OLE interface of the application.

Default: none

Application Converter 2026-07-15 SEAL Systems
System Description Version 2.10.2 www.sealsystems.com



Parameters -
14 Reference

Reference
181

14.3 Parameters - Reference

The following parameters can optionally be specified when calling Application
Converter:

-cfg specifies the name of the configuration file.

Default: Value of the AK_CFGFILE environment variable.

-logfile specifies the name of the log file.

Default: konverter.log

-logsize specifies the maximum size of the log file.

Available values: <integers, -1, -2

* <integer>
The maximum size of the log file is <integer> KB.

e -1
The size of the log file is unlimited.
e -2

The log file is overwritten when restarting.

Default: -2

-p specifies the PRINTER printer for the conversion of files from CorelDRAW, MS
PowerPoint and MS Word.

Default: PRINTER setting in the application-specific sections and in the [SYSTEM]
section of the configuration file

-pf specifies the PRINTER_FILE printer for the conversion of files from MS Excel,
MS Project and MS Visio.

Default: PRINTER_FILE setting in the application-specific sections and in the
[SYSTEM] section of the configuration file

-usesect specifies the section of the configuration file to be evaluated for the
conversion. For example, this is required if the file does not have the usual file
extension for the application, for example, test.abc as MS Word file.

Default: The section of the configuration file which is usual for the application
will be evaluated.

-v effects that more messages are output to the log file.

Default: Value of the AK_DEBUG environment variable.

SEAL Systems 2026-07-15
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14.4 Return Codes - Reference

Application Converter returns the following return codes (status values):

Return Code

Meaning

0 Conversion executed successfully

1 Application not supported

2 General error

100 Invalid parameters

102 File could not be opened.

103 File could not be read.

104 Could not write into file.

105 File could not be closed.

106 File could not be renamed.

107 File could not be deleted.

108 File not found

109 File has no extension.

110 Error when searching for the file

120 No memory available

121 No SAP job (parameters missing)

123 Environment variable not defined.

124 Missing program parameter

126 Program cannot be started.

128 Invalid file name

130 Graphic format is not supported by PLOSSYS 4.
131 Program not found (PAD).

132 Error in program

133 Error when executing a conversion program
140 Error when copying the data to PAD

141 Error when connecting to kNet (PLOSSYS)
142 Error when transferring to PLOSSYS 4

150 Error in the configuration

............................................................................................. To be continued
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Return Codes - Reference, continuation

Continuation:

Return Code Meaning

151 Error when reading the configuration

181 Error when creating the PostScript file

200 Error when connecting to the DDE server

201 Error when executing the DDE command

220 Error when initializing OLE

230 Error when connecting to the OLE application

231 Error when opening the document

232 Error when printing the document

233 Error when closing the document

234 Error when closing the application

235 Error in the OLE application

270 Error when executing the print command in the Registry

280 Error when unpacking a ZIP file

281 ZIP directory not found

300 Printer error

301 Printer not existing

302 Error when changing the default printer

303 Error when changing the printer

304 Error when determining the printer port

305 Erroneous table sheet number with MS Excel
SEAL Systems 2026-07-15
www.sealsystems.com Version 2.10.2
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15 Changes

This chapter describes the most important changes for each released module

version:
Version Page
Changes with Release 2.10.2 185
Changes with Release 2.10.1 186
Changes with Release 2.10.0 187
Changes with Release 2.9.1 188
Changes with Release 2.8.0 189
Changes with Release 2.7.0 190
Changes with Release 2.6.5 191
Changes with Release 2.6.4.3 192
Changes with Release 2.6.4.1 193
Changes with Release 2.6.4 194
Changes with Release 2.6.3 195
Changes with Release 2.6.2 196
Changes with Release 2.6.1 197
Changes with Release 2.6.0 198
Changes with Release 2.5.1 199
Changes with Release 2.5.0 201
Changes with Release 2.4.1 202
Changes with Release 2.4.0 203
Changes with Release 2.3.2 204
Changes with Release 2.3.1 205
Changes with Release 2.3.0 206
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Changes with Release 2.10.2

Embedded files in Excel documents are scaled correctly and inserted on the embedded files
correct page and position.

In AK_POWER_OUTPUT_TYPE, the BUILDSLIDES value is supported only for versions  BUILDSLIDES no

of PowerPoint prior to 2002. longer supported

The Application Converter supports CoralDRAW 2026. CoralDRAW 2026

AK_DISABLE_AUTO_MACROS is also evaluated for MS Visio. macros with MS
Visio

Version information about Word, Excel and PowerPoint is logged additionally version logged
so that the customer no longer needs to provide this information in case of
support.

SEAL Systems 2026-07-15 Application Converter
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Changes with Release 2.10.1

OLE link content ~ The bug that OLE link contents were cut after 128 characters has been fixed.

Application Converter 2026-07-15 SEAL Systems
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Changes with Release 2.10.0

Microsoft Office 2024 LTSC (64 bit) is supported. MS Office 2024
Application Converter uses Visual Studio Runtime 2022. VS 2022
SEAL Systems 2026-07-15 Application Converter
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Changes with Release 2.9.1

Deleted embedded objects are only passed to the conversion result if they can
still be seen on the pages of the documents, for example, because they are still
displayed via "track changes".

The bug that InlineShape objects were also exported when exporting
embedded files has been fixed.

So far, the view of the PowerPoint slides when exporting to PDF could only be
specified statically in appkonv. cfg for each file type: EXPORT_POWER_OUTPUT_TYPE
SLIDES, EXPORT_POWER_HIDDEN_SLIDES Y, EXPORT_POWER_HANDOUT ORDER
VERTICAL. As of version 2.5.0.5, the following settings in plossys.ini overwrite
the defaults specified in appkonv.cfg: AK_POWER_EXPORT_OUTPUT_TYPE (Values:
SLIDES, TWOSLIDEHANDOUT, THREESLIDEHANDOUT, SIXSLIDEHANDOUT, NOTEPAGES,
OUTLINE, BUILDSLIDES, FOURSLIDESHANDOUT, NINESLIDESHANDOUT, ONESLIDE-
SHANDOUT, Default: SLIDES), AK_POWER_EXPORT_HIDDEN_SLIDES (Values: Y, N,
Default: Y), AK_POWER_EXPORT_HANDOUT_ORDER (Values: VERTICAL, HORIZONTAL,
Default: VERTICAL)
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Changes with Release 2.8.0

Excel documents can be used for refile applications. refile
PowerPoint documents can be used for refile applications. refile
SEAL Systems 2026-07-15 Application Converter
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Changes with Release 2.7.0

page number The bug with the page number when processing embedded files has been fixed.

lock fields The AK_WORD_LOCK_FIELD_AREA parameter is available which controls which
areas in the MS Word document are considered for locking fields.

shape Files embedded in shapes are processed.
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Changes with Release 2.6.5

The clickable rectangle for the embedded files in multi-page MS Excel docu-
ments is displayed on the page where the icon is displayed.

The conversion of embedded files works with write-protected and signed docu-
ments.

Accepting changes before the conversion is no longer possible with signed
documents.

The order of the objects to be closed after the conversion has been changed so
that the application will close faster.

SEAL Systems 2026-07-15
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Changes with Release 2.6.4.3

Unicode The EMB file for describing the embedded documents is formatted as UTF-8.
This way, the Unicode file names of embedded files are displayed correctly.
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Changes with Release 2.6.4.1

When exporting embedded files, accepting the changes to the files ensures that change log
only the latest version of the file is included in the PDF file.
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Changes with Release 2.6.4

The bug that the wrong application had been called for the conversion in case
of multiple file extensions (for example, .zip.docx) has been fixed.

When converting MSG files from MS Outlook, user-specific properties which
are not to be contained in the PDF file generated with the conversion can be
removed. This behavior is activated via the MSG2PS_REMOVE_USERPROPERTIES=Y
setting.

With the AK_WORD_SET_MARKUPMODE key, the markup mode is specified. This
affects the appearance of the markups. Available values: Inline, Balloon,
Mixed. Unless AK_WORD_SET_MARKUPMODE has been specified, the markup mode is
not changed.
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Changes with Release 2.6.3

With Appkonv 2.6.1.4, PowerPoint files having a path name longer than 120
characters could no longer be converted. This bug has been fixed. The path
names can now be 256 characters long (as with all other conversions).

"AK_OPEN_PW = <passwd>" is evaluated for PowerPoint as well. Additionally,
"AK_POWER_OPEN_READONLY = Y/N" is evaluated. With this, PowerPoint files that
are protected by a user password can be opened and processed. This password
can also be encrypted by sealencrypt. The default password for opening
PowerPoint files is "dummy". For non-protected files, this does not hurt. With
protected files, a popup is prevented and an error message concerning the
password is displayed instead.

fixed.

As of version 1.2.1, propertyget.exe and propertyset.exe recognize the file
type by its content instead of the extension as before. This can be used to
process Office documents with incorrect endings for example.
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Changes with Release 2.6.2

Visio 2019 and As of version 2.6.2, Visio 2019 and Visio Plan 2 are supported. This is activated
Plan 2 by "SUPPORT_VISIO 2019 Y" in appkonv.cfg or by the "AK_VISIO_SUPPORT_VI-
SI0_2019=Y" parameter.
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Changes with Release 2.6.1

As of appkonv.cfg 1.41, the synchronization of the new MS Word and MS Excel
format is deactivated in order to enable parallel conversions.

If the version of Microsoft Office is newer than 16.0 (which is supported for this
version), a warning is output.

As of Appkonv 2.6.0.4, CorelDraw is supported again. The PDF export is
controlled by EXTENSION pdf in appkonv.cfg again. Additionally, the handling of
signed MS Word documents has been made more secure.

As of officePreproc 1.2.1, the -freeze parameter is supported for setting Calc-
Mode in MS Excel to manual. This way, the formula are not calculated automat-
ically when opening.

Propertyset has been changed in version 2.1.0 so that empty properties are
kept just as non-empty properties if the value in the INI or XML file is empty and
the empty option has been set to keep.

The new Office tools 0fficePreproc, propertyset, propertyget and ExtractX-
mlofficeEmbeddedObjects.exe have been generated with OpenofficexmL 2.9.1
and are available in the module.extra.officetools module in the dpf4convert
package as of 2.2.2.
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Changes with Release 2.6.0

appkonv.cfg from version 1.39 supports the cdt file extension. The PDF export
is default (until now: PS printing as default).

The bug of the naming conflict message with a duplicate Print Area has been
fixed.

As of version 2.5.2/2.6.0, the names of the Excel sheets and PowerPoint slides
are written to a file with file extension sna if the AK parameter
AK_WRITE_SHEET_NAMES is set. This way, bookmarks for the sheets and slides can
be created in the PDF file in a post-processing step.

If a PowerPoint slide has no title or an empty title, the generic name "slide
Number <i>" is used when AK_WRITE_SHEET NAMES outputs the names of the
PowerPoint slides in an SNA file.

As of version 2.5.1.8, the AK parameter AK_WORD_CHECK_OPTIONS = Y checks the
Microsoft Word settings PrintFieldCodes==TRUE and PrintDrawingOb-
jects==FALSE and terminates with error 236 unless they are set incorrectly. In
order to avoid blocking of all subsequent conversions due to wrong settings, the
MS Word settings are set permanently via wordopt.cfg before closing MS
Word.
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Changes with Release 2.5.1

Many parameters in appkonv.cfg can be specified dynamically via AK parame-
ters in plossys.ini, as environment variables or as DPF parameters:
AK_WORD_MACRO AK_WORD_PREMACRO, AK_WORD_PRINTMACRO, AK_WORD_EXPORT_BIT-

MAP_MISSING_FONTS, AK_WORD_EXPORT_CREATE_BOOKMARKS, AK_WORD_EX-
PORT_INC_DOC_PROPS,  AK_WORD_EXPORT_DOC_STRUCTURE_TAGS,  AK_WORD_EX-
PORT_PDFA, AK_WORD_EXPORT_OPTIMIZE_FOR, AK_WORD_DO_EXPORT,

AK_WORD_AUTOMATIONSECURITY_LEVEL, AK_EXCEL_MACRO, AK_EXCEL_PREMACRO,
AK_EXCEL_PRINTMACRO AK_EXCEL_EXPORT_INC_DOC_PROPS, AK_EXCEL_EXPORT_OP-
TIMIZE_FOR, AK_EXCEL_EXPORT_ IGNORE_PRINT_AREAS, AK_EXCEL_DO_EXPORT,
AK_EXCEL_AUTOMATIONSECURITY_LEVEL, AK_POWER_MACRO, AK_POWER_PREMACRO,
AK_POWER_PRINTMACRO, AK_POWER_EXPORT_BITMAP_MISSING_FONTS, AK_POWER_EX-
PORT_INC_DOC_PROPS, AK_POWER_EXPORT_DOC_STRUCTURE_TAGS, AK_POWER_EX-
PORT_PDFA, AK_POWER_EXPORT_OPTIMIZE_FOR, AK_POWER_EXPORT_HIDDEN_SLIDES,
AK_POWER_EXPORT_OUTPUT_TYPE,  AK_POWER_EXPORT_HANDOUT_ORDER,  AK_POW-

ER_DO_EXPORT, AK_POWER_AUTOMATIONSECURITY_ LEVEL, AK_VISIO_ EX-
PORT_INC_DOC_PROPS, AK_VISIO_ EXPORT_DOC_STRUCTURE_TAGS, AK_VISIO EX-
PORT_PDFA, AK_VISIO_ EXPORT OPTIMIZE_FOR,

AK_VISIO EXPORT_INCLUDE_BACKGROUND, AK_VISIO EXPORT_COLOR_AS_BLACK,
AK_VISIO_DO_EXPORT, AK_VISIO AUTOMATIONSECURITY_LEVEL, AK_PRO_EX-
PORT_INC_DOC_PROPS, AK_PRO_EXPORT_PDFA, AK_PRO_EXPORT_INCLUDE_DOCU-
MENT_MARKUP, AK_PRO_AUTOMATIONSECURITY_LEVEL. The AK parameters take
priority over the parameters specified in appkonv. cfg.

As of version 2.5.1.2, the "save as" method is available as an alternative to PDF
export (or PS printing). For this, the SAVEAS and SAVEAS _COMPATIBILITY settings

in appkonv.cfg are available, for example:
[ .doc]

SAVEAS 16
SAVEAS COMPATIBILITY 15
Available values for SAVEAS are @ to 18: @=doc 1=dot 2-5=txt 5=rtf 8-1@=html
11-15=xml 16=docx 17=pdf 18=xps

For 16=docx, additionally SAVEAS COMPATIBILITY is evaluated supporting the
values: 11=Word2003 12=Word2007 14=Word2010 15=Word2013 16=Word2016
A new file with the <OldName>.ref.<FileExtension> is generated. Example:
With test.doc, SAVEAS=16 generates the test.doc.ref.docx file.

Via the AK parameters AK_WORD_SUPPORTED_VERSIONS, AK_EXCEL_SUPPORT-
ED_VERSIONS and AK_POWER_SUPPORTED_VERSIONS, the supported versions of the
applications can be specified in a DPF working unit.

As of version 2.5.0.3, the maximum of pages when exporting can be specified
via the AK parameter AK_EXCEL_MAX_PAGES. By default, DPF4C_EXCEL_MAX_PAGES
is set to 999 that means that a workbook is exported to a maximum of 999
pages in PDF. The highest possible value is 32767 due to Excel cannot export
more pages. If the maximum of pages is exceeded, the error 127 is output.

............................................................................................................................. To be continued
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Changes with Release 2.5.1, continuation

As of version 2.5.0.5 and with AK_IGNORE_MISSING_PRINTER=Y, Application
Converter can work without installed printers.

As of version 2.5.0.8, only sheets of the x1Worksheet type are taken into account
by the checkEmpty method. All other sheet types such like x1Chart, x1Area or
x1MacroSheet will be ignored when analyzing.

As of version 2.5.0.5, the error message "CoCreateInstance failed with
0x800401f3 for Word.Application" is output reliably if the MS Word installa-
tion is missing.

As of Version 2.5.0.6, a warning is only output if AK_WORD_UNPROTECT_DOCUMENTS
has been set to Y and the protection cannot be removed due to a missing pass-
word. This has the advantage that many MS Word documents having a dummy
password protection (with empty password) can be processed nevertheless.

As of version 1.1.0.0, graphics which are both embedded and linked are no
longer displayed in the ReferencedFiles or in the Missing but in the Media
section.
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Changes with Release 2.5.0

The development environment has been switched from Visual Studio 6 to VS 2012
Visual Studio 2012.

SEAL Systems 2026-07-15 Application Converter
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Changes with Release 2.4.1

When the AK_FIND_EMBEDDED_FILES=Y option has been set, embedded Micro-
soft Office and PDF files are extracted from MS Word, MS Excel and MS Power-
Point files and additional information is written into an information file. The
"AlternativeText" label together with a unique name is written to the Office
shapes with embedded files if AK_WRITE_ALTERNATIVE_TEXT=Y is specified. The
changed Office document is saved as new Office document with .alt.docx (or
.alt.x1sx) as file extension.

If a dialog containing a request for saving the PDF file interrupts the conversion
via Adobe PDFMaker, changing the "Adobe PDF Qutput Folder" and "View
Adobe PDF Results" Adobe PDF settings for the "Adobe PDF" printer might help.
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Changes with Release 2.4.0

The conversion method via PostScript printer will no longer be supported. The
method remains but will no longer be maintained.

The MS Visio 2013 formats .vsdx, .vsdm, .vssx, .vssm, .vstx and .vstm are
supported.

Via the AK_EXCEL_UNPROTECT_SHEETS environment variable, the protection of
table sheets can be suspended.

e Via the AK WORD DISABLE_READONLY_DETECTION environment variable,
checking the document protection of MS Word files can be deactivated.

e Via the AK_WORD_UNPROTECT_DOCUMENTS environment variable, the docu-
ment protection of MS Word files can be suspended permanently.

Via the AK_WORD_DONT_WARN_BEFORE_PRINTING environment variable, warnings
before the conversion with MS Word can be suppressed.

Via the AK_WORD_UPDATE_FIELDS AT _PRINT environment variable, the MS Word
UpdateFieldsAtPrint print option can be activated.

With Ask at the AK_WORD_LOCK_FIELD_ELEMENTS environment variable, all fields
in a MS Word document are locked against updating.

Via the AK_WORD_UPDATE_ALL_TOCS environment variable, tables of contents can
be updated before the conversion.

Via the AK_POWER_UNMARK_FINAL environment variable, slides marked as final in
MS PowerPoint files can be processed.

Via the AK_POWER_REPAIR_AT_OPEN environment variable, MS PowerPoint files
can be opened in the repair mode.
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Changes with Release 2.3.2

e Via AK_EXCEL_CHANGE_LINKS, OLE links can be updated before exporting or
printing. When updating, the value of the cell will be overwritten by the
new value. In contrast to MS Word, the OLE link will no longer be an OLE
link after the update.

e For improving the mapping of the print area, the correct language context
can be set with AK_EXCEL_LCID. Thus, the print area is correctly evaluated
and this avoids that too may pages are printed.

e The direct selection of single tables is supported via AK_EXCEL_SHEET_INDEX
for the PDF export, too.

The export as PDF/A is supported for the following Microsoft Office applica-
tions:

e MS PowerPoint
e MS Visio
e MS Word

As of Microsoft Office 2007 (Office 12), the PDF export from Microsoft is used
for exporting PDF from MS Excel, MS PowerPoint and MS Word by default.

Setting DO_EXPORT to Y and setting the EXTENSION is no longer required. But if
these values are set, they are evaluated.

e The evaluation of the user-specific paper formats is activated via AK_POW-
ER_SET_PAPERSIZE_TO_CUSTOMSIZE.

e In order to convert MS PowerPoint documents with macros, AK_POW-
ER_OPEN_WINDOWS has to be setto Y.

Via AK_VISIO_SUPPRESS_SAVE, requests when opening older MS Visio docu-
ments can be suppressed.

The layout of the modification marks in MS Word comments can be customized
with:

e AK_WORD_DELETEDTEXTMARK

® AK_WORD_INSERTEDTEXTMARK

e AK_WORD_REVISEDLINESMARK

2026-07-15
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Changes with Release 2.3.1

The start of auto macros when opening a document may be suppressed via
AK_DISABLE_AUTO_MACROS.

Via AK_EXCEL_OPEN_NORMAL_MODE, the MS Excel workbook can be opened in the
normal mode instead of the repair mode.

The PDF export from Microsoft can be used for Microsoft Office 2007 (Office 12)
as alternative for the conversion via the File>Print to file menuitem via a
PostScript printer.

The file types .docx, .pptx and .x1sx are supported.

The following passwords are supported for MS Word and MS Excel:

® AK_CHANGE_PW = Password for changing

® AK_OPEN_PW = Password for opening

e AK_PROTECT_PW = password for document protection (MS Word only)

The passwords may be encrypted (TwoFish).

e Via AK_WORD_LINKS_NEWLINE, a string can be specifies which is to be used a
replacement string for a line break in the .1st file for OLE links.

e Updating fields can be suppressed using AK_WORD_LOCK_FIELD_ELEMENTS.
For example, this is reasonable if the original name of the document or the
file path shall not be replaced by a temporary name.
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Changes with Release 2.3.0

e user-specific page sizes
With the CustomSize option, user-specific page sizes are assumed accu-
rately. They are not output on DIN A4 format as previously.

e deactivate adjustment of the page orientation
If the conversion hangs due to the request concerning the adjustment of
the page orientation, the request can be deactivated for all documents.

In order to check if the PostScript file is complete, the printer monitoring inqui-
ries at the Windows Printer Service before the processing continues. The
previous file size check can be activated additionally via the AK_WAIT_FOR_FILE
environment variable at problems with incomplete PostScript files.

® macro support
The execution of macros is supported.
With PREMACRO, a pre-macro can be executed.

Setting a security level with AUTOMATIONSECURITY_LEVEL, an application-specific
execution of macros at the conversion can be activated or deactivated for all
Microsoft Office applications.

For MS Project 98, the port name has to be set in the application using the
AK_PRO_USE_PRINTER_PORT Y environment variable. Additionally, the default
printer has to be restored after the conversion with AK_PRO_RESTORE_DE-
FAULT_PRINTER Y.

The AK_REGISTER_MESSAGEFILTER environment variable is internally used to
mark the support of the COM communication.

e user-specific page sizes
With the customSize option, user-specific page sizes are assumed accu-
rately. They are not output on DIN A4 format as previously.

®* macro support
The execution of macros is supported.
With PREMACRO, a pre-macro can be executed.

............................................................................................................................. To be continued
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Changes with Release 2.3.0, continuation
At problems with simultaneous conversions, the AK_GLOBAL_OLE_SYNC environ- synchronization

ment variable specifies that only one instance of Application Converter will be
opened. If multiple instances are allowed, you can additionally specify if only
one instance or multiple instances of an application can be used (application-
specific item SYNCHRON in the configuration file).

When using older shapes, the update request which is not of interest for the
conversion can be suppressed with the EventsEnable Registry item.

The following environment variables are evaluated additionally:
e AK_EXCEL_OPEN_READONLY

e AK_WORD_DISABLE_READONLY DETECTION

® AK_WORD_UNPROTECT_DOCUMENTS

e AK_SAVE_DOCUMENT_AFTER_PREMACRO

e Depending on the WORD_PRINT_MARKUPS environment variable, MS Word
comments are taken into account when converting.

* The printer is not restored via the default printer of the user.
e With PREMACRO, a pre-macro can be executed.
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Appendix A Required Files

required For Application Converter, the following files are required:
File Description
appkonv.cfg Configuration file
konverter.exe Program of Application Converter
konverter_en.exe English version of the program of Application
Converter
mfc42.d11 DLL of Application Converter
additional Depending on the installation and the application, addition files are required:
File Description
no_visio_event.reg File with Registry item suppressing the requests
with MS Visio
pdfmaker.reg File with Registry items for Adobe PDFMaker which

temporarily deactivate the Registry items for MS
Word PDFMaker

winzip32.exe The program has to be installed if ZIP files are to be
processed
wordopt.cfg Configuration file for MS Word print options and

chapter that are not to be converted
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Appendix B registerchange.exe Program

The registerchange.exe program changes Registry items before the conver-
sion and restores the Registry items after the conversion if desired.

Example no_visio_event.reg with Registry items to be set:
Windows Registry Editor Version 5.00

[HKEY_CURRENT_USER\Software\Microsoft\Office\11.0\Visio\Application]
"EventsEnabled"="0"

Extract of pdfmaker.reg with Registry items to be set:
Windows Registry Editor Version 5.00

[HKEY_CURRENT_USER\Software\Adobe\Acrobat\PDFMaker]
[HKEY_CURRENT_USER\Software\Adobe\Acrobat\PDFMaker\8.0]
[HKEY_CURRENT_USER\Software\Adobe\Acrobat\PDFMaker\8.0\Access]

[HKEY_CURRENT_USER\Software\Adobe\Acrobat\PDFMaker\8.0\Access\Settings]
"RowIndex"=dword: 00000004

"Left"=dword:00000000

"Top"=dword :00000000

"ToolBarVisible"=hex:01

[HKEY_CURRENT_USER\Software\Adobe\Acrobat\PDFMaker\8.0\BookmarkOptions]

[HKEY_CURRENT_USER\Software\Adobe\Acrobat\PDFMaker\8.0\BookmarkOptions\Styles]
"Anrede"="0|1To|"

"Aufzéhlungszeichen"="0|1|0|"

"Aufzihlungszeichen 2"="0|1|0|"

[HKEY_CURRENT_USER\Software\Adobe\Acrobat\PDFMaker\8.0\Excel]

[HKEY_CURRENT_USER\Software\Adobe\Acrobat\PDFMaker\8.0\Excel\DisplayOptions]
"LinkType"=dword: 00000000

"LinkLineStyle"=dword:00000000

"LinkHilight"=dword: 00000002

"LinkColor"=dword:00000000

"ShowBookmarkPane"=hex:00

"FirstPageNumber"=dword:00000001

"PageMagnification"=dword:0000000d

[HKEY_CURRENT_USER\Software\Adobe\Acrobat\PDFMaker\8.0\Excel\Office]
"AutoSaveFile"=hex:00

[HKEY_CURRENT_USER\Software\Adobe\Acrobat\PDFMaker\8.0\Word\Settings\PrePDFA]
"JobOptions"="Standard"

"CreateStructure"=hex:01

"AttachSourceFile"=hex:00

"CreatelLinks"=hex:01

Application Converter calls the registerchange.exe program if you set the
following setting in the application-specific section of the configuration file:
REGISTRY_CHGFILE <registry file>

............................................................................................................................. To be continued
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registerchange.exe Program, continuation

Call of registerchange.exe:
REGISTRY_CHGFILE %PLSTOOLS%\appkonv\bin_winnt5\no_visio_event.reg

Optionally, you can specify further parameters of registerchange.exe with the
following setting in the application-specific section of the configuration file:
REGISTRY_FLAGS <options>

Further parameters when calling registerchange.exe:
REGISTRY_FLAGS -restore

The available parameters of registerchange.exe are listed with:
registerchange.exe -h
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Terminology

Terminology

The following section explains the most important terms that are used in this documentation. Terms
identified by = refer to other terms in this section.

Adobe Distiller

Adobe PDFMaker

Application Converter

Output device
Output driver
DPF

Conversion server
PLOSSYS 4

Property update

SEAL Setup
SEALService

Application Converter
System Description

Program from Adobe for converting PostScript files into PDF

Function of Adobe Acrobat that converts, for example, documents from
Microsoft Office applications into PDF; is called via the PDFMaker macro
from SEAL Systems

Product from SEAL Systems for converting documents from Microsoft Office
and other applications

Device on which the document is output
Program for controlling an ->output device

Construction kit from SEAL Systems by means of which you can combine
small tasks to complex processes

Server where the conversion is done

Output management system from SEAL Systems, former name: PLOSSYS
netdome

Updating data contained in the file to be converted; for example, data can
be the title block information of a CAD application or the document proper-
ties of a Microsoft Office file.

Wizard for installing and updating SEAL Systems applications

Product from SEAL Systems for configuring processes or process chains
which are automatically executed at a certain time or at a certain event.

Encoding for Unicode characters

2026-07-15 SEAL Systems
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Abbreviations

PDF
PDF/A
PLOSSYS®
PS

TIFF

UTF

Distributed Component Object Model
Component Object Model

German Institute of Standardization
Dynamic Link Library

Digital Process Factory from SEAL Systems
Encapsulated PostScript

Ghostscript

International Standards Organization
Long-Term Service Channel

Microsoft

Object Linking and Embedding

Online Support Service

Adobe Portable Document Format

Adobe Portable Document Format (PDF/A standard)

Product family from SEAL Systems
PostScript (vector format)

Tagged Image File Format
Unicode Transformation Format

SEAL Systems
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Keywords

Symbols Xltx 15

.attr 46 [application] 165

.bmp 35 [APPLICATIONS] 87, 88, 164

.cdr 15 [konverter\winnt] 99

.cdt 15 [NATIVE] 163

.doc 15 [SYSTEM] 88, 161

.docm 15 #1129

.docx 15 #L 129

.dot 15 #0O 129

132:211155 Numbers

.gif 35 1031117, 135

.jpg 35 1033 117, 135

st 52, 81 A

.mpp 15

.pdf 35 AK_ADDITIONAL_PRINTING 125

.pot 15 AK_APPLICATION_SYNC 125

.potm 15 AK_CFGFILE 33, 125, 181

.potx 15 AK_CHANGE_PW 84, 125

.pps 15 AK_CORELDRAW_EPS_TO_PS 37, 133
.ppsm 15 AK_DEBUG 93, 126, 181

.ppsx 15 AK_DISABLE_AUTO_MACROS 47, 126

.ppt 15 AK_DONT_MARK_POSTSCRIPT 126

.pptm 15 AK_DONT_SHOW _VERSION 126

.pptx 15 AK_EXCEL_AUTOMATIONSECURITY_LEVEL 134
ps 35 AK_EXCEL_CHANGE_LINKS 52, 134

rtf 15 AK_EXCEL_CHECK_DPI 134

.svg 15 AK_EXCEL_DO_EXPORT 134

i 35 AK_EXCEL_EXPORT_IGNORE_PRINT_AREAS
xt 15 134

vdx 15 AK_EXCEL_EXPORT_INC_DOC_PROPS 135
.vsd 15 AK_EXCEL_EXPORT_OPTIMIZE_FOR 135
.vsdm 15 AK_EXCEL_EXPORT_SINGLE_SHEETS 135
.vsdx 15 AK_EXCEL_LCID 117, 135

Vss 15 AK_EXCEL_LOAD_PLUGIN 28, 43, 51, 136
.vssm 15 AK_EXCEL_LOAD_PLUGIN 143,136

.VSsx 15 AK_EXCEL_LOAD_PLUGIN_943, 136

st 15 AK_EXCEL_MACRO 136

.vstm 15 AK_EXCEL_MAX_ PAGES 139

vstx 15 AK_EXCEL_OPEN_NORMAL_MODE 113, 136
.vsx 15 AK_EXCEL_OPEN_READONLY 43, 137

vtx 15 AK_EXCEL_PREMACRO 136

xla 15 AK_EXCEL_PRINT_SELECTED_SHEETS 54, 138
xlam 15 AK_EXCEL_PRINTMACRO 136

xls 15 AK_EXCEL_RESET_PRINTER 56, 137

Xlsb 15 AK_EXCEL_SAVE_LINKS 52, 137

xlsm 15 AK_EXCEL_SHEET INDEX 54, 138

xlsx 15 AK_EXCEL_SHOW_HIDDEN_CELLS 53, 138
xltm 15 AK_EXCEL_UNPROTECT_SHEETS 55, 138
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AK_EXCEL_USE_PRINTAREA 139
AK_EXCEL_USE_WORKBOOK 139
AK_EXTRACT_INLINE_DOCUMENTS 147
AK_FIND_EMBEDDED_FILES 40
AK_FIND_EMBEDDED_OBJECTS 127
AK_GLOBAL_OLE_SYNC 44, 45, 125, 127
AK_IGNORE_MISSING_PRINTER 127
AK_LOGDIR 93, 128

AK_OPEN_PW 84, 110, 128
AK_POWER_AUTOMATIONSECURITY_LEVEL
141

AK_POWER_DO_EXPORT 141
AK_POWER_EXPORT_BITMAP_MISSING_-
FONTS 141
AK_POWER_EXPORT_DOC_STRUCTURE_TAGS
141
AK_POWER_EXPORT_HANDOUT_ORDER 141
AK_POWER_EXPORT_HIDDEN_SLIDES 141
AK_POWER_EXPORT_INC_DOC_PROPS 141
AK_POWER_EXPORT_OPTIMIZE_FOR 142
AK_POWER_EXPORT_OUTPUT_TYPE 142
AK_POWER_EXPORT_PDFA 142
AK_POWER_MACRO 142
AK_POWER_OPEN_READONLY 60, 143
AK_POWER_OPEN_TEST_EXCLUSIVE 142
AK_POWER_OPEN_WINDOWS 59, 143
AK_POWER_PREMACRO 143
AK_POWER_PRINTMACRO 143
AK_POWER_REPAIR_AT_OPEN 61, 144
AK_POWER_SET_PAPERSIZE_TO_CUSTOM-
SIZE 63, 144

AK_POWER_UNMARK_FINAL 62, 144
AK_PRO_AUTOMATIONSECURITY_LEVEL 140
AK_PRO_EXPORT_PDFA 140
AK_PRO_ONEPAGEWIDE 66, 140
AK_PRO_RESTORE_DEFAULT_PRINTER 140
AK_PRO_USE_PRINTER_PORT 140
AK_PROTECT_PW 84, 128
AK_REGISTER_MESSAGEFILTER 128
AK_REPLACE_EXE_CONVERT_ARGS 129
AK_SAVE_DOCUMENT_AFTER_PREMACRO 43,
129

AK_SENDMSG_CUSTOMSIZE 104, 130
AK_SENDMSG_CUSTOMSIZE_TIMEOUT 104,
130

AK_SLEEP 130
AK_USE_OWN_OLE_INSTANCE 131
AK_VISIBLE 59, 69, 131, 143
AK_VISIO_AUTOMATIONSECURITY_LEVEL 145
AK_VISIO_DO_EXPORT 145
AK_VISIO_EXPORT_COLOR_AS_BLACK 145
AK_VISIO_EXPORT_DOC_STRUCTURE_TAGS
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145

AK_VISIO_EXPORT_INC_DOC_PROPS 145
AK_VISIO_EXPORT_INCLUDE_BACKGROUND
145

AK_VISIO_EXPORT_OPTIMIZE_FOR 145
AK_VISIO_EXPORT_PDFA 146
AK_VISIO_SUPPORT_VISIO_2019 146
AK_VISIO_SUPPRESS_SAVE 70, 146
AK_WAIT_FOR_FILE 131
AK_WORD_AUTOMATIONSECURITY_LEVEL
147

AK_WORD_CHANGE_HYPERLINKS 78, 147
AK_WORD_CHANGE_LINKS 81, 147
AK_WORD_CHECK_FOR_REVISIONS 77, 148
AK_WORD_CHECK_OPTIONS 148
AK_WORD_DELETEDTEXTMARK 83, 149
AK_WORD_DISABLE_DOCUMENT_PROTEC-
TION 84, 149
AK_WORD_DISABLE_MAKROVIR_PRO-
TECT_ALLWAYS 149
AK_WORD_DISABLE_MAKROVIR_PRO-
TECT_ONCE 150
AK_WORD_DISABLE_READING_MODE 150
AK_WORD_DISABLE_READONLY_DETECTION
85, 150
AK_WORD_DISABLE_TRACK_CHANGES 83, 150
AK_WORD_DISTILLER_ JOBOPTIONS 150
AK_WORD_DO_EXPORT 151
AK_WORD_DONT_SAVE_BEFORE_PRINTMAC-
RO 43, 151
AK_WORD_DONT_WARN_BEFORE_PRINTING
86, 151

AK_WORD_ERROR_WORKAROUND 151
AK_WORD_EXPORT_BITMAP_MISSING_-
FONTS 151
AK_WORD_EXPORT_CREATE_BOOKMARKS
151
AK_WORD_EXPORT_DOC_STRUCTURE_TAGS
152

AK_WORD_EXPORT_INC_DOC_PROPS 152
AK_WORD_EXPORT_OPTIMIZE_FOR 152
AK_WORD_EXPORT_PDFA 152
AK_WORD_IGNORE_WORD_ERROR_STATE
152

AK_WORD_INSERT_TOC 76, 152
AK_WORD_INSERTEDTEXTMARK 83, 153
AK_WORD_LINKS_NEWLINE 81, 153
AK_WORD_LOCK_FIELD_AREA 153
AK_WORD_LOCK_FIELD_ELEMENTS 80, 154
AK_WORD_LOOP_SECTIONS 154
AK_WORD_MACRO 154
AK_WORD_NO_CLOSE 82, 155
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Keywords

AK_WORD_OPEN_READONLY 43, 155
AK_WORD_OPT_CFGFILE 74, 155
AK_WORD_PREMACRO 155
AK_WORD_PRINT_MARKUPS 83, 156
AK_WORD_PRINTMACRO 156
AK_WORD_REPAGINATE 119, 156
AK_WORD_REPAIR_AT_OPEN 156
AK_WORD_REPAIR_HEADER_FOOTER 157
AK_WORD_RESTORE_ORIGINAL_SETTINGS 75,
157

AK_WORD_REVISEDLINESMARK 83, 157
AK_WORD_SAVE_LINKS 81, 157
AK_WORD_SET_FONTNAME 158
AK_WORD_SET_FONTSIZE 158
AK_WORD_SET_MARKUPMODE 158
AK_WORD_SET_ORIENTATION 158
AK_WORD_SLEEP_AFTER_OPEN 158
AK_WORD_SLEEP_BEFORE_PRINT 158
AK_WORD_UNPROTECT_DOCUMENTS 84, 159
AK_WORD_UPDATE_ALL_TOCS 76, 159
AK_WORD_UPDATE_FIELDS_AT_PRINT 75, 79,
159

AK_WRITE_ALTERNATIVE_TEXT 132
AK_WRITE_SHEET_NAMES 132

ALWAYS 156

appkonv.cfg 33, 208

Ask 80, 154

Ausgeblendete Folien einschlielen 172
Author 80, 126

AUTO 156

AUTOMATIONSECURITY_LEVEL 109, 165

B

bmp 174

BODY 153

Bold 149, 153
BUILDSLIDES 173

C

Caret 149

-cfg 33, 125, 181
ColorOnly 149, 153
COMMAND 87, 88, 166
CustomSize 104

D

Date 80

DEFAULT-PRINTER 166
distiller.joboptions 150
DO_EXPORT 18, 21, 167
Dokumenteigenschaften 170
DoubleStrikeThrough 149, 153
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DoubleUnderline 149, 153
DPFAC_AK_EXCEL_MAX_PAGES 139
Druckbereiche ignorieren 169
Druckqualitat 103

dummy 143

E

EventsEnable 71

excel2pdf.pl 139

EXE 180
EXPORT_BITMAP_MISSING_FONTS 168
EXPORT_COLOR_AS BLACK 168
EXPORT_DOC_STRUCTURE_TAGS 169
EXPORT_EXCEL_IGNORE_PRINT_AREAS 169
EXPORT_INC_DOC_PROPS 170
EXPORT_OPTIMIZE_FOR 170
EXPORT_PDFA 41, 171
EXPORT_POWER_HANDOUT_ORDER 171
EXPORT_POWER_HIDDEN_SLIDES 172
EXPORT_POWER_OUTPUT_TYPE 173
EXPORT_VISIO INCLUDE_BACKGROUND 174
EXPORT_WORD _CREATE_BOOKMARKS 174
EXTENSION 18, 19, 21, 87,174

F

FileName 80

Folien pro Seite 173
FOOTER 153
Formulareingabe 84
FOURSLIDEHANDOUT 173

G

gif 174

global 125
GS-AUTOROTATE 175
GS-DEVICE 175
GS-DPI 175

H

-h 181

HEADER 153
Hidden 149

high 165
HORIZONTAL 171

ISO 19005-1-kompatibel (PDF/A) 171
Italic 149, 153

J
jpg 174
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K

konverter_en.exe 29, 208
konverter.exe 29, 208
konverter.log 93

L

LeftBorder 157
local 125
-logfile 93, 181
-logsize 181
low 165

M

MACRO 43, 176
MapPaperSize 74
medium 165
mfc42.dll 208

N

NEVER 156

NEXTKONVERT 176

Nicht druckbare Informationen einschlieRen
170

NINESLIDEHANDOUT 173

no_visio_event.reg 208, 209

None 149, 153, 157

NOOUTPUTCHECK 176

NOTEPAGES 173

NUMPAGES 119

(0)

OLE 180

OLE-SERVER 69, 177
ONESLIDEHANDOUT 173
Optimieren fur 170
OUTLINE 173
OutsideBorder 157

P
-p 181

pdf 174

pdfmaker.reg 208, 209
PDF-Optionen 168

-pf 181

plossys.ini 32, 99
Pound 149
PREMACRO 43, 177
PRINT 170
PrintBackground 74
PrintComments 74
PrintDate 80
PrintDraft 74
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PrintDrawingObjects 74, 148
PRINTER 22, 161, 177, 181
PRINTER_FILE 24, 161, 178, 181
PrintFieldCodes 74, 148
PrintHiddenText 74
PRINTMACRO 28, 42, 43, 178
PrintProperties 74
PrintReverse 74

ps 174

PSSTRING 161

R

registerchange.exe 71, 178, 209
REGISTRY_CHGFILE 71, 178, 209, 210
REGISTRY_FLAGS 71, 179, 210
Reihenfolge 171

RightBorder 157

S

-s 100

SaveDate 80

SCREEN 170

SEAL Systems PS Generic 35, 57, 72

SEAL Systems PS Generic Excel 48, 64, 67
SEAL2AdobeDistiller8 28
sealdistill.ppam!SEAL2AdobeDistiller8 28
sealdistil. SEAL2AdobeDistiller 28
sealencrypt 60

sealexecute 100

sealupdate.xla 51

SIXSLIDEHANDOUT 173

SLIDES 173

Stichworter 72

StrikeThrough 149, 153
SUPPORT_VISIO_2019 179

SYNCHRON 45, 179

T

TEMP 93, 132

Text als Bitmap speichern, wenn Schriftarten
nicht eingebettet werden kénnen 168
Thema 46, 72

THREESLIDEHANDOUT 173

tif 174

Time 80

TIMEOUT 161

Titel 46, 72

Title 126

TMP 93, 132

TOC 80

TWOSLIDEHANDOUT 173

TYPE 87, 88, 180
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Keywords

U

Underline 149, 153
UpdateFieldsAtPrint 74, 75, 79
UpdateLinksAtPrint 74
-usesect 181

\'}

-v 93, 100, 126, 181

Verfasser 46, 72

Veroffentlichungsoptionen 171, 172, 173
VERTICAL 171

Visio.InvisibleApp 69

Vor dem Drucken, Speichern oder Senden ein-
er Datei mit nachverfolgten Anderungen oder
Kommentaren warnen 86

W

Was veroffentlichen 169, 173
winzip32.exe 88, 208
Word.Document 165
Word.Document.10 165
Word.Document.12 165
Word.Document.14 165
wordopt.cfg 74, 155, 208

V4

ZIPDIR 88, 162
ZIPFILE 88, 162
ZIPPOS 88, 162
zzip_tab 88
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Index
Symbols Application Converter 29
%VARIABLE% 32 command 166
Ghostscript 175
A registerchange.exe 179
access authorization 100 change tracking during conversion, MS word
printer 101 150
Adobe Distiller 212 chapter, not converted, MS Word 74
configuration file, MS Word 150 color, MS Visio 145, 168
Adobe PDFMaker 212 COM 213
call 42 COM communication 128
conversion hangs 105 command
document information 46 call 166
install 27 input file 129
MS Excel 48 log file 129
MS PowerPoint 57 output file 129
MS Word 72 replace parameter 129
Registry 208 return code 166
Adobe Reader, document information 46 comment, MS Word 83, 156
Appkonv, see Application Converter configuration 31
application environment variable 32
file extension 164 configuration file
install 15 Adobe Distiller, MS Word 150
instance 45, 179 appkonv.cfg 160
multiple version 165 directory 33
name 164 name 33, 125, 181
OLE interface 180 section 181
OLE server 164 conversion
prepare 15 change tracking, MS Word 150
start visible 131 external program 87
Application Converter 7, 212 hangs 98
call 29 status 92
program 208 suppress for file format 163
program, English 208 via Adobe PDFMaker hangs 105
application version 126 with open corrections, MS Word 77, 148
area, do not update, MS Word 153 conversion hangs until timeout 110
attribute file 46 conversion method
Author 79 CorelDRAW 35
auto macro, suppress 47, 126 MS Excel 48
AutoRotate with Ghostscript 175 MS PowerPoint 57
availability 14 MS Project 64
MS Visio 67
B MS Word 72
background conversion server 212
MS Visio 145, 174 CorelDRAW 35
MS Word 74 crashes 107
bookmark, MS Word 151, 174 environment variable 133
EPS/PS format 37, 133
C file type 15
call multi-page 35
SEAL Systems 2026-07-15 Application Converter
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Index

output control 19
PDF export 19
printer 161, 177
problems 106
version, supported 15
waiting time before opening 130
waiting time for Windows message 130
Windows message when changing printer
130
Current Date 79

D

DCOM 213
DCOM server 100
debug message 126
default printer, restore, MS Project 140
description file for ZIP file 88, 162
DIN 213
directory
temporary files 132
unpack ZIP file 162
DLL 213
document information 46, 126
document property
do not update, MS Word 80, 154
MS Excel 135
MS Office 170
MS PowerPoint 141
MS Visio 145
MS Word 72, 74, 152
update, MS Excel 51
update, MS Word 74, 75, 79, 159
document protection 42
check 42
check, MS Word 85, 150
suspend permanently, MS Word 84, 159
suspend, MS Word 84
document structure tags
MS PowerPoint 169
MS Visio 169
MS Word 169
DPF 212, 213
draft quality, MS Word 74
drawing sheet, multiple, MS Visio 67

E

environment variable 32
all or multiple applications 125
CorelDRAW 133
MS Excel 134
MS PowerPoint 141
MS Project 140

Application Converter
System Description

2026-07-15
Version 2.10.2

MS Visio 145
MS Word 147
not evaluated 99
sequence at evaluation 32
with variable 32
EPS 213
EPS format, CoreIDRAW 37, 133
erroneous
page numbering 119
paper format 116
error
"Page size does not match", MS Office 111
Port name cannot be determined 114
error 135 113
exclusive mode, open file in, MS PowerPoint
142
export 127
external program, see command

F

field function, MS Word 74
file
close after conversion, MS Word 155
do not convert format 163
do not save before macro 43
native format 163
not closed, MS Word 82
save after macro 43
save before PRINTMACRO, MS Word 151
with macro, open, MS PowerPoint 143
file extension 164
output file 174
unknown 181
file name 115
Unicode 16
file type, supported 15
file with open
MS PowerPoint 59
following conversion 176
font
install 15
save as bitmap, MS PowerPoint 141, 168
save as bitmap, MS Word 151, 168
font size, MS Word 158
font type, MS Word 158
Form 42
form input 84
format
large, split 102
output file 174
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G

Ghostscript
AutoRotate 175
call 175
resolution 175
target format 175

GS 213

H

handout, MS PowerPoint 173
hardware, supported 14
hidden cell, MS Excel 138
hidden text, MS Word 74
hyperlink, MS Word 78, 147

image, MS Word 74
information 90
install
Adobe PDFMaker 27
application 15
font 15
printer 21
installation 17
instance
application 45, 179
Application Converter 44, 125, 127
MS PowerPoint 44
OLE 131
invisible, start, MS Visio 69
ISO 213

L

language, MS Excel 135
layout
deleted text, MS Word 149
inserted text, MS Word 153
revised text, MS Word 157
link
MS Excel 50, 139
MS Word 74
log file 93
application version 126
debug message 126
directory 128
more messages 181
name 181
size 181
LTSC 213

M

macro
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after conversion, MS Excel 136

after conversion, MS Office 176

after conversion, MS Word 154

after opening the file, MS Excel 136

after opening the file, MS Office 177

after opening the file, MS PowerPoint 143

after opening the file, MS Word 155

call, MS Office 42, 43

do not save file before macro 43

load, MS Excel 43, 136

open file with, MS PowerPoint 143

save file after 43

save file before PRINTMACRO, MS Word
151

security level, MS Excel 134

security level, MS Office 165

security level, MS PowerPoint 141

security level, MS Project 140

security level, MS Visio 145

security level, MS Word 147

macro for conversion

MS Excel 136

MS Office 178

MS PowerPoint 142, 143
MS Word 156

macro virus protection 42, 109
memory requirement 14
modification mark, MS Word 83
MS 213

MS Excel 48

2026-07-15
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st file for OLE link 52

call macro 43

change printer 166
consider print area 139
document property 135
environment variable 134
file type 15

hidden cell 138

language 135

link 50, 139

load macro 43, 136

macro after conversion 136
macro for conversion 136
macro opening the file 136
number of pages per table 139
optimization file 135
password for changing 125
password for document protection 128
password for opening 128
PDF export 134

print area 134, 169

printer 161, 178
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problems 112

reading access 137

repair mode 113, 136
restore printer 56, 137

save OLE link 52, 137
security level for macro 134
set page size 54

table sheet 54, 138

table sheet protection 138
update document property 51
update OLE link 52, 134
visible cell 53

writing access 43, 137

MS Office 38

call macro 42

document property 170
macro after conversion 176
macro for conversion 178
macro opening the file 177
optimization file 170

PDF export 18, 167

PDF/A 171

problems 108

security level for macro 165
suppress auto macro 47
version, supported 15

MS PowerPoint 57

call macro 43

document property 141
document structure tags 169
environment variable 141
file type 15

final slide 62, 144

handout 173

hidden slide 141, 172

macro for conversion 142, 143
macro opening the file 143
notes page 173

open file in exclusive mode 142
open file with macro 59, 143
open protected file 143
optimization file 142

outline view 173

paper format 144

PDF export 141

PDF/A 40, 41, 142

print area 63

printer 161, 177

protected file 60

protection of final slide 62
repair mode 61, 144

save font as bitmap 141, 168

Application Converter
System Description

security level for macro 141
slide 173

slide order 141, 171

visible 57

waiting time before opening 130

waiting time for Windows message 130
Windows message when changing printer

130

MS Project 64

environment variable 140
file type 15

page 66, 140

PDF/A 140

port name of printer 140
printer 161, 178

restore default printer 140
security level for macro 140

MS Visio 67

background 145, 174
color 145, 168
document property 145
document structure tags 169
environment variable 145
file type 15
multiple drawing sheets 67
optimization file 145
PDF export 145
PDF/A 40, 41, 146
printer 161, 178
security level for macro 145
start invisibly 69
suppress auto macro 47, 126
suppress request 146

older shape 71

older version 70

MS Word 72

2026-07-15
Version 2.10.2

st file for OLE link 81
background 74

bookmark 151, 174

call macro 43

change printer 166

chapter not converted 74
close file after conversion 155
comment 83, 156

configuration file for Adobe Distiller 150
conversion with open corrections 77, 148

deactivate reading mode 150
display revisions 158

do not close file 82

do not update areas 153

do not update document property 80, 154

document property 72, 74, 152
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document protection

check 85, 150
document structure tags 169
draft quality 74
environment variable 147
field function 74
file type 15
font size 158
font type 158
hidden text 74
hyperlink 78, 147
image 74
insert table of contents 76, 152
layout of deleted text 149
layout of inserted text 153
layout of revised text 157
link 74
macro after conversion 154
macro for conversion 156
macro opening the file 155
modification mark 83
OLE link with line break 81, 153
optimization file 152
orientation 158
paper format 74
password for changing 125
password for document protection 128
password for opening 128
PDF export 151
PDF/A 40, 41, 152
print option 74, 155
printer 161, 177
problems 118
reading access 155
restore print option 157
reverse order 74
save file before PRINTMACRO 151
save font as bitmap 151, 168
save OLE link 81, 157
security level for macro 147
suppress auto macro 47, 126
suppress warning 86, 151
suspend document protection 84
suspend document protection permanent-

ly 84, 159

update document property 74, 75, 79, 159
update OLE link 81, 147
update page numbering 156
update table of contents 76, 159
waiting time after opening 158

XML tag 74
MS word
change tracking during conversion 150
waiting time before conversion 158
multi-page, CorelDRAW 35

N

name of application 164
native format 163
notes page
MS PowerPoint 173
number of pages per table, MS Excel 139

o)

OLE 213
instance 131
OLE interface 180
OLE link
Ist file, MS Excel 52
Ist file, MS Word 81
line break, MS Word 81, 153
save, MS Excel 52, 137
save, MS Word 81, 157
Unicode 16, 52
update, MS Excel 52, 134
update, MS Word 81, 147
OLE link, update 154
OLE server 177
application 164
operating system, see platform
optimization file
MS Excel 135
MS Office 170
MS PowerPoint 142
MS Visio 145
MS Word 152
orientation, MS Word 158
0SS 213
outline view, MS PowerPoint 173
output device 212
output driver 212
output file
format 174
not existent 176
output type 163

P

page numbering
erroneous 119
update, MS Word 156

waiting time before opening 130 page size

writing access 155 MS Excel 54
SEAL Systems 2026-07-15 Application Converter
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user-specific 104
page, MS Project 66, 140
paper format

erroneous 116

MS PowerPoint 144

MS Word 74
Parameter

Application Converter 181
parameter

registerchange.exe 210
password

for changing, MS Excel 125

for changing, MS Word 125

for document protection, MS Excel 128

for document protection, MS Word 128

for opening, MS Excel 128

for opening, MS Word 128
PDF 213
PDF export

CorelDRAW 19, 35

MS 48,57, 64, 67,72

MS Excel 134

MS Office 18, 167

MS PowerPoint 141

MS Visio 145

MS Word 151
PDF file, low quality of 103
PDF/A 213

MS Office 171

MS PowerPoint 40, 41, 142

MS Project 140

MS Visio 40, 41, 146

MS Word 40, 41, 152
platform, supported 14
PLOSSYS 213
PLOSSYS 4 100, 163, 212

output type 163
PLOSSYS netdome, see PLOSSYS 4
port name of printer, MS Project 140
position in description file for ZIP file 162
PostScript printer, see printer
prefix AK 32
prepare, application 15
print area

consider, MS Excel 139

ignored 117

MS Excel 134, 169

MS PowerPoint 63
print option

MS Word 74, 155

restore, MS Word 157
print setting 26

Application Converter
System Description

printer
access authorization 101
change, MS Excel 166
change, MS Word 166
CorelDRAW 35, 161, 177
document information 46
install 21
MS Excel 48, 161, 178
MS PowerPoint 57, 161, 177
MS Project 64, 161, 178
MS Visio 67, 161, 178
MS Word 72, 161, 177
restore, MS Excel 56, 137
PRINTER_FILE, requirement 25
PRINTER, requirement 22
printing preferences 111
problem
access authorization 100
all applications 97
conversion hangs 98
conversion hangs until timeout 110
conversion via Adobe PDFMaker hangs 105
CorelDRAW 106
CorelDRAW crashes 107
environment variable not evaluated 99
erroneous page numbering, MS Word 119
erroneous paper format, MS Excel 116
error "Page size does not match" 111
error "Port name cannot be determined"
114
error 135, MS Excel 113
file with /, MS Excel 115
ignored print area, MS Excel 117
large document split 102
low quality of PDF file 103
macro virus protection 109
MS Excel 112
MS Office 108
MS Word 118
printer access authorization 101
recommended procedure 96
user-specific page size 104
property update 212
protected file
MS PowerPoint 60
protected file, open
MS PowerPoint 143
protection
final slide, MS PowerPoint 62
of table sheet, MS Excel 138
table sheet, MS Excel 55
PS 213
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PS format supported
CorelDRAW 37, 133 CorelDRAW version 15
ID 161 file type 15
PS printer, see printer MS Office version 15
Q T
quality of PDF file, low 103 table of contents
insert, MS Word 76, 152
R update, MS Word 76, 159
reading access table sheet
MS Excel 137 MS Excel 54, 138
MS Word 155 protection, MS Excel 55
reading mode, deactivate, MS Word 150 target format
registerchange.exe CorelDRAW 35
call 179, 209 Ghostscript 175
parameter 210 target group 7
Registry item 178 temporary file 132
Registry 208 TIFF 213
Adobe PDFMaker 208 timeout
change (registerchange.exe) 209 conversion hangs until 110
MS Visio 71 troubleshooting 90, 95
Registry item
registerchange.exe 178 U
repair mode Unicode 16
MS Excel 113, 136 file name 16
MS PowerPoint 61, 144 OLE link 16, 52
request, suppress, MS Visio 70, 71, 146 user password, MS PowerPoint, MS Power-
requirement 13 Point
hardware 14 user password 143
platform 14 user SEALService 30
PRINTER 22 user-specific page size 104
PRINTER_FILE 25 UTF 213
resolution, Ghostscript 175 UTF-8 16, 212
return code 182
command 166 \
reverse order, MS Word 74 version
revisions display, MS Word 158 multiple application 165
supported CorelDRAW- 15
S supported MS Office 15
SAP Environment 100 visible
SEAL Setup 17, 212 cell, MS Excel 53
SEAL Systems PDFMaker macro 136 MS PowerPoint 57
SEALService 30, 212 start application 131
user 30
search engine 46 W
slide waiting time
final, MS PowerPoint 62, 144 after opening, MS Word 158
hidden, MS PowerPoint 141, 172 before conversion, MS Word 158
MS PowerPoint 173 before opening, CoreIDRAW 130
order, MS PowerPoint 141, 171 before opening, MS PowerPoint 130
status 92, 182 before opening, MS Word 130
status file 92 for process end 131
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for Windows message, CoreIDRAW 130
for Windows message, MS PowerPoint 130
when changing the printer 161
warning, suppress, MS Word 86, 151
Windows message
waiting time, CorelDRAW 130
waiting time, MS PowerPoint 130
when changing printer, CoreIDRAW 130
when changing printer, MS PowerPoint 130
Windows spooler 105
writing access
MS Excel 43, 137

MS Word 155
X
XML tag, MS Word 74
V4
ZIP file
description file 88, 162
directory for unpacking 162
position in description file 162
unpack 88
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