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1 Introduction

1 Introduction

Archivelink is a service in SAP which links Archivelink documents to a SAP
object (document, material,....) and stores these documents to an archive
system. Analogical to the DMS functionality SEAL Systems provides for these
documents to be archived the Archivelink FileChecker application for checking
and adjusting PDF files according to PDF/A conformity or for converting other
formats, such as Office files, into PDF/A-compliant PDF files.

Archived documents can be stored with different scenarios at SAP, for example:
e Storage at the creation of vouchers with SAPscript and Smart Form
e Storage of external files as attachments via services for object

This documentation describes the installation and configuration for the call via
Web service.

The configuration options for the previous variant with call via RFC (Core
Convert) are described in:

[SAP_CORE_CONV]

This documentation is intended for system administrators, responsible for the
installation and configuration of the ArchivelLink FileChecker module from SEAL
Systems.

This chapter deals with the following topics:
- Conventions in this Documentation, Page 6
-> Activate the Retrace of your Viewing Path in PDF, Page 7

- Overview of Contents, Page 8

SEAL Systems 2024-06-13
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6 1 Introduction

Conventions in this Documentation

path specifica- The path information given in this documentation is relative to the installation

tion directory of PLOSSYS netdome. This is usually the home directory of the plossys
user. The path information is indicated in Windows notation only in most cases.
This corresponds to the Linux directory structures unless noted otherwise.

typography The following table lists the typographical conventions employed in this docu-
mentation.
Typographical meaning
Convention
Consolas File names, paths, commands, menu items, keywords,

special values, short scripts and examples

Consolas italic Parameters; variables that must be replaced by
current values

Archivelink FileChecker 2024-06-13 SEAL Systems
System Description 1.1.0 www.sealsystems.com




1 Introduction 7

Activate the Retrace of your Viewing Path in PDF

Adobe Reader provides buttons to retrace your viewing path of PDF pages that  description
you viewed earlier. This makes reading easier and helps to keep the central
theme.

This is how you activate the buttons for retracing your viewing path in the PDF  instructions
documentation as of Adobe Reader 10:

Step Action

1 Activate the following options via the menu:

e View - Show/Hide - Toolbar Items - Page Navigation Show
Tools

e Previous View: Activate
e Next View: Activate

B b
== First Page

olay b | v 4 Previous Page

Zoom b v Il Next Page

k = Last Page

LA Page Mumber

- ' v @ Previous Yiew

lode o @ Next View

s Bar Ctri+E Show All Page Navigation Tools
ilbars =] ' Reset Page Mavigation Tools
olbars Alt+F2

Adobe Reader offers the following buttons to allow you jumping forward and result
backward in the document while showing pages you viewed in the reverse
order that you viewed them:

File Edit Wiew Window Help

@@@@Qﬁ%| ‘.‘ " 2 f124©©|'—_- 316% | = '

L1l

SEAL Systems 2024-06-13 Archivelink FileChecker
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8 1 Introduction
Overview of Contents
structure This documentation has two parts: a description and a reference. The first part
describes the functionality and the installation process using figures, step-by-
step-procedures and explanatory texts. The second part serves as a detailed
reference guide, containing configuration settings, keywords etcetera.
description The description deals with the following topics:
-> Requirements, Page 10
This chapter describes the requirements which must be fulfilled for the instal-
lation and usage of Archivelink FileChecker.
-> Restrictions, Page 13
This chapter contains hints about the present restrictions.
-> Installation, Page 14
This chapter explains the required installation steps that must be executed
before configuration.
-> Basis Configuration, Page 40
This chapter deals with the basis configuration. Afterwards, the module is ready
for use. A brief test may be executed.
- Extended Configuration, Page 53
This chapter introduces the configuration options by means of which you can
customize the module according to your requirements.
-> Information and Troubleshooting, Page 59
This chapter introduces the common procedure to be able to localize and solve
errors, for which logging is particularly helpful. Additionally, some error
scenarios and their solutions are introduced, which may occur at the first
contact with the product.
- Additional Tools, Page 83
This chapter describes tools that are available specifically for the module to
make working with the module easier.
- Background Knowledge, Page 78
This chapter provides insider know-how of the internal processes, which is not
required for the standard usage but helpful for a better understanding.
reference The reference contains the following chapters:

Archivelink FileChecker
System Description

-> Configuration Tables - Reference, Page 90
This chapter explains the meaning of the single configuration tables.
- Log Tables - Reference, Page 123

This chapter explains the fields of the available data tables. These tables are no
configuration tables. There is nothing to be configured in them, but they are
used to save and display information.

2024-06-13 SEAL Systems
1.1.0 www.sealsystems.com



1 Introduction

Overview of Contents, continuation

- Start into the Most Important Configurations - Reference, Page 131

This chapters describes the most important configuration starts which are used
in the further configuration.

-> Delivered Default (BC Set) - Reference, Page 134

This chapter illustrates the default configuration which is delivered for the
module as BC Set.

- Changes, Page 138

This chapter describes the most important changes for each released module
version.

For an easier overview, a bibliography, terminology list, abbreviation list, and
index are included at the end of the documentation.

SEAL Systems 2024-06-13
www.sealsystems.com 1.1.0
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10 2 Requirements

2 Requirements

introduction This chapter describes the requirements which must be fulfilled for the instal-
lation and usage of ArchivelLink FileChecker.

in this chapter This chapter deals with the following topics:
- SEAL Systems Modules, Page 11
- SAP System - Version, Page 12

Archivelink FileChecker 2024-06-13 SEAL Systems
System Description 1.1.0 www.sealsystems.com



2 Requirements 11

SEAL Systems Modules

Archivelink FileChecker requires the subsequent modules from SEAL Systems:  modules and ver-
e Module Core Basis, version 1.5.0 or newer sions

e Module Core Convert, version 1.2.0 or newer

¢ Module Conversion Web Service for SAP, version 1.2.0 or newer

e Call via Web service:
e PDF Longlife Suite Web Service, version 1.0.16 or newer for source
format PDF
e DPF4Convert Web Service, version 1.4.0.3 or newer for source format
other than PDF

e (Call via RFC:
e JRFC Server as of version 2.4.0

e PDF Longlife Suite version 3.0.0 or newer

An executable installation of the modules mentioned above has to be available.

SEAL Systems 2024-06-13 Archivelink FileChecker
www.sealsystems.com 1.1.0 System Description



12 2 Requirements

SAP System - Version

requirement The following requirements must be fulfilled in the context of the SAP system:
release e SAP system as of Basis release 710 (SAP Netweaver 7.1)
Archivelink FileChecker 2024-06-13 SEAL Systems

System Description 1.1.0 www.sealsystems.com
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3 Restrictions

This chapter contains hints about the present restrictions.

When checking/adjusting/converting via Web service, the acceptance
threshold below which the target file format is assigned is not evaluated. The
target storage format is only used if the validation returns the 1 0k status.

Load balancing via configuration is only supported when called via the special
function /seal/fck_al_scms_doc_create.

The /seal/fck_al_create_table @1 standard function does not evaluate the
configuration.

If the standard function is used, load balancing is handled by an upstream Load
Balancer instead.

The conversion of source files other than PDF to PDF/A via the /seal/cnv_ws_-
convert Web service does not support archiving of the validation log.

Reason: Although the validation log is created on DPF side, it is not transferred
to SAP.

For the call via RFC, only the validation and adjustment of PDF files for PDF/A
conformity is supported.

The conversion of source files other than PDF to PDF/A is not supported.

Reply scenarios (table: /seal/fck_al12, /seal/fck_all3) are not supported
when calling via Web service.

SAP Business Suite as of EhP8 and S/4HANA on premise are supported. S/
4HANA Extended is not supported due to the integration technology used via
enhancements.

SEAL Systems 2024-06-13
www.sealsystems.com 1.1.0
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14 4 Installation

4 Installation

introduction This chapter explains the required installation steps that must be executed
before configuration.

requirement Before the installation, please consider the requirements:

- Requirements, Page 10

in this chapter This chapter deals with the following topics:
- Installation - Validation Server, Page 15
- Installation - SAP, Page 22
- Web Service Configuration in SAP - PDF as Source Format, Page 24
- Web Service Configuration in SAP - Source Format Other than PDF, Page 32

Archivelink FileChecker 2024-06-13 SEAL Systems
System Description 1.1.0 www.sealsystems.com
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4.1 Installation - Validation Server

This chapter deals with the following topics:

— Activate WS4PDFLLS Service, Page 16

-> Activate Basic Auth for Web service, Page 17

- Start the Programs on the Validation Server, Page 18
- Release Port in the Firewall, Page 19

- Web Service - Checking the Status, Page 21

SEAL Systems 2024-06-13
www.sealsystems.com 1.1.0
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Installation - Validation Server
4 Installation

description

instructions

Archivelink FileChecker
System Description

Activate WS4PDFLLS Service

By default, the WS4Convert service is active for converting the standard formats
Native (convertNative) and Office (convertoffice).

The WS4PDFLLS service for validating and customizing PDF files must be acti-
vated manually.

This is how you activate the WS4PDFLLS service for validating and customizing
PDF files on the server:

Step Action

1 Start SEALCC with one of the following alternatives and logon:
e Click SEAL Control Center on the desktop
e Entering sealcc in the SEAL shell

2 Select on the left:

System Status—>Configure—>Assign Systems

3 Select A11 DPF systems for System on the right and transfer the
following system type from the list of available system types on the
left to the list of included system types on the right:

e WS4PDFLLS
) Example:
2 ple:

Included System Types

- DPF Java WorkingUnit
DPFAConvert b

= DVS View Server

' PLOSSYS cron job

PostgreSQL

SAP

= SAP Conversion Server

<« | | TomcatApplication Server

WS4Convert
- WSAPDFLLS
4 Click below: Apply
Result:

WS4PDFLLS is included in applications\server\sysstartstop.ini
in the [INCLUDE] section.

2024-06-13 SEAL Systems
1.1.0 www.sealsystems.com
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Activate Basic Auth for Web service

This is how you activate Basic Auth as the authentication method for the Web

service on the server:

Step

Action

1

Activate Basic Auth for DPF with:

® sysinit DPF

® Do you want to configure DPF:Y

® DPF Web authorization type: basic
e Enter user and password

& Caution - restart after changes

After changing the authentication method, you must restart the
Apache web server with:

webstop -full

webstart
& Hint - file with user/password

During activation, the wsusers configuration file with the user/
password data is created and stored under:

e customer\server\web\conf\wsusers

If necessary, add further users for the Web service in wsusers with:

applications\server\web\apache\bin_winnt5\htpasswd.exe
<SEAL_CUSTOMDIR>\server\web\conf\wsusers <UserName>

ﬁ\ Caution - restart after changes

After changing wsusers, you must restart the Apache web server
with:

webstop -full

webstart

SEAL Systems

2024-06-13
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Installation - Validation Server
4 Installation

description

instructions

Archivelink FileChecker
System Description

Start the Programs on the Validation Server

Programs must be started (on the validation server) for the data exchange
between the validation server and SAP. If several validation servers are used,
the programs must be installed on each of the validation server.

This is how you start the required programs on the validation server:

Step Action

1 If the validation server is a Windows server, check if the service
SEALService is started.

{3 further information:

[SEALSERV_TEC]

2 Start the programs via:

sysstart
L3 further information:

[SYSTEMSTATUS_TEC]

& Hint - Web service:

If a Web service is used for communication, the following programs
in particular must be started:

e Tomcat

e Apache

e DPF

3 Check the correct operation by:

sysstatus

2024-06-13 SEAL Systems
1.1.0 www.sealsystems.com
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Release Port in the Firewall

The port must be activated so that SAP can access the Web service.

This is how you enable the Web service port:

Step Action
1 Open the Windows start menu:
Windows Defender Firewall with Advanced Security
2 Click left:
Inbound Rules
3 Click right:
New Rule...
4 Select and switch to the next configuration step with Next:
® Port
e TCPand Specific local ports: 9125
e Allow the connection
® Domain, Private, Public
® Name: SEAL 9125
5 Confirm with:
Finish

The inbound rule was created:

SEAL Systems

2024-06-13
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Release Port in the Firewall, continuation

Inbound Rules | Actions

Marme SEAL 9125 Properties w

[CMP Allow inco

] General Programs and Services Remote Computers
ICMP Allow inca  protocols and Ports Scope  Advanced  Local Principals  Femote Users
& sEaL 9125
SEAL SEC ADMIK Protocols and ports
SEAL SEC APP A o Protocol type: TCP -
SEAL SEC APP JB
e Protocol number: =
SEAL SEC APP O
SEAL SEC MGMT
SEAL SEC MGMT Local port: Specific Ports v
SEAL SEC VIRUS 5125
SEAL Systems Pg Example: 80, 443, 5000-5010
Allloyn Router (1 Remote port: Al Ports —
Allloyn Router (L
BranchCache Co
BranchCache Hg S 1LY
BranchCache Pe Intemet Control Message Protocol Customize. .
Cast to Device fu (ICMP) settings:
Archivelink FileChecker 2024-06-13 SEAL Systems
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Web Service - Checking the Status

To check the status of the Web service:

Step Action
1 Enter in a browser:
http://localhost:9125/manager
2 Log on with:
User: tomcatadmin
3 Ensure that the following status is displayed:
Running: true
for
e /dpfadc-service-1.3
e /pdflls-service-v1.0
' .
= Example:
Path Version Display Name Running
[dpi-restwu- NG”E. . dpf-restwu-manager true
manager-v1i apecified
/dpfdc-service-v1.3 None_ DPF%CD”VE'-L WWeb true
specified Service
{dpfwu-v1.0 None Java Working Unit true
specified
MNone Tomcat Manager
— apecified Application frue
/pdflls-service-v1.0 Nore POFLLS Webservice true
specified
None
Irest s frue
SEAL Systems 2024-06-13
www.sealsystems.com 1.1.0
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4.2 Installation - SAP

in this chapter This chapter deals with the following topics:

- Import the Transport, Page 23

Archivelink FileChecker 2024-06-13 SEAL Systems
System Description 1.1.0 www.sealsystems.com
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Import the Transport

The ABAP modules, the message class and the configuration tables for the
module to be installed are saved in a transport request. Additionally, it is avail-
able as an add-on.

Import the transport request or add-on into your SAP system.

For information how to import the transport or add-on, see [SAP_IMPORT_INS]
and [SAP_AAK_INS].

SEAL Systems 2024-06-13
www.sealsystems.com 1.1.0
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24 4 Installation
4.3 Web Service Configuration in SAP - PDF as Source
Format
required if These configuration steps are only necessary if you want to establish the PDF/

in this chapter

Archivelink FileChecker
System Description

A conformity validation and adjustment for files with PDF as source format.

This chapter deals with the following topics:

- Select ABAP Proxy - PDF as Source Format, Page 25
-> Create Logical Port - Source Format PDF, Page 26
— Test Web service - Source Format PDF, Page 30

2024-06-13 SEAL Systems
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Select ABAP Proxy - PDF as Source Format

This is how you select the ABAP proxy for which you want to establish the inte-

gration:

Step

Action

1

Start the SOA manager via the transaction: soamanager

2

Switch to the Service Administration tab.

Click:

® Web Service Configuration

SOA Management (R3_800;W74;800)

Sendce Adminisiration Technical Adminisiration Logs and Traces i

Identifiable Business Context
Define ldentifiable Business Conlads (IBCS)

Identifiable Business Context Referanca
Define ldentifiable Business Contexd references (IBC refarence)

Design Time Cacha
Display central design time cache

|We|:: Senvice Confi gura1icnn|
Configure senice definiions, consumer proxies and senice groups

Search for the desired service and click Search:

® (Consumer Proxy contains *co_cnv_ws_*

Design Time Objedt Search Configuration Search

-~ Search Criteria

Consumer Proxy ~ | contains w | *CO_CHNV_WS_V

Maximum My=er of Results: | 100

Select the following consumer proxy and click the internal name:

e /seal/co_cnv_ws_wsc3_pdfllsser
Search Result

Internal Mame Type ' H

fSEAL/CO_CNV_WS5_WSC3_PDFLLSSER Consumer Proxy PI

SEAL Systems
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Create Logical Port - Source Format PDF

description A logical port has to be created for the communication between the service
consumer and the external Web service.

instructions This is how you create a logical port:

Step Action

1 —> Select ABAP Proxy - PDF as Source Format, Page 25

2 Switch to the Configurations tab.

3 Click create - Manual Configuration.

Overview Configurations Details

Define Logical Ports

| Create 4 Set Log Port Default ||| Activate
i WSDL Based Configuration

Manual Configuration
| Process Integration Runtime k‘

4 Enter the data for the logical pro and click Next:

® Logical Port Name: SEAL_PDFLLS_ALFC_OK (example)
e logical Port is Default: Activate

® Description: SEAL_PDFLLS_ALFC_OK (example)

Back || Mext | Finish | Cancel

General Configuration Settings

* |_ogical Port Name: | SEAL_F'DFLLS_P.LFC_OK'
Description: | SEAL_F'DFLLS_P.LFC_OH

Logical Port is Default: |

Archivelink FileChecker 2024-06-13

SEAL Systems
System Description 1.1.0

www.sealsystems.com
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Create Logical Port - Source Format PDF, continuation

Step

Action

Select the authentication settings and click Next:
e User ID / Password: Activate

e Enter user name and password

Back || Mext || Finish || Cancel

Configuration of Consumer Settings without
Authentication Level: Basic

Authentication Settings

# User ID f Password

SAP Authentication Assertion Ticket
X500 551 Client Cerificate

User ID/Password

User Mame: | wsuser

Password: snmee

éf_}S Caution - consistency with DPF

The data entered must match the user/password you specified in
DPF:

- Activate Basic Auth for Web service, Page 17

SEAL Systems
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www.sealsystems.com 1.1.0
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Web Service Configuration in SAP - PDF as Source Format
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Archivelink FileChecker
System Description

Create Logical Port - Source Format PDF, continuation

Step

Action

Enter the data for the transport binding and click Next:
URL Access Path: /pdflls-service-v1.0/pdflls

Computer Name of Access URL:<ServerName>

Port Number of Access URL: 9125
URL Protocol Information:HTTP
Transport Binding Type: SOAP 1.1
Optimized XML Transfer: MTOM

' Back |[Next | Finish || Cancel |

Transport Binding

* URL Access Path:

Computer Mame of Access URL:
Port Number of Access URL:
URL Protocol Information:

Logon Language:

Mame of Proxy Host:

Port Mumber of Proxy Host:

User Mame for Proxy Access:

Password of Proxy User
Make Local Call:

fpdflls-service-v1_0/pd

sealnb11
9125
HTTF

b

Languag

Mo Call in Local Syste

e of User Col

* Transport Binding Type: S0AFP11 W
Maximum Wait for WS Consumes: 0
Optimized XML Transfer: MTOM w
Compress HTTF Message: Inactive w
Compress Response: True w
2024-06-13 SEAL Systems
1.1.0 www.sealsystems.com
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Create Logical Port - Source Format PDF, continuation

Step Action

7 Enter the data for the messaging and click Finish:

® Message ID Protocol: One of the following values
® Suppress ID Transfer
® SAP Message ID

® Process Attachments: Yes

Back || MNext || Finish || Cancel

Reliable Messaging (Asynchr.)

RM Protocol: | WS3S-RM 2005/02

Message ID (Synchronous)

Message |D Protocol:| Suppress |D Transfer w

Metering of Service Calls

Data transfer scope: Enhanced Data Transfer

Transfer protocol: Transfer via SOAF header w

Message Attachment Handling

Process Attachments: | Yes w

& Caution - message ID protocol default

Up to SAP NetWeaver Application Server 7.3, Suppress 1ID
Transfer is the default. As of SAP NetWeaver Application Server
7.4, this value has to be specified explicitly:

Result:

The logical port is created, entered as the default and has the
status Active

SEAL Systems 2024-06-13
www.sealsystems.com 1.1.0
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Test Web service - Source Format PDF
instructions This is how you test the Web service:
Step Action
1 Start the /n/seal/cnv_ws_test transaction
2 Enter:
® Web Service - Method: CHECK or ADAPT
® Local Input Files-Name of File 1: File to be validated
e Additional Parameters
* PDF/A Profile: PDFA2B (example)
® Logical Port:
Port from = Create Logical Port - Source Format PDF,
Page 26
For example: SEAL_PDFLLLS_ALFC_OK
e Display Result File: Activate
e Display Duration: Activate
) Example:
A ple:
Test WebService Integration
& [T
Webservice
Method BDLPT
Mode 1
Mumber of Calls 1
Local Input Files
Marme of File 1 T:\keepholk\initload\pdfiknl.pdf
Additional Parameters
Create Stamp Texts
PDF/A Profile FDFR2ZB
Jon Config
Logical Port SEAL PDFLLS_ALFC_OK
Mame of Result Fila t:\ok_test.pdf
+ Display Result File
+/ Display Duration
result The result, the duration, the link to DPF Tracker and the result file are displayed:

Archivelink FileChecker
System Description
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Test Web service - Source Format PDF, continuation

Test WebService Integration

Teat WebService Integration

Startz 1%:31:11 End: 19%:31:17 Delta: & Besult: I
Start: 19%:31:11 End: 1%9:31:17 Mean time: 6, 0000000000000000E4+00
DPFTEACKER URL: http://JB007.3ealsyatems.local:9125/cgi-bin/dpftracker?job=20240209183114

SEAL Systems 2024-06-13 Archivelink FileChecker
www.sealsystems.com 1.1.0 System Description
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4.4 Web Service Configuration in SAP - Source Format
Other than PDF
required if These configuration steps are only necessary if you want to establish the

in this chapter

Archivelink FileChecker
System Description

conversion to PDF/A-compliant PDF files for files with a source format other
than PDF, for example Office formats such as Word.

This chapter deals with the following topics:

—-> Select ABAP Proxy - Source Format Other than PDF, Page 33
- Create Logical Port - Source Format Other than PDF, Page 34
- Test Web service - Source Format Other than PDF, Page 38

2024-06-13 SEAL Systems
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Select ABAP Proxy - Source Format Other than PDF

This is how you select the ABAP proxy for which you want to establish the inte-
gration:

Step Action

1 Start the SOA manager via the transaction: soamanager
2 Switch to the Service Administration tab.
3 Click:

Web Service Configuration

SOA Management (R3_800;W74;800)

Senice Administration Technical Adminisiration Logs and Traces Iil:

Identifiable Business Conlext
Define ldentifiable Business Conlexds (IBCS)

Identifiable Business Context Referanca
Define ldentifiable Business Conted references (IBC refarence)

Design Time Cache
Display central design lime cache

|We|:: Senvice Confi gura1i-:un|
Configure senice definiions, consumer proxies and senice groups

4 Search for the desired service and click Search:

Consumer Proxy contains *co_cnv_ws_*

Design Time Objedt Search Configuration Search

-~ Search Criteria

Consumer Proxy ~ | contains w | *CO_CHNV_WS_V

Maximum My=er of Results: | 100

5 Select the desired consumer proxy and click the internal name:

/seal/co_cnv_ws_wsc_dpf4c_dpfa
Search Result

Internal Name Type Mamse

FSEAL/CO_CMNV_WS_WSC_DPF4C_DPF4| Consumer Proxy — Dpfd(

SEAL Systems 2024-06-13
www.sealsystems.com 1.1.0
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Create Logical Port - Source Format Other than PDF

description A logical port has to be created for the communication between the service
consumer and the external Web service.

instructions This is how you create a logical port:

Step Action

1 —> Select ABAP Proxy - Source Format Other than PDF, Page 33
2 Switch to the Configurations tab.
3 Click create - Manual Configuration.

Overview Configurations Details

Define Logical Ports

 Create , | Set Log.Port Default | _ ' Activate |[
i WSDL Based Configuration

Manual Configuration
| Process Integration Runtime k‘
4 Enter the data for the logical pro and click Next:
® Logical Port Name: SEAL_DPF4C_ALFC_OK (example)

e logical Port is Default: Activate
® Description: SEAL_DPF4C_ALFC_OK (example)

Back Finish

General Configuration Settings

* |ogical Port Name: | SEAL_DPFAC_ALFC_OK

Description: | SEAL_DPF4C_ALFC_OK|

Logical Port is Default: |

Archivelink FileChecker 2024-06-13 SEAL Systems
System Description 1.1.0 www.sealsystems.com
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Create Logical Port - Source Format Other than PDF,

Continuation

Step

Action

5

Select the authentication settings and click Next:
e User ID / Password: Activate

| Back || Next || Finish

Configuration of Consumer Settings without

Authentication Level: Basic

Authentication Settings

# User D/ Password

SAFP Authentication Assertion Ticket
X509 551 Client Cerificate

User ID/Password

User Mame: || wsuser

Password: I

SEAL Systems
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Archivelink FileChecker
System Description

Create Logical Port - Source Format Other than PDF,

Continuation

Step

Action

6

Enter the data for the transport binding and click Next:
® URL Access Path: /dpf4c-service-vl1l.3/convert

® Computer Name of Access URL:<ServerName>

® Port Number of Access URL:9125

® URL Protocol Information:HTTP

® Transport Binding Type: SOAP 1.1

® Optimized XML Transfer:MTOM

| Back | Next | Finish || Cancel |

Transport Binding

* URL Access Path:

Computer Name of Access URL:
Port Number of Access URL:
URL Protocol Information:
Logon Language:

Mame of Proxy Host:

Port Mumber of Proxy Host:
User Name for Proxy ACcess:
Password of Proxy User

Make Local Call:

fdpfdc-service-v1.3/co
zealnb11

9125

HTTF

Language of User Car

Mo Call in Local Syste

* Transport Binding Type: S0AP11 W
Maximum YWait for WS Consumes: 0
Optimized XML Transfer: L4
Compress HTTF Message: Inactive w
Compress Response: True v
2024-06-13 SEAL Systems
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Create Logical Port - Source Format Other than PDF,

Continuation

Step

Action

7

Enter the data for the messaging and click Finish:

® Message ID Protocol: One of the following values
® Suppress ID Transfer
® SAP Message ID

® Process Attachments: Yes

Back || MNext || Finish || Cancel

Reliable Messaging (Asynchr.)

RM Protocol: | WS3S-RM 2005/02

Message ID (Synchronous)

Message |D Protocol:| Suppress |D Transfer w

Metering of Service Calls

Data transfer scope: Enhanced Data Transfer

Transfer protocol: Transfer via SOAF header w

Message Attachment Handling

Process Attachments: | Yes w

& Caution - message ID protocol default

Up to SAP NetWeaver Application Server 7.3, Suppress 1ID
Transfer is the default. As of SAP NetWeaver Application Server
7.4, this value has to be specified explicitly:

Result:

The logical port is created, entered as the default and has the
status Active

SEAL Systems
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Test Web service - Source Format Other than PDF

This is how you test the Web service:

Step Action
1 Start the /n/seal/cnv_ws_test transaction
2 Enter:

® Web Service - Method: CONV_OFF or CONV_NAT
® Local Input Files-Name of File 1: File to be validated

® Additional Parameters
®* PDF/A Profile: PDFA2B (example)
® Logical Port:

Port from = Create Logical Port - Source Format Other
than PDF, Page 34

For example: SEAL_DPF4C_ALFC_OK
e Display Result File: Activate
e Display Duration: Activate

ﬁ .
=Y Example:

Test WebService Integration

& (o

Webhservice
Method CONV_OFF
Mode 1
Murmber of Calls 1

Local Input Filas

Marme of File 1 T:\keephokitestfiles\kn3.doc
Additional Parameters

Create Stamp Texts

PDF/ A Profile FDFAZB

Jon Config

Logical Port SEAL DPF4C_ALFC OK

Mame of Result File t\ok\wsconv_office_w74.pdf

+/ Display Result File
/" Display Duration

2024-06-13 SEAL Systems
1.1.0 www.sealsystems.com
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Test Web service - Source Format Other than PDF,

Continuation

The result, the duration, the link to DPF Tracker and the result file are displayed:  result

Test WebService Integration

Teat WebService Integration

Start:z 1%:31:11 End: 1%9:31:17 Delta: 6 Besult: I
Start: 1%:31:11 End: 1%:31:17 Mean time: G, 0000000000000000E+00
DEFTRACKER URL: http://JB007.3ealsyatems.local:9125/cgi-bin/dpftracker?job=202402081583114

SEAL Systems 2024-06-13 Archivelink FileChecker
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5 Basis Configuration

introduction This chapter deals with the basis configuration. Afterwards, the module is ready
for use. A brief test may be executed.

requirement You have successfully completed the installation:

- Installation, Page 14

in this chapter This chapter deals with the following topics:
- Activate the Default Configuration, Page 41
- Validations, Page 42
-> Check User Exit, Page 47
— Check of the Configuration and Brief Test, Page 48

enhancements Besides this basis configuration, which you must do for the correct operating of
Archivelink FileChecker, there are several additional configuration options
available:

- Extended Configuration, Page 53

Archivelink FileChecker 2024-06-13 SEAL Systems
System Description 1.1.0 www.sealsystems.com
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5.1 Activate the Default Configuration

The following BC Sets are available:
e Archivelink FileChecker (/seal/fck_al)

This is how you activate the default configuration for ArchiveLink View Server:

Step Action

1 —> Open Archivelink FileChecker Configuration, Page 132

2 Click @ at
Archivelink View Server
—>Basis Settings
—>Activate BC Set - Initial Installation
& Hint - alternative:
Instead of the steps 1 to 2, you can use one of the following trans-
actions:
e /seal/fck_al _bcs
e scpr20 with Bus. Conf. Set:/seal/fck_al

3 . L Sy .
Check the provided defaults with or compare them with the
configuration already existent because of previous installations

X

with B3

4 _ _ N o
Activate the desired BC Set via in the initial installation or if you
wish to explicitly accept the new defaults.

SEAL Systems 2024-06-13
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Validations
5 Basis Configuration

in this chapter

Archivelink FileChecker
System Description

5.2 Validations

This chapter deals with the following topics:

- Activate Exit, Page 43
-> Activate Validation, Page 44
- Specify Validations in Detail, Page 45

2024-06-13
1.1.0
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Activate Exit

This is how you activate the necessary exits:

Step Action
1 - Open Archivelink FileChecker Configuration, Page 132
2 Click & at
ArchivelLink FileChecker
—>Tools
—Activate/Deactivate Archivelink Exits
& Hint - alternative:
Instead of the steps 1-2, you can use the following transaction:
/seal/bas_al_onoff
3 Ensure that the following exits are activated:
e Printing and archiving via SAPscript:
e Exit: oa_create_table 01
e Designation: AL FileChecker SAPscript Exit
e Function Module: /seal/fck_al_create_table_ 01
e Printing and archiving via Smart Form:
e Exit: oa_create_table_03
e Designation: AL FileChecker Smart Form Exit
e Function Module: /seal/fck_al_create_table_03
Activate/Deactivate Archivelink Exits
%
AL FileChecker SAPscript Exit /SERL/FCE AT, CRELTE
OA_CREATE_TABLE 02 exit /SERL/BAS AL CRERTE
AL FileChecker Smart Form Exit /SEAL/FCE_AL CREATE
OA_CREATE_TABLE_04 exit /SERL/BAS AL CRERTE
Background knowledge:
The items are applied to the toaex table.
The /seal/fck_al_create_table_ @3 function module calls the /
seal/fck_al_create_table @1 function module. However, in this
case the following parameters are not set:
e AR_OBJECT (document type)
e OBJECT_ID (object ID)
e SAP_OBJECT (object type)
SEAL Systems 2024-06-13
www.sealsystems.com 1.1.0
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4 hint - deacti-
vate completely

Archivelink FileChecker
System Description

Activate Validation

This is how you activate the validation:

Step Action
1 - Open Archivelink FileChecker Configuration, Page 132
2 (B
Click ‘& at
ArchivelLink FileChecker
—Basis Settings
—Activate Validation for Archivelink FileChecker
(table: /seal/fck_ale10)
3 Activate the validation via:
Validation: X Yes
) Example:
- ple:
Function Module
ser Group
Transaction Code
Background Selection
Document type
Cont.Rep.ID
File Extension
Object Type
Doc. class EDF
Activate Validation for Archivelink
Validation X Yes
& Hint - general item:
Always create a general item in which at most the document type
is specified and all other fields are empty. Otherwise, the retry of
conversion may fail as no suitable configuration may be found.
4 -> Specify Validations in Detail, Page 45

If you wish to deactivate all validations, you may deactivate the validation
option for all items in the configuration table specified above.

Alternatively you may deactivate the user exits:

-> Activate Exit, Page 43

2024-06-13
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Specify Validations in Detail

This is how you specify the validation in detail:

Step Action

1 - Open Archivelink FileChecker Configuration, Page 132

2 Click @& at

Archivelink FileChecker
—>Basis Settings

—>Define Validation for ArchivelLink FileChecker

(table: /seal/fck_ale11l)

SEAL Systems 2024-06-13
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Specify Validations in Detail, continuation

Step Action

3 Specify the validation in detail by:

® Llogical Port:
Logical port of - Create Logical Port - Source Format PDF,
Page 26 or = Create Logical Port - Source Format Other than
PDF, Page 34

® Target Document Class:
Target storage type, which is used as file extension, if the vali-
dation result is under the acceptance level.
Otherwise the source storage type is retained. If the target
storage type is not specified, always the source storage type is
used.

® Validation Profile
Desired validation profile depending on the version of PDF
Longlife Suite, for instance PDFA3A

" Hint - defaults:

The remaining settings have reasonable defaults and do not need
to be adjusted. You will find detailed information about the
settings in:

- /seal/fck_al011 - Define Validation, Page 109

)

=N Example:
Document type
Object Type
Src Document Class EDF

Configure Validation for Archivelink

Tgt Document Class EDR

Action ADIUST Validate and adjust
Validation Rule PDFA3A

Threshold Targetip 3 Warnings

Converter

Logical Port SEAL_PDFLLS ALFC OK

~/ Check-in validat log
~/ Save original
Keep Original
Retry deletes

Archivelink FileChecker 2024-06-13 SEAL Systems
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5.3 Check User Exit

After the conversion, the required user exit is executed automatically. This
requires that no user exit is explicitly defined for the user or a user group to

which the user belongs.

This is how you ensure that no explicit user exit is defined:

Step Action
1 -> Open Core Convert Configuration, Page 133
2 Click & at
Core Convert
—Define User Exits
(table: /seal/cnv_cre21)
3 Ensure that there is no line with the following user exit and delete
it if exists:
® User Group:
User or user group used for the validation
® Module Name: /seal/cnv_cr
e User Exit:CNV_AFTER After Conversion
'-’f:\ Example - the following line should be deleted:
ser Group
Module Mame /SERL/CHV_CR
User exit CHV_AFTER after conwversion
Define Usar Exits
Function Module /SERL/CHNV_CE_SERL. CNV_RFTER
SEAL Systems 2024-06-13

www.sealsystems.com 1.1.0
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5.4 Check of the Configuration and Brief Test

in this chapter This chapter deals with the following topics:
-> Check the Configuration, Page 49
- Execute a Brief Test, Page 51

Archivelink FileChecker 2024-06-13 SEAL Systems
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Check the Configuration

This is how you check the current configuration of ArchivelLink FileChecker:

Step

Action

1

- Open Archivelink FileChecker Configuration, Page 132

2

Click & at
Archivelink FileChecker
—>Tools

—>Check Installation for Archivelink FileChecker
" Hint - alternative:

Instead of the steps 1-2, you can use the following transaction:

/seal/fck_al_chk

Check, whether the configuration is complete and correct.
. Example:

Check Modules

E% Module /SEAL/CNY_CR Core Conwvert 1.0.4
Table (SEASL/CHY_CROAZ - Define converter

LEtat, Converter Conw. 5tand Dest. FTF dest.
Transfer
[ SEAL-LL-0K @@1 SEAL-PDFLLS-0KL-B01 SEAL-PDFLL
@ SEAL-THM-LL 081 SEAL-PDFLLS-THMTEA SEAL-FDFLL:

gﬂ Table (SEASL/CHNY_CROA3I - Locations of conwerter
gﬂ Table (SEABL/CHNY_CROE4 - Ectioncodes

gﬂ Table (SEOSL/CHY _CREZ21 - Userexits

E% Module fSEALSFCE_BL ArchivelLink FileChecker 0.0.2
Table (SEASL/FCE_BLE1A - Activwate FileChecker Tor Brchiw
Group Document type Object Type Doc. cla:
0K_DDD FDF

gﬂ Table (/SEALYFCE_8LA11 - Define FileChecker Process
Group Doc. type OhjectTy Srchoc TgtDoc Action CheckRule
OK_DDD  MEOORDER BUSZE12  PDF PO CHECK PDFA1BCheck:

gﬂ Table /SEAL/FCE_BLA14 - Walidation profile
CheckRule

[ T SR R P,
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Check the Configuration, continuation

ﬁ check pro- You will find detailed information concerning the check program in [SAP_BASE-
gram CONF_SERVER_TEC].
Archivelink FileChecker 2024-06-13 SEAL Systems
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Execute a Brief Test

- Start the Programs on the Validation Server, Page 18

This is how you test the basis functionality of AL FileChecker:

Step Action
1 - Activate the Application Log, Page 61
2 Variant 1:

e - Open Archivelink FileChecker Configuration, Page 132

o Click @ at
ArchivelLink FileChecker
—>Tools
—Execute Test Report for ArchivelLink FileChecker
(Program: /seal/fck_al test)

e Enter the archiving function and the file to be archived and run
the test program.

o3 Example:

Test for Archivelink FileCheck

& [

Function Module SCMS_AQ_TABLE_CREATE

Document Type ZPOFLF

Content Rep. ID Z7

SAP object ID ZEROK DOC 44

Fila Mame T:\keep\ok\initload\pdfikn1.pdf

Object Type CRLW

Document Class EDF

Mumber of Repetitions 1

e Check whether the validation and any adjustments are noted
in the application log and in the archiving log with the
expected status:
- Display the Application Log, Page 62
- Display Archiving Log, Page 66
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Check of the Configuration and Brief Test
5 Basis Configuration

Archivelink FileChecker
System Description

Execute a Brief Test, continuation

Step

Action

Variant 2:

Start the me23n transaction.

Select a purchase order and initiate a message by:
Communication Method: Storage Mode 2 Archive Only

Check whether the validation and any adjustments are noted
in the application log and in the archiving log with the
expected status:

-> Display the Application Log, Page 62

- Display Archiving Log, Page 66

Variant 3:

Start the transaction: oawd

Select the business object for which you want to store files and
select the files to be archived.

Check whether the validation and any adjustments are noted
in the application log and in the archiving log with the
expected status:

-> Display the Application Log, Page 62

-> Display Archiving Log, Page 66

2024-06-13 SEAL Systems
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6 Extended Configuration

This chapter introduces the configuration options by means of which you can
customize the module according to your requirements.

You have successfully completed the basis configuration:

-> Basis Configuration, Page 40

This chapter deals with the following topics:

- Assign Validation Status to Validation Result, Page 136
- Activate Delayed File Validation, Page 56

-> Retry of Conversion - Customize Default Date, Page 57
- Define Load Balancing, Page 58

SEAL Systems 2024-06-13
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Assign Validation Status to Validation Result

The external validation process for files returns a validation result in text form
(FILE_CHECK_PDFCHECKER_RESULT_LEVEL). This validation result is assigned a
validation status for further processing in SAP.

These steps are necessary only if you wish to check or adjust the default assign-

ment.

The following assignment is the default:

Validation Validation Status description

Result

CHANGEPROT 4 Error Validation returns errors

CONFIGFAIL 5 Fatal Error Validation returns fatal errors

ERROR 4 Error Validation returns errors

FATAL 5 Fatal Error Validation returns fatal errors

IAFORM 4 Error Validation returns errors

INFO 2 Hints Validation returns hints

INTERROR 5 Fatal Error Validation returns fatal errors

LICFAIL 5 Fatal Error Validation returns fatal errors

Submit 1 ok Successful validation

OPENPROT 4 Error Validation returns errors

SIGNATURE 4 Error Validation returns errors

SYSERR 9 System Error A system error was caused, for
instance if the process has been
canceled.

WARN 3 Warnings Validation returns a warning

Others 9 System Error Other validation results

This is how you assign the validation result in text form to the validation status
for further processing in SAP:

Step

Action

1

- Open Archivelink FileChecker Configuration, Page 132

2024-06-13
1.1.0
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Assign Validation Status to Validation Result, continua-

tion
Step Action
2 (T
Click @ at
ArchivelLink FileChecker
—>Extended Settings
—>Assign Validation Status to Validation Result
(table: /seal/fck_croie)
3 Assign the validation result in text form to the desired validation
status:
. Example:
4 ple:
Assign Validation Status to Validation Result
Valid. Result as Text Validat.status
SIGHATURE 1 Okay
SEAL Systems 2024-06-13
www.sealsystems.com 1.1.0
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6 Extended Configuration

default

alternative

instructions

Archivelink FileChecker
System Description

Activate Delayed File Validation

By default, the file validation is performed synchronously.

Alternatively, if the file validation takes longer when validating large files, it can
be marked first and only performed later as part of a retry of conversion.

To activate a delayed file validation

Step

Action

1

— Open Archivelink FileChecker Configuration, Page 132

2

Click & at

ArchivelLink FileChecker

—Basis Settings

»Activate Validation for ArchivelLink FileChecker

(table: /seal/fck_ale10)

Enter:
® Validation: D Delayed

ﬁ .
=Y Example:

Activate Validation for Archivelink

Validation D Delayed

Result:

Instead of the file validation, only one item is entered in the /seal/
fck_al500 table with validation Status DELAYED. The file to be
validated is archived for retry of conversion and displayed in the
attachment list.

Start validations. These are only marked for later validation.

Execute the retry of conversion at the desired time:

- Perform Retry of Conversion, Page 84

2024-06-13 SEAL Systems
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Retry of Conversion - Customize Default Date

The current date is set as the filter criterium when the retry of conversion is

performed. You can adjust this via configuration.

To adjust the default date for the retry of conversion:

Step Action
1 -> Open Archivelink FileChecker Configuration, Page 132
2 Click & at
ArchivelLink FileChecker
—>Extended Settings
-»Define Parameters
(table: /seal/fck_aleeo)
3 Enter:
® PARA_DATE Default for Date in Retry of Conversions:
* T (Today, default)
The default date for the retry of conversion is today.
* Y (Yesterday)
The default date for the retry of conversion is yesterday.
e S (Since Yesterday)
The default date for the retry of conversion is since
yesterday.
SEAL Systems 2024-06-13
www.sealsystems.com 1.1.0
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6 Extended Configuration

requirement

Alternative -
Load Balancer

instructions

Archivelink FileChecker
System Description

Define Load Balancing

Load balancing via configuration is only supported when called via the special
function /seal/fck_al_scms_doc_create

The /seal/fck_al_create table @1 standard function does not evaluate the
configuration.

If the standard function is used, load balancing is handled by an upstream Load
Balancer instead.

This is how you specify the load balancing when calling via the special function
/seal/fck_al_scms_doc_create:

Step Action
1 Create several logical ports that you want to use for load balancing:
e - Create Logical Port - Source Format PDF, Page 26
e - Create Logical Port - Source Format Other than PDF, Page 34
2 Start the sm3e transaction with:
Table/View: /seal/cnv_ws001
3 Enter:

® Proxy Class: Proxy class of the logical ports, see
— Select ABAP Proxy - PDF as Source Format, Page 25
- Select ABAP Proxy - Source Format Other than PDF, Page 33

e Instance Number: Consecutive number for load balancing
e Logical Port: Logical port, see step 1

2 Example:

4 ple:

Proxy Class JSELL/CO_CHNV_WS_WSC3_PDFLLSSER
Instance Mumber 1

Define Load Bakncing of Web Services

Logical Port LLSROESAPEEOQ2
Timeout 0
Status R Running
2024-06-13 SEAL Systems

1.1.0 www.sealsystems.com



7 Information and Troubleshooting

59

7 Information and Troubleshooting

This chapter introduces the common procedure to be able to localize and solve
errors, for which logging is particularly helpful. Additionally, some error
scenarios and their solutions are introduced, which may occur at the first
contact with the product.

This chapter deals with the following topics:
- Logging, Page 60
- Troubleshooting, Page 73

SEAL Systems 2024-06-13
www.sealsystems.com 1.1.0
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Logging
7 Information and Troubleshooting

introduction

description

in this chapter

Archivelink FileChecker
System Description

7.1 Logging

This chapter explains the available information to understand changes and
actions in ArchivelLink FileChecker.

Archivelink FileChecker provides the following information possibilities:

Application log of ArchiveLink FileChecker

The application log contains detailed information for each executed file
check, for example the process steps or the details of the validation log, if
the log level is defined correspondingly.

Archiving log

This overview contains a line for each file check executed by ArchiveLink
FileChecker with the validation result, the check duration and the IDs of the
archived files.

Archiving calls from Archivelink FileChecker
This overview contains all archiving calls with the triggering function
module, the check result and the check duration.

This chapter deals with the following topics:

-> Activate the Application Log, Page 61

- Display the Application Log, Page 62

- Delete Items in the Application Log, Page 64

-> Display Archiving Log, Page 66
—> Check Stored Files, Page 67
-> Activate Log of Archiving Calls, Page 69

-> Display Log of Archiving Calls, Page 70

- Delete Items from the Log of Archiving Calls, Page 72

2024-06-13 SEAL Systems
1.1.0 www.sealsystems.com
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Activate the Application Log

This is how you activate the application log for ArchiveLink FileChecker:

Step

Action

1

- Open Archivelink FileChecker Configuration, Page 132

2

Click & at
Archivelink FileChecker

—>Logging

—>Activate/Deactivate Application Log

& Hint - alternative:

Instead of the steps 1-2, you can use the following transaction:

/seal/fck_al_llevl

Enter for each user:
Module Name: /seal/fck_al
Log Level: >0

I.—"""\.

e Example:

Activate Log

[ dFeDisplay Configuration

Log Class
User
Module Marme
Log Lewel

& Hint - overview:

SELLA
{SEAL/FCE_AL
2

With Display Configuration, you get an overview of the existing

items.
& Hint - validation log:

In order to include the validation log in the application log, the log

level must be set at least to 3.

Save the changes via .

SEAL Systems

www.sealsystems.com
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requirement

instructions

Archivelink FileChecker
System Description

Display the Application Log

The following requirements must be fulfilled to get log messages at the execu-
tion of Archivelink FileChecker:

- Activate the Application Log, Page 61

This is how you display the application log for Archivelink FileChecker:

Step Action

1 - Open Archivelink FileChecker Configuration, Page 132

2 Click & at

Archivelink FileChecker
—Llogging

—>Display Application Log
& Hint - alternative:

Instead of the steps 1-2, you can use the following transaction:

/seal/fck_al_log

3 Specify the desired restrictions:
® Object: /seal/fck_al

) Example:
Q ple:

Dispiay Messages
Time Restriction
Fram {DaterTime) B2.08.2011|00:00:00
To (DatesTirme) B2 .08.2811(23:59:54
Log
Froblem class
Liser *
Ohject FEEBLFCE_AL
Subohject *

Start the display via &,

2024-06-13 SEAL Systems
1.1.0 www.sealsystems.com
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Display the Application Log, continuation

Extract of the application log:

Dispiay logs
Hlupdate & & &

i)

Date/Timedlser Mu... | External ID
PO@ 02082011 17:41:40 KARIMG 192 MEOORDER 4. ISEALFCK_AL
Po@ 02082011 1739347 KARINOD 3 MEOQOORDER 4. ISEALFCK_AL
b 02.08.2011 17:38:87 KARING 2 MEOORDER 4. ISEALFCE_AL

Ohject text

Sub-o
IMAGE
IMAGE
IMAGE

RN N E bR R R =)

.

43 .

Ty |Message Text
All objects transferred successiully.

o

@

@ | [Summany

@ | |[FOF Adapt 2.0.0.3

@ | | Result: Error

@ | [Checked At 2011-08-02T18:42:46+02:00
i@ ERROR | |Pdfadant

@ | [Checked At 2011-08-02T18:42:47

]

SEAL Systems
www.sealsystems.com

@ Application Archivelink FileChecker §SEALFCE_AL) inwersion 0.0.1.

Check resulBERROR Check-in accepted as configqured.

2024-06-13
1.1.0

@ojEiz]a

Current Date | Ti

02.08.2011
02.08.2011
02.08.2011
02.08.2011
02.08.2011
02.08.2011
02.08.2011
02.08.2011
02.08.2011

| [Uberprifung auf konfigurierte POF-Konfarmitat mittels POF Adap 02.08.2011

11
14
11
14
14
11
14
14
11
14

L)
% example

Archivelink FileChecker
System Description
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Delete Items in the Application Log

instructions This is how you delete items in the application log for Archivelink FileChecker:

Step Action

1 - Open Archivelink FileChecker Configuration, Page 132
2

Click % at
Archivelink FileChecker
—>Logging

—Delete Application Log
& Hint - alternative:

Instead of the steps 1-2, you can use the following transaction:

/seal/fck_al_logd

Archivelink FileChecker 2024-06-13 SEAL Systems
System Description 1.1.0 www.sealsystems.com
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Delete Items in the Application Log, continuation

Step Action

3 Enter:

%,

selecti

® and

® Expiry Date:

And logs which can be deleted before the expiry
date: activate

® Selection Conditions:

Object: /seal/fck_al
Desired restrictions

e Options: Activate the desired action
. Example:

Application log: Delete Expired Logs

Delete logs

All locks are deleted which satisfy the following

an canditions, and forwhich:

- the expiry date is reached or passed
- the expiry date is not defined

Expiry date

T10nly lags which have reached their expiry date

logs which can he deleted before the expiry date

Selection conditiohs

Ohject fSEALYFCE_AL to
Subohject o
Exernal ID to
Transaction code to
Uzer to
Log numhber o
Froblem class to
fram {datestime) BE:a0:aa
to (datestime) BE: 0000
Cptions
) 0nly calculate how many
IGenerate list
TIDelete immediately
4 Start the action via .
SEAL Systems 2024-06-13
www.sealsystems.com 1.1.0
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instructions

I.—""\
“wexample

Overview of Archivelink file validations performed

16.02.2024
16.02.2024
15.02.2024
15.02.2024
15.02.2024
15.02.2024
15.02.2024
15.02.2024

0 T T T Y T = Ry

background
knowledge

Archivelink FileChecker
System Description

Display Archiving Log

This is how you display the file checks performed by Archivelink FileChecker:

Step

Action

1

- Open Archivelink FileChecker Configuration, Page 132

2

Click @ at

Archivelink FileChecker

—Llogging

—Display Archiving Log

& Hint - alternative:

Instead of the steps 1-2, you can use the following transaction:

/n/seal/fck_al500 display

Enter the desired selection criteria and click on %,

Extract of the list of the executed file checks:

B A @ e

Current Date Time

11:22:49
11:22:34
20:01:16
20:01:08
20:00:39
20:00:50
19:49:58
19:41:29

| 1D Todays| D Al | | &
Ob...
oo...
oo...
oo...
oo...
oo...
oo...

Doc. type
SDIINQUIRY

SDIINQUIRY
SDIINQUIRY
SDIINQUIRY
SDIINQUIRY
SDIINQUIRY

Ohje...
VBAK

VBAK
VBAK
VBAK
VBAK
VBAK

= M T .|l

Doc.cl.. Vald.Rule Valid. Status ms

TIF/PDF PDFA-B
TIF/PDF PDFA-B
TIF/PDF PDFA-B
TIF/PDF PDFA-B
TIF/PDF PDFA-B
TIF/PDF PDFA-B
PDF PDFA-B
PDF PDFA-B

I
oK 537
oK 671
oK 355
oK .028
OK cabenk
OK 469
oK 853
ALREADY ... .219

~rrrssamn~c D

(GEIEY
.. Cor DocL
. MA 0050
. MA 0050
. MA 0050
. MA 0050
. MA 0050
. MA 0050
. Z7 0050
. Z7 0050

The archiving log is based on the data in the /seal/fck_al5ee table (transac-
tion: seién).

2024-06-13

1.1.0
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Check Stored Files

You can save the files created and stored by Archivelink FileChecker in a direc-

tory in order to display and check them there.

This is how you check the files stored by Archivelink FileChecker:

Step

Action

1

-> Display Archiving Log, Page 66

2

Open the desired entry with a double-click and enter the target
files including the path:

File Name under Document ID:

e Archived PDF/A-compliant file after successful validation/
conversion

e Archived original file if the validation/conversion failed

File Name under Document ID Original:

Archived original file after successful validation/conversion

File Name under Document ID Log:
Log file - is not available during conversion when called via
Web service

& Hint - file type:

The symbol behind File Name shows the file type, depending on
which you can enter the file extension.

SEAL Systems

2024-06-13

www.sealsystems.com 1.1.0
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Check Stored FiIes, Continuation

Step Action
3 Activate the display of the files after downloading the data:
e Display File: Activate
) Example:
Y
Get file from archive
&
Date B@ |15.02.2024
Time B |20:00:50
User &8 |ERZRINO
Document type SDIINQUIRY
SAP object ID 0000005082
Object Type VBRE
Document Class TIF/PDF
Validation Rule PDFA-B
File Marme T:\keepiokiinitload\tif\ex:
Description
Validation Result EH ox
Content Rep. ID MR
Document ID 0050569218A91EEEB38691101F;
File Mame J::_‘l T:hok\okl.pdf
Docurment Id Original 0050569218A01EEER38691101F
File Name B T:\ok\okl.tf
Document ID Log
File Mame
+ Display file
4 Click .
background The function module alink_documents_get client (transaction: se37) is used
knowledge to download the data.
Archivelink FileChecker 2024-06-13 SEAL Systems
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Activate Log of Archiving Calls

To activate the log of archiving calls fromArchiveLink FileChecker:

Step Action

1 - Open Archivelink FileChecker Configuration, Page 132

2 Click @& at

Archivelink FileChecker

—>Logging

—>Activate/Deactivate Log of Archiving Calls
(table: /seal/fck_alei18)

3 Enter:
® Log Extent:
Select the desired scope (not empty)

e Activate the fields that are to be taken into account during
logging and that are used to differentiate or summarize
archiving scenarios

& Hint - validation log:

In order to include the validation log in the application log, the log
level must be set at least to 3.

4 .

Save the changes via .
SEAL Systems 2024-06-13
www.sealsystems.com 1.1.0
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Display Log of Archiving Calls
requirement The following requirements have to be fulfilled:
-> Activate Log of Archiving Calls, Page 69
instructions This is how you display the log of the archiving calls for Archivelink FileChecker:
Step Action
1 -> Open Archivelink FileChecker Configuration, Page 132
2 Click & at
ArchivelLink FileChecker
—>Logging
—>Display Log of Archiving Calls
(Data table: /seal/fck_ale42)
& Hint - alternative:
Instead of the steps 1-2, you can use the following transaction:
/seal/fck_al_disp
3

If required, enter restrictions and start the display with &
L
=Y Example:

Archivelink FileTrace Display

£

Function Point to

ser Group to
Transaction Code to
Background Selection to

User to
Document type to
Content Rep. ID to
Filename Extension to
Object Type to
Document Class to

From (Date/ Time) BE 02.02.2024) (& |00:00:00
To (Date/ Time) B2 |02.02.2024 (® 23:59:59
Timezone &% |CET

First Access Only

Archivelink FileChecker
System Description

2024-06-13 SEAL Systems
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Display Log of Archiving Calls, continuation

Extract from the log of the archiving calls:

Archivelink FileTrace Display

Function Gro... TCIBckU.. . DoConE. ObjD..
K.

SCM5_.. QK.
SCM5_... OK..
SCMS_... OK..
SCM5_... OK..
SCM5_... OK.
SCMS_... OK..
SCM5_... OK.
SCM5_... OK.
SCM5_.. QK.
SCM5_... OK..
SCMS_... OK..
SCM5_... OK..
SEAL Systems

www.sealsystems.com

I I A S S S R SR

NN

NYYYYYYYYY

P..

R B P ) I ) ) e

I.—'"‘\
™ example

Walid. Status Counter File Name Object ID

Date Ti.. ms
02... 17...660 OK
02,0 17...349 0K
.02, 17....699 0K
02,0 17...043 QK
.02, 17...313 NO CHECK
02, 17746 NO CHECK
.02, 17... 445 0K
. 02... 17.. .B85 DELAYED
02,00 17...530 QK
.02... 18.. .528 OK
02,18 347 QK
. 02,18 .326 QK
2024-06-13
1.1.0
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Delete Items from the Log of Archiving Calls

instructions This is how you delete items from the log of the archiving calls forArchivelLink
FileChecker:

Step Action

1 - Open Archivelink FileChecker Configuration, Page 132
2

Click % at
Archivelink FileChecker
—Llogging

—Delete Log of Archiving Calls
& Hint - alternative:

Instead of the steps 1-2, you can use the following transaction:

/seal/fck_al_clean

3 . . . .
If required, enter restrictions and start the display with e.
4 Confirm the deletion of the entries in the subsequent dialog.
Archivelink FileChecker 2024-06-13 SEAL Systems

System Description 1.1.0 www.sealsystems.com
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7.2 Troubleshooting

This chapter deals with the following topics:

- Typical Errors, Page 74

SEAL Systems
www.sealsystems.com
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Typical Errors

typical problems  The following table illustrates typical problems (P) and their approaches (A):
and their solu-

tions P. | The validation at check-in returns an error, but this should not be inter-
preted as an error.

L: | You can assign a different validation status to the validation result
displayed, for example, warning instead of error for validation result
IAFORM:

- Assign Validation Status to Validation Result, Page 136

P: | The archiving log contains many NO CHECK items that are not desired.

Cause: The validation is explicitly deactivated for certain files.

L: | You can suppress NO CHECK items in the archiving log:

- Archiving Log - Suppress NO CHECK items, Page 76

P: | Signed files should not be adjusted to prevent the signature from being
destroyed.

L: | You can suppress the adjustment for files with a signature:

- Suppress Adjustment for Signed Files, Page 77

P: | Retry of conversion

Pre-marked validations can only be selected with a long delay at the
retry of conversion, although they are correctly visible in the archiving
log.

L: | Enter a smaller exclusion time when selecting the checks for retry of
conversion:

- Perform Retry of Conversion, Page 84

P: | Retry of conversion
The retry of conversion returns DELETED as result.

A possible cause is that the file to be checked is already stored in the
archive but has not yet been assigned to the business object.

L: | Enter a longer exclusion time when selecting the checks for retry of
conversion:

- Perform Retry of Conversion, Page 84

P: | Retry of conversion

The retry of conversion returns NO CHECK as result. No retry of conver-
sion takes place.

L: | When activating the check, enter a line in which at most the document
type is set and all other fields are empty so that a suitable configuration
for the retry of conversion is found:

- Activate Validation, Page 44

Archivelink FileChecker 2024-06-13 SEAL Systems
System Description 1.1.0 www.sealsystems.com
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Typical Errors, continuation

P: | Web service

Calling the Web service returns an error message with the following
content:

SoapFaultCode 3 (/seal/cnv_wse01)

L: | In the SOA Manager, select one of the following settings for the logical
port - depending on the situation, one or the other value may lead to
success:

® Message ID Protocol:
® Suppress ID Transfer
® SAP Message ID

- Create Logical Port - Source Format PDF, Page 26

- Create Logical Port - Source Format Other than PDF, Page 34

SEAL Systems 2024-06-13 Archivelink FileChecker
www.sealsystems.com 1.1.0 System Description
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Archiving Log - Suppress NO CHECK items

description Archiving calls for files for which the validation is explicitly deactivated (table: /
seal/fck_ale1e, Validation: Empty No) are logged in the archiving log with the
validation status NO CHECK. You can suppress these NO CHECK items in the
archiving log via configuration (table: /seal/fck_aleee, Parameter  ID:
PARA_NOCHK, Parameter Value: X).

instructions This is how you suppress NO CHECK items in the archiving log:

Step Action

1 -> Open Archivelink FileChecker Configuration, Page 132
2

Click & at

ArchivelLink FileChecker
—Extended Settings
—Define Parameters

(table: /seal/fck_aleeo)

3 Enter:
e Parameter ID: Do notLog NO_CHECK

® Parameter Value: X

Validation: X Yes

) Example:
= ple:
Parameter ID PARA_MOCHK Dont log NO_CHECK
Parameter
Parameter Value X
Short Description Suppress MO CHECK Items in Archiving Log
Archivelink FileChecker 2024-06-13 SEAL Systems

System Description 1.1.0 www.sealsystems.com
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Suppress Adjustment for Signed Files

Only relevant for call via RFC. Not supported when called via Web service.

This is how you suppress the adjustment of signed files:

Step Action

1 -> Open Archivelink FileChecker Configuration, Page 132

2 Click & at

ArchivelLink FileChecker
—>Basis Settings
—Define Validation for ArchivelLink FileChecker

(table: /seal/fck_alei1l)

3 Specify:

® Action: ADJUST/B Validate and Adjust, Bypass when Signa-
ture

‘4,) Hint - remaining settings:

The remaining necessary settings are described in:

- Specify Validations in Detail, Page 45

SEAL Systems 2024-06-13
www.sealsystems.com 1.1.0
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8 Background Knowledge

This chapter provides insider know-how of the internal processes, which is not
required for the standard usage but helpful for a better understanding.

This chapter deals with the following topics:
- Enhancements - Overview, Page 79
- /seal/fck_al010 - Activate Checks - Parameter Evaluation, Page 80

- Overview of the Process, Page 82

2024-06-13 SEAL Systems
1.1.0 www.sealsystems.com
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Enhancements - Overview

The enhancements required for Archivelink FileChecker are automatically acti-

vated.

The following table provides an overview of the functions for archiving and the
includes available for this within the relevant enhancement from SEAL Systems:

active

overview

Archiving Function

Include/Enhancement from SEAL Systems

ARCHIV_CREATE_FILE

/seal/fck_al_ar_cre_file

Enhancement: /seal/fck_al2_enh_ar_cre_file

ARCHIV_CREATE_TABLE

/seal/fck_al_ar_cre_tabl

Enhancement: /seal/fck_al2_enh_ar_cre_tabl

ARCHIV_CREATE_TABLE_MULT

/seal/fck_al_ar_cre_tabl mult

Enhancement: /seal/fck_al2_enh_ar_cre_tablm

ARCHIVOBJECT_CREATE_FILE

/seal/fck_al_arob_cre_file

Enhancement: /seal/fck_al2_enh_arob_cre_fil

ARCHIVOBJECT_CREATE_TABLE

/seal/fck_al_arob_cre_tabl

Enhancement: /seal/fck_al2_enh_arob_cre_tab

SCMS_AO_FILE_CREATE

/seal/fck_al_scms_cre_file

Enhancement: /seal/fck_al2_enh_scms_cre_fil

SCMS_AO_FILE_PUT_FE

/seal/fck_al_scms_cre_file_ fe

Enhancement: /seal/fck_al2_enh_scms_cre_ffe

SCMS_AO_TABLE_CREATE

/seal/fck_al_scms_cre_tabl

Enhancement: /seal/fck_al2_enh_scms_cre_tab

SCMS_HTTP_CREATE_FILES

/seal/fck_al_keys_save5

Enhancement: /seal/fck_al2_enh_scms_http_cf _end

SEND_FILE_TO_HTTP_CONTREP

/seal/fck_al_file_as_table

Enhancement: /seal/fck_al2_enh_file2contrep

SEAL Systems
www.sealsystems.com
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[seal/fck_al010 - Activate Checks - Parameter Eval-
uation

overview The following table lists the passed parameters depending on the archive func-
tion called:

Archiving Function Docu- File Exten- | Object
ment sion Type

Type

ARCHIV_CREATE_FILE X X X

(/seal/fck_al_dispatch)

ARCHIV_CREATE_TABLE X X

(/seal/fck_al_dispatch)

ARCHIV_CREATE_TABLE_MULT X X

(/seal/fck_al_dispatch)

ARCHIVOBJECT_CREATE_FILE X

(/seal/fck_al_dispatch)

ARCHIVOBJECT_CREATE_TABLE

(/seal/fck_al_dispatch)

SCMS_AO_FILE_CREATE X

(/seal/fck_al_dispatch)

SCMS_AO_FILE_PUT FE X
(/seal/fck_al_dispatch)

SCMS_AO_TABLE_CREATE

(/seal/fck_al_dispatch)

SCMS_DOC_CREATE

(/seal/fck_al_scms_doc_create)

SEND_FILE_TO_HTTP_CONTREP X
(/seal/fck_al_dispatch)

Retry of conversion X X

(/seal/fck_al_repeat)

always passed The following parameters are always passed and are therefore not critical at
configuration:

e Function module
e User group
e Transaction code

Archivelink FileChecker 2024-06-13 SEAL Systems
System Description 1.1.0 www.sealsystems.com
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[seal/fck_al010 - Activate Checks - Parameter
Evaluation, Continuation

e Batch selection
e ContReplD
e Document class

As soon as retries of conversion are used, only the fields that are always passed
may have values when the validation is activated (table: /seal/fck_aleie).
Otherwise the retry of conversion will not find a suitable configuration and will
not be executed.

If retry of conversion is not used, you can set additional fields in the configura-
tion, depending on the archiving function used, if these are passed as parame-
ters.

SEAL Systems 2024-06-13
www.sealsystems.com 1.1.0
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Overview of the Process

start The /seal/fck_al_dispatch function is called within the include for the
enhancement and decides whether a validation is to be executed.
If a validation is configured, the /seal/fck_al_create_table_01 function takes
over further processing (call by: /seal/fck_al dispatch, /seal/fck_al_re-
peat).

validation The file check performs the following function:

special function

load balancing

Archivelink FileChecker
System Description

Call via Web service:

e PDFfile to be checked: /seal/cnv_ws_fck_adapt
e Otherwise: /seal/cnv_ws_convert

With port from /seal/fck_aleil

Call via RFC:
e /seal/cnv_cr_convertx
With converter from /seal/fck_alell

The following functions are available as an alternative to starting via /seal/
fck_al _dispatch:

/seal/fck_al_scms_doc_create for the scms_doc_create function

The file check is performed by the /seal/fck_al_pdf2pdfa function instead
of /seal/fck_al_create_table 01.

The file check is only executed for PDF files and only when called up via a
Web service.

Load balancing is supported for:

Call via Web service:
Only when calling via the special function /seal/fck_al_scms_doc_create
Configuration via table: /seal/cnv_wsee1

Call via RFC:
When calling via the standard function /seal/fck_al_dispatch
Configuration via Core Convert: Establish multiple converters

2024-06-13 SEAL Systems
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9 Additional Tools

This chapter describes tools that are available specifically for the module to
make working with the module easier.

This chapter deals with the following topics:
- Perform Retry of Conversion, Page 84

- Determine Cases to be Checked for Retry of Conversion, Page 87

SEAL Systems 2024-06-13
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9 Additional Tools

description

instructions

Archivelink FileChecker
System Description

Perform Retry of Conversion

If a validation/archiving cannot be executed because, for example, the valida-
tion server or the archive is not available or the validation is marked because it
is to be executed at a later date, it is included in the archiving log with a corre-
sponding status. These items can then be executed and repeated as part of a
retry of conversion.

This is how you execute a retry of conversion:

Step

Action

1

Click & at

Archivelink FileChecker
—Tools

—>Start Retry of Conversion

(transaction: /seal/fck_al repeat, report: /seal/
fck_al_al500 repeat)

2024-06-13 SEAL Systems
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Perform Retry of Conversion, continuation

Step Action

for example

e Validation Status: DELAYED
Marked file validations

e Validation Status: ERROR

is available again

® Exclusion Time: 10
account for the retry of conversion

ﬁ .
=N Example:

Archivelink Retry of Conversions
& (o

Sel. Criteria

Perform the retry of conversion for the desired validations with B,

Requirement: = Activate Delayed File Validation, Page 56

Erroneous file validations after the validation server or archive

Minimum age of a process in seconds that is taken into

From (Date/ Time) B2 |01.01.2024
To (Date/ Time) B2 02.03.2024
Timezone CET

User

Document type

SAP object ID

Object Type

Docurmnent Class

Validation Rule

Validation Status DELLYED
Content Rep. ID

Maximurm No. of Hits 500

Processes

C
@

00:00:00
23:59:55

fo
to
fo
fo
fo
to
fo
fo

Murmber Background Functions 1
Automatic Repetition

Tirme of Pause 00:00:00

Duration of Pause

Time of End 00:00:00

Exclusion time 10

SEAL Systems 2024-06-13
www.sealsystems.com 1.1.0
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Perform Retry of Conversion, continuation

Step Action

3 Select the desired items in the subsequent dialog and confirm the
request.

V4 hint - default ~ You can change the default date:

date -> Retry of Conversion - Customize Default Date, Page 57

Archivelink FileChecker 2024-06-13 SEAL Systems
System Description 1.1.0 www.sealsystems.com
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Determine Cases to be Checked for Retry of Conver-

sion

If documents that have already been archived are to be subsequently validated
and adjusted with ArchivelLink FileChecker, a report is available that determines
documents that have not yet been validated and marks them for retry of

conversion.

This is how you determine cases to be checked for retry of conversion:

Step Action

1 Start the following transaction:
/seal/fck_al_make
(report: /seal/fck_al_al50@ make)

2 Enter the desired filter criteria and determine the archived docu-
ments that have not yet been checked by Archivelink FileChecker
with &

Background knowledge - searched tables:
The report searches the following tables for items that are not yet
inthe /seal/fck_al5@e table:
to0a@1, toad2, toad3, toahr
SEAL Systems 2024-06-13

www.sealsystems.com 1.1.0
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Archivelink FileChecker

System Description

Determine Cases to be Checked for Retry of Conver-

sion, Continuation

Step

Action

3

Select the lines that are to be checked/adjusted retrospectively

and click [F

I.-""“\.

-y Example:

Complie List of Old Cases for Delayed Conver

B Current Date Time ms User Name Doc. type SAP object T
07.12.2023 15:47:29 KARINO  ZPOPDF 4500017826
07.12.2023 20:53:54 KARINO MEQOORDER 4500017826
15.11.2023 19:38:49 KARINO MEQORDER 4500017826
17.11.2023 17:32:09 KARINO MEQORDER 4500017826
03.01.2024 07:46:43 SEAL2 ZPOPDF ZIKAQK DOC
08.11.2023 13:54:06 KARINO MEQORDER 4300017826

- 15.11.2023 17:19:37 KARINO MEQORDER 4500017826
- 15.11.2023 16:44:04 KARIND MEQORDER 4500017826
- 15.11.2023 17:11:47 KARINO MEQORDER 4300017826
- 15.11.2023 17:16:17 KARINO MEQORDER 4500017826
- 15.11.2023 17:27:42 KARINO MEQORDER 4500017826
- 15.11.2023 17:39:58 KARINO MEQOORDER 4500017826
- 15.11.2023 18:11:14 KARIND MEQORDER 4500017826
- 15.11.2023 18:12:41 KARINO MEQORDER 4300017826
- 15.11.2023 18:17:18 KARINO MEQOORDER 4500017826
- 15.11.2023 18:24:37 KARIND MEQORDER 4500017826
16.11.2023 15:01:51 KARINO MEQORDER 4300017826
17.11.2023 17:29:07 KARIND MEQORDER 4500017826
17.11.2023 17:30:44 KARINO MEQORDER 4500017826
27.11.2023 12:03:42 KARINO MEQORDER 4500017826
L
2024-06-13 SEAL Systems
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Determine Cases to be Checked for Retry of Conver-

sion, Continuation

Step

Action

4

Confirm the subsequent dialog with ves.
. Example:

Y
W74(1)/800 SAP

9 Repeat selected entries?

Yes Mo

Background knowledge - result:

The selected items are entered in the archiving log (table: /seal/

fck_als50e) with the validation status DELAYED.

After the determination, you can start the retry of conversion for these items:

-> Perform Retry of Conversion, Page 84

SEAL Systems

2024-06-13

www.sealsystems.com 1.1.0
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introduction

description

internal key

display key

in this chapter

Archivelink FileChecker

System Description

10

Configuration Tables - Reference

This chapter explains the meaning of the single configuration tables.

Each configuration table and its fields is described in a separate section.

When displaying the value help for certain fields, it is possible to display the
internal key of the value in addition to the description text.

This is how you display the internal keys:

Step Action

1 = |
Click in the icon bar of SAP GUlor press Alt+F12 alternatively
and select the Options item.

2 Select on the left:
Interaction Design-Visualization 1

3 Activate in the Controls section:

Show keys within dropdown lists

This chapter deals with the following topics:

- Archivelink FileChecker Configuration in /seal/img - Overview, Page 91
- /seal/cnv_cr002 - Converter, Page 92

- /seal/cnv_cr004 - Action Codes, Page 95

- /seal/cnv_cr021 - User Exits, Page 97

- /seal/cnv_ws001 - Load Balancing - Web Service, Page 100

- /seal/fck_al000 - Specify Parameters, Page 102

- /seal/fck_al010 - Activate Checks, Page 104

- /seal/fck_al011 - Define Validation, Page 109

- /seal/fck_al018 - Activate Archiving Calls, Page 114

- /seal/fck_cr014 - Validation Profile, Page 118

- /seal/fck_cr016 - Assignment Validation Result/Validation Status, Page 120

2024-06-13 SEAL Systems
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Archivelink FileChecker Configuration in /seal/img -
Overview

Overview of the IMG structure of the configuration of ArchiveLink FileChecker:
A ArchiveLink FileChecker

hd Basis Settings
- [83 (3 Activate BC Set - Initial Installation Only
h RFC Connection

- [e3 (% Establish RFC Destinations
« [&y (B Define Converters
(3» Activate Validations for Archivelink FileCheck
(3» Define Validations for ArchiveLink FileCheck
f;} Define Validation Profile
b Extended Settings
Define User Groups
Assign/Check User Group
R

)

*

T

+

*

*

T
L

~ FC Connection
* [53 @ Define Action Codes
- [y @ Define User Exits
- [gy (3 Assign validation Status to Validation Result
- [g3 (& Define Parameters
A Logaing
- [g3 (3 Activate/Deactivate Application Log
- [24 @ Display Application Log
. Qa @ Delete Application Log
« [& @& Display Archiving Log
- [g3 (3 Activate/Deactivate Log of Archiving Calls
- [ & Display Log of Archiving Calls
- [23 (& Delete Log of Archiving Calls
v Tools
- [83 & Check Installation for ArchiveLink FileCheck
- [25 (3 Activate/Deactivate Archivelink Exits
- [g3 (& Start Retry of Conversion
* [23 & Execute Test Report for Archivelink FileCheck
SEAL Systems 2024-06-13

www.sealsystems.com 1.1.0

overview

Archivelink FileChecker
System Description



92

10 Configuration Tables - Reference

requirement

open the table

description

overview

Converter

Converter num-
ber

Archivelink FileChecker
System Description

[seal/cnv_cr002 - Converter

—> Open Archivelink FileChecker Configuration, Page 132

This is how you open the table:

Step Action

1 Click & at

ArchivelLink FileChecker
—>Basis Settings

—>RFC Connection
—>Define Converters

(table: /seal/cnv_cree2)

Converters for processing are specified.

The table has the following parameters:

Canverter SEAL-LL-0K
Canverter na. 1

Define converter

" |Standby server

Diestination SEAL-PDFLLS-CkA-001
FTF destination

HTTF destination

Status Feady for conversion
Message Mumber

Transfer

Only relevant for call via RFC. Is not evaluated when called via Web service.

The name of the converter is specified in /seal/cnv_cree2 table. This name is
referred to at the further configuration.

The value is a string:

® SEAL-LL-0OK
Any name for the converter which performs the conversion/processing

Default: None

Several alternative servers (destinations) can be specified for each converter.
Starting at 1, the first converter which is ready is used. Standby and non-

2024-06-13 SEAL Systems
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/seal/cnv_cr002 - Converter, continuation

standby servers are distinguished during the search, see the Standby Server
option.
The value is an integer:
e 1
Number of alternative; continuously ascending number, starting at 1

Default: None

When searching free converters standby servers are taken into account only if
all other non-standby servers are not running. If the converters of the non-
standby servers are busy with conversions, free standby servers will be ignored.
The value is a boolean:

e Activated
Standby server

e Deactivated
Non-standby server

Default: Deactivated

Destination specifies the RFC server for the transfer.

If different clients use the conversion/processing, you must use different RFC
destinations for each client. This is important to ensure an orderly processing at
simultaneous cross-client access.

The value is a string:

® SEAL-PDFLLS-0KA-001
Name of the RFC server destination which is specified by the sm59 transac-
tion

Default: None

This item is only evaluated in combination with the vault storage.

Do not specify this item. During run time the current data is inserted automat-
ically.

The value is a string:

e (23103D801CC3FB4BB1C1CB0000O00O0O
Destination for the FTP transfer from the fault to the central conversion
server

Default: None

This item is only evaluated in combination with the KPRO storage.

Do not specify this item. During run time the current data is inserted automat-
ically.

SEAL Systems 2024-06-13
www.sealsystems.com 1.1.0
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Status

Message Number

Transfer

Archivelink FileChecker
System Description

[seal/cnv_cr002 - Converter, continuation

The value is a string:

e (C23103D801CC3FB4BB1C1CBPO0ROOLOLO
Destination for the HTTP transfer from the KPRO storage to the central
conversion server

Default: None

Do not specify thisitem. During run time the current status text is inserted auto-
matically if the conversion failed. It is not necessary to reset this field manually,
because it is always set automatically.

The value is a string:

® Ready for conversion

Current converter status

Default: None

Do not specify this item. During run time the current error number is inserted
automatically if the conversion failed.

The value is an integer:
e 12
Error number

Default: None

This name is referred to as Transfer at the configuration of converters in the /
seal/cnv_cree2 table and at the configuration of direct transfer configuration
in the /seal/bas_cri11 table.

The connection data of the direct transfer, on the other hand, is specified in the
/seal/bas_cri12 table.

This specification is only necessary, if a direct HTTP transfer between the work-
station and the server where the file is processed by the central conversion
process is possible and desired. Otherwise, the processed file will be trans-
ferred via WS_DOWNLOAD from the central conversion process to the SAP system
and from there to the workstation.

The direct HTTP transfer provides the advantage that it is faster because the
SAP system is bypassed. As requirement, a HTTP service has to be established.

The value is a string:

® SEALHTTP
Unique internal identification

Default: None

2024-06-13 SEAL Systems
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/seal/cnv_cr004 - Action Codes

- Open Archivelink FileChecker Configuration, Page 132 requirement

This is how you open the table: open the table

Step Action

1 Click & at

ArchivelLink FileChecker
—>Extended Settings
—>RFC Connection
—>Define Action Codes

(table: /seal/cnv_croe4)

Only relevant for call via RFC. Is not evaluated when called via Web service. only relevant for

Actions for the processing are specified. description

The table has the following parameters: overview

Action AL. STRANDLRD

Actioncodes

Action Text ArchiveLink Conversion
Program BeDVSVIEW _SERVER_PROGRAMY:
Delete jobdir E Delete, except if error

Only relevant for call via RFC. Is not evaluated when called via Web service. Action

Action specifies the shortcut of the program that will be started in order to
execute the action.

The value is a string:

e AL_STANDARD
Stamp/display the ArchivelLink document

e FCK
Check the file

Default: None

Only relevant for call via RFC. Is not evaluated when called via Web service. Action Text
Action Text contains a explaining description of the action.

The value is a string:

SEAL Systems 2024-06-13 Archivelink FileChecker
www.sealsystems.com 1.1.0 System Description
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[seal/cnv_cr004 - Action Codes, continuation

e Stamp/display the Archivelink document
Description for AL_STANDARD

e Check the file
Description for FCk

Default: None

Program Only relevant for call via RFC. Is not evaluated when called via Web service.
The program that executes the action is specified.

The program is started via a SEAL RFC server. For this, the program and all fix
parameters are specified. Environment variables, which are defined on the
target server, can be used.

The value is a string:

® %DVSVIEW_SERVER_PROGRAM% (defined in applications\plossys.ini)
Default program for AL_STANDARD

® %FILECHECKERY% (defined in applications\plossys.ini)
Default program for FcK

Default: Depending on Action

Delete Job Di- Only relevant for call via RFC. Is not evaluated when called via Web service.

rectory Depending on the setting, the job-specific subdirectory (under applica-

tions\data\fck) on the target server, that contains the processed file, log and
text files and - if the file was adjusted - the original file, will be deleted.

Values of the following enumeration are supported:

* N Never delete by SAP
The directory is never deleted.

® E Delete, except if error
The directory is not deleted in the error case. Only process errors are
considered as errors but not - for instance - errors resulting from the file
check.

® X Always Delete
The directory is always deleted.

Default: E Delete, except if error

Archivelink FileChecker 2024-06-13 SEAL Systems
System Description 1.1.0 www.sealsystems.com
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/seal/cnv_cr021 - User Exits

Only relevant for call via RFC. Is not evaluated when called via Web service.
-> Open Archivelink FileChecker Configuration, Page 132

This is how you open the table:

Step Action

1 Click ® at

ArchivelLink FileChecker
—>Extended Settings
—>RFC Connection
—>Define User Exits

(table: /seal/cnv_cre21)

User exits are specified.

The table has the following parameters:

Iser Group
Module Mame /SERL/CHNV_CR
User exit DAT_BEFORE before data compilation

Define User Exits

Function Module Z CHECE LINE DOCMAT

The item is only evaluated if the user group of the user who is currently logged
on corresponds to the specified user group.

Unless a user group is specified, it is a global setting. This is valid for all users
whose user group has no specific configuration.

The value is a string:

e SE
User group specified in the /seal/bas_cro51 table

Default: None

Module Name specifies the internal module name.

The following units are considered as modules:
e Standard modules like DDD/DMS Repro GUI
e All modules in the /dvsrepro/ or /seal/ namespaces that are not standard

modules
SEAL Systems 2024-06-13
www.sealsystems.com 1.1.0
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allowed RFC des-
tinations

license manage-
ment

User Exit

Function Module

Archivelink FileChecker
System Description

[seal/cnv_cr021 - User EXits, continuation

e Special modules cv (document management) and CONvV (SAP conversion
server)

* Modules configured in the Core Base module

e Development classes are considered as separate modules if they are not
assigned to any other module.

In regard to the configuration of the allowed RFC destinations (table: /seal/

bas_cr210):

e Module for which the allowed RFC destination is specified.

e |If there is no item in this table for a module all RFC destinations are
allowed for the module.

In regard to the configuration of the license management (table: /seal/

bas_cr3e0):

e Module from SEAL Systems, which is to be licensed

The value is a string:

e /seal/out_cr

Default: None

The user exit key is fixed and identifies the location where the assigned function
module is started from the main program.
Values of the following enumeration are supported:

e DAT_BEFORE
Before data evaluation

e DAT_AFTER
After data evaluation

e JOB_CHANGE
Initialization

e (CO_BEFORE
Before check-out

® CO_AFTER
After check-out

® CNV_AFTER
After conversion

Default: None

Function Module specifies the function.
The value is a string:

In regard to the configuration of general user exits (table: /seal/bas_croe12):

e ZSEAL_CNV_GROUP_GET
Function to determine the user group customer-specific if the rule-based
assignment is insufficient

2024-06-13 SEAL Systems
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[seal/cnv_cr021 - User EXits, continuation

In regard to the configuration of the DDC start depending on the document type
(table: /seal/bas_dm130):

e /dvsrepro/zsepbtn_start_appl
Call of DMS Plot GUI

® /seal/out_dm_int_start_appl

Call of DDC
In regard to the configuration of the context menu of Easy DMS (table: /seal/
bas_dm330):
e /seal/out_dm_easy dms_ddc

Output via DDC
In regard to the configuration of the action in CM/RM organizer (table: /seal/
bas_rmee3):

e /seal/out_rm_ctx_print
Call of the DDC functionality which prints the desired documents

e /seal/r2g rm_ctx_call
Call of the Record2Go functionality which converts the desired documents
and collects them to one summary document

With regard to the activation of checks for Archivelink FileChecker (table: /
seal/fck_aleie):

® ARCHIV_CREATE_FILE

® ARCHIV_CREATE_TABLE

® ARCHIV_CREATE_TABLE_MULT
e ARCHIVOBJECT_CREATE_FILE
® ARCHIVOBJECT_CREATE_TABLE
® CVAPI_DOC_CHECKIN

® SCMS_AO_FILE_CREATE

e SCMS_AO FILE_PUT_FE

e SCMS_AO_TABLE_CREATE

e SCMS_DOC_CREATE

® SCMS_FILE_TO_HTTP_CONTREP

Default: None

SEAL Systems 2024-06-13
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description

open the table

overview

Proxy Class

Instance Number

Archivelink FileChecker
System Description

[seal/cnv_ws001 - Load Balancing - Web Service

The load balancing for the call via Web service is defined.

This is how you open the table:

Step Action

1 Click & at

Conversion Web Service for SAP

—>Define Load Balancing of Web Services

(table: /seal/cnv_wsee1)

The table has the following parameters:

Proxy Class /SERL/CO_CNV_W5_WSC3_PDFLLSSER

Instance Mumber 1

Define Load Bakncng of Web Services

Logical Port LLSROESAFEEOCOZ
Timeout ]
Status R Running

Proxy Class specifies the proxy class of the locigal port.

The value is a string:

e /seal/co_cnv_ws_wsc_dpfdc_dpfa
Conversion to PDF/A-compliant PDF files for files with a source format
other than PDF with transfer as binary data

e /seal/co_cnv_ws_wsc2_dpflcserv
Conversion to PDF/A-compliant PDF files for files with a source format
other than PDF with transfer via URL

e /seal/co_cnv_ws_wsc3_pdfllsser
PDF/A conformity validation and adjustment for files with PDF as source
format with transfer as binary data

e /seal/co_cnv_ws_wsc4_pdfllsser
PDF/A conformity validation and adjustment for files with PDF as source
format with transfer via URL

Default: None

Instance Number specifies the number of the Web service instance.

The value is an integer:
e 1

Default: None

2024-06-13 SEAL Systems
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[seal/cnv_ws001 - Load Balancing - Web Service,

Continuation

Logical Port defines the name of the logical port for the call via Web service.  Logical Port

If both the Converter and the Logical Port are specified, the call is executed
via the Web service.

The value is a string:
® Check

Default: None

Timeout specifies the time limit for determining a free Web service instance. Timeout

The value is an integer:
* 0
No time limit

Default: None

Status shows the current status of the Web service instance. Status

Values of the following enumeration are supported:
* Empty Available

® R Running

Default: Empty Available

SEAL Systems 2024-06-13 Archivelink FileChecker
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[seal/fck_al000 - Specify Parameters

requirement - Open Archivelink FileChecker Configuration, Page 132
description Parameters for Archivelink FileChecker are specified.

open the table This is how you open the table:

Step Action

1 Click & at

Archivelink FileChecker
—Extended Settings
—Define Parameters

(table: /seal/fck_aleeo)

overview The table has the following parameters:

Parameter 1D PARA_ARDEL Delete Criginal in Archive after Conversion

Parameter

Parameter Value X

Short Description Only one "Original" in archive

Parameter ID Parameter ID defines the parameter for which a value is to be specified. The
possible values at Parameter Value depend on the value of Parameter 1ID.
Values of the following enumeration are supported:

® PARA_ARDEL Delete Original in Archive after Conversion
Is not used

e PARA_DATE Default for Date in Retry of Conversions
Only for retry of conversion

e PARA_MAXFC Maximum Number of Background Tasks
Only for retry of conversion

e PARA_NOCHK Do not Log NO_CHECK
Logging in the /seal/fck_al5ee table

® PARA_URL Pass Data as URL

® PARA_WAIT1 Wait Time for Next Conversion Case
Only for retry of conversion

Default: None

Parameter Value Parameter Value specifes the value of the parameter.

Values of the following enumeration and any strings are supported depending
on the value of Parameter 1ID:

Archivelink FileChecker 2024-06-13 SEAL Systems
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[seal/fck_al000 - Specify Parameters, continuation

PARA_ARDEL as Parameter ID:

e Empty
The original file remains in the archive.
e X

The original file in the archive is deleted after conversion.

PARA_DATE as Parameter ID:

* T (Today, default)
The default date for the retry of conversion is today.

* Y (Yesterday)
The default date for the retry of conversion is yesterday.

e S (Since Yesterday)
The default date for the retry of conversion is since yesterday.
PARA_MAXFC as Parameter ID:

e Empty
A maximum of 16 background function calls are executed simultaneously.

L4 n
Maximum number of background function calls that can be executed simul-
taneously

PARA_NOCHK as Parameter ID:

e Empty
The log also contains NO CHECK cases (no conversion).

e X
The log does not contain NO CHECK cases (no conversion).

PARA_URL as Parameter ID:

e Empty
Retry of conversion with transfer as file
e X

Retry of conversion with transfer as URL

PARA_WAIT1 as Parameter ID:

e  Empty
The system waits 300 s (5 min) when repeating conversions.

* n
Time in seconds that is waited for before repeating conversions if all cases
matching the current filter have been processed and the Automatic Repe-
tition option has been set.

Default: See description

Short Description contains an explanation of the parameter.

The value is a string:
e Purpose of the parameter as text

Default: None

SEAL Systems 2024-06-13
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[seal/fck_al010 - Activate Checks

requirement - Open Archivelink FileChecker Configuration, Page 132
description The check is activated depending on multiple settings.
open the table This is how you open the table:
Step Action
1 (T
Click ‘& at
ArchivelLink FileChecker
—Basis Settings
—>Activate Validation for ArchivelLink FileChecker
(table: /seal/fck_ale10)
overview The table has the following parameters:

Function Module

Iser Group

Transaction Code

Background Selection
Document type

Cont.Rep.ID

File Extension

Object Type

Doc. class EDF

Activate Validation for Archivelink

Validation X Yes

Function Module  Function Module specifies the function.
The value is a string:

In regard to the configuration of general user exits (table: /seal/bas_cre12):

e ZSEAL_CNV_GROUP_GET
Function to determine the user group customer-specific if the rule-based
assignment is insufficient

In regard to the configuration of the DDC start depending on the document type
(table: /seal/bas_dm130):

e /dvsrepro/zsepbtn_start_appl
Call of DMS Plot GUI

e /seal/out_dm_int_start_appl
Call of DDC

Archivelink FileChecker 2024-06-13 SEAL Systems
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[seal/fck_al010 - Activate Checks, continuation

In regard to the configuration of the context menu of Easy DMS (table: /seal/
bas_dm330):

e /seal/out_dm_easy dms_ddc

Output via DDC
In regard to the configuration of the action in CM/RM organizer (table: /seal/
bas_rmee3):

e /seal/out_rm_ctx_print
Call of the DDC functionality which prints the desired documents

e /seal/r2g rm_ctx_call
Call of the Record2Go functionality which converts the desired documents
and collects them to one summary document

With regard to the activation of checks for Archivelink FileChecker (table: /
seal/fck_aleie):

® ARCHIV_CREATE_FILE

® ARCHIV_CREATE_TABLE

® ARCHIV_CREATE_TABLE_MULT
e ARCHIVOBJECT_CREATE_FILE
® ARCHIVOBJECT_CREATE_TABLE
e CVAPI_DOC_CHECKIN

® SCMS_AO_FILE_CREATE

e SCMS_AO FILE_PUT_FE

e SCMS_AO_TABLE_CREATE

e SCMS_DOC_CREATE

® SCMS_FILE_TO_HTTP_CONTREP

Default: None

The item is only evaluated if the user group of the user who is currently logged
on corresponds to the specified user group.

Unless a user group is specified, it is a global setting. This is valid for all users
whose user group has no specific configuration.

The value is a string:

* SE
User group specified in the /seal/bas_cres51 table

Default: None

Theitem is only evaluated if the current transaction code matches the specified
transaction code.

If no transaction code is specified, it is called a global setting. This is valid for all
transaction codes which have no specific configuration.

The value is a string:

SEAL Systems 2024-06-13
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[seal/fck_al010 - Activate Checks, continuation
® /seal/sdd
SEAL Systems transaction
* VT70
Transaction for mass processing in message control
e ZGEN2
Customer-specific transaction
Default: None
Batch Batch specifies whether processing is performed in the background.

Activate valida-
tion for Ar-
chivelink
FileChecker

Document Type

ContRepID

Archivelink FileChecker
System Description

With regard to the activation of the test for Archivelink FileChecker (table: /
seal/fck_aleie):

Batch defines whether the entry is only evaluated for background processing or
always. Background processing can be set up for the retry of conversions.

The value is a boolean:
With regard to the activation of the test for Archivelink FileChecker (table: /
seal/fck_aleie):

e Activated
The item only applies to background processing.

e Deactivated
The item is always valid.
Otherwise:

e Activated
Processing is performed in the background.

e Deactivated
Processing is performed in the foreground.

Default: Deactivated

Document Type specifies the document type of the SAP voucher.

The item is only evaluated if the current document type matches the specified
document type.

If no document type is specified, it is called a global setting. This is valid for all
document types which have no specific configuration.

The value is a string:
® MEOORDER

Default: None

The item is only evaluated if the current content repository matches the speci-
fied content repository.

If no content repository is specified, it is called a global setting. This is valid for
all content repositories which have no specific configuration.

2024-06-13 SEAL Systems
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[seal/fck_al010 - Activate Checks, continuation

The value is a string:

o 77
Content repository

Default: None

The itemis only evaluated if the current file extension matches the specified file
extension.

If no file extension is specified, it is called a global setting. This is valid for all file
extensions which have no specific configuration.

The value is a string:

* doc
Extension of the original file

Default: None

The item is only evaluated if the current object type matches the specified
object type.

If no object type is specified, it is called a global setting. This is valid for all object
types which have no specific configuration.

The value is a string:

® BUS2012
Possible values for the type of the SAP business object, for instance busi-
ness object purchase order

Default: None

The item is only evaluated if the current document class matches the specified
document class.

If no document class is specified, it is called a global setting. This is valid for all
document classes which have no specific configuration.

The value is a string:

* PDF
Storage format for documents in the external storage system

Default: None

The validation at archiving is activated or deactivated in general.
For the call via RFC, the actual action is specified in the /seal/fck_ale11 table.

For the call via Web service the file is always validated and - if necessary -
adjusted.

Values of the following enumeration are supported:
e Empty No

SEAL Systems 2024-06-13
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[seal/fck_al010 - Activate Checks, continuation

No validation

® D Delayed
Mark file for later validation
e X Yes

Validate file immediately if possible

Default: Empty No

Archivelink FileChecker 2024-06-13 SEAL Systems
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/seal/fck_al011 - Define Validation

- Open Archivelink FileChecker Configuration, Page 132
Details of the checks are specified.

This is how you open the table:

Step Action

1 Click ® at

Archivelink FileChecker
—>Basis Settings
—Define Validation for Archivelink FileChecker

(table: /seal/fck_alei1l)

The table has the following parameters:

IJser Group

Document type

Object Type

Src Document Class EDF

Configure Validation for Archivelink

Tgt Docurmnent Class FDL

Action ADIUST Validate and adjust
Validation Rule FPDFAZA

Threshold Targetap 3 Warnings

Converter

Logical Port SELL_PDFLLS ALFC OK

+f Check-in validat log
-/ Save original
Keep Original
Retry deletes

The item is only evaluated if the user group of the user who is currently logged
on corresponds to the specified user group.

Unless a user group is specified, it is a global setting. This is valid for all users
whose user group has no specific configuration.
The value is a string:

* SE
User group specified in the /seal/bas_cres51 table

SEAL Systems 2024-06-13
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Document Type

Object Type

Source Docu-
ment Class

Target Docu-
ment Class

Archivelink FileChecker
System Description

[seal/fck_al011 - Define Validation, continuation

Default: None

Document Type specifies the document type of the SAP voucher.

The item is only evaluated if the current document type matches the specified
document type.

If no document type is specified, it is called a global setting. This is valid for all
document types which have no specific configuration.

The value is a string:

® MEOORDER

Default: None

The item is only evaluated if the current object type matches the specified
object type.

If no object type is specified, it is called a global setting. This is valid for all object
types which have no specific configuration.
The value is a string:

e BUS2012
Possible values for the type of the SAP business object, for instance busi-
ness object purchase order

Default: None

The item is only evaluated if the current document class matches the specified
document class.

If no document class is specified, it is called a global setting. This is valid for all
document classes which have no specific configuration.
The value is a string:
* PDF
Source storage format for documents in the external storage system

Default: None

The document is stored with this document type after the check and an
optional adjustment. The target storage format is only used if the result returns
a status which does not exceed the status specified at Threshold Target Appli-
cation.

If no target storage type is specified, the source storage type is used.

The value is a string:

* PDA
Target storage format after the validation that is used as file extension

Default: Source Document Class

2024-06-13 SEAL Systems
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[seal/fck_al011 - Define Validation, continuation

Only relevant for call via RFC. Is not evaluated when called via Web service. Action

This action is passed as parameter to the program that is specified as FCK action
in the /seal/cnv_cree4 table.

The validation has to be activated in general at validation in the /seal/ requirement
fck_ale1oe table in order to execute the action.

Values of the following enumeration are supported:

® (CHECK Validation only
The document will only be validated.

e ADJUST Validate and Adjust
The document will be validated and - if required - adjusted.

e ADJUST/B Validate and Adjust, Bypass when Signature
The document will be validated and - if required - adjusted if it is not
signed. Files with a signature are not adjusted and are returned with the
BYPASS validation status.

Default: CHECK Validation only

Various file checks can be executed by the external validation process via Vvalidation Pro-
different validation profiles. The value help is specified in the /seal/fck_cre14 file
table.

You may determine the supported validation profiles for the /seal/fck_croei4
table in the pdfadapt. cfg configuration file on the tools\convcfg\pdflls direc-
tory on the validation server. The validation profiles are specified in the
[Profiles] section. All validation profiles entered there are supported with the
exception of PDFA and PDFA-x, as these are generic specifications.

The name entered at validation Rule and listed in the configuration file on the & Caution
validation server must match exactly, even in the upper/lower cases.
The value is a string:

® SecurityCheck
Customer-specific checks

* PDFA2A
PDF/A-2 checks level A
® PDFA3A

PDF/A-3 checks level A

Default: PDFA2B

Threshold that specifies whether the target storage format is used or not Threshold Tar-

When checking/adjusting/converting via Web service, the acceptance get Application

threshold below which the target file format is assigned is not evaluated. The
target storage format is only used if the validation returns the 1 0k status.

Values of the following enumeration are supported:

SEAL Systems 2024-06-13 Archivelink FileChecker
www.sealsystems.com 1.1.0 System Description
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Converter

Logical Port

Check-In Vvali-
dation Log

Archivelink FileChecker
System Description

[seal/fck_al011 - Define Validation, continuation

e 1 0Ok
The target storage format is only used if the validation returns the 1 0k
status.

® 2 Hints
The target storage format is only used if the validation returns the 2 Hints
status or a lower status.

® 3 Warnings
The target storage format is only used if the checks returns the 3 warnings
status or a lower status.

® 4 Error
The target storage format is only used if the checks returns the 4 Error
status or a lower status.

® 5 Fatal Errors
The target storage format is only used if the checks returns the 5 Fatal
Errors status or a lower status.

® 9 System Error
The target storage format is used even if a system error occurred and the
process was aborted.

Default: 1 ok

Only relevant for call via RFC. Is not evaluated when called via Web service.

The name of the converter is specified in /seal/cnv_cree2 table. This name is
referred to at the further configuration.

The value is a string:

® SEAL-LL-OK
Any name for the converter which performs the conversion/processing

Default: None

Logical Port defines the name of the logical port for the call via Web service.

If both the Converter and the Logical Port are specified, the call is executed
via the Web service.

The value is a string:
® Check

Default: None

Check-In Validation Log specifies whether the validation log is to be archived
too.

The conversion of source formats other than PDF via Web service does not
support the archiving of the validation log.

The value is a boolean:

e Activated

2024-06-13 SEAL Systems
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[seal/fck_al011 - Define Validation, continuation

The validation log for the validated file is saved in the archive and gets its
own document ID.

Deactivated
The validation log is not saved in the archive.

Default: Deactivated

If the file to be validated - if desired - is adjusted to meet the validation criteria,
the adjusted file is then checked in. save Original specifies whether the orig-
inal file (source file) is also to be archived.

The value is a boolean:

Activated
The original file (source file) is archived and receives its own document ID.

Deactivated
Only the possibly adjusted file is archived.

Default: Deactivated

Only relevant for retry of conversion

The value is a boolean:

Activated

The original file remains linked. The user has access to the original file and
the post-converted file.

The option Delete Retry of Conversion is ignored.

Deactivated
The post-converted and possibly adjusted file replaces the original file.

Default: Deactivated

Only relevant for retry of conversion

The value is a boolean:

Activated

If the retry of conversion is successful, the original file that has already
been archived is deleted from the archive. The requirement is that the Keep
Original option is deactivated, the archive supports deletion and there are
no other configuration settings that require the original file to be archived
or existing links to be retained.

Deactivated
The original file already archived in the archive is retained.

Default: Deactivated

SEAL Systems 2024-06-13
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requirement

description

open the table

overview

Log Extent

Archivelink FileChecker
System Description

[seal/fck_al018 - Activate Archiving Calls

—> Open Archivelink FileChecker Configuration, Page 132

The logging of the usage of Archivelink FileChecker as a log of archiving calls is
activated and the scope is defined. Depending on the activated fields, the items
are summarized in more detail or more generally.

This is how you open the table:

Step Action

1 Click & at

Archivelink FileChecker

—>Logging

—>Activate/Deactivate Log of Archiving Calls
(table: /seal/fck_ale18)

The table has the following parameters:
Activate/Deactivate ArchiveLink FileTrace

Log Extent C Per scenario with counter
~ Function Mame

+ User Group

" Transaction

+f Batch

~ User Name

+ Document Type

+/ Content Repository Id
+f Filename Extension

+ Document Type

" Object Type

Log Extent specifies whether logging of the use of ArchivelLink FileChecker as a
log of archiving calls is active and to what extent logging is performed.

Values of the following enumeration are supported:
e Empty Off
The file trace is deactivated.

® 1 Once per Scenario
Only the first occurrence of each archiving scenario is logged.

® (C Per Scenario with Counter
The first occurrence of each archiving scenario is logged. For each addi-
tional occurrence of the same scenario, only the counter of the existing log
entry is incremented.

2024-06-13 SEAL Systems
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[seal/fck_al018 - Activate Archiving Calls, continuation

® X Each Use
Every archiving process is logged.

Default: Empty Off

Function Name specifies whether the function name is considered when logging  Function Name
the use of Archivelink FileChecker.

At least one of the following function points is passed during the file check. The
first function point in this sequence is relevant for activating the file check.
Accordingly, this is also considered in the FileTrace if necessary:

e ARCHIV_CREATE_FILE

e ARCHIV_CREATE_TABLE

e ARCHIV_CREATE_TABLE_MULT
e ARCHIVOBJECT_CREATE_FILE
e ARCHIVOBJECT_CREATE_TABLE
e SCMS_AO_FILE_CREATE

e SCMS_AO_FILE_PUT_FE

e SCMS_AO_TABLE_CREATE

e SEND_FILE_TO_HTTP_CONTREP

The value is a boolean:

e Activated
The function name is considered when logging the archiving calls.
e Deactivated
The function name is not considered when logging the archiving calls.

Default: Deactivated

User Group specifies whether the user group in whose dependency the file User Group
check is activated is considered when logging the use of Archivelink FileCh-
ecker.
The value is a boolean:
e Activated
The user group is considered when logging the archiving calls.
e Deactivated
The user group is not considered when logging the archiving calls.

Default: Deactivated

Transaction specifies whether the transaction is considered when logging the  Transaction
use of Archivelink FileChecker.
The value is a boolean:

e Activated
The transaction is considered when logging the archiving calls.

SEAL Systems 2024-06-13 Archivelink FileChecker
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Batch

User Name

Document Type

Content Reposi-
tory ID

Archivelink FileChecker
System Description

[seal/fck_al018 - Activate Archiving Calls, continuation

e Deactivated
The transaction is not considered when logging the archiving calls.

Default: Deactivated

Batch specifies whether the batch flag is considered when logging the use of
Archivelink FileChecker.
The value is a boolean:

e Activated
The batch flag is considered when logging the archiving calls.

e Deactivated
The batch flag is not considered when logging the archiving calls.

Default: Deactivated

User Name specifies whether the user name is considered when logging the use
of Archivelink FileChecker.
The value is a boolean:

e Activated
The user name is considered when logging the archiving calls.

e Deactivated
The user name is not considered when logging the archiving calls.

Default: Deactivated

Document Type specifies whether the document type is considered when
logging the use of Archivelink FileChecker.
The value is a boolean:

e Activated
The document type is considered when logging the archiving calls.
e Deactivated
The document type is not considered when logging the archiving calls.

Default: Deactivated

Content Repository ID specifies whether the archive ID is considered when
logging the use of Archivelink FileChecker.
The value is a boolean:

e Activated
The archive ID is considered when logging the archiving calls.

e Deactivated
The archive ID is not considered when logging the archiving calls.

Default: Deactivated

2024-06-13 SEAL Systems
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[seal/fck_al018 - Activate Archiving Calls, continuation

File Name Extension specifies whether the file extension is considered when
logging the use of Archivelink FileChecker.
The value is a boolean:

e Activated
The file extension is considered when logging the archiving calls.

e Deactivated
The file extension is not considered when logging the archiving calls.

Default: Deactivated

Document Type specifies whether the document type is considered when
logging the use of Archivelink FileChecker.
The value is a boolean:

e Activated
The document class is considered when logging the archiving calls.

e Deactivated
The document class is not considered when logging the archiving calls.

Default: Deactivated

Object Type specifies whether the object type of the business object is consid-
ered when logging the use of Archivelink FileChecker.
The value is a boolean:

e Activated
The object type is considered when logging the archiving calls.

e Deactivated
The object type is not considered when logging the archiving calls.

Default: Deactivated

SEAL Systems 2024-06-13
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requirement

description

open the table

overview

Archivelink FileChecker

System Description

[seal/fck_cr014 - Validation Profile

—> Open Archivelink FileChecker Configuration, Page 132
The value help for the validation profiles is specified.

This is how you open the table:

Step Action

1 Click & at

PDF Longlife Suite - SAP Integration
—Basis Settings
—>Define Validation Profile

(table: /seal/fck_crei4)

Walidation Profile

The table has the following parameters:

Validation Rule Description
PDOFALA PDF/&-1 validation level &
POFAl1AChecks POFAl1AChecks
PDFA1B PDF/A-1 validation level B
PDFA1BChecks PDFA1BChecks
POFA1BKeepAppearance PDFA1BKeepAppearance
PDFA1BKeepFeatures PDFA1BKeepFeatures
PDFA1BStrict PDFA1BSErict
PDFAZA PDF/A-2 validation level A
PDFAZB PDF/A-2 validation level B
POFAZBKeepAppearance PDFAZBKeepAppearance
PDFAZBKeepFeatures PDFAZBKeepFeatures
PDFAZU PDF/A-2 validation level U
PDFAZA PDF/A-3 validation level A&
PDFA3B PDF/A-3 validation level B
PDFA3U PDF/&-3 validation level U
PDFA4 PDF/A-4 validation
PDFA4E PDF/ &4 validation level E
POFA4F PDF/ &~ validation level F
PDFE1 PDFE1
PDFEX1A PDFX1A
PDFX3 PDFX3
SecurityCheck SecurityCheck

2024-06-13 SEAL Systems
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[seal/fck_cr014 - Validation Profile, continuation

Various file checks can be executed by the external validation process via
different validation profiles. The value help is specified in the /seal/fck_cre14
table.

You may determine the supported validation profiles for the /seal/fck_crei4
table in the pdfadapt. cfg configuration file on the tools\convcfg\pdflls direc-
tory on the validation server. The validation profiles are specified in the
[Profiles] section. All validation profiles entered there are supported with the
exception of PDFA and PDFA-x, as these are generic specifications.

The name entered at Validation Rule and listed in the configuration file on the
validation server must match exactly, even in the upper/lower cases.
The value is a string:

® SecurityCheck
Customer-specific checks

® PDFA2A
PDF/A-2 checks level A
® PDFA3A

PDF/A-3 checks level A
Default: PDFA2B

Description contains explanatory text.

The value is a string:

e External Documents
Reply Scenario

e Document Distribution Client
e PDF/A-3 checks level A
Validation Profile

Default: None

SEAL Systems 2024-06-13
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requirement

description

open the table

overview

Validation Re-
sult

Archivelink FileChecker
System Description

[seal/fck_cr016 - Assignment Validation Result/
Validation Status

- Open Archivelink FileChecker Configuration, Page 132

The external validation process for files returns a validation result in text form
(FILE_CHECK_PDFCHECKER_RESULT_LEVEL). This validation result is assigned a
validation status for further processing in SAP. The assignment can be changed
via configuration (table: /seal/fck_crise).

This is how you open the table:

Step Action

1 Click & at

PDF Longlife Suite - SAP Integration
—Extended Settings

—>Assign Validation Status to Validation Result

(table: /seal/fck_creie)

The table has the following parameters:

Assign Validation Status to Valdation Result

Vald. Resuk as Text Vahdat.status
CHANGEPROT Error
CONFIGFAIL Fatal Errors
ERROR Error

FATAT Fatal Errors
IAFORM Error
INTERROR Fatal Errors
LICFAIL Fatal Errors
OF Okay
OPFPENFROT Error
SIGHMATURE Hints

WAERN Warnings

The external validation process returns a validation result in text form. For
further processing in SAP, this validation result is assigned a validation status.

The validation results listed here are automatically assigned to the respective
described validation status. Other validation results are assigned to the 9
System Error validation status. The assignment can be customized via configu-
ration (table: /seal/fck_crois).

The value is a string:

2024-06-13 SEAL Systems
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[seal/fck_cr016 - Assignment Validation Result/

Validation Status, Continuation

® CHANGEPROT
Automatically assigned validation status: 4 Errors
Error because of password when changing (9)

® CONFIGFAIL

Automatically assigned validation status: 5 Fatal Errors

Error when reading the configuration (10, 14)

® ERROR
Automatically assigned validation status: 4 Errors

Validation returns errors when checking without adjustment (4, 5) or adap-

tation returns errors (6)
® FATAL

Automatically assigned validation status: 5 Fatal Errors

Validation returns fatal errors

e IAFORM
Automatically assigned validation status: 4 Errors
Error due to interactive form (17)

e TINTERROR

Automatically assigned validation status: 5 Fatal Errors

Internal error (11, 12, 13, 15, 16)
e |ICFAIL

Automatically assigned validation status: 5 Fatal Errors

License error (7)

e Submit
Automatically assigned validation status: 1 0k
Successful validation (o) or adjustment (2)

e OPENPROT

Automatically assigned validation status: 4 Errors
Error because of password when opening (18)

e SIGNATURE
Automatically assigned validation status: 4 Errors
Error due to signature (8)

® WARN

Automatically assigned validation status: 3 Warnings

Validation (1) or adjustment (3) returns warnings

Default: See automatic assignment above

The validation result returned as text is assigned to a validation status (table:/
seal/fck_creie), which is used for further processing in SAP.

Values of the following enumeration are supported:

e 1 Ok
Successful validation
e 2 Hints

Validation returns hints

® 3 Warnings

SEAL Systems 2024-06-13
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Archivelink FileChecker
System Description

[seal/fck_cr016 - Assignment
Validation Status, continuation

Validation returns a warning

® 4 Error
Validation returns errors

e 5 Fatal Error
Validation returns fatal errors

® O System Error

Validation Result/

A system error was caused, for instance if the process has been canceled.

Default: None

2024-06-13
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11 Log Tables - Reference

This chapter explains the fields of the available data tables. These tables are no  introduction
configuration tables. There is nothing to be configured in them, but they are
used to save and display information.

This chapter deals with the following topics: in this chapter
- /seal/fck_al042 - Archiving Calls, Page 124
- /seal/fck_al500 - Archiving Log, Page 128

SEAL Systems 2024-06-13 Archivelink FileChecker
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/seal/fck_al042 - Archiving Calls
description This table logs the archiving calls.
overview The table has the following parameters:
SN ENERE =R IR E E R S R AR @) ||
B Mame of Function Module Gr TCode Bckgd User Doc. type  Cont. Rep. BExtension ObjectType Do
SCMS_AO_TABLE_CREATE Ol 5A38 KARINO Z7 FD
SEND_FILE_ TO_HTTP_CONTREP Ol ME22N KARINO ZPOPDF i) .pdf BUS2012 PD
Fld Mame Val.
lient 800
Function Module SCMS5_AOQ_TABLE_CREATE
User Group QK_DDD
Transaction Code SA38
Background Selection
User KARINOD
Document type
Content Rep. ID £7
Filenarme Extension
Object Type
Document Class PDF
Access Date 01.02.2024
Access Time 17:16:51
Access Time ms 580
Validation Status oK
Counter Qooooooool
File Marme
SAP object ID
Table Row 145

Function Module

User Group

Transaction
Code

Archivelink FileChecker
System Description

Function module used to activate the validation

The value is a string:
* SEND_FILE_TO_HTTP_CONTREP

Default: None

User group for which the validation was executed.

The value is a string:
e AL _FILCHECK

Default: None

Transaction code used to activate the validation

The value is a string:

2024-06-13
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[seal/fck_al042 - Archiving Calls, continuation

* oawd

Default: None

Flag, whether the validation was performed in the background Batch Selection

The value is a string:
e Empty Validation was performed in the foreground

Default: None

User for which the validation was executed User

The value is a string:
e SEAL

Default: None

Document type for which the validation was executed. Document Type

The value is a string:
® MEOORDER

Default: None

Location where the document is saved ContRepID

The value is a string:
o 77

Default: None

File name extension for which the validation was executed File Name Ex-

. . tension
The value is a string:

e .pdf

Default: None

Object type for which the validation was executed Object Type

The value is a string:
* EKKO

Default: None

Document type for which the validation was executed Document Class

The value is a string:
®* PDF

Default: None

SEAL Systems 2024-06-13 Archivelink FileChecker
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Access Date

Access Time

Access Time ms

Validation Sta-
tus

Archivelink FileChecker
System Description

[seal/fck_al042 - Archiving Calls, continuation

Date on which the document was accessed

The value is a string:

2.02.2024

Default: None

Time at which the document was accessed

The value is a string:

17:16:51

Default: None

Duration of document access in milliseconds

The value is a string:

.367

Default: None

Validation status

Values of the following enumeration are supported:

ALREADY_OK

The validation was successful. The file meets the PDF/A criteria without any
adjustments.

BYPASS

No validation was executed as the file has a signature.

Not supported when called via Web service.

DELAYED

The validation has been marked.

DELETED

The archived file has been deleted.

ERROR

The validation procedure was erroneous.

Submit

The validation was successful. The file complies with the requirements of
the PDF/A standard

NOT OK

The validation was not successful. The file does not comply with the
requirements of the PDF/A standard

NO CHECK

No validation was executed, because no adequate configuration was found.

Default: None

2024-06-13 SEAL Systems
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[seal/fck_al042 - Archiving Calls, continuation

Counter of the validation Counter

The value is a string:
e 1

Default: None

File name of the validated file File Name

The value is a string:
e +t:\validated\ok5.pdf

Default: None

SAP object for which the validation was executed SAP Object ID

The value is a string:
® 0000005082

Default: None

SEAL Systems 2024-06-13 Archivelink FileChecker
www.sealsystems.com 1.1.0 System Description



128

11 Log Tables - Reference

description

overview

Overview of Archivelink file validations performed

16.02.2024
16.02.2024
15.02.2024
15.02.2024
15.02.2024
15.02.2024
15.02.2024
15.02.2024

0 Y T T T = R

Date

Time

Document Type

SAP Object ID

Object Type

Archivelink FileChecker
System Description

/seal/fck_al500 - Archiving Log

This table contains exactly one item for each executed check.

The table has the following parameters:

B A @ e

Current Date Time

11:22:49
11:22:34
20:01:16
20:01:08
20:00:39
20:00:50
19:49:58
19:41:29

|1 ® Todays| D all || &
Ob...
0o...
oo...
oo...
oo...
oo...
oo...

Doc. type
SDIINQUIRY

SDIINQUIRY
SDIINQUIRY
SDIINQUIRY
SDIINQUIRY
SDIINQUIRY

Date of the validation

The value is a string:
* 4.10.2024

Default: None

Time of the validation

The value is a string:
e 12:07:54

Default: None

Ohje...
VBAK

VBAK
VBAK
VBAK
VBAK
VBAK

= M T .|l

Doc.cl.. Vald.Rule Valid. Status ms

TIF/PDF PDFA-B
TIF/PDF PDFA-B
TIF/PDF PDFA-B
TIF/PDF PDFA-B
TIF/PDF PDFA-B
TIF/PDF PDFA-B
PDF PDFA-B
PDF PDFAB

I
oK 237
oK 671
oK .555
oK 028
oK 190
oK 469
OK 853
ALREADY ... .219

Document type for which the validation was executed.

The value is a string:
e MEOORDER

Default: None

SAP object for which the validation was executed

The value is a string:
® 4500000005

Default: None

SAP object type

The value is a string:

2024-06-13
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. MA 0050
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. MA 0050
. MA 0050
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/seal/fck_aISOO - Archiving Log, Continuation

* EKKO

Default: None

Source and target document class Document Class

The value is a string:

* PDF
Document class, if source and target document class are equal
e PDF/PDA

Source document class/target document class if the target document class
set due to the acceptance threshold differs from the source document class

Default: None

Used validation profile Validation Pro-
The value is a string: file

* PDFA3B

Default: None

Validation status Validation Sta-
Values of the following enumeration are supported: tus
e ALREADY_OK
The validation was successful. The file meets the PDF/A criteria without any
adjustments.
® BYPASS
No validation was executed as the file has a signature.
Not supported when called via Web service.
e DELAYED
The validation has been marked.
e DELETED
The archived file has been deleted.
® ERROR
The validation procedure was erroneous.
e Submit
The validation was successful. The file complies with the requirements of
the PDF/A standard
e NOT OK
The validation was not successful. The file does not comply with the
requirements of the PDF/A standard
* NO CHECK
No validation was executed, because no adequate configuration was found.
Default: None
SEAL Systems 2024-06-13 Archivelink FileChecker
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Access Time ms

User Name

ContRepID

Document ID

Document ID Log

Name of Func-

tion Module

File Name

Archivelink FileChecker
System Description

/seal/fck_al500 - Archiving Log, continuation

Duration of document access in milliseconds

The value is a string:
e 367

Default: None

User name for which the validation was executed

The value is a string:
e KARINO

Default: None

Location where the document is saved

The value is a string:
e 77

Default: None

Document key for the saved document

The value is a string:
® PO50569218A91EEEB39AC9ADDA13C84

Default: None

Document key for the saved validation log

The value is a string:
® 0940569318A91EEEB39AC9ADDA13C17

Default: None

Function module used to activate the validation

The value is a string:
® SCMS_AO_TABLE_CREATE

Default: None

File name of the validated file

The value is a string:
e +t:\validated\ok5.pdf

Default: None

2024-06-13
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12  Start into the Most Important Configurations
- Reference

This chapters describes the most important configuration starts which are used introduction
in the further configuration.

This chapter deals with the following topics: in this chapter
- Open Archivelink FileChecker Configuration, Page 132
- Open Core Convert Configuration, Page 133

SEAL Systems 2024-06-13 Archivelink FileChecker
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description

instructions -
short

Archivelink FileChecker
System Description

Open Archivelink FileChecker Configuration

All steps required for the configuration of the ArchivelLink FileChecker module
are centralized in one place.

This is how you open the configuration of the ArchivelLink FileChecker module:

Step Action

1 Start one of the following transactions:
/n/seal/img or /n/seal/fck_al_img

2 The configuration of the module is centralized in:
ArchivelLink FileChecker

2024-06-13 SEAL Systems
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133

Open Core Convert Configuration

All steps required for the configuration of the Core Convert module are central-
ized in one place.

This is how you open the configuration of the Core Convert module:

Step Action
1 Start one of the following transactions:
/n/seal/img or /n/seal/cnv_img
2 The configuration of the module is centralized in:
Core Convert
SEAL Systems 2024-06-13
www.sealsystems.com 1.1.0
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13 Delivered Default (BC Set) - Reference

introduction This chapter illustrates the default configuration which is delivered for the
module as BC Set.

in this chapter This chapter deals with the following topics:
- Customize Value Help for Validation Profiles, Page 135
-> Assign Validation Status to Validation Result, Page 136

Archivelink FileChecker 2024-06-13 SEAL Systems
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135

Customize Value Help for Validation Profiles

The settings described here are registered automatically, if you activate the
following BC Set:

* Archivelink FileChecker (/seal/fck_al)

-> Activate the Default Configuration, Page 41

These steps are necessary only if you wish to check or adjust the current

settings.

This is how you enhance/modify the available validation profiles for the value

help:
Step Action
1 -> Open Archivelink FileChecker Configuration, Page 132
2 (D
Click '& at
ArchivelLink FileChecker
—>Basis Settings
—Define Validation Profile
(table: /seal/fck_cro14)
3 Specify the desired validation profiles.
. Example:
%, ple:
Validation Profile
Validation Rule Description
PDFALA PDF/ &-1 validation level &
PDFA1AChecks PDFA1AChecks
PDFALB PDF/A-1 validation level B
PDFA1BChecks PDFA1BChecks
& Hint - depending on PDF Longlife Suite:
The supported validation profiles depend on the version of PDF
Longlife Suite. You may determine the supported validation in the
pdfadapt.cfg configuration file on the tools\convcfg\pdflls
directory on the validation server. The validation profiles are spec-
ified in the [Profiles] section. All validation profiles entered there
are supported with the exception of PDFA and PDFA-x, as these are
generic specifications.
/A Caution - upper/lower cases:
The name entered at validation Rule and listed in the configura-
tion file on the validation server must match exactly, even in the
upper/lower cases.
SEAL Systems 2024-06-13
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required if

default

instructions

Archivelink FileChecker
System Description

Assign Validation Status to Validation Result

The external validation process for files returns a validation result in text form
(FILE_CHECK_PDFCHECKER_RESULT_LEVEL). This validation result is assigned a
validation status for further processing in SAP.

These steps are necessary only if you wish to check or adjust the default assign-

ment.

The following assignment is the default:

Validation Validation Status Description

Result

CHANGEPROT 4 Error Validation returns errors

CONFIGFAIL 5 Fatal Error Validation returns fatal errors

ERROR 4 Error Validation returns errors

FATAL 5 Fatal Error Validation returns fatal errors

IAFORM 4 Error Validation returns errors

INFO 2 Hints Validation returns hints

INTERROR 5 Fatal Error Validation returns fatal errors

LICFAIL 5 Fatal Error Validation returns fatal errors

Submit 1 ok Successful validation

OPENPROT 4 Error Validation returns errors

SIGNATURE 4 Error Validation returns errors

SYSERR 9 System Error A system error was caused, for
instance if the process has been
canceled.

WARN 3 Warnings Validation returns a warning

Others 9 System Error Other validation results

This is how you assign the validation result in text form to the validation status
for further processing in SAP:

Step

Action

1

- Open Archivelink FileChecker Configuration, Page 132

2024-06-13
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Assign Validation Status to Validation Result, continua-

tion

Step Action
2

Click @ at

ArchivelLink FileChecker

—>Extended Settings

—>Assign Validation Status to Validation Result
(table: /seal/fck_croie)

3 Assign the validation result in text form to the desired validation
status:

' Example:
4 ple:
Assign Validation Status to Validation Result

Valid. Result as Text Validat.status
SIGHATURE 1 Okay

SEAL Systems 2024-06-13 Archivelink FileChecker
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14 Changes
This chapter describes the most important changes for each released module
version.
in this chapter This chapter deals with the following topics:
- Changes with Release 1.1.0, Page 139
Archivelink FileChecker 2024-06-13 SEAL Systems
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Changes with Release 1.1.0

The start of the individual archiving calls in SAP is logged (data table: /seal/
fck_ale42). Logging can be activated and deactivated via configuration (config-
uration table: /seal/fck_ale18).

Archiving calls for files for which the validation is explicitly deactivated (table: /
seal/fck_alele, validation: Empty No) are logged in the archiving log with the
validation status NO CHECK. You can suppress these NO CHECK items in the
archiving log via configuration (table: /seal/fck_aleee, Parameter  ID:
PARA_NOCHK, Parameter Value: X).

The integration of Archivelink FileChecker is additionally supported for:
* oawd transaction

The following changes affect the retry of conversion:

When processing large amounts of data, the retry of conversion can be limited
to the specified number of items with Maximum Number of Hits in order to
reduce the waiting time for the result. If the maximum number of hits is empty
or 0, there are no restrictions and all items are considered.

During retry of conversion (transaction: /seal/fck_al_repeat), a minimum age
of the processes to be considered can be specified in seconds (option: Exclu-
sion Time). This must be increased if the file to be validated is already stored in
the archive but not yet assigned to the business object. This is helpful for
scanned documents, for example.

If documents that have already been archived are to be subsequently validated
and adjusted with ArchivelLink FileChecker, a report is available that determines
documents that have not yet been validated and marks them for subsequent
conversion (transaction: /seal/fck_al_make, report: /seal/fck_al_al500_-
make).

The external validation process for files returns a validation result in text form.
This validation result is assigned a validation status for further processing in
SAP. The assighnment can be changed via configuration (table: /seal/
fck_crois).

Conversion to PDF/A-compliant PDF files for files with a source format other
than PDF, for example Office formats such as Word, is supported.

SAP Business Suite as of EhP8 and S/4HANA on premise are supported. S/
4HANA Extended is not supported due to the integration technology used via
enhancements.

SEAL Systems 2024-06-13
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signature - by-
pass

Web service

delayed file vali-
dation

Archivelink FileChecker
System Description

Changes with Release 1.1.0, continuation

To prevent the signature of documents from being destroyed during an adjust-
ment, the adjustment of signed documents can be suppressed with the ADJUST/
B Validate and Adjust, Bypass when Signature action.

This option is only available for calls via RFC.

The functionality for validating, adjusting and converting is available as a Web
service. The use of the Web service replaces the connection via RFC server as
soon as the logical port for the Web service is entered when defining the vali-
dation (table: /seal/fck_ale11). An optionally specified converter is ignored in
this case.

Instead of the synchronous file validation, the file validation can first be marked
(table: /seal/fck_al@1e, Validation: D Delayed) and later converted via a
report (/seal/fck_al_al500_repeat).

2024-06-13 SEAL Systems
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Terminology

The following section explains the most important terms that are used in this documentation. Terms
identified by = refer to other terms in this section.
Customizing

Configuring the SAP system

cv04, cv04n
—>Transaction to start the search function in SAP DMS

CVLXX>, CV<XX>N
Transaction used for document search and management within the context of document
management in SAP DMS (refer to the SAP online documentation)

Document
—>Document information record

Document management system
In the document management system (short: DMS), the >document information records
and their assigned files are managed.

Document information record
A master record in the ->DMS containing management data for a document and original
files. To each document information record, a identification key is assigned, consisting of
four partial keys: type, number, part and version.

Developer license
Key giving an SAP user development authorizations

Client
A unit within an SAP system that is independent with regard to action, organization, and
data functions. It also has separate master records in a table within the SAP system

Naming convention
Agreement regarding name assignment for development purposes, for example all devel-
opments in a system should be given a prefix of X, Y, or Z as these prefixes have been
reserved for customers by SAP.

Namespace
Protected namespaces can be reserved upon request by SAP. The namespace for SEAL
Systems is /seal/, /sealc/ (for customer development) or /dvsrepro/ (old).

PKCS#12
Personal Information Exchange Syntax Standard that defines a file format which is pass-
word-protected saves the private key together with the associated certificate. The files
are in binary format and use the file extension .p12 or .pfx.

Public key certificate
Digital certificate which verifies the owner of the certificate and other properties of a
public key.

Root certificate
Certificate of a root certificate authority that verifies the subordinated certificates.

Transaction
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Means of executing programs

Transaction code

Identifier naming a ->transaction in the SAP system
Transport

Exporting/importing data between SAP systems
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Abbreviations
ABAP
Advanced Business Application Programming (SAP system programming language)
DPF®
Digital Process Factory® from SEAL Systems
DMS
Document management system
FTP
File Transfer Protocol
(0NN
Online Support Service
PDF
Adobe Portable Document Format
PDF/A
Adobe Portable Document Format (PDF/A norm)
PLM

Product Lifecycle Management

PLOSSYS®
Product family from SEAL Systems

RFC
Remote Function Call
RSA
Rivest, Shamir and Adleman Algorithm
SNC
Secure Network Communications
SSL
Secure Sockets Layer
SSO
Single sign-on
ArchivelLink FileChecker 2024-06-13 SEAL Systems
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A
application log
delete 64
display 62
specify level, activate 61
Archivelink FileChecker
exit, activate 43
Archivelink Loader
configuration

open 132
B
Basic Auth
activate 17

user, add 17
BC Set, see default
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client 142
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Archivelink Loader, open 132
Core Convert, open 133
test 49
Core Convert
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open 133
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cv<Xx>, cv<xx>n 142
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CNV_AFTER user exit 47
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developer license 142
directory
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R
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