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1 Introduction

purposeArchiveLink is a service in SAP which links ArchiveLink documents to a SAP 
object (document, material) and stores these documents to an archive system. 
Analogical to the DMS functionality SEAL Systems provides for these archived 
documents the ArchiveLink View Server application for identifying original files 
with the required information for the current business process step before 
viewing (stamp before). This way, the origin of the document is always obvi-
ously stamped as additional information on the modified document.

display alterna-
tives

Archived documents can be displayed in different scenarios at SAP, for 
example:

• Display of archived forms

• Display via services for object if the document is created via the Store 
Business Document menu item

example

target groupThis documentation is intended for system administrators, responsible for the 
installation and configuration of the ArchiveLink View Server module from SEAL 
Systems.
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Introduction, Continuation
in this chapter This chapter deals with the following topics:

→ Conventions in this Documentation, Page 7

→ Activate the Retrace of your Viewing Path in PDF, Page 8

→ Overview of Contents, Page 9
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Conventions in this Documentation

path specifica-
tion

The path information given in this documentation is relative to the installation 
directory of PLOSSYS netdome. This is usually the home directory of the plossys
user. The path information is indicated in Windows notation only in most cases. 
This corresponds to the Linux directory structures unless noted otherwise.

typographyThe following table lists the typographical conventions employed in this docu-
mentation.

Typographical 
Convention

Meaning

Consolas File names, paths, commands, menu items, keywords, 
special values, short scripts and examples

Consolas italic Parameters; variables that must be replaced by 
current values
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Activate the Retrace of your Viewing Path in PDF

description Adobe Reader provides buttons to retrace your viewing path of PDF pages that 
you viewed earlier. This makes reading easier and helps to keep the central 
theme.

instructions This is how you activate the buttons for retracing your viewing path in the PDF 
documentation as of Adobe Reader 10:

result Adobe Reader offers the following buttons to allow you jumping forward and 
backward in the document while showing pages you viewed in the reverse 
order that you viewed them:

Step Action

1 Activate the following options via the menu:

• View - Show/Hide - Toolbar Items - Page Navigation Show 
Tools

• Previous View: Activate

• Next View: Activate
ArchiveLink View Server 2024-01-10 SEAL Systems

System Description 1.2.0 www.sealsystems.com




1 Introduction 9
Overview of Contents

structureThis documentation has two parts: a description and a reference. The first part 
describes the functionality and the installation process using figures, step-by-
step-procedures and explanatory texts. The second part serves as a detailed 
reference guide, containing configuration settings, keywords etcetera.

descriptionThe description deals with the following topics:

→ Requirements, Page 10

This chapter describes the requirements which must be fulfilled for the instal-
lation and usage of ArchiveLink View Server.

→ Installation, Page 14

This chapter explains the required installation steps.

→ Basis Configuration, Page 22

This chapter deals with the basis configuration. Afterwards, ArchiveLink View 
Server is ready for use. A brief test may be executed.

→ Extended Configuration, Page 35

This chapter introduces the configuration options by means of which you can 
customize ArchiveLink View Server according to your requirements.

→ Logging, Page 56

This chapter explains the available information to understand changes and 
actions in ArchiveLink View Server.

referenceThe reference contains the following chapters:

→ Configuration Tables - Reference, Page 62

This chapter explains the meaning of the single configuration tables.

→ Start into the Most Important Configurations - Reference, Page 87

This chapters describes the most important configuration starts which are used 
in the further configuration.

→ Delivered Default (BC Set) - Reference, Page 89

This chapter illustrates the default configuration which is delivered for 
ArchiveLink View Server as BC Set.

changes→ Changes, Page 92

This chapter describes the most important changes for each released module 
version.

listsFor an easier overview, a bibliography, terminology list, abbreviation list, and 
index are included at the end of the documentation.
SEAL Systems 2024-01-10 ArchiveLink View Server

www.sealsystems.com 1.2.0 System Description




10 2 Requirements
2 Requirements

introduction This chapter describes the requirements which must be fulfilled for the instal-
lation and usage of ArchiveLink View Server.

in this chapter This chapter deals with the following topics:

→ SEAL Systems Modules, Page 11

→ SAP System - Version, Page 12

→ Required Authorizations, Page 13
ArchiveLink View Server 2024-01-10 SEAL Systems

System Description 1.2.0 www.sealsystems.com




2 Requirements 11
SEAL Systems Modules

modules and ver-
sions

SEAL Systems requires the subsequent modules from ArchiveLink View Server:

• Module Core Basis, version 1.5.0 or newer

• Module Convert Basis, version 1.2.0 or newer

• JRFC Server as of version 2.4.0

An executable installation of the modules mentioned above has to be available.
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SAP System - Version

requirement The following requirements must be fulfilled in the context of the SAP system:

• SAP system as of release 6.40
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Required Authorizations

 further infor-
mation

[SAP_AUTH_TEC] describes the authorizations required for SEAL Systems appli-
cations and their installation on SAP. You can use the roles and the authoriza-
tion profiles listed there and provided by SEAL Systems as templates for 
customizations.
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3 Installation

introduction This chapter explains the required installation steps.

requirement Before the installation, consider the requirements:

→ Requirements, Page 10

in this chapter This chapter deals with the following topics:

→ Installation - View Server, Page 15

→ Installation - SAP, Page 19
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3.1 Installation - View Server

in this chapterThis chapter deals with the following topics:

→ Establish the RFC Destination, Page 16

→ Specify the Stamp Layout, Page 17

→ Start the Programs on the View Server, Page 18
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Establish the RFC Destination

instructions This is how you establish an RFC destination on the view server:

1 Logon on the server.

2 Specify the RFC destination in:

• saprfc.ini

DEST=W47CS00

TYPE=R

SYSNR=00

GWHOST=sap8

GWSERV=sapgw00

RFC_TRACE=0

UNICODE=0

3 Enter a section for each SAP system and specify DEST from step 2 
as DESTINATIONS and the RFC destination to be started as PROGID
in:

• alviewserver.cfg

[W47]

DESTINATIONS = „W47CS00“

PROGID = „SEAL-ALVIEWS-OKP001“

PROGID = „SEAL-ALVIEWS-OKP002“

PROGID = „SEAL-ALVIEWS-OKP003“

[T6A]

DESTINATIONS = „T6ACS00“

PROGID = „SEAL-ALVIEWS-OKT6A1“

4 In the file from step 3, [ACTIVE] section, enter the section names 
whose RFC destinations are to be started as SECTION.

[ACTIVE]

SECTION = T6A

 further infor-
mation

The configuration and the meaning of the items in the configuration files are 
detailed in [SAP_BASECONF_SERVER_TEC].

Step Action

Example

Example

Example
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Specify the Stamp Layout

 related top-
ics

→ Unicode in Stamp Data - Check the Requirements, Page 38

stamp layout fileYou specify the stamp layout, like position, size and so on, in stamp layout files. 
These files have the file extension .stp.

nameThe name of the stamp layout file is specified with:

• STP_LAYOUT as parameter
The parameter contains only the file base name without path and without 
file extension, for instance stamp_layout.

• DVSVIEW_SERVER_STP as environment variable
The environment variable is only evaluated if the STP_LAYOUT parameter is 
not specified. The environment variable also contains only the file base 
name without path and without file extension.

defaultIf neither STP_LAYOUT nor DVSVIEW_SERVER_STP is specified, the following name 
is used as default:

default

locationThe stamp layout file is searched on the following directories: As soon as an 
existing stamp layout file is found, the search is aborted:

1 $SEAL_CUSTOMDIR\conf\common\stamp\name.stp

2 $PLSROOT\name.stp

3 $PLSROOT\tools\convcfg\pdfstamp\name.stp

4 $PLSROOT\server\plotserv\gates\sapconvert\name.stp

5 $PLSROOT\server\dpf\conf\dpf4convert\name.stp

 hint - stamp 
editor

The stamp editor tool facilitates the creation and maintenance of stamp layout 
files.

Level Processing
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Start the Programs on the View Server

description Programs must be started (on the view server) for the data exchange between 
the view server and SAP. If several view servers are used, the programs must be 
installed on each of the view server.

instructions This is how you start the required programs on the view server:

1 If the view server is a Windows server, check if the service SEALS-
ervice is started.

[SEALSERV_TEC]

2 Start the programs via:

sysstart

[SYSTEMSTATUS_TEC]

3 Check the correct operation by:

sysstatus

Step Action

further information:

further information:
ArchiveLink View Server 2024-01-10 SEAL Systems
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3.2 Installation - SAP

in this chapterThis chapter deals with the following topics:

→ Import the Transport, Page 20

→ Establish the RFC Destination (sm59), Page 21
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Import the Transport

transport re-
quest or add-on

The ABAP modules, the message class and the configuration tables for the 
module to be installed are saved in a transport request. Additionally, it is avail-
able as an add-on.

Import the transport request or add-on into your SAP system.

 further infor-
mation

For information how to import the transport or add-on, see [SAP_IMPORT_INS]
and [SAP_AAK_INS].
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Establish the RFC Destination (sm59)

alternativeInstead of specifying RFC destinations and converters separately and subse-
quently, you can establish multiple converters together with their required RFC 
destinations in one step:

→ Establish Multiple Converters, Page 48

Afterwards, you must specify the conversions for the view process:

→ Specify the View Process/Conversion, Page 27

instructionsThis is how you establish an RFC destination on the SAP system:

1 → Open ArchiveLink View Server Configuration, Page 88

2
Click  at

ArchiveLink View Server

→Basis Settings

→Connection between SAP and ArchiveLink View Server

→Establish RFC Destinations

Start the sm59 transaction.

3 Establish the desired RFC destinations.

Use the PROGID setting in the alviewserver.cfg file at Program ID,
for example, SEAL-ALVIEWS-OKP001.

→ Establish the RFC Destination, Page 16

The establishing of the RFC destination via the sm59 transaction is 
detailed in [SAP_BASECONF_SERVER_TEC].

Step Action

Hint - alternative:

Caution - PROGID on the server:Caution - PROGID on the serv-
er:

further information:
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4 Basis Configuration

introduction This chapter deals with the basis configuration. Afterwards, ArchiveLink View 
Server is ready for use. A brief test may be executed.

requirement You have successfully completed the installation:

→ Installation, Page 14

in this chapter This chapter deals with the following topics:

→ Activate the Default Configuration, Page 23

→ View Process/Stamp, Page 24

→ Check of the Configuration and Brief Test, Page 29

enhancements Besides this basis configuration, which you must do for the correct operating of 
ArchiveLink View Server, there are several additional configuration options 
available:

→ Extended Configuration, Page 35
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4.1 Activate the Default Configuration

BC Set - overviewThe following BC Sets are available:

• ArchiveLink View Server (/seal/view_al)

instructionsThis is how you activate the default configuration for ArchiveLink View Server:

1 → Open ArchiveLink View Server Configuration, Page 88

2
Click  at

ArchiveLink Loader

→Basis Settings

→Activate  the  Default  Configuration  (BC  Set)  -  Initial 

Install. Only

Instead of the steps 1 to 2, you can use one of the following trans-
actions:

• /seal/view_al_bcs

• scpr20 with Bus. Conf. Set:/seal/view_al

3
Check the provided defaults with  or compare them with the 
configuration already existent because of previous installations 

with .

4
Activate the desired BC Set via  in the initial installation or if you 
wish to explicitly accept the new defaults.

Step Action

Hint - alternative:
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4.2 View Process/Stamp

introduction You can specify a conversion for each workstation application in the SAP 
system, the format of which can be converted by SEAL Systems, to use the 
stamp functionality of ArchiveLink View Server.

These conversions must be assigned to converters.

in this chapter This chapter deals with the following topics:

→ Activate Exit, Page 25

→ Specify the Converter, Page 26

→ Specify the View Process/Conversion, Page 27

→ Activate the Stamp Functionality, Page 28
ArchiveLink View Server 2024-01-10 SEAL Systems
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Activate Exit

instructionsThis is how you activate the required exit explicitly:

1 → Open ArchiveLink View Server Configuration, Page 88

2
Click  at

ArchiveLink View Server

→Tools

→Activate/Deactivate ArchiveLink Exits

Instead of the steps 1-2, you can use the following transaction:

/seal/bas_al_onoff

3 Ensure that the following exit (oa_create_table_01) is activated:

• Identifier: AL View Server Exit

• Status: Activated

• Function Module: /seal/view_al_objectdisplay_01

Background knowledge:

The items are applied to the toaex table.

The /seal/view_al_objectdisplay_01 function module calls the /
seal/view_al_arcobj_get_table function module.

Step Action

Hint - alternative:
SEAL Systems 2024-01-10 ArchiveLink View Server
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Specify the Converter

instructions This is how you define a converter:

1 → Open ArchiveLink View Server Configuration, Page 88

2
Click  at

ArchiveLink View Server

→Basis Settings

→Connection between SAP and ArchiveLink View Server

→Define Converters

(table: /seal/cnv_cr002)

3 Enter:

• Converter: SEAL-AV-OK(example)

• Destination: SEAL-ALVIEWS-OKT6A1(example)
RFC destination from → Establish the RFC Destination (sm59), 
Page 21

several convert-
ers

You may define several converters with the same name and consecutive 
number. This prevents users from being blocked by currently running conver-
sions and avoids waiting time. If the converter is busy, SAP automatically orga-
nizes the queue.

A program for a simple handling is provided:

→ Establish Multiple Converters, Page 48

Step Action
ArchiveLink View Server 2024-01-10 SEAL Systems
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Specify the View Process/Conversion

instructionsThis is how you specify the conversion:

1 → Open ArchiveLink View Server Configuration, Page 88

2
Click  at

ArchiveLink View Server

→Basis Settings

→Connection between SAP and ArchiveLink View Server

→Define View Process

(table: /seal/view_al001)

3 Enter an arbitrary name for the conversion like

Conversion: SEAL-PDF2PDF

4 Enter:

• Converter:
Converter from step 3 in → Specify the Converter, Page 26

• MIME type of Source Object: application/pdf(example)

• MIME Type of Destination: application/pdf(example)

The remaining settings have reasonable defaults and do not need 
to be adjusted.

Step Action

Hint - defaults:

Example:
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Activate the Stamp Functionality

instructions This is how you activate the stamps:

 hint - deacti-
vate completely

If you wish to deactivate all stamps, you may deactivate the Stamp option for all 
items in the configuration table specified above.

Alternatively you may deactivate the exits:

→ Activate Exit, Page 25

services for ob-
ject - delete

If a business document from the attachment list offered via services for object 
is deleted, the business document will be displayed before the deletion. There-
fore, if the stamping is activated for the display, it will also be performed before 
the deletion.

Step Action

1 → Open ArchiveLink View Server Configuration, Page 88

2
Click  at

ArchiveLink View Server

→Basis Settings

→Activate Stamps

(table: /seal/view_al000)

3 For the desired conditions, activate:

Stamp: Activate
ArchiveLink View Server 2024-01-10 SEAL Systems
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4.3 Check of the Configuration and Brief Test

in this chapterThis chapter deals with the following topics:

→ Check the Configuration, Page 30

→ Execute a Brief Test, Page 32
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Check the Configuration

instructions This is how you check the current configuration of ArchiveLink View Server:

1 → Open ArchiveLink View Server Configuration, Page 88

2
Click  at

ArchiveLink View Server

→Tools

→Check Installation for ArchiveLink View Server

Instead of the steps 1-2, you can use the following transaction:

/seal/view_al_chk

3 Check, whether the configuration is complete and correct.

Step Action

Hint - alternative:

Example:
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Check the Configuration, Continuation
 check pro-
gram

You will find detailed information concerning the check program in [SAP_BASE-
CONF_SERVER_TEC].
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Execute a Brief Test

requirement → Start the Programs on the View Server, Page 18

check in the SAP 
system

This is how you test the basis functionality of ArchiveLink View Server in the SAP 
system:

Step Action

1 → Activate the Application Log, Page 57

2 Variant 1:

• Start the me23n transaction.

• Select a purchase order and an associated message.

• Display the purchase order form via:
Edit: Display Originals

3 Variant 2:

• Start the cv04n transaction.

• Select a document.

• Via services for object, display one of the business documents 
in the attachment list that are created via Store  Business 

Document.

Example:
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Execute a Brief Test, Continuation
partial testIf especially the process on the view server is to be tested, you can use a script 
which is available after you have started the stamp process on the SAP system 
at least once. The script restarts the conversion with exactly the same parame-
ters as at the first execution within the SAP system.

advantageThis makes the troubleshooting easier and faster because the start within the 
SAP system is omitted and all necessary parameters are available within the 
created files where they can be checked.

4 Variant 3:

• Start the sa38 transaction with: /seal/view_al_demo

• Enter:
• Archive: Content repository

Example: z7
• Document Type: Document type

Example: ZPOPDF
• Document ID: Document ID (table: toa01)

Example: 005056920FE91ED98C8DF35C596754CE
• Component ID: data
• File Name: Destination file including path

Example: c:\temp\test.pdf

• Click .

Example:

5 Check whether the desired stamp data is displayed on the docu-
ment and the executed actions are logged in the application log:

→ Display the Application Log, Page 58

Step Action
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Execute a Brief Test, Continuation
check on the 
view server

This is how you test the process on the view server:

1 Deactivate the deletion of the working directory at the configura-
tion of the conversion:

Delete Job Directory: N Never delete by SAP

→ Modify the Deletion of the Server Directory, Page 54

2 Start the stamp process within the SAP system, refer to the 
previous instructions.

3 Logon on the view server and start the following script in the 
working directory of the conversion executed in step 2:

startme.bat

4 Check if the following files exist in the temporary working directory 
after the conversion:

• Case of error: Error.txt

• Case of success: ConvPath.txt and Message.txt

5 Reset the deletion of the working directory after the test:

Delete Job Directory: E Delete, except if error

→ Modify the Deletion of the Server Directory, Page 54

Step Action
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5 Extended Configuration

introductionThis chapter introduces the configuration options by means of which you can 
customize ArchiveLink View Server according to your requirements.

requirementYou have successfully completed the basis configuration:

→ Basis Configuration, Page 22

in this chapterThis chapter deals with the following topics:

→ Stamp Data, Page 36

→ Defining the Behavior In the Case of Error, Page 45

→ Automatic Establishment and Unlock of Converters, Page 47

→ Modify the Deletion of the Server Directory, Page 54

→ Customize Value Help for Parameters in the Data Evaluation, Page 55
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5.1 Stamp Data

in this chapter This chapter deals with the following topics:

→ Noteworthy Information About Stamp Data, Page 37

→ Unicode in Stamp Data - Check the Requirements, Page 38

→ Specify the Data Evaluation, Page 39

→ Supported Parameters at the Data Evaluation, Page 41
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Noteworthy Information About Stamp Data

stamp - maxi-
mum number

You can specify up to 100 different stamp lines.

reasonThe maximum number is due to restrictions in tiffstamp and pdfstamp.

stamp - maxi-
mum length

Each stamp may contain any number of characters after the explosion of vari-
ables and optionally specified conditional expressions. At the data definition up 
to 1024 characters are supported, for example to define conditions or other 
expressions.
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Unicode in Stamp Data - Check the Requirements

required if These steps are only required if you want to use Unicode characters, like 
Chinese or Russian characters, as stamp data.

instructions To use Unicode characters as stamp data, you must ensure that the following 
requirements are fulfilled:

1 Check on the view server that JRFC Server is started instead of RFC 
Server.

2 Check on the view server that the following environment variables 
are defined:

SEAL_DEFAULTCODEPAGE=UTF8

SEALFONTS=InstallationDirectory\tools\fonts

By default, these environment variables are correctly defined in 
280.sealfonts.bat automatically.

3 On the view server, enter the following font for all text sections in 
the used stamp layout file:

TX_FONT -30001

4 Check on the view server that for all SAP Unicode systems in 
saprfc.ini the following is defined:

UNICODE=1

5 Check on the SAP system that the Unicode settings are correct in 
sm59 for the RFC destinations.

 Further information:

For more information, see [SAP_BASECONF_SERVER_TEC].

 related top-
ics

→ Specify the Stamp Layout, Page 17

Step Action

Hint - default:
ArchiveLink View Server 2024-01-10 SEAL Systems

System Description 1.2.0 www.sealsystems.com

https://www.sealsystems.de/fileadmin/mediaFiles/OtherFiles/Downloads/Doku/DVS/sapbasis_config_server_tec_de.pdf
https://www.sealsystems.de/fileadmin/mediaFiles/OtherFiles/Downloads/Doku/DVS/sapbasis_config_server_tec_en.pdf


Stamp Data
5 Extended Configuration 39
Specify the Data Evaluation

descriptionYou can specify parameters whose values are evaluated automatically, for 
example, from the document information and system/user data. Depending on 
the document type, language and so on, you can specify different values.

instructionsThis is how you specify the data evaluation for the stamp data:

1 → Open ArchiveLink View Server Configuration, Page 88

2
Click  at

ArchiveLink View Server

→Basis Settings

→Define Data Evaluation

(table: /seal/view_al125)

3 Specify the data that is to be evaluated:

• Parameter ID: Name of the parameter

• Data Evaluation: Value of the parameter

4
Save the modifications with .

 hint - sup-
ported parame-
ters

The following parameters are supported by default:

→ Supported Parameters at the Data Evaluation, Page 41

You may modify the value help for Parameter  ID containing the supported 
parameters:

→ Customize Value Help for Parameters in the Data Evaluation, Page 55

Step Action

Example:
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Specify the Data Evaluation, Continuation
 hint - possi-
ble values

For the available variables that are evaluated in Data Configuration, refer to 
the SAP online documentation of the data evaluation.

 related top-
ics

→ Unicode in Stamp Data - Check the Requirements, Page 38
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Supported Parameters at the Data Evaluation

descriptionWithin the data evaluation you may specify various parameters with values 
which are evaluated on the view server:

→ Specify the Data Evaluation, Page 39

overviewBy default, the following parameters are evaluated on the view server:

Parameter Description

ENABLE_PDFPROTECT Protect the PDF file

Values as boolean:

Y Protect the file

N Do not protect the file

Default: N

PDF_ENCRYPT Set security settings of PDF file

The specific security settings are specified in the 
parameters starting with CryptDpf4cAuthorize.

Values as boolean:

Y Set security settings

N Set no security settings

Default: N

PROTECT_CHANGE Security settings via the password protection for 
changing, refer also to the overview below

Values as enumeration:

notallowed Changes are not allowed

noprotection Allow all changes except removing 
pages

assemble Inserting, deleting and rotating pages are 
allowed

fill Fill and sign

notesandfill Note, fill and sign

Default: notallowed
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Supported Parameters at the Data Evaluation, Conti-

nuation
PROTECT_COPY Security settings via the password protection for 
copying contents, refer also to the overview below

Values as enumeration:

notallowed Copying is not allowed

noprotection Allow copying of content and access

text Copying of text and contents

access Text access for screen reader help

Default: noprotection

PROTECT_PRINT Security settings via the password protection for 
printing, refer also to the overview below

Values as enumeration:

notallowed Printing is not allowed

noprotection Allows printing

lowresolution Printing in low resolution allowed

Default: noprotection

PROTECT_SET_OPEN Specify a password for opening, refer also to the 
overview below

Values as boolean:

Y: Set password for opening

N Do not specify a password for opening

Default: N

Hint - password:

The password for opening is specified with:

PROTECT_OPEN_PW Encoded password

PROTECT_SET_RIGHTS Specify the permissions for the PDF file, refer also 
to the overview below

Values as boolean:

Y Specify permissions

N Do not specify permissions

Default: N

Hint - password:

The password for changing of the permissions is 
specified with:

PROTECT_OWNER_PWEncoded password

Parameter Description
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Supported Parameters at the Data Evaluation, Conti-

nuation
SIG_POSITION Position of the signature page

Values as enumeration:

First Signature pages as first page

Last Signature page as last page

Default: First

STAMP_PAGES Pages to be stamped

Values as enumeration:

0 All pages

i Page i

i, j, k Stamp only on page i, j, and k

i..j Page i to j

even Stamp on even numbered pages

last Stamp last page only

odd Stamp on uneven numbered pages

Default: 0

STAMP_x

PLS_STAMP_x (alt)

(x: 0..99)

Stamp Parameter x

Values as string

Default:

STAMP_0  <DRAW-DOKNR\conv=alpha>  <DRAW-DOKAR> 

<DRAW-DOKTL> <DRAW-DOKVR>: <TDWST-STABK>

STAMP_1 <TDWST-DOSTX>

STAMP_2  <SYST-UNAME>  <DATE\conv=_DATE> 

<TIME\conv=_TIME>

STAMP_3 <DOC-VERS_MAX>/<DOC-VERS_MAX_REL>

STP_LAYOUT

(old: PLS_DATA_8 or 
PLS_STAMP_99)

stamp layout file

Value as string

Basis name without path and without file exten-
sion

Example:

layout_fr

Parameter Description
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Supported Parameters at the Data Evaluation, Conti-

nuation
security settings The following figure provides an overview over the assignment of the security 
setting via the password protection to the parameters:

 related top-
ics

→ Specify the Stamp Layout, Page 17
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5.2 Defining the Behavior In the Case of Error

behavior in the 
case of error

Reply scenarios define the behavior in the case of error. Various behaviors 
depending on the error class and the error number can be specified:

• Display an error message, do not display the unstamped file

• Display a warning, display the unstamped file

• Display the unstamped file without warning

default behaviorIf no reply scenario is specified, an error message is displayed in the case of 
error and the unstamped file is not displayed.

specify a reply 
scenario

This is how you specify a reply scenario:

1 → Open ArchiveLink View Server Configuration, Page 88

2
Click  at

ArchiveLink View Server

→Extended Settings

→Define Reply Scenarios

(table: /seal/view_al005)

3 Specify the reaction depending on the error message within a reply 
scenario:

Reply on Error

assign the reply 
scenario

This is how you assign the reply scenario:

Step Action

Example:

Step Action

1 → Open ArchiveLink View Server Configuration, Page 88
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Defining the Behavior In the Case of Error, Continuation
2
Click  at

ArchiveLink View Server

→Basis Settings

→Connection between SAP and ArchiveLink View Server

→Define View Process

(table: /seal/view_al001)

3 Assign the previously defined reply scenario to the desired conver-
sion:

Reply scenario:

Example:

Step Action
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5.3 Automatic Establishment and Unlock of Converters

in this chapterThis chapter deals with the following topics:

→ Establish Multiple Converters, Page 48

→ /seal/cnv_cr_rfcdest_create - Options, Page 51

→ Unlock Converters, Page 53
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Establish Multiple Converters

purpose In general, there is only one converter defined for each conversion in the test 
system to prove the functionality. The settings of these converters are imported 
to the productive system as transport. For the operation on the productive 
system it is recommended to provide several converters for each conversion to 
avoid waiting time if multiple user execute the functionality of ArchiveLink View 
Server simultaneously.

instructions This is how you establish multiple converters:

Step Action

1 → Open ArchiveLink View Server Configuration, Page 88

2
Click  at

ArchiveLink View Server

→Basis Settings

→Connection between SAP and ArchiveLink View Server

→Alternative: Define Multiple Converters with RFC Destina-

tions

Hint - alternative:

Instead of the steps 1-2, you can use the following transaction:

/seal/cnv_cr_rfc
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Establish Multiple Converters, Continuation
3 Specify the desired settings:

Example:

Hint - converter name:

At Converter, you can use a new name or a name which you have 
already specified as converter → Specify the Converter, Page 26

Hint - options:

→ /seal/cnv_cr_rfcdest_create - Options, Page 51

4
Click .

5 Establish the created RFC destinations on the view server:

→ Establish the RFC Destination, Page 16

6 Specify the conversion which is to use these converters:

→ Specify the View Process/Conversion, Page 27

Step Action
SEAL Systems 2024-01-10 ArchiveLink View Server

www.sealsystems.com 1.2.0 System Description



Automatic Establishment and Unlock of Converters
50 5 Extended Configuration

Establish Multiple Converters, Continuation
result - message As result, the following message is displayed:

result - sm59 In the sm59 transaction, you will find the automatically created, consecutively 
numbered RFC destinations:

result - convert-
er definition

In the configuration at → Specify the Converter, Page 26, the server is inserted 
as converter with the specified number of RFC destinations:

technical back-
ground

The /seal/cnv_cr_rfc transaction starts the /seal/cnv_cr_rfcdest_create
program.
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/seal/cnv_cr_rfcdest_create - Options

establish multi-
ple converters - 
options

This chapter describes the options if you use the program to establish multiple 
converters:

→ Establish Multiple Converters, Page 48

overviewThe /seal/cnv_cr_rfcdest_create program provides the following options:

meaningThe options have the following meaning:

Parameter Meaning

Converter Enter the name of the converter which you have 
specified in the test system in the configuration 
at Define Converters as Converter. This name is 
assigned to the converters to be copied.

→ Specify the Converter, Page 26

Number of converters Enter how many converters based on this 
existing converter are to be established. The 
name of the existing converter is entered as 
name of the converters to be copied in combina-
tion with a continuous ascending number in the 
configuration at Define converters.

Destination Enter which RFC destinations is to be used for 
these converters. A continuous ascending 
number is added to this name like SEAL-VIEWS-
AL002, SEAL-VIEWS-AL003. This compound name 
is entered in the configuration at Define 

converters.

Transfer If a direct FTP/HTTP transfer is desired, you 
specify the corresponding name here. This name 
is entered in the configuration at Define 

converters.
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/seal/cnv_cr_rfcdest_create - Options, Continuation
Configure  TCP/IP 

destinations

Activate this option if the RFC destinations like 
SEAL-VIEWS-AL002, SEAL-VIEWS-AL003, are to be 
created with sm59 automatically. Otherwise, you 
must establish the RFC destinations manually.

Character  Width  in 

Target System

This option is only evaluated if the Configure 
TCP/IP destinations option is activated.

• Unicode:
This option must be activated if you use JRFC 
Server and an SAP Unicode system.

• Non-Unicode:
This option must be activated if you use the 
classic RFC Server and an SAP Unicode 
system.

The setting is transferred to the sm59 transaction.

For non-Unicode systems, this option is not rele-
vant.

Parameter Meaning
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Unlock Converters

instructionsThis is how you unlock a converter:

1 → Open ArchiveLink View Server Configuration, Page 88

2
Click  at

ArchiveLink View Server

→Tools

→Unlock converter

Instead of the steps 1-2, you can use the following transaction:

/seal/cnv_cr_free

3 Enter the converter which you want to unlock:

If a converter is explicitly specified with its number, it is always 
unlocked independently of its status. If all converters - without 
number - are to be released, converter in the R  Converting  now
status are not considered.

technical back-
ground

The /seal/cnv_cr_free transaction starts the /seal/cnv_cr_free_converter
program.

Step Action

Hint - alternative:

Example:

Hint - status:
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5.4 Modify the Deletion of the Server Directory

default By default, the temporary directories on the view server are always deleted in 
case of success. In case of error they are kept for error analysis. You may change 
this default setting.

instructions This is how you change the deletion of temporary directories on the validation 
server:

1 → Open ArchiveLink View Server Configuration, Page 88

2
Click  at

ArchiveLink View Server

→Extended Settings

→Define Action Codes

(table: /seal/cnv_cr004)

3 Enter:

• Action: AL_STANDARD

• Delete Job Directory: Desired delete behavior

Step Action

Example:
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5.5 Customize Value Help for Parameters in the Data 
Evaluation

instructionsThis is how you specify the parameters that are provided in the value help at the 
data evaluation:

1 → Open ArchiveLink View Server Configuration, Page 88

2
Click  at

ArchiveLink View Server

→Extended Settings

→Define Values for Header Parameters

(table: /seal/bas_cr150)

3 Insert a line with the following values:

• Parameter ID:
Parameter that is to be provided via the value help and written 
to the header

• Sorting:
Order of the parameters in the value help and header

If you specify a type at Type Name, the value specified in the data 
evaluation is mapped to one of the allowed values of this type 
before it is written into the header.

Step Action

Example:

Hint - type name and sorting:
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introduction This chapter explains the available information to understand changes and 
actions in ArchiveLink View Server.

description In the application log for ArchiveLink View Server on the SAP system if stamping 
is active, for every user can be logged whether the functionality of ArchiveLink 
View Server is executed successfully or not.

in this chapter This chapter deals with the following topics:

→ Activate the Application Log, Page 57

→ Display the Application Log, Page 58

→ Delete Items in the Application Log, Page 60
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Activate the Application Log

instructionsThis is how you activate the application log for ArchiveLink View Server:

1 → Open ArchiveLink View Server Configuration, Page 88

2
Click  at

ArchiveLink View Server

→Application Log for ArchiveLink View Server

→Activate/Deactivate Application Log for ArchiveLink View 

Server

Instead of the steps 1-2, you can use the following transaction:

/seal/view_al_llevl

3 Enter for each user:

Modul Name: /seal/view_al

Log Level: >0

With Display Configuration, you get an overview of the existing 
items.

4
Save the changes via .

Step Action

Hint - alternative:

Example:

Hint - overview:
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Display the Application Log

requirement The following requirements must be fulfilled to get log messages at the execu-
tion of ArchiveLink View Server:

→ Activate the Application Log, Page 57

→ Activate the Stamp Functionality, Page 28

instructions This is how you display the application log for ArchiveLink View Server:

1 → Open ArchiveLink View Server Configuration, Page 88

2
Click  at

ArchiveLink View Server

→Application Log for ArchiveLink View Server

→Display Application Log for ArchiveLink View Server

Instead of the steps 1-2, you can use the following transaction:

/seal/view_al_log

3 Specify the desired restrictions:

• Object: /seal/view_al

• Subobject: IMAGE

4
Start the display via .

Step Action

Hint - alternative:

Example:
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Display the Application Log, Continuation
 exampleExtract of the application log:
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Delete Items in the Application Log

instructions This is how you delete items in the application log for ArchiveLink View Server:

Step Action

1 → Open ArchiveLink View Server Configuration, Page 88

2
Click  at

ArchiveLink View Server

→Application Log for ArchiveLink View Server

→Delete Application Log for ArchiveLink View Server

Hint - alternative:

Instead of the steps 1-2, you can use the following transaction:

/seal/view_al_logd
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Delete Items in the Application Log, Continuation
3 Enter:

• Expiry Date:
• And  logs  which  can  be  deleted  before  the  expiry 

date: activate

• Selection Conditions:
• Object: /seal/view_al
• Desired restrictions

• Options: Activate the desired action

Example:

4
Start the action via .

Step Action
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7 Configuration Tables - Reference

introduction This chapter explains the meaning of the single configuration tables.

description Each configuration table and its fields is described in a separate section.

internal key When displaying the value help for certain fields, it is possible to display the 
internal key of the value in addition to the description text.

display key This is how you display the internal keys:

1
Click  in the icon bar of SAP GUIor press Alt+F12 alternatively 
and select the Options item.

2 Select on the left:

Interaction Design→Visualization 1

3 Activate in the Controls section:

Show keys within dropdown lists

in this chapter This chapter deals with the following topics:

→ AL View Server Configuration in /seal/img - Overview, Page 63

→ /seal/bas_cr150 - Range for Header Parameters, Page 64

→ /seal/cnv_cr002 - Converter, Page 67

→ /seal/cnv_cr004 - Action Codes, Page 70

→ /seal/cnv_cr021 - User Exits, Page 72

→ /seal/view_al000 - Activate Stamps, Page 75

→ /seal/view_al001 - View Process/Conversion, Page 77

→ /seal/view_al005 - Reply Scenario, Page 80

→ /seal/view_al125 - Data Evaluation, Page 82

Step Action
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AL View Server Configuration in /seal/img - Over-
view

overviewOverview of the IMG structure of the configuration of PDF Longlife Suite:
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/seal/bas_cr150 - Range for Header Parameters

requirement → Open ArchiveLink View Server Configuration, Page 88

description The parameters that are provided in the value help of the data evaluation, are 
specified.

open the table This is how you open the table:

1
Click  at

DVS View Server

→Extended Settings

→Define Value Help for Header Parameters

(table: /seal/bas_cr150)

Step Action
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/seal/bas_cr150 - Range for Header Parameters, 

Continuation
overviewThe table has the following parameters:

Parameter IDThe parameter is passed to the server via the header. The value is determined 
via the data evaluation.

The line with the most specific condition settings is evaluation for each param-
eter ID from all configuration line with matching conditions on the left. The line 
with the most matching conditions starting on the left is the winner. This is 
independent from the number of the continuation line. This means that a line 
may be the winner for a parameter which has not 0 specified as number of the 
continuation line.
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/seal/bas_cr150 - Range for Header Parameters, 

Continuation
The value is a string:

• NO_STAMP

In the context of DMS View Server:
Flag, whether the stamp functionality is to be suppressed individually 
(value: X). In this case, the file is not transferred to the server, if a conver-
sion or other processing is not required.

• STAMP_0

Internal name of the output parameter from the /seal/bas_cr150 table

Default: None

Type Name The range for the parameter is specified.

The data specified in the data evaluation is checked against this range and 
corrected - if required - before it is transferred to the server.

The value is a string:

• /seal/bas_cr_cmn_bool

Boolean

• /seal/bas_cr_dat_data

String

• /seal/bas_cr_cmn_file

File names

• /seal/bas_cr_dat_pages

Page settings

Default: None

Sorting Sorting specifies the sort order.

check configura-
tion

In regard to the configuration of the check configuration (table: /seal/
bas_cr021, /seal/bas_cr022):

Sorting specifies the sort order at the logging by the check program.

header parame-
ter - value help

In regard to the configuration of the value help for header parameters (table: /
seal/bas_cr150):

The parameter position in the value help and in the header is specified.

publishing tem-
plate job

In regard to the configuration of the publishing template job (table: /seal/
out_pb010):

Sorting specifies the order in which the items of the template output job are 
added to the new output job.

The value is an integer:

• 1

Default: None
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/seal/cnv_cr002 - Converter

requirement→ Open ArchiveLink View Server Configuration, Page 88

open the tableThis is how you open the table:

1
Click  at

ArchiveLink View Server

→Connection between SAP and ArchiveLink View Server

→Define Converters

(table: /seal/cnv_cr002)

descriptionConverters for processing are specified.

overviewThe table has the following parameters:

ConverterThe name of the converter is specified in /seal/cnv_cr002 table. This name is 
referred to at the further configuration.

The value is a string:

• SEAL-LL-OK

Any name for the converter which performs the conversion/processing

Default: None

Converter num-

ber

Several alternative servers (destinations) can be specified for each converter. 
Starting at 1, the first converter which is ready is used. Standby and non-
standby servers are distinguished during the search, see the Standby Server 
option.

The value is an integer:

• 1

Step Action
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Number of alternative; continuously ascending number, starting at 1

Default: None

Standby Server When searching free converters standby servers are taken into account only if 
all other non-standby servers are not running. If the converters of the non-
standby servers are busy with conversions, free standby servers will be ignored.

The value is a boolean:

• Activated
Standby server

• Deactivated
Non-standby server

Default: Deactivated

Destination Destination specifies the RFC server for the transfer.

 hint - multi-
ple clients

If different clients use the conversion/processing, you must use different RFC 
destinations for each client. This is important to ensure an orderly processing at 
simultaneous cross-client access.

The value is a string:

• SEAL-PDFLLS-OKA-001

Name of the RFC server destination which is specified by the sm59 transac-
tion

Default: None

FTP Destination This item is only evaluated in combination with the vault storage.

Do not specify this item. During run time the current data is inserted automat-
ically.

The value is a string:

• C23103D801CC3FB4BB1C1CB000000000

Destination for the FTP transfer from the fault to the central conversion 
server

Default: None

HTTP Destina-

tion

This item is only evaluated in combination with the KPRO storage.

Do not specify this item. During run time the current data is inserted automat-
ically.

The value is a string:

• C23103D801CC3FB4BB1C1CB000000000

Destination for the HTTP transfer from the KPRO storage to the central 
conversion server
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/seal/cnv_cr002 - Converter, Continuation
Default: None

StatusDo not specify this item. During run time the current status text is inserted auto-
matically if the conversion failed. It is not necessary to reset this field manually 
because it is always set automatically.

The value is a string:

• Ready for conversion

Current converter status

Default: None

Message NumberDo not specify this item. During run time the current error number is inserted 
automatically if the conversion failed.

The value is an integer:

• 12

Error number

Default: None

TransferThis name is referred to as Transfer at the configuration of converters in the /
seal/cnv_cr002 table and at the configuration of direct transfer configuration 
in the /seal/bas_cr111 table.

The connection data of the direct transfer, on the other hand, is specified in the 
/seal/bas_cr112 table.

This specification is only necessary, if a direct HTTP transfer between the work-
station and the server where the file is processed by the central conversion 
process is possible and desired. Otherwise, the processed file will be trans-
ferred via WS_DOWNLOAD from the central conversion process to the SAP system 
and from there to the workstation.

The direct HTTP transfer provides the advantage that it is faster because the 
SAP system is bypassed. As requirement, a HTTP service has to be established.

The value is a string:

• SEALHTTP

Unique internal identification

Default: None
SEAL Systems 2024-01-10 ArchiveLink View Server

www.sealsystems.com 1.2.0 System Description




70 7 Configuration Tables - Reference
/seal/cnv_cr004 - Action Codes

requirement → Open ArchiveLink View Server Configuration, Page 88

open the table This is how you open the table:

1
Click  at

ArchiveLink View Server

→Extended Settings

→Define Action Codes

(table: /seal/cnv_cr004)

description Actions for the processing are specified.

overview The table has the following parameters:

Action Action specifies the shortcut of the program that will be started in order to 
execute the action.

The value is a string:

• AL_STANDARD

Stamp/display the ArchiveLink document

• FCK

Check the file

• MULTIAKTE

Record2Go

• SINGLE_C

Convert/display the file

Default: None

Action Text Action Text contains a explaining description of the action.

The value is a string:

• ArchiveLink Conversion
Description for the ArchiveLink check

• Check the File

Step Action
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Description for the check

• Convert the File
Description for the conversion

• Record2Go
Description for Record2Go

Default: None

ProgramThe program that executes the action is specified.

The program is started via a SEAL RFC server. For this, the program and all fix 
parameters are specified. Environment variables, which are defined on the 
target server, can be used.

The value is a string:

• %DVSVIEW_SERVER_PROGRAM%

Default program for AL_STANDARD

• %FILECHECKER%

Default program for FCK

• dpfclient -wf Publish.createDocuemnt -a -result result.txt -f

Default program for SINGLE_C

• dpfclient -wf Publish.multiakte2go -f

Default program for MULTIAKTE

Default: Depending on Action

Delete Job Di-

rectory

Depending on the setting, the job-specific subdirectory on the target server, 
that contains the processed file, log and text files and - if the file was adjusted - 
the original file, will be deleted.

Values of the following enumeration are supported:

• N Never delete by SAP

The directory is never deleted.

• E Delete, except if error

The directory is not deleted in the error case. Only process errors are 
considered as errors but not - for instance - errors resulting from the file 
check.

• X Always Delete

The directory is always deleted.

Default: E Delete, except if error
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/seal/cnv_cr021 - User Exits

requirement → Open ArchiveLink View Server Configuration, Page 88

open the table This is how you open the table:

1
Click  at

ArchiveLink View Server

→Extended Settings

→Define User Exits

(table: /seal/cnv_cr021)

description User exits are specified.

overview The table has the following parameters:

User Group The item is only evaluated if the user group of the user who is currently logged 
on corresponds to the specified user group.

Unless a user group is specified, it is a global setting. This is valid for all users 
whose user group has no specific configuration.

The value is a string:

• SE

User group specified in the /seal/bas_cr051 table

Default: None

Module Name Module Name specifies the internal module name.

The following units are considered as modules:

• Standard modules like DDD/DMS Repro GUI

• All modules in the /dvsrepro/ or /seal/ namespaces that are not standard 
modules

• Special modules CV (document management) and CONV (SAP conversion 
server)

• Modules configured in the Core Base module

Step Action
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/seal/cnv_cr021 - User Exits, Continuation
• Development classes are considered as separate modules if they are not 
assigned to any other module.

allowed RFC des-
tinations

In regard to the configuration of the allowed RFC destinations (table: /seal/
bas_cr210):

• Module for which the allowed RFC destination is specified.

• If there is no item in this table for a module all RFC destinations are 
allowed for the module.

license manage-
ment

In regard to the configuration of the license management (table: /seal/
bas_cr300):

• Module from SEAL Systems, which is to be licensed

The value is a string:

• /seal/out_cr

Default: None

User exitThe user exit key is fixed and identifies the location where the assigned function 
module is started from the main program.

Values of the following enumeration are supported:

• DAT_BEFORE

Before the data evaluation

• DAT_AFTER

After the data evaluation

• JOB_CHANGE

Initialization

• CO_BEFORE

Before the check-out

• CO_AFTER

After the check-out

• CNV_AFTER

After the conversion

Default: None

Function ModuleFunction Module specifies the function.

The value is a string:

In regard to the configuration of general user exits (table: /seal/bas_cr012):

• ZSEAL_CNV_GROUP_GET

Function to determine the user group customer-specifically if the rule-
based assignment is insufficient

In regard to the configuration of the context recognition (table: /seal/
bas_cr080):

• BAPI_*
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Executed function module

In regard to the configuration of the DDC start depending on the document type 
(table: /seal/bas_dm130):

• /dvsrepro/zsepbtn_start_appl

Call of DMS Plot GUI

• /seal/out_dm_int_start_appl

Call of DDC

In regard to the configuration of the context menu of Easy DMS (table: /seal/
bas_dm330):

• /seal/out_dm_easy_dms_ddc

Output via DDC

In regard to the configuration of the action in CM/RM organizer (table: /seal/
bas_rm003):

• /seal/out_rm_ctx_print

Call of the DDC functionality which prints the desired documents

• /seal/r2g_rm_ctx_call

Call of the Record2Go functionality which converts the desired documents 
and collects them to one summary document

In regard to the configuration of converter user exits (table: /seal/cnv_cr021):

• ZCNV_DAT_GET

Function module assigned to the user exit key and containing the function-
ality

Default: None
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/seal/view_al000 - Activate Stamps

requirement→ Open ArchiveLink View Server Configuration, Page 88

descriptionThe stamping is activated depending on multiple settings.

open the tableThis is how you open the table:

1
Click  at

ArchiveLink View Server

→Basis Settings

→Activate Stamps

(table: /seal/view_al000)

overviewThe table has the following parameters:

ContRepIDThe item is only evaluated if the current content repository matches the speci-
fied content repository.

If no content repository is specified, it is called a global setting. This is valid for 
all content repositories which have no specific configuration.

The value is a string:

• Z7

Content repository

Default: None

Object TypeThe item is only evaluated if the current object type matches the specified 
object type.

If no object type is specified, it is called a global setting. This is valid for all object 
types which have no specific configuration.

The value is a string:

• BUS2012

Possible values for the type of the SAP business object, for instance busi-
ness object purchase order

Default: None

Document TypeDocument Type specifies the document type of the SAP voucher.

Step Action
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/seal/view_al000 - Activate Stamps, Continuation
The item is only evaluated if the current document type matches the specified 
document type.

If no document type is specified, it is called a global setting. This is valid for all 
document types which have no specific configuration.

The value is a string:

• MEOORDER

Default: None

Document Class The item is only evaluated if the current document class matches the specified 
document class.

If no document class is specified, it is called a global setting. This is valid for all 
document classes which have no specific configuration.

The value is a string:

• PDF

Storage format for documents in the external storage system

Default: None

Stamp Stamp activates or deactivates the stamping.

The value is a boolean:

• Activated
Stamping is active.

• Deactivated
No stamping

Default: Deactivated
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/seal/view_al001 - View Process/Conversion

requirement→ Open ArchiveLink View Server Configuration, Page 88

descriptionConversions for the stamping are specified.

open the tableThis is how you open the table:

1
Click  at

ArchiveLink View Server

→Basis Settings

→Connection between SAP and ArchiveLink View Server

→Define View Process

(table: /seal/view_al001)

overviewThe table has the following parameters:

User GroupThe item is only evaluated if the user group of the user who is currently logged 
on corresponds to the specified user group.

Unless a user group is specified, it is a global setting. This is valid for all users 
whose user group has no specific configuration.

The value is a string:

• SE

User group specified in the /seal/bas_cr051 table

Default: None

ConversionConversion specifies the name of conversion.

The value is a string:

Step Action
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/seal/view_al001 - View Process/Conversion, Conti-

nuation
• SEAL-PDF2PDF

Any name for the conversion

Default: None

Type Type specifies the type of assignment.

Values of the following enumeration are supported:

• SEAL SEAL Interface with Job Header

The assignment is done via a header.

• BC-XDC BC-XDC Interface

The assignment is done via the BC-XDC interface.

Default: None

Converter The name of the converter is specified in /seal/cnv_cr002 table. This name is 
referred to at the further configuration.

The value is a string:

• SEAL-LL-OK

Any name for the converter which performs the conversion/processing

Default: None

MIME type of 

Source Object

The application type has to be specified for each file to be processed. The eval-
uation of the file extension is not unique. Only the evaluation of the MIME type 
results in an unique application type.

The value is a string:

• application/pdf

Application type for processing the source file

Default: None

MIME Type of 

Destination

The application type has to be specified for each file to be created. The evalua-
tion of the file extension is not unique. Only the evaluation of the MIME type 
results in an unique application type.

The value is a string:

• application/pdf

Application type for creating the target file

Default: None

Timeout If many users apply the conversion functionality at the same time and all 
conversion servers are busy, the requests are registered in a reservation list. 
The assignment of the next conversion is strictly done in the time order of regis-
tration in this list. If no converter for the current request is available within the 
specified waiting time, the process is canceled with an error message.
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/seal/view_al001 - View Process/Conversion, Conti-

nuation
The reservation list is saved in the /seal/cnv_cr030 table. As soon as a converter 
is assigned, its ID is entered in the table. After the conversion, the item is 
deleted from the reservation list. Additionally it is checked, if the table contains 
obsolete entries. These are deleted automatically after 24 hours. This avoids 
reducing the supposed number of available converters because of incorrect 
remaining entries.

The value is an integer:

• 60
Waiting time in seconds for the assignment of a conversion server

Default: 0 (no waiting)

Conversion Tim-

eout (Sec)

If a conversion process hangs up, the connection remains allocated. The conver-
sion timeout specifies a limit for the conversion process. If the conversion 
program does not finish within this time, it is aborted and the connection is 
released.

The value is an integer:

• 600
Time limit in seconds for the conversion process

Default: 0 (no time limit)

Reply ScenarioIn the case of error, the specified reply scenario is applied.

The value is a string:

• NOSTP

Reply scenario specified in the /seal/view_al005 table

Default: 0 (no time limit)
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/seal/view_al005 - Reply Scenario

requirement → Open ArchiveLink View Server Configuration, Page 88

description The behavior in the error case is specified via reply scenarios.

open the table This is how you open the table:

1
Click  at

ArchiveLink View Server

→Extended Settings

→Define Reply Scenarios

(table: /seal/view_al005)

overview The table has the following parameters:

Reply Scenario In the case of error, the specified reply scenario is applied.

The value is a string:

• NOSTP

Reply scenario specified in the /seal/view_al005 table

Default: 0 (no time limit)

Message Class The reply scenario is applied if the current message class matches the specified 
message class.

The value is a string:

• /seal/view_al

Message class

Default: None

Message Number The reply scenario is applied if the currently returned error number matches 
the specified error number.

If no error number is specified, it is called a global setting. This is valid for all 
errors which have no specific configuration.

Step Action
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/seal/view_al005 - Reply Scenario, Continuation
The value is a string:

• 013

Error number

Default: None

Reply on ErrorThe reply scenario is applied if the currently returned error number matches 
the specified error number.

If no error number is specified, it is called a global setting. This is valid for all 
errors which have no specific configuration.

Values of the following enumeration are supported:

• E Error message as pop-up, no display of file

The error message is displayed. The unstamped file is not displayed.

• W Error message as pop-up, display of unstamped file

After a message box the unstamped file is displayed.

• S No error message, display of unstamped file

The unstamped file is displayed without any prior hint of the error.

Default: E Error message as pop-up, no display of file
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/seal/view_al125 - Data Evaluation

requirement → Open ArchiveLink View Server Configuration, Page 88

description The data evaluation is specified.

open the table This is how you open the table:

1
Click  at

ArchiveLink View Server

→Basis Settings

→Define Data Evaluation

(table: /seal/view_al125)

overview The table has the following parameters:

User Group The item is only evaluated if the user group of the user who is currently logged 
on corresponds to the specified user group.

Unless a user group is specified, it is a global setting. This is valid for all users 
whose user group has no specific configuration.

The value is a string:

• SE

User group specified in the /seal/bas_cr051 table

Default: None

ContRepID The item is only evaluated if the current content repository matches the speci-
fied content repository.

Step Action
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If no content repository is specified, it is called a global setting. This is valid for 
all content repositories which have no specific configuration.

The value is a string:

• Z7

Content repository

Default: None

Object TypeThe item is only evaluated if the current object type matches the specified 
object type.

If no object type is specified, it is called a global setting. This is valid for all object 
types which have no specific configuration.

The value is a string:

• BUS2012

Possible values for the type of the SAP business object, for instance busi-
ness object purchase order

Default: None

Document TypeDocument Type specifies the document type of the SAP voucher.

The item is only evaluated if the current document type matches the specified 
document type.

If no document type is specified, it is called a global setting. This is valid for all 
document types which have no specific configuration.

The value is a string:

• MEOORDER

Default: None

Document ClassThe item is only evaluated if the current document class matches the specified 
document class.

If no document class is specified, it is called a global setting. This is valid for all 
document classes which have no specific configuration.

The value is a string:

• PDF

Storage format for documents in the external storage system

Default: None

LanguageThe item is only evaluated if the current language matches the specified 
language.

If no language is specified, it is called a global setting. This is valid for all 
languages which have no specific configuration.
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Within variable text contents, the \lang option is evaluated if the concerning 
variable supports this option.

company lan-
guage

For the international use it is appropriate to evaluate a uniform company 
language instead of the logon language of the current user. For this purpose, 
the logon language can be mapped to another language in the /seal/bas_cr030
table which is then used for the data evaluation.

The value is a string:

• EN

Language key

Default: None

Parameter ID The parameter is passed to the server via the header. The value is determined 
via the data evaluation.

The line with the most specific condition settings is evaluation for each param-
eter ID from all configuration line with matching conditions on the left. The line 
with the most matching conditions starting on the left is the winner. This is 
independent from the number of the continuation line. This means that a line 
may be the winner for a parameter which has not 0 specified as number of the 
continuation line.

The value is a string:

• NO_STAMP

In the context of DMS View Server:
Flag, whether the stamp functionality is to be suppressed individually 
(value: X). In this case, the file is not transferred to the server, if a conver-
sion or other processing is not required.

• STAMP_0

Internal name of the output parameter from the /seal/bas_cr150 table

Default: None

Continuation Continuation specifies the number of the continuation line.

Because the number of characters in the Data Configuration column is limited 
to a maximum of 80 characters, the configuration of long data must be split into 
several continuation lines. The number for the continuation lines for a param-
eter must be ascending.

blank Trailing blanks at the end of each continuation line are removed. If the data of 
the continuation lines should be concatenated using a blank, this blank must be 
specified on the beginning of the next continuation line.

All continuation lines for a parameter are considered which have the same 
condition settings as the line which was the winner at the evaluation, see 
Parameter ID.

The value is an integer:

• 0
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Default: None

Data Configura-

tion

Data  Configuration specifies the value of the parameter. The value of the 
parameter is identified via the specified variables and the current data.

The F1 help of the Data Configuration column contains a link to the documen-
tation of the available values.

 hint - special 
character

Special characters in file names or URL specifications often cause a problem. 
The /seal/bas_cr_strl_url_escape function module (transaction: se37) 
ensures that special characters are replaced, for example <$FILE\conv=/seal/
bas_cr_str_url_escape>.

 hint - usr03The user data available via usr03, can be displayed by means of the /seal/
bas_cr_adr_usr_read function module (transaction: se37).

In the context of DDD the data of the job creator is used for usr03 on job level, 
on receiver level it is the data of the receiver and on document level the data of 
the user logged on.

 hint - charac-
teristic value:

The /dvsrepro/zrpr_dat_mat_class function identifies characteristic values of a 
material, for instance:

<FCT-/dvsrepro/zrpr_dat_mat_class\param=<STRUCT-BMS-

IDNRK>,S_ETLS\internal>

The following options are supported:

• \internal: Internal representation of the characteristic value

• \multival: Multiple value assignment

• \delim: Separator in case of multiple value assignment

• \lang: Language of the characteristic value

 Hint - status:Using the /dvsrepro/rpr_bm_data_status function, you can determine the 
system status/user status, for example:

• System status - internal identifier:
<FCT-/dvsrepro/rpr_bm_data_status\param=<STRUCT-AUFK-OBJNR>>

• System status - language-dependent description:
<FCT-/dvsrepro/rpr_bm_data_status\param=<STRUCT-AUFK-OBJNR>\text>

• User status - language-dependent description:
<FCT-/dvsrepro/rpr_bm_data_status\param=<STRUCT-AUFK-OBJNR>|USER-

STATUS\text\lang=en>

The following options are supported:

• \text: Status description

• \lang: Language of the status description

The value is a string:
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/seal/view_al125 - Data Evaluation, Continuation
• Value

Content of the parameter

• %EMPTY%

The parameter value is deleted explicitly.

Default: None
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8 Start into the Most Important Configurations 
- Reference

introductionThis chapters describes the most important configuration starts which are used 
in the further configuration.

in this chapterThis chapter deals with the following topics:

→ Open ArchiveLink View Server Configuration, Page 88
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Open ArchiveLink View Server Configuration

description All steps required for the configuration of the ArchiveLink Loader module are 
centralized in one place.

instructions - 
short

This is how you open the configuration of the ArchiveLink Loader module:

1 Start one of the following transactions:

/n/seal/img or /n/seal/view_al_img

2 The configuration of the module is centralized in:

ArchiveLink View Server

Step Action
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9 Delivered Default (BC Set) - Reference

introductionThis chapter illustrates the default configuration which is delivered for 
ArchiveLink View Server as BC Set.

in this chapterThis chapter deals with the following topics:

→ Specify the Action, Page 90

→ Activate Stamping Via DPF4View, Page 91
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Specify the Action

required if The settings described here are registered automatically, if you activate the 
following BC Set:

• ArchiveLink View Server (/seal/view_al)

→ Activate the Default Configuration, Page 23

These steps are necessary only if you wish to check or adjust the current 
settings.

instructions This is how you specify the action on the ArchiveLink View Server:

1 → Open ArchiveLink View Server Configuration, Page 88

2
Click  at

ArchiveLink View Server

→Extended Settings

→Define Action Codes

(table: /seal/cnv_cr004)

3 Enter:

• Action: AL_STANDARD

• Program: %DVSVIEW_SERVER_PROGRAM%

Step Action

Example:
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Activate Stamping Via DPF4View

required ifThe settings described here are registered automatically, if you activate the 
following BC Set:

• ArchiveLink View Server (/seal/view_al)

→ Activate the Default Configuration, Page 23

These steps are necessary only if you wish to check or adjust the current 
settings.

instructionsThis is how you activate the stamping via DPF4View:

1 → Open ArchiveLink View Server Configuration, Page 88

2
Click  at

ArchiveLink View Server

→Basis Settings

→Define Data Evaluation

(table: /seal/view_al125)

3 Activate the stamping via DPF4View with:

• Parameter ID: USE_DPF

• Data Configuration: Y or 1

4
Save the modifications with .

Step Action

Example:
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10 Changes

This chapter describes the most important changes for each released module 
version.

in this chapter This chapter deals with the following topics:

→ Changes with Release 1.2.0, Page 93

→ Changes with Release 1.0.1, Page 94
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Changes with Release 1.2.0

test programFor ArchiveLink View Server a test program is available (report: /seal/
view_al_demo).
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Changes with Release 1.0.1

DPF4View Via the USE_DPF parameter specified in the data evaluation, the old script 
method can be replaced by DPF4View.
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Terminology

The following section explains the most important terms that are used in this documentation. Terms 
identified by → refer to other terms in this section.

Customizing

Configuring the SAP system

cv04, cv04n

→Transaction to start the search function in SAP DMS

cv<xx>, cv<xx>n

Transaction used for document search and management within the context of document 
management in SAP DMS (refer to the SAP online documentation)

Document

→Document information record

Document management system

In the document management system (short: DMS), the →document information records 
and their assigned files are managed.

Document information record

A master record in the →DMS containing management data for a document and original 
files. To each document information record, a identification key is assigned, consisting of 
four partial keys: type, number, part and version.

Developer license

Key giving an SAP user development authorizations

Client

A unit within an SAP system that is independent with regard to action, organization, and 
data functions. It also has separate master records in a table within the SAP system

Naming convention

Agreement regarding name assignment for development purposes, for example all devel-
opments in a system should be given a prefix of X, Y, or Z as these prefixes have been 
reserved for customers by SAP.

Namespace

Protected namespaces can be reserved upon request by SAP. The namespace for SEAL 
Systems is /seal/, /sealc/ (for customer development) or /dvsrepro/ (old).

PKCS#12

Personal Information Exchange Syntax Standard that defines a file format which is pass-
word-protected saves the private key together with the associated certificate. The files 
are in binary format and use the file extension .p12 or .pfx.

Public key certificate

Digital certificate which verifies the owner of the certificate and other properties of a 
public key.

Root certificate

Certificate of a root certificate authority that verifies the subordinated certificates.

Transaction
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Means of executing programs

Transaction code

Identifier naming a →transaction in the SAP system

Transport

Exporting/importing data between SAP systems
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Abbreviations

ABAP

Advanced Business Application Programming (SAP system programming language)

DPF®

Digital Process Factory® from SEAL Systems

DMS

Document management system

FTP

File Transfer Protocol

OSS

Online Support Service

PDF

Adobe Portable Document Format

PDF/A

Adobe Portable Document Format (PDF/A norm)

PLM

Product Lifecycle Management

PLOSSYS®

Product family from SEAL Systems

RFC

Remote Function Call

RSA

Rivest, Shamir and Adleman Algorithm

SNC

Secure Network Communications

SSL

Secure Sockets Layer

SSO

Single sign-on
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Keywords

Symbols
/dvsrepro/rpr_bm_data_status 85
/dvsrepro/zrpr_dat_mat_class 85
/seal/bas_cr150 64
/seal/cnv_cr_rfc 48
/seal/cnv_cr_rfcdest_create 50
/seal/cnv_cr002 67
/seal/cnv_cr004 70
/seal/cnv_cr021 72
/seal/cnv_cr030 79
/seal/view_al_bcs 23
/seal/view_al_chk 30
/seal/view_al_img 88
/seal/view_al_llevl 57
/seal/view_al_log 58
/seal/view_al_logd 60
/seal/view_al001 75, 77, 80
/seal/view_al125 82

A
ABAP 98
Aktion 70
Aktionstext 70
alviewserver.cfg 16
Art 78

C
ContRepID 75, 82

D
Datenkonfiguration 85
default.stp 17
Destination 68
DMS 98
Dokumentart 75, 83
Dokumenttyp 76, 83
DPF® 98
DVSVIEW_SERVER_STP 17

E
ENABLE_PDFPROTECT 41

F
Fortsetzung 84
FTP 98
FTP Destination 68
Funktionsbaustein 73

H
HTTP Destination 68

J
Jobdir löschen 71

K
Konverter 67, 78
Konverternummer 67
Konvertierung 77
Konvertierungs-Timeout 79

M
MIME-Typ der Quelle 78
MIME-Typ des Ziels 78
Modulname 72
Msg.-Nummer 69

N
Nachrichtenklasse 80
Nachrichtennummer 80

O
Objekttyp 75, 83
OSS 98

P
Parameter-ID 65, 84
PDF 98
PDF_ENCRYPT 41
PDF/A 98
PLM 98
PLOSSYS® 98
PLS_STAMP_x 43
Programm 71
PROTECT_CHANGE 41
PROTECT_COPY 42
PROTECT_OPEN_PW 42
PROTECT_OWNER_PW 42
PROTECT_PRINT 42
PROTECT_SET_OPEN 42
PROTECT_SET_RIGHTS 42

R
Reaktion bei Fehler 81
Reaktions-Szenario 79, 80
RFC 98
RSA 98

S
saprfc.ini 16
SEAL_DEFAULTCODEPAGE 38
SEALFONTS 38
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100 Keywords
SIG_POSITION 43
SNC 98
Sortierung 66
Sprache 83
SSL 98
SSO 98
STAMP_PAGES 43
STAMP_x 43
Standby-Server 68
startme.bat 34
Status 69
Stempeln 76
STP_LAYOUT 17, 43
sysstart 18
sysstatus 18

T
TX_FONT 38

U
Übertragung 69
Userexit 73

Z
Zeitschranke 78
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Index

A
action

specify 90
application log

delete 60
display 58
specify level, activate 57

B
BC Set, see default

C
client 96
client, several 68
company language 84
configuration

ArchiveLink View Server, ArchiveLink View 
Server

configuration
open 88

test 30
conversion

abort after time limit 79
locked 48
specify 27
wait for free converter 78

converter
establish multiple 48
specify 26
unlock 53

customizing 96
cv<xx>, cv<xx>n 96
cv04, cv04n 96

D
data evaluation

characteristic value of a material 85
parameter, provided 55
system status/user status 85

Datenermittlung
Sonderzeichen ersetzen 85

default
BC Set, activate

ArchiveLink View Server 23
stamp layout file 17

delete
application log 60
directory on the view server 54
display with stamp data before deletion 28

developer license 96
directory

convention at the specification 7
DMS 96
document information record 96
document management system 96
document, see document information record
DPF4View

activate 91

E
error

display behavior, specification 45
exit

activate 25

I
installation

SAP system
transport request 20

L
language

company language 84
locked, conversion 48
logging

activate application log 57
delete application log 60
display application log 58

N
namespace 96
naming convention 96

P
password

PDF file, OPEN password 42
PDF file, specify permissions 42

path specification, convention 7
PDF

Icon zur einfachen Navigation aktivieren, 
ab Adobe Reader 10 8

PDF file
encode 41

PKCS#12 96
public key certificate 96

R
reply scenario

assign 45
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specification 45
requirement

module version 11
SAP system, version 12
Unicode 38

RFC destination
establish, SAP system 21
establish, server 16

RFC server 68
root certificate 96

S
SAP system

configuration 24
RFC destination, establish 21

script method
activate 91

SEALService
start 18

server
delete directory 54
RFC destination, establish 16
specify action 90
start 18

signature page
position 43

Sonderzeichen
in Datenermittlung ersetzen 85

source format, evaluate application type via 
MIME type 78

stamp
activate 28
data specification 39
deactivate 28
editor 17
layout 17

alternative stamp layout file 43
layout, determine stamp layout file 17
length 37
number 37
page specification 43

start
SEALService 18
server 18

T
target format, evaluate application type via 

MIME type 78
test

ArchiveLink View Server 32
configuration 30
conversion on the view server 34

transaction 96
transaction code 97
transport 97

import 20

U
Unicode

requirement 38

V
version

requirement 11
requirement, SAP system 12

view server
test 34

W
waiting time 78
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