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1 Introduction 5
1 Introduction
.......................................................................................................................................................

purposeThe PLOSSYS netdome Cartago Integration transfers output jobs to the Cartago
Engine on the Cartago server. The Cartago Engine converts the files in a speci-
fied format and sends them back to PLOSSYS netdome.
.......................................................................................................................................................

target groupThis documentation describes the installation and configuration of the Cartago
Live Interface in PLOSSYS netdome. This documentation is intended for use by
project managers of SEAL Systems.
.......................................................................................................................................................

in this chapterThis chapter deals with the following topics:

.......................................................................................................................................................

Topic Page

Conventions in this Documentation 6

Activate the Retrace of your Viewing Path in PDF 7

Overview of Contents 8
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Conventions in this Documentation
.......................................................................................................................................................

path specifica-
tion

The path information given in this manual is relative to the installation directory
of PLOSSYS netdome. This is usually the home directory of the plossys user. The
path information is indicated in Windows notation only in most cases. This
corresponds to the UNIX directory structures unless noted otherwise.
.......................................................................................................................................................

typography The following table lists the typographical conventions employed in this docu-
mentation.

.......................................................................................................................................................

Typographical
Convention

Meaning

Consolas File names, paths, commands, menu items, keywords,
special values, short scripts and examples

Consolas italic Parameters; variables that must be replaced by
current values

Consolas small More extensive scripts and examples
Cartago Integration 2016-11-11 SEAL Systems
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Activate the Retrace of your Viewing Path in PDF
.......................................................................................................................................................

descriptionAdobe Reader provides buttons to retrace your viewing path of PDF pages that
you viewed earlier. This makes the reading easier and helps to keep the central
theme.
.......................................................................................................................................................

instructionsThis is how you activate the buttons for retracing your viewing path in the PDF
documentation as of Adobe Reader 10:

.......................................................................................................................................................

resultAdobe Reader offers the following buttons to allow you jumping forward and
backward in the document while showing pages you viewed in the reverse
order that you viewed them:

.......................................................................................................................................................

Step Action

1 Activate the following options via the menu:
View - Show/Hide - Toolbar Items - Page Navigation Show Tools
• Previous View: activate
• Next View: activate
SEAL Systems 2016-11-11 Cartago Integration
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Overview of Contents
.......................................................................................................................................................

structure This documentation has two parts: a description and a reference. The first part
describes the functionality and the installation process using figures, step-by-
step-procedures and explanatory texts. The second part serves as a detailed
reference guide, containing configuration settings, keywords etcetera.
.......................................................................................................................................................

description The description deals with the following topics:

Kapitel 2, Requirement, Seite 11, describes the requirements which must be
fulfilled for the installation and usage. 

Kapitel 3, Overview, Seite 12, provides an overview of the workflow of the
Cartago integration.

Kapitel 4, Basis Configuration and Start, Seite 17, explains the basis configura-
tion and the start.

Kapitel 5, Extended Configuration, Seite 22, gives details on the further config-
uration.
.......................................................................................................................................................

reference The reference contains the following chapters:
• Kapitel 6, Files - Reference, Seite 25, with important configuration files
.......................................................................................................................................................

changes Kapitel 7, Changes, Seite 37, describes the most important changes for each
released module version.
.......................................................................................................................................................

appendix Anhang A, Example Files, Seite 41 contains example files.
.......................................................................................................................................................

lists For an easier overview, a bibliography, and index are included at the end of the
documentation.
.......................................................................................................................................................
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2 Requirement
.......................................................................................................................................................

supported plat-
forms

The currently supported platforms are described on the following website of
SEAL Systems:

http://www.sealsystems.com/service/hard-software
.......................................................................................................................................................

hardware re-
quirements

The current minimal requirements concerning the hardware are described on
the following website of SEAL Systems:

http://www.sealsystems.com/service/hard-software
.......................................................................................................................................................

software require-
ment - Cartago-
Live

A running version of the  Cartago live software must be installed on the Cartago
server.
.......................................................................................................................................................

software require-
ment - PLOSSYS 
netdome

As of PLOSSYS netdome version 4.5.2 the Cartago Integration is included in the
standard delivery. The following modules are required additionally:
• Initialization script:

plossys\server\plotserv\cartagoinit.pl

• Master module: makeset gate
The makeset gate modifies a single job to a set collation job and transfers it 
into the input directory of the Cartago format converter.

.......................................................................................................................................................

 related top-
ics

For more information to older PLOSSYS netdome versions, refer to 

→ Changes, Seite 37
.......................................................................................................................................................

http://www.sealsystems.de/service/rechnerausstattung
http://www.sealsystems.de/service/rechnerausstattung
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3 Overview
.......................................................................................................................................................

in this chapter This chapter deals with the following topics:

.......................................................................................................................................................

Topic Page

Workflow 13

Scenarios 14
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3.1 Workflow
.......................................................................................................................................................

assignmentA client sends output jobs into the PLOSSYS netdome input directory (PNE:
General Settings/Basic Configuration/Input Directories/file://AM/
${ENV.PLSIO}/cartago) on the PLOSSYS netdome server.
.......................................................................................................................................................

preprocessingAll necessary data and files are added internally in PLOSSYS netdome and
placed in the Cartago input directory (PNE: Special Converter/CartagoLive/
Cartago specific/Cartago Input File Path).
.......................................................................................................................................................

transfer to Carta-
go

The Cartago system monitors the Cartago input directory. If all necessary file
are present, the files are transfered onto the Cartago system and further
processed.
.......................................................................................................................................................

return to 
PLOSSYS net-
dome

After processing the result files and the information files are sent from the
Cartago system into the Cartago return directory (PNE: Special Converter/
CartagoLive/Cartago specific/Cartago Output File Path). 
.......................................................................................................................................................

outputPLOSSYS netdome monitors the Cartago return directory and outputs the result
files.
.......................................................................................................................................................
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3.2 Scenarios
This chapter deals with the following topics:

.......................................................................................................................................................

Topic Page

Splitting - makesetgate 15

No Splitting - Without makesetgate 16
Cartago Integration 2016-11-11 SEAL Systems
System Description Version 1.2.0 www.sealsystems.com



Scenarios
3 Overview 15
Splitting - makesetgate
.......................................................................................................................................................

splittingA job file, which may contain serveral data sets, is converted into a PLOSSYS
netdome set collation. Therefore the job file is placed in the PLOSSYS netdome
makesetgate. There makesetgate adds PLOSSYS netdome specific files to the job
file and complements it to a set collation. The set collection is placed in the
PLOSSYS netdome input directory data\io\cartago. On the basis of the file
format the Conversion Service assigns the data file to the Cartago converter.
The Conversion Service copies all files in the Cartago input directory. The
Cartago Engine splits the output file in serveral set members and sends the
output job with the set members back to PLOSSYS netdome. The set collation is
processed in PLOSSYS netdome according to the header settings.
.......................................................................................................................................................
SEAL Systems 2016-11-11 Cartago Integration
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No Splitting - Without makesetgate
.......................................................................................................................................................

no splitting The job file is transfered to the Cartago input directory. The job file is not
splitted but converted according to the setting and the converted file is
returned back to PLOSSYS netdome. The job file is outputted via PLOSSYS
netdome.
.......................................................................................................................................................
Cartago Integration 2016-11-11 SEAL Systems
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4 Basis Configuration and Start
.......................................................................................................................................................

in this chapterThis chapter deals with the following topics:

.......................................................................................................................................................

Topic Page

Configuration Options 18

Configure the Cartago Interface 19

Initialization - Script cartagoinit.pl 20

Start the Cartago Interface 21
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Configuration Options
.......................................................................................................................................................

configuration The following options are available for making settings on the Cartago system:
• Keywords in the [DEVICE] section of the plossys.cfg configuration file
• Template file on the Cartago system

 Caution - keywords
The keywords in plossys.cfg overwrite the settings in the 
default.job.xml template file on the Cartago system.
The CUSTOMER_TRANSFER_MODE keyword cannot be configured via a template 
file on the Cartago system.

• Header items
The header items have the same name as the keywords.

 Caution - header items
The header items overwrite the settings of the keywords in plossys.cfg. 

.......................................................................................................................................................
Cartago Integration 2016-11-11 SEAL Systems
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Configure the Cartago Interface
.......................................................................................................................................................

instructionsThis is how you configure the Cartago interface:

.......................................................................................................................................................

For further information of the Cartago Integration see

 related top-
ics

→ Extended Configuration, Seite 22
.......................................................................................................................................................

Step Action

1 Stop the PLOSSYS netdome system with:

sysstop 

2 Execute the server/plotserv/cartagonit.pl script in a SEAL shell.

 Caution - database

At the time of the call of cartagoinit.pl, the PostgreSQL database
must be started.

→ Initialization - Script cartagoinit.pl, Seite 20

3 Open configuration interface of PLOSSYS netdome: http://
plossys_server:8080/pcgui/login.seam.

4 Configure the Cartago input directory and the Cartago return direc-
tory in the configuration interface.

Special Converters → cartago®Live → Cartago specific

5 If necessary, configure the keywords in the PLOSSYS netdome
configuration file, which are relevant for the Cartago integration.

→ Configuration File plossys.cfg - Keywords, Seite 26
SEAL Systems 2016-11-11 Cartago Integration
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Initialization - Script cartagoinit.pl
.......................................................................................................................................................

The cartagonint.pl script executes the following upgrading in the PLOSSYS
netdome configuration interface:
• Installation of the Cartago®Live converter in the Special Converters menu

item.
• Installation of an input directory with the format CARTAGO in the General

Settings/Basic Configuration menu item

• Installation of Cartago-specific file formats in the General Settings/Basic
Configuration/File Formats menu item.

 Caution - no 
file extension

For Format Name CARTAGO there must be no file extension. The Cartago
converter is assigned via the input directory.
.......................................................................................................................................................

 Caution - da-
tabase

At the time of the call of cartagoinit.pl, the PostgreSQL database must be
started.
.......................................................................................................................................................
Cartago Integration 2016-11-11 SEAL Systems
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Start the Cartago Interface
.......................................................................................................................................................

instructionsThis is how you start the Cartago interface:

.......................................................................................................................................................

Step Action

1 Open configuration interface of PLOSSYS netdome: http://
plossys_server:8080/pcgui/login.seam.

2 Start the special cartago®Live converter.

3 Make sure that the Cartago Engine is running on the Cartago
server.
SEAL Systems 2016-11-11 Cartago Integration
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Cartago Integration 2016-11-11 SEAL Systems
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5 Extended Configuration
.......................................................................................................................................................

additional config-
uration options

The Special Converter/Cartago®Live menu item in the PLOSSYS netdome
configuration interface offers further possibilities to configure the processing of
the graphic files which are to be converted:
• user exit file

Specification of a script which modifies the jobname.job.xml file created in 
PLOSSYS netdome.

• process template file
Specification of a template file in XML format which contains the process 
node for all jobname.job.xml. The file must exist if values within the file 
should be modified. 

• Change header script
Specification of a script for the customizing of the PLOSSYS netdome 
header settings.

.......................................................................................................................................................
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6 Files - Reference
.......................................................................................................................................................

in this chapterThis chapter describes the following files:

.......................................................................................................................................................

Configuration File Page

Configuration File plossys.cfg - Keywords 26

Important Files 32
SEAL Systems 2016-11-11 Cartago Integration
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26 6 Files - Reference
6.1 Configuration File plossys.cfg - Keywords
.......................................................................................................................................................

introduction This chapter contains the reference information about the plossys.cfg config-
uration file.
.......................................................................................................................................................

restriction The sections which are relevant for the Cartago integration are described only.
.......................................................................................................................................................

location The configuration file is located on the Server in the /server/plotserv direc-
tory.
.......................................................................................................................................................
Cartago Integration 2016-11-11 SEAL Systems
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Output Device Section
.......................................................................................................................................................

The output device section contains configuration data for the output device
which are relevant for the Cartago integration.
.......................................................................................................................................................

keywordsThis chapter describes the keywords.
.......................................................................................................................................................

CUSTOMER_COUNTCUSTOMER_COUNT specifies the number of labels per track.

The keyword is used in the context of label printing.

The item is optional.

Available values: Integer
• value

Voreinstellung: none
.......................................................................................................................................................

CUSTOMER_HEIGHTCUSTOMER_HEIGHT specifies the height of a label.

The keyword is used in the context of label printing.

The item is optional.

Available values: Float in millimeter
• value

Voreinstellung: none
.......................................................................................................................................................

CUSTOMER_
ITERATION_NODE

CUSTOMER_ITERATION_NODE specifies the XML element in the input file, on which
the input data is splitted in serveral result files for a parallel processing.

The item is optional.

Available values: String
• element

Voreinstellung: none
.......................................................................................................................................................

CUSTOMER_
ITERATION_IDENT

CUSTOMER_ITERATION_IDENT specifies the identifier of the separated file.

The item is optional.

Available values: String
• //element/@id

Voreinstellung: none
.............................................................................................................................To be continued
SEAL Systems 2016-11-11 Cartago Integration
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Output Device Section, Continuation
.......................................................................................................................................................

CUSTOMER_OUTPUT CUSTOMER_OUTPUT specifies the target format, in which the Cartago converter
converts the input file.

The item is optional.

Available values: Enumeration
• AFP

• EP

• PCL

• PDF

• PS

• ZPL

Voreinstellung: PDF
.......................................................................................................................................................

CUSTOMER_
PACKET_SIZE

CUSTOMER_PACKET_SIZE specifies the number of data sets per package. If a file
contains 100 data sets, a PLOSSYS netdome member is created after every fifth
data set. Therefore a set collation with twenty members is created.

The item is optional.

Available values: Integer
• -1

The job file is not separated into serveral members.
• > 0

The job file is separated into serveral packages according to the value.

Voreinstellung: -1
.......................................................................................................................................................

CUSTOMER_
PRINTMODE

CUSTOMER_PRINTMODE specifies the printer mode.

The item is optional.

Available values: Enumeration
• T

TEAR_OFF
• R

REWIND
• P

PEEL_OFF_SELECT
• Q

PEEL_OFF_NOSELECT
• C

CUTTER

Voreinstellung: T
............................................................................................................................. To be continued
Cartago Integration 2016-11-11 SEAL Systems
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Output Device Section, Continuation
.......................................................................................................................................................

CUSTOMER_
RESOLUTION

CUSTOMER_RESOLUTION specifies the resolution of the printer.

The item is optional.

Available values: Integer in dpi
• value

Voreinstellung: 300
.......................................................................................................................................................

CUSTOMER_
TEMPLATE

CUSTOMER_TEMPLATE specifies the XSL template file for the creation of the target
file. 

If both keywords CUSTOMER_TEMPLATE and CUSTOMER_TEMPLATE_XPATH are set, the
value of CUSTOMER_TEMPLATE is used!

The item is optional.

Available values: String
• template_name

Template file on the Cartago system

Voreinstellung: none

 hint→ CUSTOMER_ TEMPLATE_XPATH, Seite 29
.......................................................................................................................................................

CUSTOMER_
TEMPLATE_XPATH 

CUSTOMER_TEMPLATE_XPATH specifies a xpath to the template file within the XML
input file.

If both keywords CUSTOMER_TEMPLATE and CUSTOMER_TEMPLATE_XPATH are set, the
value of CUSTOMER_TEMPLATE is used!

The item is optional.

Available values:
• /path1/path2</template>

Path specification

Voreinstellung: none

 hint→ CUSTOMER_ TEMPLATE, Seite 29
.............................................................................................................................To be continued
SEAL Systems 2016-11-11 Cartago Integration
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30 6 Files - Reference
Output Device Section, Continuation
.......................................................................................................................................................

CUSTOMER_
TRANSFER_MODE

CUSTOMER_TRANSFER_MODE specifies the transfer mode from the PLOSSYS
netdome server to the Cartago server. The keyword cannot be configured via a
template file on the Cartago system.

The item is optional.

Available values: Enumeration
• HOTFOLDER

Transfer via hotfolder mechanism
• REST

Transfer via REST interface
• RESTIGP

Transfer via IGP REST interface

Voreinstellung: HOTFOLDER

 hint Additional value settings must be configured via the configuration interface of
PLOSSYS netdome. 
.......................................................................................................................................................

CUSTOM-
ER_TRACK_COUNT

CUSTOMER_TRACK_COUNT specifies the number of tracks.

The keyword is used in the context of label printing.

The item is optional.

Available values: Integer
• value

Voreinstellung: none
.......................................................................................................................................................

CUSTOM-
ER_TRACK_SPAC-
ING

CUSTOMER_TRACK_SPACING specifies the distance of two labels which are printed
out on nearby tracks.

The keyword is used in the context of label printing.

The item is optional.

Available values: Float in millimeter
• value

Voreinstellung: none
............................................................................................................................. To be continued
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Output Device Section, Continuation
.......................................................................................................................................................

CUSTOMER_WIDTHCUSTOMER_WIDTH specifies the widths of a label.

The keyword is used in the context of label printing.

The item is optional.

Available values: Float in millimeter
• value

Voreinstellung: none
.......................................................................................................................................................
SEAL Systems 2016-11-11 Cartago Integration
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6.2 Important Files
.......................................................................................................................................................

in this chapter This chapter describes the following files which are important while using the
Cartago integration:

.......................................................................................................................................................

Files Page

Graphic File - File jobname.xml 33

Conversion Parameters - File jobname.job.xml 34

Information File - File jobname.sum.xml 35

Result File - Conversion Results 36
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Graphic File - File jobname.xml
.......................................................................................................................................................

contentsThe file contains data which is be converted.
.......................................................................................................................................................

locationThe file is located in the Cartago input directory. This directory can be config-
ured via the configuration interface of PLOSSYS netdome.

→ Configure the Cartago Interface, Seite 19
.......................................................................................................................................................

PLOSSYS net-
dome to Cartago

The file is transferred from PLOSSYS netdome to Cartago.
.......................................................................................................................................................
SEAL Systems 2016-11-11 Cartago Integration
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Conversion Parameters - File jobname.job.xml
.......................................................................................................................................................

contents The file contains the conversion parameters.
.......................................................................................................................................................

location The file is located in the Cartago input directory. This directory can be config-
ured via the configuration interface of PLOSSYS netdome.

→ Configure the Cartago Interface, Seite 19
.......................................................................................................................................................

PLOSSYS net-
dome to Cartago

PLOSSYS netdome creates the file and sends it to the Cartago system where it
is further processed.
.......................................................................................................................................................

template file Parameter which do not exist in the jobname.job.xml file, can be comple-
mented with parameters of a template file on the Cartago system.
.......................................................................................................................................................

backup After processing the file is stored in the data/plotserv/associated  directory
with the file extension jobname.cjx.
.......................................................................................................................................................

example You can find an example file with important conversion parameters in

→ Example - File jobname.job.xml, Seite 42
.......................................................................................................................................................
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System Description Version 1.2.0 www.sealsystems.com



Important Files
6 Files - Reference 35
Information File - File jobname.sum.xml
.......................................................................................................................................................

contentsThe file contains information about the conversion of the graphic file, messages
in the case of error and a listing of all result files.
.......................................................................................................................................................

Cartago to 
PLOSSYS net-
dome

After the conversion the file is transferred from the Cartago System to PLOSSYS
netdome into the Cartago return directory. This directory can be configured via
the configuration interface of PLOSSYS netdome.

→ Configure the Cartago Interface, Seite 19
.......................................................................................................................................................

backupThe file is stored in the data/plotserv/associated directory with the file exten-
sion jobname.cjx.

 hint - 
file extension

The .crx file extension must be defined in the server/plotserv/assoc-
files.cfg file.

 hint - 
additional infor-
mation

If the <additional-information> <add-info> section exists, the values of the
section are added to the header.
.......................................................................................................................................................

exampleYou find an example file in

→ Example - File jobname.sum.xml, Seite 44
.......................................................................................................................................................
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 Result File - Conversion Results
.......................................................................................................................................................

contents The files contain the conversion results. The format and the number of the
result files depend on the conversion settings.
.......................................................................................................................................................

Cartago to 
PLOSSYS net-
dome

After the conversion the file is transferred from the Cartago System to PLOSSYS
netdome into the Cartago return directory. The Cartago return directory can be
configured via PLOSSYS netdome Settings.

→ Configure the Cartago Interface, Seite 19
.......................................................................................................................................................
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7 Changes
.......................................................................................................................................................

in this chapterThis chapter describes the most important changes for each released module
version:

.......................................................................................................................................................

Version Page

Changes with PLOSSYS netdome Release 4.5.3 38

Changes with PLOSSYS netdome Release 4.5.2 39

Changes with PLOSSYS netdome Release 4.4.0 40
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Changes with PLOSSYS netdome Release 4.5.3
.......................................................................................................................................................

label printing The ZPL format for label printing is supported.
.......................................................................................................................................................
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Changes with PLOSSYS netdome Release 4.5.2
.......................................................................................................................................................

initialization 
script and make-
set gate

As of PLOSSYS netdome version 4.5.2 the Cartago Integration is included in the
standard delivery. The following modules are required additionally:
• Initialization script:

plossys\server\plotserv\cartagoinit.pl
• Module: makeset gate in Master

The makeset gate modifies a single job to a set collation job and transfers it 
into the input directory of the Cartago format converter.

.......................................................................................................................................................
SEAL Systems 2016-11-11 Cartago Integration
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Changes with PLOSSYS netdome Release 4.4.0
.......................................................................................................................................................

software require-
ment

• The Cartago Integration is supported as of PLOSSYS netdome version 4.4.0.
• The required software modules are not available in the master environ-

ment, but they must be required at the responsible software developer.
.......................................................................................................................................................
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Anhang A  Example Files
.......................................................................................................................................................

in this chapterThis chapter contains example files:

.......................................................................................................................................................

Files Page

Example - File jobname.job.xml 42

Example - File jobname.sum.xml 44
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Example - File jobname.job.xml
.......................................................................................................................................................

 example Extract of an example file:
<?xml version="1.0" encoding="UTF-8"?><job name="job000159660">
<created>plossys</created>
<type>rdy</type>
<process>

<template depp="false" type="xpath">./path1/path2</template>
<iteration>

<iteration-node>document</iteration-node>
<iteration-identifier>//document/header/customer_nr</itera-

tion-identifier>
<split-method>SAX</split-method>

</iteration>
<image-replace enabled="true">./conf/custom/resource-map-

ping.xml</image-replace>
<converter use="fop"/>
<threads/>

</process>
<outputs>
<output id="1">
<format>zpl</format>
<printer>
<resolution>432</resolution>
<printmode>R</printmode>
<label>
<width>44</width>
<height>66</height>
<count>22</count>
<track-count>3</track-count>
<track-spacing>7</track-spacing>
</label>
</printer>
<folder type="file">/C:/doc-engine/TEST-LOCAL/output/seal</folder>
<iteration>
<packet-size>-1</packet-size>
<summary-info enabled="true">
<add-info key="PLS_TRAY_3" type="text" value="INTRAY1"/>
<add-info key="PLS_TRAY_10" type="text" value="INTRAY3"/>
</summary-info>
</iteration>
</output>
</outputs>
<preview>false</preview>
<filter>
<pattern>.*rdy</pattern>
</filter>
<customer-datas>
<customer-data descr="headerdata" from="header" key="PLS_MIRROR" 
type="text" value="N"/>
<customer-data descr="headerdata" from="header" key="PLS_ORIG_EXT" 
type="text" value="xml"/>
<customer-data descr="headerdata" from="header" key="CUSTOMER_OUTPUT" 
type="text" value="zpl"/>
<customer-data descr="headerdata" from="header" key="SEAL_CODEPAGE" 
type="text" value="UTF-8"/>
<customer-data descr="headerdata" from="header" key="CUSTOMER_HEIGHT" 
type="text" value="66"/>
<customer-data descr="headerdata" from="header" key="PLS_FLAGPAGE" 
type="text" value="Y"/>
<customer-data descr="headerdata" from="header" key="PLS_PLOTPEN" 
type="text" value="BE"/>
<customer-data descr="headerdata" from="header" key="PEGASUS_JOBNO" 
type="text" value="159660"/>
<customer-data descr="headerdata" from="header" key="PLS_TRAY_10" 
type="text" value="INTRAY3"/>
............................................................................................................................. To be continued
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Example - File jobname.job.xml, Continuation
.......................................................................................................................................................
<customer-data descr="headerdata" from="header" key="PLS_META_TYPE" 
type="text" value="Document"/>
<customer-data descr="headerdata" from="header" key="CUSTOMER_TEM-
PLATE_XPATH" type="text" value="./path1/path2"/>
<customer-data descr="headerdata" from="header" key="PLS_HEADER_TYPE" 
type="text" value="PLOT"/>
<customer-data descr="headerdata" from="header" key="PLS_FOLD" 
type="text" value="N"/>
<customer-data descr="headerdata" from="header" key="SEAL_ORIGCODEP-
AGE" type="text" value="UTF-8"/>
<customer-data descr="headerdata" from="header" key="PLS_PLOTID" 
type="text" value="Test"/>
<customer-data descr="headerdata" from="header" key="PLS_TRAY_3" 
type="text" value="INTRAY1"/>
<customer-data descr="headerdata" from="header" key="PLS_PLOTDATE" 
type="text" value="2016-02-25T11:54:24"/>
<customer-data descr="headerdata" from="header" key="PLS_ORIG_NAME" 
type="text" value="Sample-Label"/>
<customer-data descr="headerdata" from="header" key="CUSTOMER_COUNT" 
type="text" value="22"/>
<customer-data descr="headerdata" from="header" key="PLS_PLOTCOPY" 
type="text" value="0"/>
<customer-data descr="headerdata" from="header" key="PLS_FIXCLT" 
type="text" value="N"/>
<customer-data descr="headerdata" from="header" key="PLS_SORT" 
type="text" value="Y"/>
<customer-data descr="headerdata" from="header" key="PLS_PLOTTYPE" 
type="text" value="CARTAGO"/>
<customer-data descr="headerdata" from="header" key="PLS_FORM_STYLE" 
type="text" value="default_${ENV.PLS_LANG}"/>
<customer-data descr="headerdata" from="header" key="PLS_COST_TYPE" 
type="text" value="USER"/>
<customer-data descr="headerdata" from="header" key="CUSTOMER_RESOLU-
TION" type="text" value="432"/>
<customer-data descr="headerdata" from="header" key="CUSTOM-
ER_TRACK_SPACING" type="text" value="7"/>
<customer-data descr="headerdata" from="header" key="PLS_SRCNODE" 
type="text" value="vApp-gw-dpf4"/>
<customer-data descr="headerdata" from="header" key="PLS_USERNAME" 
type="text" value="localadmin"/>
<customer-data descr="headerdata" from="header" key="PLS_JOB_GID" 
type="text" value="159660:1895194325"/>
<customer-data descr="headerdata" from="header" key="PLS_PLOTTER" 
type="text" value="pdfout"/>
<customer-data descr="headerdata" from="header" key="PLS_PLOTPAPER" 
type="text" value="BE"/>
<customer-data descr="headerdata" from="header" key="CUSTOMER_WIDTH" 
type="text" value="44"/>
<customer-data descr="headerdata" from="header" key="PLS_MAIL" 
type="text" value="N"/>
<customer-data descr="headerdata" from="header" key="PLS_PLOTSIZE" 
type="text" value="0.0 0.0 0.0 0.0"/>
<customer-data descr="headerdata" from="header" key="PLS_EXECNODE" 
type="text" value="vApp-gw-dpf4"/>
<customer-data descr="headerdata" from="header" key="PLS_DELTYPE" 
type="text" value="AFT24H"/>
<customer-data descr="headerdata" from="header" key="PLS_SCALE_TYPE" 
type="text" value="/MAXSCL"/>
<customer-data descr="headerdata" from="header" key="CUSTOM-
ER_TRACK_COUNT" type="text" value="3"/>
<customer-data descr="headerdata" from="header" key="CUSTOMER_TRANS-
FER_MODE" type="text" value="HOTFOLDER"/>
<customer-data descr="headerdata" from="header" key="PLS_CREATE_COVER" 
type="text" value="N"/
</customer-datas>
</job>
.......................................................................................................................................................
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Example - File jobname.sum.xml
.......................................................................................................................................................

 example Extract of an example file:
<?xml version="1.0" encoding="UTF-8" standalone="true"?>
<summary>

<counter>
<documents>1</documents> 
<pages>1</pages>

</counter>
<documents>

<document>
<document-name>job000159601.zpl</document-name>
<iteration-identifier value="DEF68380/00900"> 

<start-on-page>1</start-on-page>
<templates> 
<template name="Sample-Label_1501_fo.xsl">

<template-start-on-page>1</template-start-
on-page> 

<additional-information> 
<add-info value="INTRAY1" key="PLS_TRAY_3"/> 
<add-info value="INTRAY3" key="PLS_TRAY_10"/> 

</additional-information> 
</template>

</templates>
</iteration-identifier> 

</document>
</documents>

</summary>
.......................................................................................................................................................
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