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1 Version 1.12.0

1

Version 1.12.0

1.1 Module General

Independent of upper and lower case you can specify queue names only
once.
EDC-1561 30.06.2023 10:32:03

n.n

Queue names are not allowed to contain a ":" character. This had caused
errors during the transmission to Output Engine Systems.
EDC-1597 13.03.2025 10:58:10

easyPRIMA imports virtual queues from CVS files only once, ignores follo-
wing entries of the same queue, and logs a corresponding warning.
EDC-1602 17.06.2025 07:31:38

The "plossys5.pm" perl module has been renamed "outngn.pm". If you
replace the old file, you have to replace the "backend.pm" file as well. In
the "edc.cfg", the "PLOSSYS5REST" section has been renamed "OUTNG-
NREST", the "PLOSSYS5REST" section is still valid due to compatibility. In
the "customer.pm" file, the "SetEdcOutNgnPreBuild" user exit function is
available, the "SetEdcPlossys5PreBuild" user exit function is still valid due
to compatibility. Older database dumps (rollback) are compatible, the data-
base structure is unchanged.

EDC-1581 12.04.2024 13:53:15

The default port number of PLOSSYS Output Engine systems has been
changed to "631".
EDC-1566 18.08.2023 08:36:53

You can filter the results of import and export for errors and warnings.
EDC-1571 19.09.2023 13:16:00

easyPRIMA exports finishing options to PLOSSYS Output Engine Systems.
EDC-1600 06.05.2025 18:05:35
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Version 1.11.0

2.1 Module General

easyPRIMA is able to import virtual queues. Source for the queue data can
be either a PLOSSYS 5 System or a CSV file.
EDC-1512 11.07.2022 11:30:15

easyPRIMA 1.11.0 requires Perl Version 5.38.2. Previous Perl versions cause
problems when exporting queues.
EDC-1586 03.07.2024 13:44:51

In edc.cfg and edextract.cfg, the mapping of the parameters has been stan-
dardized to the "queuegroups" plural form. The "queuegroup" mapping is
still allowed for compatibility reasons.

EDC-1573 06.10.2023 15:39:23

For PLOSSYS 5, you may activate the "Use Copier-Service" queue para-
meter. If you need several copies of a document, the Copier Service enables
PLOSSYS 5 to send each copy separately to the printer. The output order
thenis 1-2-3, 1-2-3, ...

EDC-1578 24.11.2023 14:07:11

For PLOSSYS 5, you may activate the "External location (for remote queues
only)" queue parameter. Move the parameter from the HIDDEN tab to the
PLOSSYS tab and specify "Relevant for PLOSSYS 5".

EDC-1579 31.01.2024 10:36:22

2025-07-22 SEAL Systems
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3 Version 1.10.0
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Version 1.10.0

3.1 Module General

If a model name contains an inch character, easyPRIMA exports this
correctly to PLOSSYS Output Engine systems.
EDC-1580 26.03.2024 14:44:51

If errors occur during the export to SAP systems, you can activate the "Use
Detailed Logging" setting for SAP systems. This works as well for the queue
import from SAP systems.

EDC-1559 13.06.2023 14:01:31

As of Keycloak 21.0.1 only secured connections to the Keycloak server are
allowed. Furthermore the URL of the connection to Keycloak changes:
"https://<OIDC-Server Hostname>:32769/realms/SEAL/protocol/openid-
connect/token".

EDC-1564 14.07.2023 11:13:25

For the templates and the corresponding "templates.csv" of the PPD files, a
separate software package is available: "edc-outputdrivers".
EDC-1550 10.05.2023 10:19:05

You can select PPD files for queues. These are transferred to PLOSSYS 5

during the queue export.
EDC-1551 10.05.2023 10:21:13
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4.1

Version 1.9.0

Module General

German umlauts in a parameter are written correctly into *.queues.ini files.
EDC-1525 16.11.2022 15:54:13

After restoring a backup via "Manage Changes", "sysinit PostgreSQL" for
SealDB and "sealmigrate" are executed automatically.
EDC-1528 29.11.2022 12:02:57

UTF-8 special characters are displayed correctly when imported from
PLOSSYS 5 systems.
EDC-1517 22.08.2022 15:01:53

If the defined maximum size is exceeded, easyPRIMA renames the backup
file of the log file from edc.log. to edc.log.old. This way easyPRIMA and
SEALCC do no longer create differently named backup files.

EDC-1495 17.05.2022 09:53:19

In edc.cfg in the [GENERAL] section, the VALIDATE_ QUEUENAME_CASEIN-
SENSITIVE keyword is available. If this is activated, easyPRIMA validates the
gueue name case-insensitively when a queue is created and, this way,
prevents queue duplicates with the same character string.

EDC-1546 07.03.2023 13:20:31

Besides the basic table of the systems, the filter additionally includes the
sub-tables of the system types.
EDC-1534 01.02.2023 17:13:59

The "system forwarding" for PLOSSYS 5 systems has been deactivated. You
can implement this function with virtual queues.
EDC-1527 25.11.2022 17:59:54

Virtual queues provide brand and model information: "SEAL Systems" as
brand and "Virtual Queue" as model name. This values cannot be changed.
EDC-1524 03.11.2022 09:13:19

If the number of trays is not specified for a virtual queue, it is automatically
set to "0".
EDC-1526 17.11.2022 10:24:46

easyPRIMA supports the connection to an SAP Router. You can configure it
with the "SAProuter String" system parameter.
EDC-1530 17.01.2023 15:22:12

You can store search terms that you often use as favorites in edc.cfg. These
favorites are displayed on the top of the selection list of the search terms.
EDC-1456 21.10.2021 08:27:59

In P5 queues, you can define defaults for job parameters: "Duplex Output”,
"Print Quality" and "Color Output". These are used, if no value is specified
in the job.

EDC-1493 17.05.2022 09:43:14

2025-07-22
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4 Version 1.9.0 7

* You can add P5 job parameters as customer-specific parameters. For these
job parameters, you can for each queue separately define values in the
"OVERRIDE" mode that overwrite all other values.

EDC-1494 17.05.2022 09:43:43

e easyPRIMA can export printers with PJL output to PLOSSYS 5 systems and new - PJL output
import PJL connections from PLOSSYS 5 systems. in PLOSSYS 5
EDC-1508 22.06.2022 15:47:21

e The "sapwinQueue" queue parameter is available predefined in the new - "sapwin-

"Hidden" tab. You can activate it by moving it to the PLOSSYS tab. Queue" queue
EDC-1522 07.10.2022 14:51:52 parameter

e The selection method includes gaps in the defined namespace. new - SAPSPOOL
EDC-1358 15.07.2020 14:19:39 Short Name

e The selection method has been changed. If gaps occur in the numbering,
they will be filled. If all values in the namespace are in use, a warning is
displayed.

EDC-1529 13.12.2022 11:56:46

SEAL Systems 2025-07-22 easyPRIMA
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Version 1.8.0

5.1 Module General

easyPRIMA converts lower case letters in SAPSPOOL short names automati-
cally into upper case letters when saving them in the database.
EDC-1483 12.01.2022 16:37:04

The stamping functionality is rarely needed for printing under Windows.
The stamp configuration has been deactivated by default. You can reacti-
vate it in SEAL Master Driver 6.x and 7.x.

EDC-1394 27.11.2020 12:14:16

The maximum size of the edc.log file has been increased to 100 MB. The
limit for creating the edc.log.bak has been increased to 50 MB.
EDC-1242 06.09.2017 12:19:17

The "Available Media" and "Booklet Printing" parameters are available for
SEAL APW. You have to activate the parameters by making them visible in
the SEAL APW Parameters tab.

EDC-1467 18.01.2022 17:36:29

5.2 Module Virtual Queue

You can set up a virtual queue as failover, for load balancing or as a router.
EDC-1469 02.02.2022 10:31:28

2025-07-22
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6 Version 1.7.2 9

6 Version 1.7.2

6.1 Module General

e The ACTION_HISTORY_JSON_LOG parameter in the [GENERAL] section in new - Kibana log
The ACTION_HISTORY_JSON_LOG parameter in the [GENERAL] section in file
edc.cfg enables the creating of a log file in JSON format, which can be
imported into Kibana.edc.cfg enables the creating of a log file in JSON
format, which can be imported into Kibana. ACTION_HISTORY_LOG_USER-
NAME anonymizes the user name if required.
EDC-1449 13.09.2021 15:05:26

* You may use the access token of the SEALCC session to authenticate. For new - OpenlD
this set "AUTH_ACCESS_MODE" in the [OIDC] section of the edc.cfg to Connect
"SESSION". You need SEALCC version 2.1.0 or later version for it.

EDC-1447 06.09.2021 09:52:31

e If you use the access token of the SEAL Control Center session to authenti-
cate, you do no longer need user name and password to log on to PLOSSYS
5 systems.
EDC-1457 12.11.2021 08:45:00

e The queue parameter "Socket timeout causes error" is available. If thisis new - PLOSSYS 5
activated, an error is notified, if a TCP connection of a queue had to be queue parameter
closed after reaching a timeout. You have to activate the parameter in case
of need.

EDC-1451 17.09.2021 10:04:07

e The "USE_STRICT_SHOW_RIGHTS" parameter in the edc.cfg allows to new - access aut-
disable the reading access for not logged on users. horization
EDC-1452 04.10.2021 17:06:30

SEAL Systems 2025-07-22 easyPRIMA
www.sealsystems.de Version 1.12.0 Release Notes



10 7 Version 1.7.1
7 Version 1.7.1
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https://. The URI defines whether the transfer is encoded or not. You may
specify several URIs separated by comma. Patterns like "%name%" are
resolved.

EDC-1405 16.12.2020 15:15:47

If you export queues to PLOSSYS netdome 4.7.0 systemes, in rare cases parti-
cular Cyrillic, Chinese and Japanese UTF-8 characters are not decoded
correctly. In this case, deactivate the rereading of the plossys.cfg after the
export. For this, in the "[EDCEXPORTREST]" section of the edc.cfg, set the
value of the "EXPORT_ISCLI_QUEUE_LIMIT" parameter to "0".

EDC-1432 08.07.2021 14:00:33

"Relay Service" has been renamed to "OUTPUT Command". The "Relay
Service" system type is no longer needed. The three PLOSSYS 5 queue para-
meters, "Command Call", "Call Arguments" und "Expected return codes"
are located in the PLOSSYS tab and are displayed for the "COMMAND"
output method.

EDC-1428 16.06.2021 13:11:41

The new "Socket close timeout" queue parameter is available. This closes a
TCP connection to a queue unless the queue does close it correctly. You
have to activate the parameter in case of need.

EDC-1442 16.08.2021 13:58:46

2025-07-22 SEAL Systems
Version 1.12.0 www.sealsystems.de
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8 Version 1.7.0

8.1 Module General

e As of version 1.7.0, easyPRIMA uses JSAPcli for exporting queues to SAP
systems.

EDC-1363 30.07.2020 16:46:41

e easyPRIMA supports Perl 5.30.
EDC-1361 29.07.2020 10:05:42

SEAL Systems 2025-07-22
www.sealsystems.de Version 1.12.0
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9 Version 1.4.0
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The default for EXPORT_ISCLI_QUEUE_LIMIT has been changed to 0. This
way the command to reread the plossys.cfg after the finished export is
omitted.

EDC-1351 08.01.2020 14:26:14

Parameter patterns in queue parameters are resolved when exported to
PLOSSYS 5 systems.
EDC-1381 08.10.2020 08:24:21

You may import the Windows driver settings (DEVMODE settings) into
easyPRIMA as before and, additionally, add them manually.
EDC-1360 27.07.2020 10:59:31

You may include customer-specific parameters in the export to PLOSSYS 5
systems. For this you have to assign them to the "PLOSSYS" tab and mark
them as "Relevant for PLOSSYS 5".
EDC-1353 24.05.2017 08:58:49

The "Alternative queues" queue parameter allows the export to secondary
servers of a PLOSSYS 5 cluster, if the primary server is not available.
EDC-1354 15.06.2020 17:36:45

In the edc.cfg configuration file, there is a separate [PLOSSYS5REST] section
for PLOSSYS 5 settings. In this section, with the EXPORT_LOG_JSON para-
meter you can change the settings for the log messages of JSON strings.
With the GET_QUEUES_SINGLE_LIMIT parameter you can limit the number
of single queries for queue data. If the number of queues to be exported
exceeds the limit, the queue data of all queues of the PLOSSYS 5 system are
retrieved.

EDC-1386 20.10.2020 20:52:36

You may mark queues for deletion during the queue import via CSV file.
EDC-1341 22.04.2020 12:04:59

The "NATIVE_QUEUE" queue parameter is exported to PLOSSYS 5 systems.
EDC-1359 28.07.2020 09:42:14

The new "Number of output attempts"” queue parameter is available. With
this, in PLOSSYS 5 systems, you can define the maximum number of output
attempts for a job for each queue separately.

EDC-1389 05.11.2020 20:37:38

easyPRIMA is able to control queue status request in PLOSSYS 5 systems.
For this you have to configure the "Monitoring Time" (monitorMode) and
"Monitoring IPP URL" (monitorConnection) for the corresponding queues.
EDC-1395 02.12.2020 16:09:45

easyPRIMA 1.4.0 and later versions use SEAL Master Driver 7.x. SEAL
Master Driver 6.x is not supported any more.
EDC-1413 03.02.2021 19:46:00

easyPRIMA supports the SNC (Secure Network Communications) encryp-
tion for SAP systems.
EDC-1352 10.06.2020 14:08:07

2025-07-22 SEAL Systems
Version 1.12.0 www.sealsystems.de
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e In easyPRIMA the new "Relay Service" system type is available. Three new - system
gueue parameters are assigned to this system type and listed in a separate  type
tab: "Command Call", "Arguments" and "Expected Return Values".
EDC-1399 09.12.2020 10:28:02

e The central job distribution is available for PLOSSYS 5 systems. The proce- new - central job
dure is the same as for PLOSSYS netdome systems. The possible PLOSSYS 5 distribution for
target systems are exported by the "AVAILABLE_REMOTE_P5_SYSTEMS" PLOSSYS 5 sys-
gueue parameter tems
EDC-1355 19.06.2020 09:52:50

SEAL Systems 2025-07-22 easyPRIMA
www.sealsystems.de Version 1.12.0 Release Notes
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10

Version 1.3.1

10.1 Module General

Security gaps at the setting of cookies have been closed.
EDC-1269 23.04.2018 15:42:09

Old backup files in the '../data/edc/backup/sap' and '../data/edc/backup/
windows' directories are deleted. Only the last ten configurations are kept
as backup.

EDC-1280 31.08.2018 14:16:50

While the queues.ini files are created this activity is shown by a progress
indicator in the easyPRIMA user interface. After the generation of the files
is finished you will see the gear wheel again.

EDC-1226 13.07.2017 17:30:47

For the "Output Queue/Port" parameter you may configure additional
options for PLOSSYS netdome or PLOSSYS 5 separately, e. g. "@seh",
"?ports=nodefault”, "@seh?ports=nodefault" or "?US.." for PLOSSYS
netdome and "?stream=false" for PLOSSYS 5.

EDC-1268 18.04.2018 08:42:54

In easyPRIMA the authentication via OIDC is available. For this the new
[OIDC] section has been added to the edc.cfg, in which you may specify
your connection data.

EDC-1301 26.04.2019 15:46:20

If you make changes only at few queues, these are activated during export
by ISCLI command. Not until a specified number of queues is reached the
plossys.cfg is reread after exporting. You specify this number by the
EXPORT_ISCLI_QUEUE_LIMIT parameter in the edc.cfg.

EDC-1258 24.01.2018 17:33:54

The queuesini.log and apwrest-upload.log log files that are written during
the export of the queue data via queue groups are no longer independent
log files but part of edc.log instead.
EDC-1290 26.11.2018 14:03:35

The "SAPGOFU" option has been added to the list of device types. In order
to make it visible in the list you need to delete the "SAP_OM_PATYPE" para-
meter in the "Manage Queue Parameters" tab and add the SAP-specific
parameters again.

EDC-1261 21.02.2018 10:07:05

In the list of unassigned queues you may edit several queues at the same
time and make bulk changes.
EDC-1227 14.07.2017 12:22:38

2025-07-22
Version 1.12.0
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System type SAP: with the "Delete Printers without LOMS" system para-
meter you may specify whether queues without specified LOMS/output
system are to be deleted for each SAP-System individually. The SAP_DELE-
TE_WITHOUT_LOMS parameter in the edc.cfg is not used any more. All
system types: with the "System Cleanup for Queues" you may switch off
the automatic system cleanup when exporting via systems or system
groups.

EDC-1247 10.11.2017 16:03:54

In System Status the "EDC Management Server" system type is available.
You may use it if you install easyPRIMA on a separate server.
EDC-1232 25.08.2017 09:45:07

10.2 Module Batch Scripts

The 'edctransfertemplates.pl' script allows the distribution of new and
changed queue templates into all PLOSSYS netdome systems configured in
easyPRIMA. Thus you may update queue templates without a queue export
being necessary.

EDC-1288 26.10.2018 00:08:22

10.3 Module PLOSSYS 4

SEAL Systems
www.sealsystems.de

During the export the required files are written in a temporary directory
and copied to the system in one go at the end. The current files are saved in
the same temporary directory. In case of error, the original state of the
system can be restored this way, During a new export a new temporary
directory is created. The temporary files are stored as long as their number
does not exceed the number specified in the EXPORT_STORE_LIMIT para-
meter.

EDC-1251 17.01.2018 15:37:11

The PLOT_MIN_SIZE and PLOT_MAX_SIZE parameters have been added to
the pool device parameters. For PLOSSYS netdome versions earlier than
4.6.1 you need the 20181026 _am_iscli_2.3_infoserver_2.3_hotfix.zip FM
package on the PLOSSYS netdome server.

EDC-1272 23.05.2018 13:19:42

When exporting queues to PLOSSYS netdome the process waits for the
confirmation of the target system that the plossys.cfg has been reread. As
this may possibly take some time the waiting process can be disabled by
setting the following parameter in the edc.cfg: EXPORT_WAITFORCONFIR-
MATION ="n"

EDC-1250 17.01.2018 15:32:07

The 'edctransfertemplates.pl’ script allows the distribution of new and
changed queue templates into all PLOSSYS netdome systems configured in
easyPRIMA. Thus you may update queue templates without a queue export
being necessary.

EDC-1288 26.10.2018 00:08:22

2025-07-22
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10.4 Module SAP

The new SAP_COLOR queue parameter allows for individual settings that
differ from the default settings when printing out of SAP systems.
EDC-1248 13.11.2017 11:41:15

10.5 Module Windows

Queues that use TCP/IP- or SEAL port monitors are updated, deleted or
created when exporting via systems or system groups. Queues that use
other monitors remain untouched.
EDC-1204 22.02.2017 13:22:00

The generation of ini files (*.queues.ini) for Windows printing automatically
while exporting queues as well as explicitly by clicking the gear wheel icon
has been optimized.

EDC-1264 06.03.2018 12:29:04

You may adjust the media types (paper, film, etc.) that are offered in the
SEAL Master Driver according to your needs. First, change the value of the
RANGE keyword in the [PARAMETERS\medium] section in the
%PLSSV%\edc\conf\plossys\parameters.customer.cfg configuration file.
Then activate the COMBINE_TRAYS AND_ MEDIA = "Y" setting in the
edc.cfg configuration file.

EDC-1162 07.10.2016 14:12:25

In a new installation of easyPRIMA the imported driver settings in
"Windows Templates" are shown at the first opening of the page.
EDC-958 13.09.2012 13:20:58

You may import Windows native printers as templates in easyPRIMA if they
are installed in the same systems in which easyPRIMA is running.
EDC-961 14.09.2012 15:01:20

2025-07-22
Version 1.12.0

SEAL Systems
www.sealsystems.de



	Release Notes easyPRIMA
	1 Version 1.12.0
	1.1 Module General

	2 Version 1.11.0
	2.1 Module General

	3 Version 1.10.0
	3.1 Module General

	4 Version 1.9.0
	4.1 Module General

	5 Version 1.8.0
	5.1 Module General
	5.2 Module Virtual Queue

	6 Version 1.7.2
	6.1 Module General

	7 Version 1.7.1
	7.1 Module General

	8 Version 1.7.0
	8.1 Module General

	9 Version 1.4.0
	9.1 Module General

	10 Version 1.3.1
	10.1 Module General
	10.2 Module Batch Scripts
	10.3 Module PLOSSYS 4
	10.4 Module SAP
	10.5 Module Windows


