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1 Version 4.4.1

1.1 Module General
bug-fix - ready 
file

• The generation of the ready file has been optimized to prevent errors in
SAP spooler due to slow I/O operations.
SAOM-420 01.10.2024 13:46:46

new - SAP certifi-
cation

• BC-XOM is certified by SAP for PLOSSYS Output Engine.
SAOM-399 06.09.2024 11:01:29

new - no IPPS for 
HP-UX

• For HP-UX, only unencrypted IPP, not IPPS is supported.
SAOM-438 07.10.2025 10:06:29

1.2 Module oms_submit
new - oms_sub-
mit - parameters

• The assignment via oms_submit supports the following additional SAP
parameters: SAP_OMS_S_LOMS (&El logical OMS), SAP_OMS_S_DBLOCAT
(&Es NetWeaver system), SAP_OMS_S_CATEGORY (&d document type),
SAP_OMS_S_DRIVER (&l printer driver), SAP_OMS_S_PAGEAREA (&r page
area), SAP_OMS_S_REQUESTNAME (&s spool request name),
SAP_OMS_S_SPOOLREQNO (&N number of spool requests),
SAP_OMS_S_SPOOLOUTNO (&n number of output jobs for spool requests).
This supports all available BC-XOM print parameters.
SAOM-409 10.06.2021 16:55:06

1.3 Module OMS Server
bug-fix - repetiti-
on in the case of 
error

• The duplication of the waiting time after each transmission attempt speci-
fied in RETRY_WAIT_TIME has been removed.
SAOM-422 10.01.2025 09:57:11

new - IPP service• TRANSFER_TIMEOUT_ACTION (oms_server.cfg, [OMS_SERVER_PARAME-
TERS] section) defines how the server should react in the event of a
timeout during job transfer (TRANSFER_TIMEOUT_SECONDS): Usual error
handling (failover, retry) (none, default), start parallel thread (continue) or
terminate after the end of the running threads (terminate).
SAOM-405 24.09.2024 15:16:12

1.4 Module OMSWatcher
bug-fix - reply• OMSWatcher sends replies to the correct SAP system (as specified in the

output job), even if the SAP system is not found in the database of the
output management.
SAOM-419 25.11.2024 17:19:28
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2 Version 4.3.0

2.1 Module General
bug-fix - title • The assignment with oms_submit supports all special characters when

transferring the title (SAP_OMS_S_TITLE, "&T"), including =. The exception
is the % character, which is replaced by #.
SAOM-347 20.10.2022 13:28:01

new - installati-
on via rpm un-
der Linux

• The rpm installation package for SAP systems under Linux creates the group
and the user seal and assigns the user seal to the group seal. The write
permissions in the subdirectories of /opt/seal/seal-sap-oms/data are
restricted to the seal.seal user. The user running SAP must be assigned to
the seal group (until now: Everyone had write access to the subdirectories
of /opt/seal/seal-sap-oms/data).
SAOM-391 18.04.2024 09:30:39

• The rpm installation package for SAP systems under Linux sets up the
oms_server service so that it is restarted automatically.
SAOM-381 23.08.2023 12:16:02

2.2 Module OMS Server
new - IPP service • At the assignment via IPP service, the system waits 60 seconds (default) for

a response from the IPP server. If the IPP server does not respond within
this period, the transfer is interpreted as erroneous and the usual error
handling (failover, retry) is performed. The timeout can be changed with
TRANSFER_TIMEOUT_SECONDS (oms_server.cfg, section [OMS_SER-
VER_PARAMETERS], default: 60 seconds).
SAOM-395 06.06.2024 10:50:04

new - stop file, 
lock file

• oms_server updates the access time of its oms_server.lck lock file in the
data\sysstat directory every 10 seconds (until now: every 0.5 seconds). An
external process can use this to check whether oms_server is running. The
"oms_server -stop" call creates the oms_server.stop stop file in the
data\sysstop directory. As soon as the stop file exists, the running
oms_server process deletes it and terminates (until now: When
"oms_server -stop" was performed, the lock file was deleted and
oms_server was stopped. To avoid accidental stopping due to file access
problems, the absence of the lock file was checked repeatedly until
oms_server was terminated after 10 seconds). oms_server writes [R]
messages for all lock file and stop file actions to the log file.
SAOM-388 14.03.2024 15:03:17
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3 Version 4.2.0

3.1 Module OMS Server
new - IPP service• TSL 1.3 is support at the transfer via IPP service.

SAOM-379 11.07.2023 13:13:50

new - PowerPC• OMS Server is available for PowerPC (PPC).
SAOM-378 07.07.2023 13:43:28

new - SLES 15.5• OMS Server is available for SUSE Linux Enterprise Server (SLES) version
15.5.
SAOM-384 19.10.2023 16:24:14

3.2 Module OMSWatcher
bug-fix - notify 
file

• If errors occur during job or device reply to the SAP system, OMSWatcher
repeatedly attempts to report the reply to the SAP system. If MOVE_FAI-
LED_NTY_TO_ERROR=Y (omswatcher.cfg, section [OMSWATCHER, default:
N]) is set, OMSWatcher moves the associated notification files to the error
subfolder (until now: OMSWatcher always moved the associated notifica-
tion files to the error subfolder if the reply fails).
SAOM-345 20.10.2022 12:22:27
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4 Version 4.1.0

4.1 Module General
bug-fix - logging • The default for the maximum size of the log file (LOGSIZE) has been

increased from 2048 to 64000 KB in the configuration file oms_submit.cfg
and oms_server.cfg, so that information about the processed jobs is avai-
lable even at high throughput.
SAOM-370 16.03.2023 15:18:22

bug-fix - server 
name

• At the assignment with oms_submit, the $PLS_SRCNODE parameter
contains the host name of the SAP server that calls oms_submit. The
previous value of $PLS_SRCNODE, for example "W74-330" (SAP system and
client), is transferred as parameter SAP_OMS_SRCNODE.
SAOM-374 29.03.2023 09:57:29

new - installati-
on via rpm un-
der Linux

• The rpm installation package for SAP systems under Linux also contains a
Sudoers file that enables service control without root privileges.
SAOM-373 17.04.2023 16:07:47

4.2 Module OMS Server
bug-fix - IPP ser-
vice

• In case of an internal error (INTERNAL SERVER ERROR (0x500)) of the IPP
server during the assignment via IPP service, oms_server first checks the
status of the IPP server. The job is only repeated if the status of the IPP
server is not equal to IDLE (until now: The job was repeated immediately,
resulting in duplicate jobs).
SAOM-372 17.04.2023 15:40:53

new - logging • If a new log file is written after the specified maximum size is exceeded, the
server's version is written to the new log file. Log messages with job refe-
rence always contain the job ID. Debug messages have been reduced.
SAOM-371 24.03.2023 11:40:26

new - zLinux • OMS-Server is available for zLinux (IBM/s390x).
SAOM-340 09.06.2022 17:10:39

4.3 Module OMSWatcher
bug-fix - reply • The reply to the SAP system returned error -1 under Linux for the JSAPcli

call. This bug has been fixed.
SAOM-377 14.06.2023 14:04:18
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5 Version 4.0.0

5.1 Module General
bug-fix - SAP 
spool

• If problems occur during the transfer of a job from SAP spool to the
programs of SEAL Systems, the log file of oms_submit contains detailed
information. Incompletely copied target files are deleted (until now: No
cleanup was performed).
SAOM-273 16.10.2018 09:34:18

new - reply• As of Core/DM/RM Basis 1.3.6, replies for message control are generated
directly from the job replies. The explicit reply for message control via
JSAPcli has been removed from omsmessage.pl/omswatcher.pl.
SAOM-342 21.06.2022 15:00:38

5.2 Module OMS Server
bug-fix - missing 
output device

• If the output device is missing at the assignment via IPP service,
oms_submit reports this error to SAP spool in case of direct transfer, in case
of transfer with oms_server the job is not repeated and the error is
reported to SAP by OMSWatcher.
SAOM-277 17.01.2019 09:24:43

bug-fix - output 
in correct order

• Even very many, small jobs are processed in the correct order (until now:
With a high volume of small print jobs, such as label printing, the output
order was sometimes incorrect).
SAOM-337 09.02.2022 15:58:21

5.3 Module OMSWatcher
new - reconfigu-
ration in SAP

• Changes in the SAP configuration are automatically transferred to the
output management system. In addition, a time-controlled re-transfer to
the output management can be activated, which evaluates the time
interval set for the real OMS with 'Reconfiguration Request' (omswat-
cher.cfg, section [OMSWATCHER], AUTO_RECONFIG, default: N). By default,
it is not necessary to activate a time-controlled re-transfer of the SAP confi-
guration.
SAOM-339 15.03.2022 16:25:21
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6 Version 3.3.2.1

6.1 Module General
new - installati-
on via rpm un-
der Linux

• An rpm installation package (systemd configuration) is available for SAP
systems under Linux. This contains the necessary files and creates the
oms_server service, which is started when the Linux server is started and
automatically restarted in case of problems.
SAOM-325 22.10.2021 12:15:00

new - number of 
pages

• The assignment with oms_submit supports the number of pages of the
document (SAP_OMS_S_PAGES) with the additional parameter "&c".
SAOM-324 20.10.2021 15:39:28

6.2 Module OMSWatcher
bug-fix - automa-
tic start

• OMSWatcher is automatically started as "SAP OMS Watcher" as part of
PLOSSYS netdome (until now: Because of the different names in syss-
tartstop.ini and in the plug-in ("SAP OMS Watcher" versus "OMSWatcher")
OMSWatcher was not started).
SAOM-334 07.02.2022 17:22:55
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7 Version 3.3.1.0

7.1 Module OMS Server
bug-fix - load ba-
lancing/reliabili-
ty in PLOSSYS 5 
cluster

• The behavior of OMS Server in connection with load balancing/reliability in
a PLOSSYS 5 cluster has been corrected.
SAOM-322 21.09.2021 09:53:15

new - HP-UX• OMS Server is available for HP-UX. When transferring with IPP service, only
unencrypted access (IPP) but not encrypted access (HTTPS/TLS and IPv6) is
supported on HP-UX and RHEL 6.
SAOM-321 20.09.2021 16:36:29
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8 Version 3.3.0

8.1 Module General
bug-fix - notify 
file

• In case of an erroneous reply, the log file contains a meaningful error
message and the notify file (.nty) is moved to the "error" directory (until
now: The error was not logged and the notify file was deleted).
SAOM-309 15.02.2021 15:55:24

8.2 Module OMS Server
bug-fix - error 
handling

• In case of a program crash, a detailed message is written to the log file.
SAOM-296 26.06.2019 08:53:07

bug-fix - perfor-
mance

• As long as jobs are in the input directory, they are transmitted to the output
management system in the correct order without delay (until now: Only
one job was sent per second).
SAOM-315 28.06.2021 14:10:08

bug-fix - logging • At the SIGSEGV signal, OMS Server terminates and writes the current call
stack to the log file. On restart, the log file retains the size specified with
LOGSIZE (until now: On restart, the log file was truncated to the default
size).
SAOM-314 28.06.2021 13:52:55

new - perfor-
mance

• The assignment of the output management system via IPP service uses
parallel threads instead of starting a second process to increase perfor-
mance. It also prevents a blocking system from causing a delay in output to
other output management systems. To ensure output in the correct order,
only one transfer is allowed per server/output device combination.
SAOM-269 20.07.2018 08:00:19

new - Windows • OMS Server is available for Windows 2019/2016/2012 R2.
SAOM-313 16.06.2021 15:02:13

8.3 Module OMSWatcher
bug-fix - omsini-
tialize.pl

• OMSWatcher executes the initialization (omsinitialize.pl) only when
needed (until now: The initialization was called several times and caused
delay of replies to the SAP systems).
SAOM-306 04.11.2020 14:10:15

bug-fix - reply - 
asynchronous

• OMSWatcher starts the initialization asynchronously to ensure a delay-free
reply to the SAP systems (until now: The initialization was called synchro-
nously, so that there were delays in the reply).
SAOM-300 25.06.2020 17:59:53

new - reply - SAP 
system

• By default, the reply is sent to the SAP system that is in the output job.
Alternatively, it can be specified that the SAP system is used that is defined
as the target for callback under SAP configuration at Logical OMS (LOMS)
on the SAP system (omswatcher.cfg, section [OMSWATCHER], USE_CALL-
BACKTARGET, default: N).
SAOM-303 10.08.2020 14:18:05
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9 Version 3.1.0

9.1 Module General
bug-fix - 32 bit 
system/64 bit 
system

• The required files for the SAP system are provided for Linux and Windows
both as 32 bit version and 64 bit version. For UNIX (AIX, HP-UX, Solaris),
only the 64 bit version is available. Exception: The variant, which supports
the reply of the assignment to the SAP system, is delivered as 32 bit version
only.
SAOM-257 06.07.2017 17:30:36

bug-fix - user 
name with um-
lauts

• SAP user names with Unicode characters (for example, umlauts) are
processed correctly.
SAOM-274 14.11.2018 14:09:29

bug-fix - IPP ser-
vice

• At the assignment of PLOSSYS netdome from SAP via IPP service (port
contains the substring 631 or 443), the standard kNet port 7125 is used for
additionally necessary control commands via kNet.
SAOM-290 16.05.2019 11:41:11

bug-fix - reply• At the device status reply, the status BUSY is replied as PRINTING (previ-
ously: IDLE, BUSY, STANDBY were not differentiated and replied to the SAP
system as OK status). This fix requires PLOSSYS netdome 4.6.1 with the
newest Infoserver patch.
SAOM-284 05.04.2019 17:24:28

new - IPP service• As of PLOSSYS netdome 4.6.0, the transfer via IPP service is configured in
sysinit instead of using PLOSSYS netdome settings, see BC-XOM system
description.
SAOM-289 30.04.2019 12:19:39

new - oms_sub-
mit.cfg

• In the oms_submit.cfg configuration file, [OMS_SUBMIT] section, the
maximum size of the log file can be defined with LOGSIZE as an alternative
to the -logsize call parameter and the log scope with LOGLEVEL as an alter-
native to the -loglevel call parameter in order to reduce the number of
characters when calling.
SAOM-251 26.01.2017 15:48:36

new - SAP S/4HA-
NA

• BC-XOM is available for SAP S/4HANA.
SAOM-244 08.07.2016 09:22:19
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10 Version 3.0.2

10.1 Module General
bug-fix - IPP ser-
vice

• The [EXTENSION_MAPPING] section is evaluated at the transfer via IPP
service (unencrypted/IPP and encrypted/HTTPS), where the source file
extensions in the SAP system are assigned to target file extensions in the
external output management system. This is important above all for the
processing of file in native format (until now: Files in native format were
always assigned to the DAT file extension).
SAOM-247 01.09.2016 14:31:47

bug-fix - net-
work connection

• oms_server keeps the recent used kNet-/franss3 connection open due to
performance reasons. If this connection is not used for a longer time or it is
open for more than two days this could cause network problems. Using
KNET_DISCONNECT_AFTER_IDLE_MINUTES and KNET_DISCONNECT_AF-
TER_TOTAL_HOURS, the connection is closed time-controlled and reesta-
blished with the next job.
SAOM-223 08.09.2015 12:57:29

bug-fix - perfor-
mance

• A second process performs the repetition in error case at the transfer via
oms_server (log file: oms_server_retry.log). This unloads the first process
and increases the performance for jobs with successful assignment.
SAOM-258 25.07.2017 16:33:35

bug-fix - logging • The logging of SAP access errors is written into an additional log file with
"jsapcli"_ as prefix, for instance jsapcli_omsinitialize.log or jsapcli_omswat-
cher_<ID>.log. In addition to that, the entries are copied to omsinitia-
lize.log and omswatcher.log.
SAOM-194 23.07.2012 10:04:25

bug-fix - reply • The number of the combined job replies (number of events, COUNTER) is
considered in order to avoid dumps in SAP.
SAOM-252 23.02.2017 09:27:30

bug-fix - 
SXMI_XOM_JOBS
_CALLBACK

• The SXMI_XOM_JOBS_CALLBACK item in [OMSWATCHER] in omswat-
cher.cfg is active for the reply within the message control or document
reply within DDD and DMS Repro GUI with the following default: /
DVSREPRO/ZOMS_JOBS_CALLBACK. The SAP function is only replaced if the
specified function exists in the SAP system. Otherwise the SAP default reply
function is used automatically.
SAOM-256 23.06.2017 16:45:36

bug-fix - UNIX • The compatibility of oms_startup to UNIX output systems has been
improved.
SAOM-191 05.07.2012 12:20:12

new - file format • With CHECK_FORMAT Y (oms_submit.cfg: [OMS_SUBMIT]) the
SAP_OMS_FILE_FORMAT=OTF item is written into the header for SAP lists
and OTF files in order to optimize the further processing.
SAOM-261 23.01.2018 16:28:51

new - installation • The required BC-XOM components for the SAP server (oms_server,
oms_submit, ...) are delivered in the install directory under oms_server for
all supported platforms as TAR archive.
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SAOM-245 11.07.2016 15:17:32

new - IPP service• IPP_CONNECT_TIMEOUT_MSECS (oms_submit.cfg: IPP, oms_server.cfg:
OMS_SERVER_PARAMETERS) specifies the time period in milliseconds,
after which a connection retry is aborted, if the IPP server is not available.
Default are 3000 milliseconds.
SAOM-260 13.11.2017 15:07:59

• The assignment of PLOSSYS netdome from SAP can optionally be executed
via IPP service in addition to kNet: IPP (unencrypted) and HTTPS (IPP
encrypted, IPP-SSL).
SAOM-189 06.06.2012 16:11:28

new - load balan-
cing

• Load balancing is supported also in the context of IPP service
(oms_server.cfg, [OMS_SERVER_PARAMETERS] section,
LB_ROUND_ROBIN, default: Y). For the output in the correct order of jobs
of one user to one output device, a server can be reserved for this output
device (oms_server.cfg, [OMS_SERVER_PARAMETERS] section, QUEUE_EX-
CLUSIVE_TO_SERVER_TIME, default: 10 seconds).
SAOM-254 04.04.2017 13:53:14

new - without 
RFC functionality

• The oms_server delivered as default does not requires a SAP RFC Shared
Library any longer. This variant does not support the direct reply of the assi-
gnment to the SAP system. If direct replies of the assignment are required
(omsserver.cfg: SAPNOTIFY > 0) the alternative binary oms_server_rfccm
has to be started, which still needs the following library: librfc32.dll
(Windows)/librfccm.so (Linux).
SAOM-172 08.09.2011 08:31:44

new - reply• JSAPCLI_TIMEOUT in omswatcher.cfg specifies after how many seconds the
JSAPcli call for the reply is to be canceled. Default are 300 seconds.
SAOM-259 03.08.2017 12:52:34

• The output of missing sheets is replied to SAP as error by default (until
now: default: success). The behavior can be changed via -errorwhenmis-
sing=N at the definition of the OMS calls in plossys.cfg in order to reply
missing sheets as warning instead of error.
SAOM-198 22.08.2012 10:42:51

• The client for the logon on the SAP system in order to transfer the replies is
determined by the connection data specified for the SAP system. Only the
system-dependent section is evaluated, but not optionally existing client-
dependent sections.
SAOM-192 23.07.2012 09:56:15

new - repetition 
in the case of er-
ror

• The maximum number (MAX_RETRIES, default: 10) and maximum time
(MAX_RETRY_TIME, default: 48 h) can be specified in oms_server.cfg,
[OMS_SERVER_PARAMETERS] section, after which the repetition of erro-
neous jobs is canceled. As soon as MAX_RETRIES or MAX_RETRY_TIME is
reached, the job is terminated with an error.
SAOM-248 26.09.2016 17:49:45

10.2 Module OMS Server
bug-fix - perfor-
mance

• The transfer of large numbers of job has been optimized. If a lot of jobs are
waiting for a device these are processed sequentially by OMS Server. If a
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new job arrives for another, less frequented device the job is preferred
(until now: the job has to be wait).
SAOM-190 12.06.2012 15:04:16

• The memory leak of oms_server has been fixed.
SAOM-188 25.05.2012 07:23:09

10.3 Module OMS Scripts
bug-fix - databa-
se

• Double items in the devices database table are suppressed by PLOSSYS
netdome.
SAOM-208 14.02.2013 18:14:29

bug-fix - reply • If the specified target of callback in omswatcher or omsinitialize is not a 3-
digit SAP system ID the default from the job is used.
SAOM-201 06.09.2012 13:13:47

bug-fix - reply - 
document distri-
bution

• The erroneous RECONFIG call after replies for the document distribution
(OMSDD) has been removed from OMSWatcher.
SAOM-199 20.08.2012 11:51:37

• The erroneous jobstatus call after replies for the document distribution
(OMSDD) has been removed from OMSWatcher.
SAOM-195 24.07.2012 14:19:25
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11 Version 3.0.0

11.1 Module General
bug-fix - direct 
assignment

• The direct assignment of oms_submit using "direct" ignores upper/lower
cases.
SAOM-88 29.04.2008 14:00:38

bug-fix - copies 
and source node

• The SAP_OMS_S_COPIES transfers the number of copies as in $PLS_PLOT-
COPY but not the number of exemplars. The $PLS_SRCNODE source node
parameter contains the SAP system and the client.
SAOM-39 18.10.2005 11:23:47

new - 
CAD_USERFCT

• The CAD_USERFCT environment variable has the /SEAL/
BAS_CR_USR_RFC_FCT function as default.
SAOM-123 04.02.2010 12:09:56

new - logsize• The oms_startup.exe program supports the -logsize parameter.
SAOM-139 12.08.2010 15:09:40

new - oms_ser-
ver.cfg

• The oms_startup, oms_query, oms_dquery and oms_cancel programs
evaluate oms_server.cfg.
SAOM-77 11.09.2007 13:21:44

new - perfor-
mance

• The performance of oms_server and oms_submit has been improved.
SAOM-165 30.06.2011 09:17:33

new - order• If oms_submit is started with the -seqproc parameter the names of the
output jobs is built by the "_" character and a continuously number
followed by the file extension. Output jobs using this name format are
sorted alphabetically and therefore processed in the order of their assi-
gnment.
SAOM-62 07.12.2006 02:35:41

new - reply• All status type of PLOSSYS netdome 4.4.0 are supported.
SAOM-152 04.04.2011 09:21:20

• The SXMI_XOM_JOBS_CALLBACK environment variable may be used in
order to replace the SAP standard function for the reply. Instead of this, the
reply within the message control and document reply within DDD or DMS
Repro GUI still uses the SXMI_XOM_JOBS_CALLBACK item in the [OMSWAT-
CHER] section in omswatcher.cfg.
SAOM-132 15.07.2010 14:45:43

new - SAP certifi-
cation

• BC-XOM is certified by SAP.
SAOM-110 15.04.2009 08:36:09

11.2 Module OMS Server
bug-fix - KILL sig-
nal

• The oms_server terminates by the KILL signal under UNIX.
SAOM-53 10.07.2006 08:39:07

new - data direc-
tory

• Under UNIX oms_server creates its directory structure at the initial start.
The data directory and its subdirectories automatically obtain write permis-
sion for all.
SAOM-57 26.09.2006 13:27:35
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new - process 
identification

• The oms_server and oms_submit processes can be identified via the
display of description and brand.
SAOM-100 28.10.2008 15:40:50

11.3 Module OMS Scripts
bug-fix - 
JOB_SPOOLING

• The job status JOB_SPOOLING is not interpreted as error.
SAOM-78 26.09.2007 15:18:47

bug-fix - omswat-
cher.pl

• If omswatcher.pl is stopped, only the current notify file will be finished but
not all existing notify files.
SAOM-111 28.04.2009 13:44:29

bug-fix - reply • If an error occurs at the reply via JSAPcli in the case of the message control
a notify file is created. The further processing including the repetitions is
done by OMSWatcher.
SAOM-174 10.10.2011 11:17:09

• If an output device does not exist in PLOSSYS netdome, an error is returned.
SAOM-109 05.02.2009 12:22:33

new - data direc-
tory

• The data directory can be moved to any directory using $PLSDATA.
SAOM-40 19.10.2005 11:14:51

new - omsinitiali-
ze.pl

• The omsinitialize.pl script supports the -logsize parameter.
SAOM-146 02.02.2011 13:59:01

new - omswat-
cher.cfg

• Following items in the omswatcher.cfg configuration file are no longer
evaluated: SAPNOTIFY ([OMS_SERVER_PARAMETER] section), RM_AF-
TER_HOURS, [STATUSCODES] section, [OMS_REPLY_MANDT] section.
SAOM-136 28.07.2010 15:55:13

new - omswat-
cher.pl

• The %PLSROOT%\data\sysstat\pg_omswatcher.lck lock file is created at the
start of omswatcher.pl. This avoids the stop of the database by plskill while
the omswatcher.pl script is running.
SAOM-122 02.02.2010 15:37:24

• The omswatcher.pl script uses JSAPcli instead of SAPcli and omscli. The
configuration is realized via a database instead of the omswatcher.cfg file.
SAOM-119 15.09.2009 16:11:43

11.4 Module SAP OMS
bug-fix - RM_AF-
TER_HOURS

• RM_AFTER_HOURS for deleting messages which are not passed to the SAP
system, is no longer supported at the reply via OMSWatcher.
SAOM-131 15.07.2010 14:28:39

new - authoriza-
tion

• The /seal/role_ext_xom role contains authorizations for the activity 16 for
the S_RFC authorization object for the RFC access together with the RFC
objects to be protected: RFC1, SDIFRUNTIME, SXPT, SYST. For the
S_LOG_COM authorization object, the role contains the authorizations to
execute the following logical operating system commands: ZOMSSER-
VER_OFF, ZOMSSERVER_ON, ZOMSSERVER_STATUS. The /seal/role_ext_rfc
role contains authorizations for the activity 16 for the S_RFC authorization
object for the RFC access together with the RFC objects to be protected:
CRFC, SDIFRUNTIME, SPOK.
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SAOM-127 30.04.2010 11:09:27

new - functions• The QUERY and DELETE functions are supported.
SAOM-72 15.05.2007 17:44:47
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12 Version 2.0.1.0

12.1 Module General
new - gXnetplot • The output assignment from SAP by means of oms_submit/oms_server

supports also the gXnetplot interface. In this case, you must define
"SKRIPT" or "SKRIPT %PLSROOT%/server/sapserv/bin_winnt4/npclient.exe
-input &ZS_F -hed &ZS_H - loglevel debug" at the "OMS configuration" field
for the ROMS in the SAP system.
SAOM-49 10.02.2006 12:20:09

12.2 Module OMScli
new - password • As of SAP Netweaver 2004 (NW AS ABAP 7.0) passwords using lower/upper

cases inclusive Unicode characters are supported with a maximum length
of 40 characters (see SAP note 862989). The programs from SEAL Systems
which logon on the SAP system, require the RFC library SDK 6.40 from SAP.
SAOM-99 06.10.2008 09:47:53

12.3 Module OMS Server
bug-fix - 64 bit 
system

• Dumps on 64 bit systems are fixed.
SAOM-59 03.11.2006 10:18:13

bug-fix - reliabili-
ty

• If the main server failed, the failover concept of oms_server applies. After a
time interval of RETRY_WAIT_TIME it is checked again if the main server is
available. Previously the main server was only checked again after a restart
of oms_server or if the current server failed.
SAOM-82 05.02.2008 10:55:40

bug-fix - cluster • Switching from one server to another within a (high availability) cluster the
lock file of the disused OMS Server remains. This lock file, which is created
by a different server, is removed if it is no longer accessed.
SAOM-41 07.11.2005 08:37:28

new - password • As of SAP Netweaver 2004 (NW AS ABAP 7.0) passwords using lower/upper
cases inclusive Unicode characters are supported with a maximum length
of 40 characters (see SAP note 862989). The programs from SEAL Systems
which logon on the SAP system, require the RFC library SDK 6.40 from SAP.
SAOM-99 06.10.2008 09:47:53

new - reply • RETRY_WAIT_TIME in omswatcher.cfg specifies the waiting time until a
reply is repeated in the error case.
SAOM-93 17.07.2008 09:06:16

new - repetition 
in the case of er-
ror

• MAX_CONNECT_RETRY in the [OMS_SERVER_PARAMETERS] section in
oms_server.cfg specifies for the assignment via kNet the number of retries
of kNet to repeat the connection establishment after the network timeout
in case of an erroneous connection before kNet terminates with an error.
SAOM-98 06.10.2008 09:42:38
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12.4 Module OMS Scripts
bug-fix - missing 
sheet

• The output of missing sheets is replied as error by oms_message.pl and
gnotifydms (gXnetplot interface).
SAOM-70 04.04.2007 21:26:15

bug-fix - parallel 
processing

• The process ID is used in the names of the notify files to support a parallel
processing by multiple omsmessage.pl.
SAOM-48 29.12.2005 17:14:36

bug-fix - reply• Meaningless SAP spool IDs, which can occur at the update from the old
method (libplotter.pl) to the new method (omsmessage.pl), are not replied
to the SAP system. This avoids dumps in the SAP system.
SAOM-73 16.07.2007 13:32:13

• Only OMS replies containing an SAP spool ID are performed.
SAOM-56 28.08.2006 13:26:14

• The overall status of a set collation is logged as success or error in the case
of NAST replies. The status of the set members is treated as information.
SAOM-45 06.12.2005 16:47:48

bug-fix - signal• If omscli is terminated by a signal omswatcher.pl returns this as error.
SAOM-112 19.05.2009 15:38:51

new - logging• omswatcher.pl writes the logging of omscli and sapcli into the omswat-
cher.log file.
SAOM-44 23.11.2005 10:58:27

new - reply• RETRY_WAIT_TIME in omswatcher.cfg specifies the waiting time until a
reply is repeated in the error case.
SAOM-93 17.07.2008 09:06:16

• OMS reply to multiple clients is no longer supported (until now: [OMS_RE-
PLY_MANDT] section in omswatcher.cfg).
SAOM-42 10.11.2005 12:20:15

new - 
SXMI_XOM_JOBS
_CALLBACK

• To update the spool data omscli executes remotely the
SXMI_XOM_JOBS_CALLBACK SAP function. The environment variable of
the same name can be used to replace the function by another. The default
value in omswatcher.cfg in the [OMSWATCHER] section is /DVSREPRO/
ZOMS_JOBS_CALLBACK. The SAP function is only replaced if the specified
function exists in the SAP system.
SAOM-52 28.04.2006 10:42:00
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13 Version 2.0.0

13.1 Module SAP OMS
parameters • In the standard installation only mandatory parameters are passed. These

are all set in quotes to avoid problems, when some of them are empty or
contain space characters. Enlarging the parameter list is easy to do. Just
copy the definition from SAP into the configuration file oms_submit.cfg.
SAOM-12 20.08.2004 13:48:18

reliability • The previous script solution is replaced by the program oms_submit. Using
an RFC server to submit output jobs to the external output management
system is supported further on. The program oms_submit transfers the
jobs directly or by oms_server. The oms_server variant covers also the
topics reliability and load balancing.
SAOM-6 18.12.2003 11:17:37

file name, spool 
ID

• The PLOSSYS spool ID serves as base name for all files belonging to one job.
The spool ID consists of the SAP system ID and the SAP spool ID.
SAOM-21 04.11.2004 11:21:29

document distri-
bution

• Previously the logs relating to distribution order packages had a green icon
in all cases. Now warning messages are marked with a yellow button. Error
messages are given a red button.
SAOM-18 14.10.2004 12:02:27

header • All information available in that context are written as $ SAP_OMS_... items
into the header.
SAOM-13 01.09.2004 15:22:59

configuration • The previous necessary script modifications are replaced by configuration
settings. Appropriate default settings minimize the configuration and instal-
lation effort.
SAOM-16 14.10.2004 08:13:18

reply • Texts in the reply messages of omscli can use the full length of the field
MSGTEXT in the TSPEVJOB table.
SAOM-26 08.04.2005 14:14:23

• OMS reply messages are sent by Infoserver (previous method: libplotter.pl).
The extent of the replies can be specified by the header item
PLS_CALL_CONDITIONS.
SAOM-23 09.02.2005 14:52:26

• The standard function in SAP R/3 that is called by omscli to accept the reply
messages is SXMI_XOM_JOBS_CALLBACK. By setting an environment vari-
able of the same name one can redirect this call to a different function (e.g.
/DVSREPRO/ZOMS_JOBS_CALLBACK).
SAOM-10 09.07.2004 09:46:50

repetition in the 
error case

• If oms_submit does not transfer a job directly to PLOSSYS but via
oms_server it is possible to specify load balancing as well as failover. If no
failover server is specified or if it is not available, transmission will be
retried until it succeeds.
SAOM-14 09.09.2004 15:47:17
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